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Foreword 

This Technical Specification has been produced by the 3 rd Generation Partnership Project (3GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

x the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 



Introduction 

The present document is part 2 of a multi-part TS: 

3GPP TS 37.571-1: Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved 
Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 1: Conformance 
test specification. 

3GPP TS 37.571-2: Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and 
Evolved Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 2: 
Protocol conformance. 

3GPP TS 37.571-3: Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved 
Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 3: Implementation 
Conformance Statement (ICS). 

3GPP TS 37.571-4: Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved 
Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 4: Test suites. 

3GPP TS 37.571-5: Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved 
Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 5: Test scenarios 
and assistance data. 
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1 Scope 

The present document specifies the protocol conformance testing for the 3 ld Generation UTRAN and E-UTRAN User 
Equipment (UE) supporting UE positioning. 

This is the second part of a multi-part test specification. The following information can be found in this part: 

- the overall protocol conformance test structure; 
the protocol conformance test configurations; 

- the conformance requirement and reference to the core specifications; 

- the test purposes; and 

- a brief description of the test procedure, the specific test requirements and short message exchange table. 

The Implementation Conformance Statement (ICS) pro-forma could be found in the 3 rd part of the present document. 

The present document is valid for UE supporting UE positioning implemented according to 3GPP releases starting from 
Release 99 up to the Release indicated on the cover page of the present document. 

2 References 

The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

- References are either specific (identified by date of publication, edition number, version number, etc.) or 
non-specific. 

- For a specific reference, subsequent revisions do not apply. 

- For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including 
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same 
Release as the present document. 



[I] 3 GPP TR 21.905: "Vocabulary for 3GPP Specifications". 

[2] 3GPP TS 23.271: "Functional stage 2 description of Location Services (LCS) ". 

[3] 3GPP TS 36.305: "Stage 2 functional specification of User Equipment (UE) positioning in E- 

UTRAN". 

[4] 3GPP TS 36.355: "LTE Positioning Protocol (LPP)". 

[5] 3GPP TS 24.171: "Control Plane Location Services (LCS) procedures in the Evolved Packet 

System (EPS)". 

[6] 3GPP TS 24.030: "Location Services (LCS); Supplementary service operations; Stage 3". 

[7] 3GPP TS 24.080: "Mobile radio interface layer 3 supplementary services specification; Formats 

and coding". 

[8] 3GPP TS 36.508: "Common test environments for User Equipment (UE)". 

[9] 3GPP TS 37.571-1: "User Equipment (UE) conformance specification for UE positioning; 

Part 1: Conformance test specification". 

[10] 3GPP TS 37.571-3: "User Equipment (UE) conformance specification for UE positioning; 

Part 3: Implementation Conformance Statement (ICS)". 

[II] 3GPP TS 37.571-4: "User Equipment (UE) conformance specification for UE positioning; 
Part 4: Test suites". 
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[12] 3GPP TS 37.571-5: "User Equipment (UE) conformance specification for UE positioning; 

Part 5: Test scenarios and assistance data". 

[13] 3GPP TS 36.509: "Special conformance testing functions for User Equipment (UE)". 

[14] 3GPP TS 34.123-1: "User Equipment (UE) conformance specification; Part 1: Protocol 

conformance specification". 

[15] 3GPP TS 24.301: "Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); 

Stage 3". 

[16] 3GPP TS 34.108: "Common Test Environments for User Equipment (UE) Conformance Testing". 

[17] 3GPP TS 25.331: "RRC Protocol Specification". 

[18] 3GPP TS 34.109: "Terminal logical test interface; Special conformance testing functions". 

[19] 3GPP TS 24.008: "Mobile radio interface Layer 3 specification; Core network protocols; 

Stage 3". 

[20] 3GPP TS 33.102: "3G security; Security architecture". 

[21] ICD-GPS-200: "Navstar GPS Space Segment/Navigation User Interface". 

[22] 3GPP TS 23.171: "Location Services (LCS); Functional description; Stage 2 (UMTS)". 

[23] GSM TS 03.71: "Location Services (LCS); Functional description; Stage 2". 

[24] 3GPP TS 36.33 1 : "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource 

Control (RRC); Protocol specification". 

[25] 3GPP TS 23.272: "Circuit Switched (CS) fallback in Evolved Packet System (EPS); Stage 2". 

[26] 3GPP TS 23.401 : "General Packet Radio Service (GPRS) enhancements for Evolved Universal 

Terrestrial Radio Access Network (E-UTRAN) access". [27] 3GPP TS 22.101: "Service aspects; 
Service principles". 

3 Definitions and abbreviations 

3.1 Definitions 

For the purposes of the present document, the terms and definitions given in TR 21.905 [1], TS 23.271 [2], 
-TS 36.305 [3], TS 36.355 [4] apply. 

3.2 Abbreviations 

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An 
abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 
TR 21.905 [1]. 

DL Downlink 

LCS Location Services 

LPP LTE Positioning Protocol 

MO-LR Mobile Originated Location Request 

MT-LR Mobile Terminated Location Request 

NAS Non-Access-Stratum 

NI-LR Network Induced Location Request 

UL Uplink 
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4 Default Conditions for UTRAN 

4.1 Default system information 

Default system information, as specified in 3GPP TS 34.108 [16] subclause 6.1, is broadcasted for the A-GPS test cases 
in subclause 6.1. For the A-GNSS test cases in subclause 6.2, the default system information, as specified in 3GPP 
TS 36.508 [8], is broadcasted. SIB 15/SIB 15.x are not broadcasted unless otherwise stated in the specific test cases. 

4.2 Simulated A-GPS and A-GNSS environment 

During A-GPS and A-GNSS tests the SS shall generate satellite signals that are of a sufficient number and strength not 
to prevent the UE from responding to a positioning request with a valid measurement response. Any assistance data 
provided during these tests shall be consistent with the satellite signals generated during these tests. 

It is considered that six satellite signals with the level of the simulated satellites all at -125 dBm + 6 dB should be 
suitable, however this does not imply any conformance requirements on the UE. 

Suitable GPS and GNSS scenarios together with associated assistance data are defined in TS 37.571-5 clause 5.2.7. 

The accuracy of the GPS time-of-week and/or GANSS time-of-day in the provided assistance data shall be within + 2 
seconds relative to the GPS and/or GANSS time in the system simulator. 

During A-GNSS signalling tests, the SS shall generate all the UE supported GNSS satellite signals. 

4.2.1 A-GNSS sub-test cases 

The A-GNSS signalling test cases in subclause 6.2 may include several sub-test cases dependent on the GNSS 
supported by the UE. Each sub-test case is identified by a Sub-Test Case Number as defined in the Table below. The 
detailed assistance data depend on the particular sub-test case as defined in subclause 4.4. 



Table 4.2.1-1 : Sub-Test Case Number Definition for UTRA 



Sub-Test Case Number 


Supported GNSS 


1 


UE supporting A-GLONASS only 


2 


UE supporting A-Galileo only 


3 


UE supporting A-GPS and Modernized GPS only 


4 


UE supporting A-GPS 1 " and A-GLONASS only 


NOTE 1 : "A-GPS" includes Modernized GPS if supported by the UE. 



4.3 A-GPS assistance data sets 

This subclause defines the assistance data sets supplied by the SS in A-GPS test cases specified in subclause 6.1. 

Throughout this subclause, "adequate assistance data" means the assistance data used in test cases where it is expected 
that a UE supporting A-GPS will be able to perform the requested positioning operation using the supplied assistance 
data, and "inadequate assistance data" is the assistance data used in test cases that expect that the UE will be unable to 
perform the requested operation. The values of all the fields in all cases are defined in TS 37.571-5 clause 5.2.7. 
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4.3.1 Adequate assistance data for UE-based A-GPS 

For UE-based test cases requiring adequate assistance data, the IE "UE positioning GPS assistance data" is spread 
across two separate MEASUREMENT CONTROL messages, and set as follows: 



First MEASUREMENT CONTROL MESSAGE: 



- UE positioning GPS assistance data 






- UE positioning GPS reference time 






- GPS week 


Set according to 4.2 




- GPS Week Cycle Number 


Set according to 4.2 


Rel-10 UE or later 


- GPS TOW msec 


Set according to 4.2 




- UTRAN GPS reference time 


Not present 




- UE Positioning GPS Reference Time 


Set according to 4.2 


Rel-7 UE or later 


Uncertainty 






- SFN-TOW uncertainty 


Not present 




- Tutran-gps drift rate 


Not present 




- GPS TOW assist 


Not present 




- UE positioning GPS reference UE position 


Set according to 4.2 




- UE positioning GPS DGPS corrections 


Not present 




- UE positioning GPS navigation model 






- Satellite information 


For satellites 1-3 




- SatID 


Set according to 4.2 




- Satellite status 


NS NN 




- GPS ephemeris and clock corr. param. 


Set according to 4.2 




- UE positioning GPS ionospheric model 


Set according to 4.2 




- UE positioning GPS UTC model 


Not present 




- UE positioning GPS almanac 


Not present 




- UE positioning GPS acquisition assistance 


Not present 




- UE positioning GPS real-time integrity 


Not present 





Second MEASUREMENT CONTROL message: 



- UE positioning GPS assistance data 




- UE positioning GPS reference time 


Not present 


- UE positioning GPS reference UE position 


Not present 


- UE positioning GPS DGPS corrections 


Not present 


- UE positioning GPS navigation model 




- Satellite information 


For satellites 4-6 


- SatID 


Set according to 4.2 


- Satellite status 


NS NN 


- GPS ephemeris and clock corr. param. 


Set according to 4.2 


- UE positioning GPS ionospheric model 


Not present 


- UE positioning GPS UTC model 


Not present 


- UE positioning GPS almanac 


Not present 


- UE positioning GPS acquisition assistance 


Not present 


- UE positioning GPS real-time integrity 


Not present 



4.3.2 Inadequate assistance data for UE-based A-GPS 

For UE-based test cases requiring inadequate assistance data, the IE "UE positioning GPS assistance data" is set to "Not 
present" in the MEASUREMENT CONTROL message. 

4.3.3 Adequate assistance data for UE-assisted A-GPS 

For UE-assisted test cases requiring adequate assistance data, the IE "UE positioning GPS assistance data" is set as 
follows for the first MEASUREMENT CONTROL message: 
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- UE positioning GPS assistance data 






- UE positioning GPS reference time 






- GPS week 


Set according to 4.2 




- GPS Week Cycle Number 


Set according to 4.2 


Rel-10 UE or later 


- GPS TOW msec 


Set according to 4.2 




- UTRAN GPS reference time 


Not present 




- UE Positioning GPS Reference Time 


Set according to 4.2 


Rel-7 UE or later 


Uncertainty 






- SFN-TOW uncertainty 


Not present 




- Tutran-gps drift rate 


Not present 




- GPS TOW assist 


Not present 




- UE positioning GPS reference UE position 


Not present 




- UE positioning GPS DGPS corrections 


Not present 




- UE positioning GPS navigation model 


Not present 




- UE positioning GPS ionospheric model 


Not present 




- UE positioning GPS UTC model 


Not present 




- UE positioning GPS almanac 


Not present 




- UE positioning GPS acquisition assistance 






- GPS TOW msec 


Set according to 4.2 




- UTRAN GPS reference time 


Not present 




- UE Positioning GPS Reference Time 


Set according to 4.2 


Rel-7 UE or later 


Uncertainty 






- Satellite information 


Set according to 4.2 




- Extra Doppler 


Set according to 4.2 




- Azimuth and Elevation 


Set according to 4.2 




- Azimuth and Elevation LSB 


Set according to 4.2 


Rel-10 UEor later 


- UE positioning GPS real-time integrity 


Not present 





If the UE requests further assistance data, the SS sends subsequent MEASUREMENT CONTROL messages containing 
the assistance data fields requested by the UE that are available in the SS as specified in TS 37.571-5 clause 5.2.7 and in 
clause 4.3.5. 

4.3.4 Inadequate assistance data for UE-assisted A-GPS 

For UE-assisted test cases requiring inadequate assistance data, the IE "UE positioning GPS assistance data" is set to 
"Not present" in the MEASUREMENT CONTROL message. 

4.3.5 Response to assistance data requests from UE 

If the SS needs to send assistance data in response to a request for additional assistance data from the UE, or in response 
to an MO-LR request for assistance data, the IE "UE positioning GPS assistance data" is set as follows: 
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- UE positioning GPS assistance data 






- UE positioning GPS reference time 


Set according to 4.2 if 






requested by the UE 




- GPS week 


Set according to 4.2 




- GPS Week Cycle Number 


Set according to 4.2 


Rel-10 UE or later 


- GPS TOW msec 


Set according to 4.2 




- UTRAN GPS reference time 


Not present 




- UE Positioning GPS Reference Time 


Set according to 4.2 


Rel-7 UE or later 


Uncertainty 






- SFN-TOW uncertainty 


Not present 




- Tutran-gps drift rate 


Not present 




- GPS TOW assist 


Not present 




- UE positioning GPS reference UE position 


Set according to 4.2 if 






requested by the UE 




- UE positioning GPS DGPS corrections 


Not sent 




- UE positioning GPS navigation model 


Set according to 4.2 if 






requested by the UE 




- Satellite information 


For satellites 1 -6 




- SatID 


Set according to 4.2 




- Satellite status 


NS NN 




- GPS ephemeris and clock corr. param. 


Set according to 4.2 




- UE positioning GPS ionospheric model 


Set according to 4.2 if 






requested by the UE 




- UE positioning GPS UTC model 


Not sent 




- UE positioning GPS almanac 


Set according to 4.2 if 






requested by the UE 




- WNa 


Set according to 4.2 




- Complete Almanac Provided 


True 


Rel-10 UE or later 


- Satellite information 


Set according to 4.2 




- SV Global Health 


Not present 




- UE positioning GPS acquisition assistance 


Set according to 4.2 if 






requested by the UE 




- GPS TOW msec 


Set according to 4.2 




- UTRAN GPS reference time 


Not present 




- UE Positioning GPS Reference Time 


Set according to 4.2 


Rel-7 UE or later 


Uncertainty 






- Satellite information 


Set according to 4.2 




- Extra Doppler 


Set according to 4.2 




- Azimuth and Elevation 


Set according to 4.2 




- Azimuth and Elevation LSB 


Set according to 4.2 


Rel-10 UEor later 


- UE positioning GPS real-time integrity 


Not sent 





If the UE requests the GPS navigation model then the SS provides navigation model satellite information for at most 
three satellites in any one MEASUREMENT CONTROL or ASSISTANCE DATA DELIVERY message; additional 
satellites are sent in subsequent MEASUREMENT CONTROL or ASSISTANCE DATA DELIVERY messages. 

If the UE requests the GPS almanac then the SS provides almanac information spread across at least two 
MEASUREMENT CONTROL or ASSISTANCE DATA DELIVERY messages. 

If the UE requests both GPS navigation model and almanac then the SS provides them in different MEASUREMENT 
CONTROL or AS SISTANCE DATA DELIVERY messages . 



4.4 A-GNSS assistance data sets 

This subclause defines the assistance data sets supplied by the SS in A-GNSS test cases specified in subclause 6.2. For 
A-GNSS sub-test cases which include the GPS LI C/A signal, the A-GPS assistance data as defined in clause 4.3 apply. 
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Throughout this subclause, "adequate assistance data" means the assistance data used in test cases where it is expected 
that a UE supporting A-GNSS will be able to perform the requested positioning operation using the supplied assistance 
data, and "inadequate assistance data" is the assistance data used in test cases that expect that the UE will be unable to 
perform the requested operation. The values of all the fields in all cases are defined in 3GPP TS 37.571-5. 

4.4.1 Adequate assistance data for UE-based A-GNSS 

For UE-based GNSS test cases requiring adequate assistance data, the IE "UE positioning GANSS assistance data" is 
spread across one or more (dependent on the sub-test) separate MEASUREMENT CONTROL messages, and set as 
follows: 

4.4.1.1 Sub-Test 1 



First MEASUREMENT CONTROL MESSAGE: 



Information Element 


Value/Remark 




UE positioning GPS assistance data 


Not present 




Ub positioning oANbb assistance data 






- UE positioning GANSS reference time 


1 




- (jANbb Day 


Set according to 4.2 




- GANSS Day Cycle Number 


Set according to 4.2 


Rel-10 UE or later 


- GANSS TOD 


Set according to 4.2 




- GANSS TOD Uncertainty 


Set according to 4.2 




- GANSS Time ID 


2 (GLONASS) 




- UTRAN GANbb reference time 


Not present 




- Tutran-ganss drift rate 


Not present 




- UE positioning GANSS reference UE position 


Set according to 4.2 




- UE positioning GANSS ionospheric model 


Not present 




- UE positioning GANSS additional ionospheric Model 


Not present 




- UE positioning GANSS Earth orientation Parameters 


Not present 




- GANSS Generic Assistance Data 






- GANSS ID 


3 (GLONASS) 




- UE positioning GANSS SBAS ID 


Not present 




- GANSS Time Models 


Not present 




- UE positioning DGANSS corrections 


Not present 




- UE positioning GANSS navigation model 


Not present 




- UE positioning GANSS additional navigation models 


Set according to 4.2 




- Non-Broadcast Indication 


Not present 




- Satellite information 


For satellites 1-6 




- GANSS additional clock models 


Model-4 




- GANSS additional orbit models 


Model-4 




- UE positioning GANSS real-time integrity 


Not present 




- UE positioning GANSS data bit assistance 


Not present 




- UE positioning GANSS reference measurement 
information 


Not present 




- UE positioning GANSS almanac 


Not present 




- UE positioning GANSS UTC model 


Not present 




- UE positioning GANSS additional UTC models 


Not present 




- UE positioning GANSS auxiliary information 


Set according to 4.2 




- GANSS-ID-3 






- Aux Info List 


For satellites 1-6 
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4.4.1.2 Sub-Test 2 



First MEASUREMENT CONTROL MESSAGE: 



Information Element 


Value/Remark 




UE positioning GPS assistance data 


Not present 




UE positioning GANSS assistance data 






- UE positioning GANSS reference time 






- GANSS Day 


Set according to 4.2 




- GANSS Day Cycle Number 


Set according to 4.2 


Rel-10UEor later 


- GANSS TOD 


Set according to 4.2 




-GANSS TOD Uncertainty 


Set according to 4.2 




- GANSS Time ID 


Not present 




- UTRAN GANSS reference time 


Not present 




- Tutran-ganss drift rate 


Not present 




- UE positioning GANSS reference UE position 


Set according to 4.2 




- UE positioning GANSS ionospheric model 


Set according to 4.2 




- UE positioning GANSS additional ionospheric Model 


Not present 




- UE positioning GANSS Earth orientation Parameters 


Not present 




- GANSS Generic Assistance Data 






- GANSS ID 


Not present 




- UE positioning GANSS SBAS ID 


Not present 




- GANSS Time Models 


Not present 




- UE positioning DGANSS corrections 


Not present 




- UE positioning GANSS navigation model 


Set according to 4.2 




- Non-Broadcast Indication 


Not present 




- Satellite information 


For satellites 1-N 




- GANSS clock model 


Model-1 




- GANSS orbit model 


Model-1 




- UE positioning GANSS additional navigation 
models 


Not present 




- UE positioning GANSS real-time integrity 


Not present 




- UE positioning GANSS data bit assistance 


Not present 




- UE positioning GANSS reference measurement 
information 


Not present 




- UE positioning GANSS almanac 


Not present 




- UE positioning GANSS UTC model 


Not present 




- UE positioning GANSS additional UTC models 


Not present 




- UE positioning GANSS auxiliary information 


Not present 
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Information Flpmpnt 

llllvl IIIQUUII LI7IMCIII 


Valnp/Rpmark 


IIF nn^itinninn f^P^ aQQiQtanpp rlata 


Mnt nrpcont 

IMUl ul CoCI 1 I 


IIP rtncitinninn f^ANQQ accictanro Hata 

\JC |JL!ol LIUI 1 II iy UMNOO aooloLal IL.C UdLd 




_ 1 ip nnci+inninn f^AMQQ roforonno timo 
u r__ puoiLiuiiiiiy vjniMoo loitJitniou wiic 


Mnt nrpcont 
l MUl Ul cocl ll 


- 1 IF nn<5itinninn (nAN^^ rpfprpnrp 1 IF nn<?itinn 

pUolLIUIIMiy vjnlMOO ICICICIIOC l_ [JUolLIUII 


Mot nrpQpnt 

1 NU L Ul dodl 11 


_ 1 ip nnQitinninn fnAM^9 innncnhprip mnrlpl 
u i uuoiuuiiiiiy i >ioo iuiiuouiiciio 1 1 iuuci 


Mnt nrpQpnt 

1 MUL Ul dodl il 


_ 1 |p nncitinninn fnAMQQ aHHitinnal innrtcnhorif h/lrtrlol 

U r__ fJUolllUI III iy VJ/AINOO dUUILIUlldl IUI IUo|JI Id lU IVIUUtJI 


IMUl Ul CoCI 1 I 


_ 1 |p nnci+inninn f^AMQQ Farth nriontatinn Paramotorc 

U r__ |JUolLIUI III iy \JnlMOO Cell LI 1 Ul Icl ILdLIUI 1 1 d 1 dl 1 ItJltJI o 


Mnt nrpcpnt 
1 MUl Ul cocl ll 


_ f^AMQQ (^onorir 1 Accictanr'O riata 
VjrAI N O O ucl Icl \\j /AooloLdl IOU Uala 




- fiANS^ ID 


Mnt nrpcpnt 

1 MUl Ul COdl ll 


- 1 IF nn^itinninn fSAN^ CIRA^ in 

UL fJUol LIUI II 1 iy UnlNOO ODnO IU 


Mnt nrpcpnt 
IMUl Ul cocl 1 1 


- f^ANm^ Timp Mnrlpk 

unlNOO 1 llllc IVIUUtrlo 


Mnt nrpcpnt 
IMUl ul cocl 1 1 


UC pUolLIUl III iy UVJ/AInOO OUI i tJoLIUI lb 


Mnt nrpcpnt 
IMUl pi cocl ll 


1 IP nncitinninn ^AMQQ na\/inatir>n mr\Hol 
UC pUolLIUl III iy OMIMOO 1 IdVlydUUI 1 IIIUUul 


Qpt cmnnrHinn tn A 
ocl duouiumy lu 


- Mnn-RmaHr i aQt Inrlipatinn 

INUII Ul UaULaol II IUIO&MIH 1 


Mnt nrpcpnt 

IMUl Ul COCI 1 1 


- Qatollito infnrmatinn 

OdLtMIILc II MUl 1 1 IdLIUI 1 


Fnr catpllitpc fM_i_1 ^ 

rui odicinico ^imt i f i vi 


- HAM^^ r\nrk mnrlpl 

\_A AA 1 N O O OIUUr\ IIIUUol 


MnHpl-1 

IVIUUCI 1 




MnHpl-1 

IVIUUcI I 


- UE positioning GANSS additional navigation models 


Not present 


- UE positioning GANSS real-time integrity 


Not present 


- UE positioning GANSS data bit assistance 


Not present 


- UE positioning GANSS reference measurement information 


Not present 


- UE positioning GANSS almanac 


Not present 


- UE positioning GANSS UTC model 


Not present 


- UE positioning GANSS additional UTC models 


Not present 


- UE positioning GANSS auxiliary information 


Not present 


4.1.3 Sub-Test 3 

rst MEASUREMENT CONTROL MESSAGE: 


Information Element 


Value/Remark 


UE positioning GPS assistance data 


As defined in 4.3.1 , First 
Measurement Control Message 


UE positioning GANSS assistance data 




- UE positioning GANSS reference time 


Not present 


- UE positioning GANSS reference UE position 


Not present 


- UE positioning GANSS ionospheric model 


Not present 


- UE positioning GANSS additional ionospheric Model 


Not present 


- UE positioning GANSS Earth orientation Parameters 


Not present 


- GANSS Generic Assistance Data 




- GANSS ID 


1 (Modernized GPS) 


- UE positioning GANSS SBAS ID 


Not present 


- GANSS Time Models 


Not present 


- UE positioning DGANSS corrections 


Not present 


- UE positioning GANSS navigation model 


Not present 


- UE positioning GANSS additional navigation models 


Not present 


- UE positioning GANSS real-time integrity 


Not present 


- UE positioning GANSS data bit assistance 


Not present 


- UE positioning GANSS reference measurement information 


Not present 


- UE positioning GANSS almanac 


Not present 


- UE positioning GANSS UTC model 


Not present 


- UE positioning GANSS additional UTC models 


Not present 


- UE positioning GANSS auxiliary information 




- GANSS-ID-1 




- Aux Info List 


For satellites 1-3 
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Second MEASUREMENT CONTROL MESSAGE: 





v d i u ksi nc 1 1 1 d i rv 


IIP nncitir*n inn f^PC accictanro rlata 
UC fJUolllUlllliy i O doaloLdilutr Udld 


Mb ufcJIIilcu 111 ^f.O. 1 , OcUUNU 
MDacnrDmont fnntrnl Mnccano 

IVIUdoUl Ul 1 IUI IL UUI III Ul IVIUbodyU 


IIP nncitinninn fSAMQQ accictanf o rfatn 

UL pUol UUI 1 II ly UHNOO aDOloLal IL.C UdLd 




_ 1 ip nncitinninn HAM^Q roforonno timo 

UL fJUol UUI III ly Vj/AINOO IUIUIUIIUU IIIIIU 


Mnt nrocont 
INUl Ul UbUI 11 


- 1 IP nnQitinninn fnAM^9 mfprpnnp 1 IP nnQitinn 

UL pUol 11 Ul 1 1 1 iy \jniNOO ICIUICIIUC UL pUolLIUII 


Mnt nrpcpnt 

IMUl Ul CoCI 11 


_ 1 |p nncitinninn fnAMQQ innncnhorir mnrlol 

UL UUol UUI Ml ly UnlNOO IUI IUoUI IUI IU 1 1 IUUCI 


INUl Ul Uocl 1 L 


_ 1 ip nncitinninn I^AMQQ arlrlitinnal innncnhnrin fv/lnrlol 

UL pUolUUl III iy VJ/AINOO dUUILIUIIdl IUI lUofJI IUI IU IVIUUUI 


Mnt nrpcpnt 

INUl Ul COUl 11 


1 IP nncitinn i nn f^AMQQ Pcir+h nriontiatinn Paramotorc 
UC pUblLIUl III iy ul/AlNOO LdlLN UllUIILdllUM r dldlllUlUlb 


Mnt nrpcpnt 
INUL pi ubcl 1 L 


fnAMQQ f^onorir> Aocictanro Plata 
unlNOO Vjlcllcllu Mbblbldl 1UU Udld 




- r^AN^c; in 


1 (Mnn'prni7prl GPS^ 
i y i viuuci 1 1 IZ.CU uroj 


- 1 IP nncitinninn fSAN^ ^RA*^ in 

UL UUol UUI II 1 iy UnlNOO O DrAO IU 


Mnt nrpcpnt 

INUl Ul COCl 1 1 


- (^AM^^l Timp MnHnlc 

UnlNOO 1 IIIIU IVIUUUlo 


Mnt nrpcpnt 

INUl Ul COCl 11 


UC pUolUUl III iy Uul/AlNOO UUI i UULIUI lb 


Mnt nrpcpnt 
INUl pi UbUI IL 


1 IP nncitinninn HAMQQ na\/inatir>n mnHol 
UC pUolUUl ill iy ul/AlNOO lldViydLIUIl IIIUUUI 


Mnt nrpcpnt 
INUL pi UbUI IL 


- 1 IP nncitinninn fnAM^^ arlrlitinnal navinatinn mnrlplc 
ul uuoiiiuiiiiiy uniNOO dUUiLiuiidi iidviydLiuii niuucio 


Mnt nrPQpnt 

inui pi COCI 1 1 


- UE no^itioninn GANSS rpal-timp intpnritv 

* i — yj w o i l i w i iii i y / vi 'ivju i cai liiiiv i i i y i i l y 


Not nrpcpnt 

1 v W L K/ 1 w O w 1 1 L 


- UE positioning GANSS data bit assistance 


Not present 


- UE positioning GANSS reference measurement information 


Not present 


- UE positioning GANSS almanac 


Not present 


- UE positioning GANSS UTC model 


Not present 


- UE positioning GANSS additional UTC models 


Not present 


- UE positioning GANSS auxiliary information 




- GANSS-ID-1 




- Aux Info List 


For satellites 4-6 1 



4.4.1.4 



Sub-Test 4 



First MEASUREMENT CONTROL MESSAGE: 



Information Element 


Value/Remark 


UE positioning GPS assistance data 


As defined in 4.3.1 , First 
Measurement Control Message 


UE positioning GANSS assistance data 


Not present 



Second MEASUREMENT CONTROL MESSAGE: 



Information Element 


Value/Remark 


UE positioning GPS assistance data 


As defined in 4.3.1 , Second 
Measurement Control Message 


- UE positioning GPS UTC model 


Set according to 4.2. 


UE positioning GANSS assistance data 


Not present 
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Third MEASUREMENT CONTROL MESSAGE: 



Information Flpmpnt 

II IIUI 1 1 1 CI L 1 \J 1 1 L_ Id MCI 11 


Valup/Rpmark 

vaiu c/ i ic 1 1 1 ci i r\ 




IIF nnoJtinninn f^PC, a^c;iQtanf*p data 

Ut. pUOl IIUI III iy \J 1 O ClOOloLCII IV/C UCIIC1 


Mnt nrncpnt 
inul pi COUl 11 




puolUUl III iy UHligg doololdl ll>tr Udld 






1 IF nocitioni nn l^flMQQ roforonro timo 

uc pubiuui in iy OMiNoo i tfici ci lot; Lime 


Mot nrocont 
INUL picbfcJIU 




- 1 IF nncitinninn CnAM^^ rpf prince* 1 IF nncitinn 

LJ l_ pUol IIUI III iy UnlNOO 1 CICI CI IUC LJ l_ [JUolLIUII 


Mnt nrpcpnt 

INUL pi CoCI 1 L 




- 1 IF nncitinninn fnAM^^ innncnhnrin mnrlpl 

\J 1 kJUolLIUIIIIIU VJirAI MOO IUI IUoUI ICI IU 1 1 1 UU CI 


Mnt nrPQPnt 

INUL pi CoCI 1 L 




- 1 IF nncitinninn fnAMQQ aHHitinnal innncnhprin MoHpI 

UI- pUblLIUI III iy unlNOO dUUILIUlldl IUI lUbfJI Id IL. IvlUUOl 


Mnt nrocont 

INUL pi CbtJI 1 L 




- 1 IF nncitinninn I^AMQQ Farth nripntatinn Paramotorc 
ur_ uuoiuui in iy uniNoo r_ai ii i ui ici ilciliui i raidiiicLci o 


Mot nrocont 

INUL pi COCl IL 




- HAM^^ f^pnprin Accictanop Rata 
vjnlMOO VJtJl lt;l lO rAoololdl lUt; UdLd 






vjniNoo 1 1— ' 


Q CHI ONASS^ 




- 1 IF nnQitinninn HAM^ ^RA^ ID 

KJ L JJUol LIUl III iy UnlNOO ODnu 1 VJ 


Mnt nrocont 
INUL pi UoCl IL 




- HAM^^ Timp Mnrlplc 

UrtlNOO 1 IIIIC IVIUUcIo 


Cot af*nr\rr\\r\r\ tn A. 
oci duuuiuniy lu '-r.c. 




- f^AMCC Timp KTIpHpI 

OnlNOO 1 llllc IVIUUUI 






ciniNoo i nut; iviuuui nt;it;i ci iut; i nut; 


Cot Qrrn r/H i n/~i to A. 
OtJl dOUUlUlliy IU H-.il 




- Tao 


Set according to 4.2 




T*- 
1 A1 


Mot i^focont 

inul prubciii 




lA2 


Mot (^focont 

inui prebtJiii 




omcc to in 






\ A/ qa[/ Mi imhor 
- VVccK InUIiIUUT 


inui prubtJiu 




_ Holta T 
LJtflLd I 


Cot appnrrlinn to A. 
Ocl duuUlUIIiy LU H-.tL. 


Rol-10 I IF nr lator 
nyi i u uc ui idici 


I IF r\ o o i f i o n i n ft RfiAMCC rrvrKOftirvnc 
- UC pUolUuillliy UOMlNOO uUllUOllUllb 


inul pruberu 




I IF r\ o o i t i r\ ft i n ft f-AMCC no\/i/~i^tiof"» mo/Hol 
UC pUblLIUNIIiy OMInoo lldViydllUI 1 lilUUol 


InUL prebuiiL 




- UE positioning GANSS additional navigation 

mnrlQ 1 o 
1 1 lUUclb 


Set according to 4.2 




- iNon-DroaaCdSi maicauon 


not preseni 




_ Q q+o 1 1 i+o i nf nrm oti o n 
OdLcllllfc; IMIU1 1 1 IdllUI 1 


For ccitollitoc 1 
rUi bdlUIIILUb I D 




ii AMCC t\ n 1 /~«l/~\/~«L' m t~\r\a\c} 
OMINoo dUUILIUlldl CIUCK IllUUUIb 


IVIUUUI *t 




UnlNOO dUUILIUlldl UlUIL MlUUclb 


IVIUUcI *t 




1 IF r\ o o i t i o n i n fi i-AMCC ro o 1 timo into^"ii"itw 
UC publLIUi 111 iy OMINOO lUdl lllilti INLUyriLy 


Mot i^rooont 

InUL prubuiu 




- IIF nnQitinninn CLANKS data hit ac.^ic.tanrp 


Nnt nrpcpnt 




- UE positioning GANSS reference measurement 
information 


Not present 




- UE positioning GANSS almanac 


Not present 




- UE positioning GANSS UTC model 


Not present 




- UE positioning GANSS additional UTC models 


Not present 




- UE positioning GANSS auxiliary information 


Set according to 4.2 




-GANSS-ID-3 






- Aux Info List 


For satellites 1-6 





4.4.2 Inadequate assistance data for UE-based A-GNSS 

For UE-based test cases requiring inadequate assistance data, the IE "UE positioning GPS assistance data" and "UE 
positioning GANSS assistance data" is set to "Not present" in the MEASUREMENT CONTROL message. 

4.4.3 Adequate assistance data for UE-assisted A-GNSS 

For UE-assisted test cases requiring adequate assistance data, the IEs "UE positioning GPS assistance data" and "UE 
positioning GANSS assistance data" are set as follows: 
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4.4.3.1 Sub-Test 1 



MEASUREMENT CONTROL MESSAGE: 



Information Element 


Value/Remark 




UE positioning GPS assistance data 


Not present 




UE positioning GANSS assistance data 






- UE positioning GANSS reference time 






- GANSS Day 


Set according to 4.2 




- GANSS Day Cycle Number 


Set according to 4.2 


Rel-10 UE or later 


- GANSS TOD 


Set according to 4.2 




-GANSS TOD Uncertainty 


Set according to 4.2 




-GANSS Time ID 


2 (GLONASS) 




- UTRAN GANSS reference time 


Not present 




- Tjtran-ganss drift rate 


Not present 




- UE positioning GANSS reference UE position 


Not present 




- UE positioning GANSS ionospheric model 


Not present 




- UE positioning GANSS additional ionospheric Model 


Not present 




- UE positioning GANSS Earth orientation Parameters 


Not present 




- GANSS Generic Assistance Data 






- GANSS ID 


3 (GLONASS) 




- UE positioning GANSS SBAS ID 


Not present 




- GANSS Time Models 


Not present 




- UE positioning DGANSS corrections 


Not present 




- UE positioning GANSS navigation model 


Not present 




- UE positioning GANSS additional navigation 
models 


Not present 




- UE positioning GANSS real-time integrity 


Not present 




- UE positioning GANSS data bit assistance 


Not present 




- UE positioning GANSS reference measurement 
information 


Set according to 4.2 




- GANSS Signal ID 


Not present 




- Satellite Information 


For satellites 1-6 




- Extra Doppler 


Set according to 4.2 




- Azimuth and Elevation 


Set according to 4.2 




- Azimuth and Elevation LSB 


Set according to 4.2 


Rel-10UEor later 


- UE positioning GANSS almanac 


Not present 




- UE positioning GANSS UTC model 


Not present 




- UE positioning GANSS additional UTC models 


Not present 




- UE positioning GANSS auxiliary information 


Set according to 4.2 




- GANSS-ID-3 






- Aux Info List 


For satellites 1-6 
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4.4.3.2 Sub-Test 2 



MEASUREMENT CONTROL MESSAGE: 



Information Element 


Value/Remark 




UE positioning GPS assistance data 


Not present 




UE positioning GANSS assistance data 






- UE positioning GANSS reference time 






- GANSS Day 


Set according to 4.2 




- GANSS Day Cycle Number 


Set according to 4.2 


Rel-10UEor later 


- GANSS TOD 


Set according to 4.2 




-GANSS TOD Uncertainty 


Set according to 4.2 




-GANSS Time ID 


Not present 




- UTRAN GANSS reference time 


Not present 




- Tjtran-ganss drift rate 


Not present 




- UE positioning GANSS reference UE position 


Not present 




- UE positioning GANSS ionospheric model 


Not present 




- UE positioning GANSS additional ionospheric Model 


Not present 




- UE positioning GANSS Earth orientation Parameters 


Not present 




- GANSS Generic Assistance Data 






- GANSS ID 


Not present 




- UE positioning GANSS SBAS ID 


Not present 




- GANSS Time Models 


Not present 




- UE positioning DGANSS corrections 


Not present 




- UE positioning GANSS navigation model 


Not present 




- UE positioning GANSS additional navigation models 


Not present 




- UE positioning GANSS real-time integrity 


Not present 




- UE positioning GANSS data bit assistance 


Not present 




- UE positioning GANSS reference measurement 
information 


Set according to 4.2 




- GANSS Signal ID 


Not present 




- Satellite Information 


For satellites 1-M 




- Extra Doppler 


Set according to 4.2 




- Azimuth and Elevation 


Set according to 4.2 




- Azimuth and Elevation LSB 


Set according to 4.2 


Rel-10 UE or later 


- UE positioning GANSS almanac 


Not present 




- UE positioning GANSS UTC model 


Not present 




- UE positioning GANSS additional UTC models 


Not present 




- UE positioning GANSS auxiliary information 


Not present 
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4.4.3.3 Sub-Test 3 



MEASUREMENT CONTROL MESSAGE: 



Information Element 


Value/Remark 


UE positioning GPS assistance data 


As defined in 4.3.3 


UE positioning GANSS assistance data 




- UE positioning GANSS reference time 


Not present 


- UE positioning GANSS reference UE position 


Not present 


- UE positioning GANSS ionospheric model 


Not present 


- UE positioning GANSS additional ionospheric Model 


Not present 


- UE positioning GANSS Earth orientation Parameters 


Not present 


- GANSS Generic Assistance Data 




- GANSS ID 


1 (Modernized GPS) 


- UE positioning GANSS SBAS ID 


Not present 


- GANSS Time Models 


Not present 


- UE positioning DGANSS corrections 


Not present 


- UE positioning GANSS navigation model 


Not present 


- UE positioning GANSS additional navigation models 


Not present 


- UE positioning GANSS real-time integrity 


Not present 


- UE positioning GANSS data bit assistance 


Not present 


- UE positioning GANSS reference measurement information 


Not present 


- UE positioning GANSS almanac 


Not present 


- UE positioning GANSS UTC model 


Not present 


- UE positioning GANSS additional UTC models 


Not present 


- UE positioning GANSS auxiliary information 


Set according to 4.2 


- GANSS-ID-1 




- Aux Info List 


For satellites 1 -6 



4.4.3.4 Sub-Test 4 
MEASUREMENT CONTROL MESSAGE: 



Information Element 


Value/Remark 




UE positioning GPS assistance data 


As defined in 4.3.3 




UE positioning GANSS assistance data 






- UE positioning GANSS reference time 


Not present 




- UE positioning GANSS reference UE position 


Not present 




- UE positioning GANSS ionospheric model 


Not present 




- UE positioning GANSS additional ionospheric Model 


Not present 




- UE positioning GANSS Earth orientation Parameters 


Not present 




- GANSS Generic Assistance Data 






- GANSS ID 


3 (GLONASS) 




- UE positioning GANSS SBAS ID 


Not present 




- GANSS Time Models 


Not present 




- UE positioning DGANSS corrections 


Not present 




- UE positioning GANSS navigation model 


Not present 




- UE positioning GANSS additional navigation models 


Not present 




- UE positioning GANSS real-time integrity 


Not present 




- UE positioning GANSS data bit assistance 


Not present 




- UE positioning GANSS reference measurement 
information 






- GANSS Signal ID 


Not present 




- Satellite Information 


For satellites 1-6 




- Extra Doppler 


Set according to 4.2 




- Azimuth and Elevation 


Set according to 4.2 




- Azimuth and Elevation LSB 


Set according to 4.2 


Rel-10 UEor later 


- UE positioning GANSS auxiliary information 


Set according to 4.2 




- GANSS-ID-3 






- Aux Info List 


For satellites 1-6 
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If the UE requests further assistance data, the SS sends subsequent MEASUREMENT CONTROL messages containing 
the assistance data fields requested by the UE that are available in the SS as specified in TS 37.571-5 clause 5.2.7 and in 
clause 4.4.5. 

4.4.4 Inadequate assistance data for UE-assisted A-GNSS 

For UE-assisted test cases requiring inadequate assistance data, the IEs "UE positioning GPS assistance data" and "UE 
positioning GANSS assistance data" are set to "Not present" in the MEASUREMENT CONTROL message. 

4.4.5 Response to assistance data requests from UE 

If the SS needs to send assistance data in response to a request for additional assistance data from the UE, or in response 
to an MO-LR request for assistance data, the IEs "UE positioning GPS assistance data" and "UE positioning GANSS 
assistance data" are set as follows: 



Information Element 


Value/Remark 




UE positioning GPS assistance data 


Set according to 4.3.5 




- UE positioning GPS UTC model 


Set according to 4.2 




UE positioning GANSS assistance data 






- UE positioning GANSS reference time 


Set according to 4.2 




- GANSS Day 


Set according to 4.2 




- GANSS Day Cycle Number 


Set according to 4.2 


Rel-10 UE or later 


- GANSS TOD 


Set according to 4.2 




- GANSS TOD Uncertainty 


Set according to 4.2 




-GANSS Time ID 


Set according to 4.2 




- UTRAN GANSS reference time 


Not present 




- Ti iTRAN-nAN^^ drift rate 


Not present 




- UE positioning GANSS reference UE position 


Set according to 4.2 




- UE positioning GANSS ionospheric model 


Set according to 4.2 




- UE positioning GANSS additional ionospheric Model 


Set according to 4.2 




- UE positioning GANSS Earth orientation Parameters 


Not present 




- GANSS Generic Assistance Data 






- GANSS ID 


Set according to 4.2 




- UE positioning GANSS SBAS ID 


Not present 




- GANSS Time Models 


Set according to 4.2 




- GANSS Time Model 


Set according to 4.2 




- GANSS Time Model Reference Time 


Set according to 4.2 




- Tao 


Set according to 4.2 




-Tai 


Not present 




- Ta2 


Not present 




- GNSS_TO_ID 


Set according to 4.2 




- Week Number 


Not present 




- Delta T 


Set according to 4.2 


Rel-10 UEor later 


- UE positioning DGANSS corrections 


Not present 




- UE positioning GANSS navigation model 


Set according to 4.2 




- UE positioning GANSS additional navigation models 


Set according to 4.2 




- UE positioning GANSS real-time integrity 


Not present 




- UE positioning GANSS data bit assistance 


Not present 




- UE positioning GANSS reference measurement 
information 


Set according to 4.2 




- GANSS Signal ID 


Set according to 4.2 




- Satellite Information 


Set according to 4.2 




- Extra Doppler 


Set according to 4.2 




- Azimuth and Elevation 


Set according to 4.2 




- Azimuth and Elevation LSB 


Set according to 4.2 


Rel-10 UEor later 


- UE positioning GANSS almanac 


Set according to 4.2 




- Complete Almanac Provided 1 


True 


Rel-10 UEor later 


- UE positioning GANSS UTC model 


Set according to 4.2 




- UE positioning GANSS additional UTC models 


Set according to 4.2 




- UE positioning GANSS auxiliary information 


Set according to 4.2 
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If the UE requests the GPS navigation model or the GANSS navigation model Model- 1, Model-2, or Model-3 then the 
SS provides navigation model satellite information for at most three satellites in any one MEASUREMENT CONTROL 
or ASSISTANCE DATA DELIVERY message; additional satellites are sent in subsequent MEASUREMENT 
CONTROL or AS SISTANCE DATA DELIVERY messages . 

If the UE requests the GPS or GANSS almanac then the SS provides almanac information spread across at least two 
MEASUREMENT CONTROL or ASSISTANCE DATA DELIVERY messages. 

If the UE requests both navigation model and almanac then the SS provides them in different MEASUREMENT 
CONTROL or ASSISTANCE DATA DELIVERY messages. 



5 Default Conditions for E-UTRAN 



5.1 LCS Sub-Test Cases 

Some test cases defined in clause 7 may include several sub-test cases dependent on the positioning method(s) 
supported by the UE. Each sub-test case is identified by a sub-test case number as defined in Table 5.1-1. The 
applicable sub-tests for each test case are specified in the test procedure sequence clause of each test case. If no sub- 
tests are defined for a specific test case it means that this particular test case is not dependent on a specific positioning 
method. 



Table 5.1-1 : Sub-Test Case Numbers for E-UTRA 



Sub-Test 
Case Number 


Supported Positioning Methods 


1 


UE supporting GNSS with A-GPS only 


[ 2 


UE supporting GNSS with A-GLONASS only 


3 


UE supporting GNSS with A-Galileo only 


4 


UE supporting GNSS with A-GPS and A-GLONASS only 


L 5 


UE supporting OTDOA 


6 


UE supporting ECID 


7 


UE supporting GNSS 11 ' and OTDOA 


NOTE: Any GNSS of GPS, GLONASS, Galileo (FFS) 



5.2 Default signal conditions 

5.2.1 Simulated GNSS environment 

During A-GNSS signalling tests (Sub-tests 1-4, 7) the SS shall generate all UE supported satellite signals and shall 
provide assistance data dependent on UE capabilities defined in subclause 5.4.1.1. The levels of the simulated satellites 
shall be at -125 dBm ± 6 dBm. 

GNSS scenarios together with associated assistance data are defined in TS 37.571-5 [12]. 

The accuracy of the GNSS time in the provided assistance data shall be within + 2 seconds relative to the GNSS time in 
the system simulator. 

5.2.2 Simulated OTDOA environment 

For OTDOA signalling test cases a multi cell environment with Cell 1, Cell 2 and Cell 4 is used, as defined in 3GPP 
TS 36.508 [8]. 

All cells transmit PRS according to the PRS configuration provided in the OTDOA assistance data defined in 
subclause 5.4.1.2. The positioning subframes are low-interference subframes, i.e. contain no PDSCH transmissions. 

Normal propagation condition is used for all cells. Cell 1 is the serving cell, and Cells 2 and 4 are neighbour cells. 
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The three Cells 1,2 and 4 shall be synchronized, and the timing offset between the cells, referenced to the UE's antenna 
input, shall be less than [+30] ns. 

The E-UTRA frequency to be tested and other default conditions are as specified for signalling test cases in 3GPP TS 
36.508 [8]. 

The true RSTD as observed at the UE antenna input is set equal to the expectedRSTD value provided in the OTDOA 
assistance data, as defined in subclause 5.4.1.2. 

OTDOA assistance data are defined in TS 37.571-5 [12]. 

5.2.3 Simulated ECID environment 

For ECID signalling test cases a multi cell environment with Cell 1, Cell 2 and Cell 4 is used, as defined in 3GPP TS 
36.508 [8]. 

Normal propagation condition is used for all cells. Cell 1 is the serving cell, and Cells 2 and 4 are neighbour cells. 

The E-UTRA frequency to be tested and other default conditions are as specified for signalling test cases in 3GPP TS 
36.508 [8]. 

NOTE: If the only ECID measurement supported by the UE is the UE Rx-Tx Time Difference Measurement, 
Cells 2 and 4 do not need to be simulated (see also table 5.4-6). 

5.3 Default RRC and NAS message and information elements 
contents 

The default values of common RRC and NAS messages and information elements are used as defined in 3GPP 
TS 36.508 [8] with the following exceptions. 

ATTACH ACCEPT 



Table 5.3-1 : ATTACH ACCEPT 



Derivation Path: 24.301 clause 8.2.1 


Information Element 


Value/remark 


Comment 


Condition 


EPS network feature support 


Set according to 
Table 5.3-2 






Table 5.3-2: EPS network feature support 


Derivation Path: 


24.301 clause 9.9.3.1 2A 






Information Element 


Value/remark 


Comment 


Condition 


IMS voice over PS session indicator (IMS VoPS) (octet 
3, bit 1) 








Emergency bearer services indicator (EMC BS) 
(octet 3, bit 2) 








Location services indicator in EPC (EPC-LCS) 
(octet 3, bit 3) 


1 


location services 
via EPC supported 




Location services indicator in CS (CS-LCS) 
(octet 3, bit 4 to 5) 


01 


location services 
via CS domain not 
supported 
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5.4 Default LPP message and information elements contents 

This clause contains the default values of LPP messages and information elements used, unless indicated otherwise in 
specific clauses of this specification. 

LPP REQUEST CAPABILITIES 



Table 5.4-1 : RequestCapabilities 



Derivation Path: 36.355 clause 6.2 


Information Element 


Value/remark 


Comment 


Condition 


LPP-Message ::= SEQUENCE { 








transactionID SEQUENCE { 








Initiator 


locationServer 






transactionNumber 


(0..255) 






} 








endTransaction 


FALSE 






sequenceNumber 


Not present 






acknowledgement 


Not present 






Ipp-MessageBody CHOICE { 








d CHOICE { 








requestCapabilities SEQUENCE { 








critical Extensions CHOICE { 








d CHOICE { 








requestCapabilities-r9 SEQUENCE { 








commonlEsRequestCapabilities 


Not present 






a-gnss-RequestCapabilities SEQUENCE { 








gnss-SupportListReq 


TRUE 






assistanceDataSupportListReq 


TRUE 






locationVelocityTypesReq 


TRUE 






I 








otdoa-RequestCapabilities SEQUENCE { 


Present 






} 








ecid-RequestCapabilities SEQUENCE { 


Present 






I 








epdu-RequestCapabilities 


Not present 






} 








} 








} 








1 








} 








} 
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LPP PROVIDE ASSISTANCE DATA 



Table 5.4-2: Provide AssistanceData 



Derivation Path: 36.355 clause 6.2 


Information Element 


Value/remark 


Comment 


Condition 


LPP-Message ::= SEQUENCE { 








transactionID SEQUENCE { 


Dependent on test case. 






initiator 








transactionNumber 








} 








endTransaction 


TRUE 






sequenceNumber 


Not present 






acknowledgement 


Not present 






Ipp-MessageBody CHOICE { 








d CHOICE { 








provideAssistanceData SEQUENCE { 








critical Extensions CHOICE { 








d CHOICE { 








nrnviripAsqistanreData-rQ SEOUENOE I 








common lEsProvidGAssistancoData 


Not present 






a_nnQQ-Prn\/irlpA<5<5i<it3nr'pnata ^FOI IFMO,F / 
d yiioo i i u viucrAooioicii locuaia ol\j<ulinv>l ^ 






Qi ih-tPQt^ 

UUU LCOLO 








1-4, and 7 








only; and 








as defined 








in Table 








5.4.1.1-1. 


gnss-CommonAssistanceData SEQUENCE { 








gnss-ReferenceTime 


As defined in Table 








5.4.1.1-2 






gnss-ReferenceLocation 


As defined in Table 








5.4.1.1-3 






gnss-lonosphericModel 


As defined in Table 








5.4.1.1-4 






gnss-EarthOrientationParameters 


Not present 






} 








gnss-GenericAssistanceData(SIZE(1 ..2))OF{ 


SIZE 1 : Sub-tests 1 ,2,3 








SIZE 2: Sub-test 4 






gnss-ID 


Dependent on test case. 






sbas-ID 


Not present 






gnss-TimeModels 


As defined in Table 








5.4.1.1-5 






gnss-DifferentialCorrections 


Not present 






gnss-NavigationModel 


As defined in Table 








5.4.1.1-6 






gnss-RealTimelntegrity 


Not present 






gnss-DataBitAssistance 


Not present 






gnss-AcquisitionAssistance 


As defined in Table 








5.4.1.1-7 






gnss-Almanac 


As defined in Table 








5.4.1.1-8 






gnss-UTC-Model 


As defined in Table 








5.4.1.1-9 






gnss-Auxiliarylnformation 


As defined in Table 








5.4.1.1-10 






1 








gnss-Error 


Not present 






} 








otdoa-ProvideAssistanceData SEQUENCE { 






Subtest 5 








and 7 only 


otdoa- ReferenceCell I nfo 


As defined in Table 








5.4.1.2-1 






otdoa-NeighbourCelllnfo 


As defined in Table 








5.4.1.2-2 






otdoa- Error 


Not present 
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onH i i-Prnwirlo Accictan^oData 
c|JUU r i U VlUtJ/AoololcU lOtJL/dlcl 


I NUl |Jl COCl IL 






} 








} 








1 








1 








} 








} 









LPP REQUEST LOCATION INFORMATION 



Table 5.4-3: RequestLocationlnformation 



Derivation Path: 36.355 clause 6.2 


inTurrncuiun cicmcni 


\/ o 1 1 la/i'Qmarl/ 


ouiiinitMii 




Lr r-lvieSSaye ..= OtvJUtNOt ( 








LlctlloaOUUlMLJ OCUUCNuC \ 








initio it 


locaiionoerver 






ir ansaCiioniNurnDer 








i 
) 








ena i ransaCTion 


rrtLot 






S6quenceiNurnDer 


iNui preseni 






acKnowieaqeirierii 


not preseni 






lr»n h/loccGnoDnH\r P Ul P 1 P E J 

ipp-iviessageDoay uriL^iL't ( 








d CHOICE { 








requestLocationlnformation SEQUENCE { 








critical Extensions CHOICE { 








Cl CHUIGh { 








requestLocationlntormation-r9 btUUtNGt { 








common lEsRequestLocation Information 

CCAI ICMAC f 

otUUtlNOt { 








locationinTormation i ype 


uepenaeni on lesi case 






triggered Reporting 


Not present 






periodical Reporting 


Not present 






additional Information 


only Return Information Req 

UcblcU 






qos SEQUENCE { 








horizontalAccuracy 


Not present 






verticalCoordinateRequest 


FALSE 






verticalAccuracy 


Not present 






responseTime 


32 






velocityRequest 


FALSE 






} 








environment 


Not present 






locationCoordinateTypes 


Not present 






velocity Types 


Not present 






} 








a-gnss-RequestLocationlnformation 


As defined in Table 5.4-4 




Sub-tests 
1 -4 and 7 


otdoa-RequestLocationlnformation 


As defined in Table 5.4-5 




Sub-test 5 
and 7 


ecid-RequestLocationlnformation 


As defined in Table 5.4-6 




Sub-test 6 


epdu-RequestLocationlnformation 


Not Present 






I 








} 








} 








} 








} 








1 
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A-GNSS REQUEST LOCATION INFORMATION 



Table 5.4-4: A-GNSS-RequestLocationlnformation 



Derivation Path: 36.355 clause 6.5.2.7 


Information Element 


Value/remark 


Comment 


Condition 


A-GNSS-RequestLocationlnformation ::= SEQUENCE 
{ 








gnss-Positioninglnstructions SEQUENCE { 








gnss-Methods SEQUENCE { 








gnss-ids 


Sub-test 1 : bit = 1 
Sub-test 2: bit 4 = 1 
Sub-test 3: bit 3 = 1 
Sub-test 4: bits & 4 = 1 
Sub-test 7: any (FFS) 






} 








fineTimeAssistanceMeasReq 


FALSE 






adrMeasReq 


FALSE 






multiFreqMeasReq 


FALSE 






assistanceAvailability 


FALSE 






} 








1 









OTDOA REQUEST LOCATION INFORMATION 



Table 5.4-5: OTDOA-RequestLocationlnformation 



Derivation Path: 36.355 clause 6.5.1 .6 


Information Element 


Value/remark 


Comment 


Condition 


OTDOA-RequestLocationlnformation ::= SEQUENCE { 








assistanceAvailability 


FALSE 






} 









ECID REQUEST LOCATION INFORMATION 

Table 5.4-6: EClD-RequestLocationlnformation 



Derivation Path: 36.355 clause 6.5.1 .6 


Information Element 


Value/remark 


Comment 


Condition 


EClD-RequestLocationlnformation ::= SEQUENCE { 








requestedMeasurements 


All measurements 
supported by the UE 






} 









5.4.1 Default assistance data information elements 
5.4.1 .1 GNSS Assistance Data Elements 

Table 5.4.1.1-1 defines the GNSS assistance data elements which shall be provided to the UE in the tests in LPP 
Provide Assistance Data messages in absence of a corresponding LPP Request Assistance Data message. The GNSS 
assistance data provided depends on the mode being used in the test case, the assistance data supported by the UE and 
the GNSSs supported by the UE. GNSS assistance data IEs not supported by the UE shall not be sent. GNSS assistance 
data IEs supported by the UE but not listed in Table 5.4.1.1-1 shall not be sent. 
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Table 5.4.1.1-1 : GNSS assistance data to be provided to the UE 



vaiNoo Assistance uaia it 

ci innnrtoH h\i IIP 

ouppurmu uy uc 


Mode used in test case 


Ub-Dased 


Ub-assisted, 

A licitinn A ccictanro 
MOtjUlbl LIOllMbblbLdnOc 


UE-assisted, 

valNoo- 

A ■ i ■ o it i r\n A ccictonpo 

McquisiiiuriMssibiancc 

not cunnnrtoH h\/ IIP 
iiui oup|JUi icu uy u i__ 


fiNSS-Rpfprpnrp Timp 

1 x vJ VJ 1 1CICI CI lUC 1 1 1 1 1 C7 


Yes 


Yes 


Yes 


GNSS-ReferenceLocation 


Yes 


No 


Yes 


GNSS-lonosphericModel 


Yes 


No 


No 


GNSS-TimeModelList 


Yes (1) 


No 


Yes (1) 


GNSS-NavigationModel 


Yes 


No 


Yes 


GNSS-AcquisitionAssistance 


No 


Yes 


No 


GNSS-Almanac 


No 


No 


Yes 


GNSS-UTC-Model 


Yes (1) 


No 


No 


GNSS-Auxiliarylnformation 


Yes (2) 


Yes (2) 


Yes (2) 


NOTE 1 : Sub-test 4 only. 

NOTE 2: Sub-tests 2 and 4, and if UE supports multiple signals per GNSS only. 



GNSS REFERENCE TIME 

Table 5.4.1.1-2: GNSS-ReferenceTime 



Derivation Path: 36.355 clause 6.5.2.2 


Information Element 


Value/remark 


Comment 


Condition 


GNSS-ReferenceTime ::= SEQUENCE { 








gnss-SystemTime SEQUENCE { 








gnss-TimelD 


Sub-test 1 : gps (0) 
Sub-test 2: glonass (4) 
Sub-test 3: galileo (3) 
Sub-test 4: gps (0) 






gnss-DayNumber 


As defined in 37.571-5 [12] 






gnss-TimeOfDay 


As defined in 37.571-5 [12] 






gnss-TimeOfDayFrac-msec 


Not present 






notificationOfLeapSecond 


As defined in 37.571-5 [12] 




Sub-test 2 
only 


gps-TOW-Assist 


As defined in 37.571-5 [12] 




Sub-tests 1 
and 4 only 


} 








referenceTimeUnc 


116 


1 .9950 seconds 




gnss-ReferenceTimeForCells 


Not present 






} 









GNSS REFERENCE LOCATION 

Table 5.4.1.1-3: GNSS-ReferenceLocation 



Derivation Path: 36.355 clause 6.5.2.2 


Information Element 


Value/remark 


Comment 


Condition 


GNSS-ReferenceLocation ::= SEQUENCE { 








threeDlocation 


As defined in 37.571-5 [12] 






} 
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GNSS IONOSPHERIC MODEL 



Table 5.4.1.1-4: GNSS-lonosphericModel 



Derivation Path: 36.355 clause 6.5.2.2 


Information Element 


Value/remark 


Comment 


Condition 


GNSS-lonospericModel ::= SEQUENCE { 








klobucharModel 


As defined in 37.571-5 [12] 




Sub-tests 1 
and 4 


neQuickModel 


As defined in 37.571-5 [12] 




Sub-test 3 


} 









GNSS TIME MODEL 

Table 5.4.1.1-5: GNSS-TimeModelList 



Derivation Path: 36.355 clause 6.5.2.2 


Information Element 


Value/remark 


Comment 


Condition 


GNSS-TimeModelList ::= SEQUENCE (SIZE (1)) OF { 








gnss-TimeModelRefTime 


As defined in 37.571-5 [12] 






tAO 


As defined in 37.571-5 [12] 






tA1 


As defined in 37.571-5 [12] 






tA2 


As defined in 37.571-5 [12] 






gnss-TO-ID 


4 


GLONASS 


Sub-test 4 


weekNumber 


As defined in 37.571-5 [12] 






deltaT 


As defined in 37.571-5 [12] 






) 









GNSS NAVIGATION MODEL 

Table 5.4.1.1-6: GNSS-NavigationModel 



Derivation Path: 36.355 clause 6.5.2.2 


Information Element 


Value/remark 


Comment 


Condition 


GNSS-NavigationModel ::= SEQUENCE { 








nonBroadcastFlag 









gnss-SatelliteList SEQUENCE (SIZE(1 ..64)) OF { 


SIZE defined in 37.571-5 
[12] 






svID 


As defined in 37.571-5 [12] 






svHealth 


As defined in 37.571-5 [12] 






iod 


As defined in 37.571-5 [12] 






gnss-ClockModel CHOICE { 








standardClockModelList 


As defined in 37.571-5 [12] 




Sub-test 3 


nav-ClockModel 


As defined in 37.571-5 [12] 




Sub-tests 
1,4 


cnav-ClockModel 


As defined in 37.571-5 [12] 






glonass-ClockModel 


As defined in 37.571-5 [12] 




Sub-tests 

2,4 


sbas-ClockModel 


As defined in 37.571-5 [12] 






1 








gnss-OrbitModel CHOICE { 








keplerianSet 


As defined in 37.571-5 [12] 




Sub-test 3 


nav-KeplerianSet 


As defined in 37.571-5 [12] 




Sub-tests 
1,4 


cnav-KeplerianSet 


As defined in 37.571-5 [12] 






glonass-ECEF 


As defined in 37.571-5 [12] 




Sub-tests 

2,4 


sbas-ECEF 


As defined in 37.571-5 [12] 






} 








} 








I 
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GNSS ACQUISITION ASSISTANCE 



Table 5.4.1.1-7: GNSS-AcquisitionAssistance 



Derivation Path: 36.355 clause 6.5.2.2 


Information Element 


Value/remark 


Comment 


Condition 


GNSS-AcquisitionAssistance ::= SEQUENCE { 








gnss-SignallD 


As defined in 37.571-5 [12] 






gnss-AcquisitionAssistList (SIZE(1 ..64)) OF { 


SIZE defined in 37.571-5 
[12] 






svID 


As defined in 37.571-5 [12] 






dopplerO 


As defined in 37.571-5 [12] 






dopplerl 


As defined in 37.571-5 [12] 






dopplerUncertainty 


As defined in 37.571-5 [12] 






codePhase 


As defined in 37.571-5 [12] 






intCodePhase 


As defined in 37.571-5 [12] 






codePhaseSearchWindow 


As defined in 37.571-5 [12] 






azimuth 


As defined in 37.571-5 [12] 






elevation 


As defined in 37.571-5 [12] 






codePhase1023 


As defined in 37.571-5 [12] 






} 








} 









GNSS ALMANAC 

Table 5.4.1.1-8: GNSS-Almanac 



Derivation Path: 36.355 clause 6.5.2.2 


Information Element 


Value/remark 


Comment 


Condition 


GNSS-Almanac ::= SEQUENCE { 








weekNumber 


As defined in 37.571-5 [12] 






toa 


As defined in 37.571-5 [12] 






ioda 


As defined in 37.571-5 [12] 






completeAlmanacProvided 


TRUE 






gnss-AlmanacList (SIZE(1 ..64)) OF CHOICE { 


SIZE defined in 37.571-5 
[121 






keplerianAlmanacSet 


As defined in 37.571-5 [12] 




Sub-test 3 


keplerianNAV-Almanac 


As defined in 37.571-5 [12] 




Sub-tests 
1,4 


keplerianReducedAlmanac 


As defined in 37.571-5 [12] 






keplerianMidiAlmanac 


As defined in 37.571-5 [12] 






keplerianGLONASS 


As defined in 37.571-5 [12] 




Sub-test 2, 
4 


ecef-SBAS-Almanac 


As defined in 37.571-5 [12] 






} 








} 









GNSS UTC MODEL 

Table 5.4.1.1-9: GNSS-UTC-Model 



Derivation Path: 36.355 clause 6.5.2.2 


Information Element 


Value/remark 


Comment 


Condition 


GNSS-UTC-Model ::= CHOICE { 








utcModeh 


As defined in 37.571-5 [12] 




Sub-test 1 , 

3,4 


utcModel2 


As defined in 37.571-5 [12] 






utcModel3 


As defined in 37.571-5 [12] 




Sub-test 2, 
4 


utcModel4 


As defined in 37.571-5 [12] 






I 
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GNSS AUXILIARY INFORMATION 



Table 5.4.1.1-10: GNSS-Auxiliarylnformation 



Derivation Path: 36.355 clause 6.5.2.2 


Information Element 


Value/remark 


Comment 


Condition 


GNSS-Auxiliarylnformation ::= CHOICE { 








gnss-ID-GPS 


As defined in 37.571-5 [12] 




Sub-test 1 , 
4 


gnss-ID-GLONASS 


As defined in 37.571-5 [12] 




Sub-test 2, 
4 


} 









5.4.1 .2 OTDOA Assistance Data Elements 

This subclause defines the OTDOA assistance data elements which shall be provided to the UE in the tests in LPP 
Provide Assistance Data messages. 

OTDOA REFERENCE CELL INFO 

Table 5.4.1.2-1 : OTDOA-ReferenceCelllnfo 



Derivation Path: 36.355 clause 6.5.1 .2 


Information Element 


Value/remark 


Comment 


Condition 


OTDOA-ReferenceCelllnfo ::= SEQUENCE { 




Cell 1 




physCellld 









cellGloballd 


'0000 0000'B 






earfcnRef 


Not present 


Same as the 
serving cell 




antennaPortConfig 


Not present 


Same as the 
serving cell 




cpLength 


Normal 






prslnfo SEQUENCE { 








prs-Bandwidth 


PRS are transmitted over 
the used system bandwidth 
(see subclause 5.2.2) 






prs-Configurationlndex 


2 






numDL-Frames 


sf-1 






prs-Mutinglnfo-r9 


Not present 


PRS muting is not 
used. 




} 








I 
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OTDOA NEIGHBOUR CELL INFO LIST 



Table 5.4.1.2-2: OTDOA-NeighbourCelllnfoList 



Derivation Path: 36.355 clause 6.5.1 .2 


Information Element 


Value/remark 


Comment 


Condition 


OTDOA-NeighbourCelllnfoList ::= SEQUENCE 
(SIZE(1)) OF SEQUENCE { 








SEQUENCE (SIZE(2)) OF SEQUENCE { 




Cell 2 




physCellld 


2 






cellGloballd 


'0000 001 0'B 






earfcn 


Not present 


Same as for the 
reference cell 




cpLength 


Not present 


Same as for the 
reference cell 




prslnfo 


Not present 


Same as for the 
reference cell 




antennaPortConfig 


Not present 


Same as for the 
reference cell 




slotNumberOffset 


Not present 


Slot timing is the 
same as for 
reference cell 




prs-SubframeOffset 


Not present 






expectedRSTD 


8192 


Value 




expectedRSTD-Uncertainty 


10 


About 1 us 




} 








SEQUENCE { 




Cell 4 




physCellld 


4 






cellGloballd 


'0000 0100'B 






earfcn 


Not present 


Same as for the 
reference cell 




cpLength 


Not present 


Same as for the 
reference cell 




prslnfo 


Not present 


Same as for the 
reference cell 




antennaPortConfig 


Not present 


Same as for the 
reference cell 




slotNumberOffset 


Not present 


Slot timing is the 
same as for 
reference cell 




prs-SubframeOffset 


Not present 






expectedRSTD 


8192 


Value 




expectedRSTD-Uncertainty 


10 


About 1 us 




} 








) 








} 









6 Protocol Conformance Test Cases for UTRAN 



6.1 Assisted-GPS Test Cases 

6.1 .1 Assisted GPS Network Induced Tests 

6.1 .1 .1 LCS Network Induced location request/ UE-Based GPS/ Emergency Call / 
with USIM 

6.1.1.1.1 Definition 

This test case applies to all UEs supporting UE-Based GPS Location Service capabilities. 
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6.1 .1 .1 .2 Conformance requirements 

1) A MM connection for an emergency call may be established in all states of the mobility management sublayer 
which allow MM connection establishment for a normal originating call. 

When a user requests an emergency call establishment the UE will send a CM SERVICE REQUEST message to 
the network with a CM service type information element indicating emergency call establishment. 

2) Having entered the "MM connection pending" state, upon MM connection establishment, the call control entity 
of the UE sends a setup message to its peer entity. This setup message is 

- a SETUP message, if the call to be established is a basic call; and 

an EMERGENCY SETUP message, if the call to be established is an emergency call. 

3) If the IE "UE positioning GPS reference time" is included, the UE shall: 

1> store the IE "GPS Week" in "UE positioning GPS reference time" in variable 
UE_POSITIONING_GPS_DATA and use it as the current GPS week; 

1> store the IE "GPS TOW msec" in the IE "UE positioning GPS reference time" in variable 

UE_POSITIONING_GPS_DATA and use it as an estimate of the GPS Time-of-Week at the time of 
reception of the complete message containing the IE "GPS TOW msec"; 

NOTE: The UE does not need to apply any compensation on the GPS Time-of-Week. 

4) If the IE "UE positioning GPS reference UE position" is included, the UE shall: 

1> store this IE in the IE "UE positioning GPS reference UE position" in variable 
UE_POSITIONING_GPS_DATA; and 

1> use it as a priori knowledge of the approximate location of the UE. 

5) The UE shall when a measurement report is triggered: 

2> if the UE has been able to calculate a position after performing measurements on the cells included in the 
variable UE_POSITIONING_OTDOA_DATA_UE_BASED in case of OTDOA or on the list of satellites 
included in the variable UE_POSITIONING_GPS_DATA in case of GPS positioning: 

3> include IE "UE positioning Position Estimate Info" in the MEASUREMENT REPORT and set the 
contents of the IE as follows: 

4> if the UE does not support the capability to perform the UE GPS timing of cell frames measurement; 
or 

4> if the IE "GPS timing of Cell wanted" is set to FALSE: 

5> include the IE "GPS TOW msec". 

4> if IE "Vertical Accuracy" has been included in IE "UE positioning reporting quantity": 

5> if the IE "Vertical Accuracy" has been assigned to a value unequal to "0": 

6> if the UE has been able to calculate a 3-dimensional position: 

7> include IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate. 

6> if the UE has not been able to calculate a 3-dimensional position: 

7> act as if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting 
quantity". 

4> if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting quantity": 

5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to a value 
unequal to 0: 
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6> include either IE "Ellipsoid point with uncertainty circle" or IE "Ellipsoid point with 
uncertainty ellipse" or IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position 
estimate. 

Reference(s): 



Conformance requirement 1 : 


TS 


24 


.008 clause 4.5.1.5. 


Conformance requirement 2: 


TS 


24 


.008, clause 5.2.1. 


Conformance requirement 3: 


TS 


25 


.331, clause 8.6.7.19.3.7. 


Conformance requirement 4: 


TS 


25 


.331, clause 8.6.7.19.3.8. 


Conformance requirement 5: 


TS 


25 


.331, clause 8.6.7.19.1b. 



6.1.1.1.3 Test Purpose 

To verify when an emergency call is initiated by a UE with a USIM, and the network performs a location request using 
the RRC measurement control procedure by sending Measurement Control message , then the UE respond with a 
Measurement Report containing UE location. 

6.1.1.1.4 Method of Test 

Initial Conditions 

- System Simulator: 

1 cell, default parameters. 
Satellites: As specified in 4.2. 

- User Equipment: 

- the UE is in state "MM idle" with valid TMSI and CKSN. 

Related PICS/PIXIT Statements 

Emergency speech call yes/no 

- UE Based Network Assisted GPS 

Test procedure 

The UE is made to initiate an emergency call. 

After the call has been through-connected in both directions, the SS orders an A-GPS positioning measurement using 
two MEASUREMENT CONTROL messages. The last MEASUREMENT CONTROL message orders periodical 
reporting by sending a MEASUREMENT CONTROL message requesting periodical measurement reporting (1 report, 
interval 64s). 

The UE then performs positioning measurements, calculates "UE Positioning Position Estimate Info" and responds with 
this in the RRC message MEASUREMENT REPORT. 

Finally the SS clears the call. 
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Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


UE 




The "emergency number" is entered. Number 
shall be one programmed in test USIM EFecc 
(Emergency Call Codes), ret. 34.108 clause 
8.3.2.21. 


2 


— > 




UE establishes RRC procedure for emergency 

_ _ 1 1 

call. 

Establishment cause; ErnGrgGncy Call 

SS chGcks that thG UE capability includes A-GPS 

UE based positioning measurement 


o 
o 


— > 


OIVI otnVIOt ritUUto I 


The CM service type IE indicates "emergency call 

ooldUiioi ii i it;i il . 


A 
H 


< — 


fti ITHFMTIPATIOM RF(~)I IF^IT 


IP- Aiithontir , dtinn Para motor A 1 ITM c h q 1 1 ho 
1 r_ MUU IfcM IIIL/CUIUI 1 i dl dl 1 ICICI nU 1 IN blld.ll Uc 

present in the message. 


o 


— > 


A| ITHFMTIPATIDM RCQPOM^F 


CppC cnor*ifioc irirro^t \/ah io 
OnCO bptfolllub OUIItJOl VdlUu. 


R 
o 






ctartc con iritw nrnfoHi iro 

OO bldl lb ouOUIILy \J\ UOcUUI tJ. 


7 


— > 


PMPRnFMPY C;FTI IP 


If tho Roaror r , ar\Qhilit\/ IP- ic n r\t in^hiHoH tho 
II Lllc DtJdlcl L'dpdUIIILy 1 C lb I1UL IIIUIUUcU Lllc 

default UMTS AMR speech version shall be 

acci iinpr) 


8 


< — 


CALL PROCEEDING 




9 


< — 


ALERTING 

1 \ 1 1 1 11 1 1 N 




10 


< — 




f-if-i 9Pfc; nn thp rprlin hparpr with thp r^tp inrlioatprl 

O O OClo U |J LI 1 C 1 aUlU UCal CI Willi NIC 1 CI LC II IVJILrdLCVJ 

by the EMERGENCY SETUP message. 


1 1 


< — 


CONNECT 




12 


— > 


CONNECT ACKNOWLEDGE 




13 


UE 




The DTCH is through connected in both 
directions. 


14 


<- 


MEASUREMENT CONTROL 




15 


<- 


MEASUREMENT CONTROL 




16 


— > 


MEASUREMENT REPORT 




17 


<-- 


DISCONNECT 


SS disconnects the call and associated radio 
bearer. 
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Specific Message Contents 
MEASUREMENT CONTROL (Step 14): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Mpa^urpmpnt Command 


Setup 


Measurement Reporting Mode 


IVICCIOUI CI MCI 11 1 C[JUI I LI CLI 1 o 1 C 1 1 1 l\JUC 


Anknnwlprlnprl mnrlp Rl C 


- Ppriodical rpnortinn / Evpnt trinopr rpnnrtino modp 

1 V-* 1 1 *_/ 1 W LA 1 I \*j K/v 1 L 1 1 1 y / 1 — VV/I 11 LI lyM^ 1 1 vUv 1 LI 1 1 y 1 1 1 w ^ w 


Ppriodical rpnortinn 


AHHitinnpl Mppqi irpmpnt^ 1 i^t 

1 \\J \J 1 LI W 1 lul IvICQOUl CI 1 ICI 1 LO l—l O L 


Nnt nrp^pnt 


v_m iuiwi — fwcctouf c/ 1 ici ii ty fjKs 


1 IF nn^itinninn mpacnrpmpnt 

(— 1 1_ pus 1 LI U 1 IN iy 1 IdaoUICI 1 ICI IL 


- LJE nn^itinninn mpa^Lirpmpnt 

\— <* I— u^oi L I \J I 1 1 I I y ill w do ui \j i i ioi i l 




- 1 IF nn<5itinninn rpnnrtinn miantitv 
lj i_ puoi livji iii iy icpuiLiiiy LjuciiiLiLy 




- Method type 


UE based 


- Positioning methods 


GPS 


_ Rpcnnn^p timp 

1 ICopUl loC LI 1 1 IC 


128 


1 1 KJ 1 1 t-\J 1 1 1 CI 1 ClOOU 1 d\jy 


127 


- Vprtiral arrurarv 

V V-/ 1 LIWCLI UV/vUI CLVvy 


127 


- CnPS timinn nf ppII wantpd 

\J 1 O Llllllliy Ul LiC 1 1 Weill ICU 


FALSE 


- Mi iltinlp ^pt^ 

IvIUIllkJItj OvlO 


FALSE 


- Arlrlitinnal aQQiQtanpp Hata rpmiPQt 

nUU 1 LI Ul 1 d 1 CtOOloLCtl IUC UCLLCl 1 CLjUCoL 


FALSE 


- Fnvirnnmpntpl r , hprpr , tpri7Ption 

1 IIVII Willi ICI ILCll \-i 1 1 a 1 uOLCI 1 i—CX. LI \J 1 1 


Nnt nrp^pnt 


- MeasurGmGnt validity 




- UE state 


All states 


- CHOICE Reporting criteria 




- No reporting 




- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the first 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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MEASUREMENT CONTROL (Step 1 5): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the second 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Step 16): 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 


UE positioning measured results 


- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 




- CHOICE Reference time 


GPS reference time only 


- GPS TOW msec 


Not checked 


- CHOICE Position estimate 


One of 'Ellipsoid point with uncertainty 




Circle' or 'Ellipsoid point with uncertainty 




Ellipse' or 'Ellipsoid point with altitude and 




uncertainty Ellipsoid' 


- UE positioning GPS measured results 


Not present 


- UE positioning error 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 



6.1.1.1.5 Test requirements 

After step 12 the UE shall have through connected the DTCH in both directions. 
After step 15 the UE shall respond with a MEASUREMENT REPORT message. 
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6.1 .1 .2 LCS Network Induced location request/ UE-Based GPS/ Emergency Call / 
without USIM 

6.1.1.2.1 Definition 

This test case applies to all UEs supporting UE-Based GPS Location Service capabilities. 

6.1 .1 .2.2 Conformance requirements 

1) A MM connection for an emergency call may be established in all states of the mobility management sublayer 
which allow MM connection establishment for a normal originating call. 

When a user requests an emergency call establishment the UE will send a CM SERVICE REQUEST message to 
the network with a CM service type information element indicating emergency call establishment. 

Normally, the UE will be identified by an IMSI or a TMSI. However, if none of these identifiers is available in 
the UE, then the UE shall use the IMEI for identification purposes. 

2) As a serving network option, emergency calls may be established without the network having to apply the 
security mode procedure as defined in TS 24.008. 

The following are the only cases where the "security procedure not applied" option may be used: 
a) Authentication is impossible because the USIM is absent. 

3) Having entered the "MM connection pending" state, upon MM connection establishment, the call control entity 
of the UE sends a setup message to its peer entity. This setup message is 

- a SETUP message, if the call to be established is a basic call; and 

- an EMERGENCY SETUP message, if the call to be established is an emergency call. 

4) If the IE "UE positioning GPS reference time" is included, the UE shall: 

1> store the IE "GPS Week" in "UE positioning GPS reference time" in variable 
UE_POSITIONING_GPS_DATA and use it as the current GPS week; 

1> store the IE "GPS TOW msec" in the IE "UE positioning GPS reference time" in variable 

UE_POSITIONING_GPS_DATA and use it as an estimate of the GPS Time-of-Week at the time of 
reception of the complete message containing the IE "GPS TOW msec"; 

NOTE: The UE does not need to apply any compensation on the GPS Time-of-Week. 

5) If the IE "UE positioning GPS reference UE position" is included, the UE shall: 

1> store this IE in the IE "UE positioning GPS reference UE position" in variable 
UE_POSITIONING_GPS_DATA; and 

1> use it as a priori knowledge of the approximate location of the UE. 

6) The UE shall when a measurement report is triggered: 

2> if the UE has been able to calculate a position after performing measurements on the cells included in the 
variable UE_POSITIONING_OTDOA_DATA_UE_BASED in case of OTDOA or on the list of satellites 
included in the variable UE_POSITIONING_GPS_DATA in case of GPS positioning: 

3> include IE "UE positioning Position Estimate Info" in the MEASUREMENT REPORT and set the 
contents of the IE as follows: 

4> if the UE does not support the capability to perform the UE GPS timing of cell frames measurement; 
or 

4> if the IE "GPS timing of Cell wanted" is set to FALSE: 
5> include the IE "GPS TOW msec". 
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4> if IE "Vertical Accuracy" has been included in IE "UE positioning reporting quantity": 

5> if the IE "Vertical Accuracy" has been assigned to a value unequal to "0": 

6> if the UE has been able to calculate a 3-dimensional position: 

7> include IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate. 

6> if the UE has not been able to calculate a 3-dimensional position: 

7> act as if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting 
quantity". 

4> if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting quantity": 

5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to a value 
unequal to 0: 

6> include either IE "Ellipsoid point with uncertainty circle" or IE "Ellipsoid point with 
uncertainty ellipse" or IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position 
estimate. 

Reference(s): 

- Conformance requirement 1: TS 24.008 clause 4.5.1.5, TS 22.101 clause 8. 

- Conformance requirement 2: TS 33.102, clause 6.4.9.2. 
Conformance requirement 3: TS 24.008, clause 5.2.1. 
Conformance requirement 4: TS 25.331, clause 8.6.7.19.3.7. 

- Conformance requirement 5: TS 25.331, clause 8.6.7.19.3.8. 

- Conformance requirement 6: TS 25.331, clause 8.6.7.19.1b. 

6.1.1.2.3 Test Purpose 

To verify when an emergency call is initiated by a UE in the "MM idle, no IMSI" state (no USIM inserted) and the 
network performs a location request using the RRC measurement control procedure by sending Measurement Control 
message , then the UE respond with a Measurement Report containing UE location. 

6.1.1.2.4 Method of Test 

Initial Conditions 

- System Simulator: 

1 cell, default parameters. 

- Satellites: As specified in 4.2 

- User Equipment: 

- the UE is in MM-state "MM idle, no IMSI", no USIM inserted. 

Related PICS/PIXIT Statements 

- Emergency speech call yes/no 

- UE Based Network Assisted GPS 

Test procedure 

The UE is made to initiate an emergency call. 
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After the call has been through-connected in both directions, the SS orders an A-GPS positioning measurement using 
two MEASUREMENT CONTROL messages. The last MEASUREMENT CONTROL message orders periodical 
reporting by sending a MEASUREMENT CONTROL message requesting periodical measurement reporting (1 report, 
interval 64s). 

The UE then performs positioning measurements, calculates "UE Positioning Position Estimate Info" and responds with 
this in the RRC message MEASUREMENT REPORT. 

Finally the SS clears the call. 



Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


UE 




The "emergency number" is entered. One of the 
following emergency numbers shall be used: 000, 
08, 112, 110, 118, 119, 911 or 999. 


2 


--> 




UE establishes RRC procedure for emergency 
call. 

Establishment cause: Emergency Call 

SS checks that the UE capability includes A-GPS 

UE based positioning measurement 


3 


--> 


CM SERVICE REQUEST 


The CM service type IE indicates "emergency call 
establishment". 


4 


<- 


CM SERVICE ACCEPT 




5 


--> 


EMERGENCY SETUP 


If the Bearer capability IE is not included the 
default UMTS AMR speech version shall be 
assumed. 


6 


<-- 


CALL PROCEEDING 




7 


<- 


ALERTING 




8 


<-- 




SS sets up the radio bearer with the rate indicated 
by the EMERGENCY SETUP message. 


9 


<— 


CONNECT 




10 


— > 


CONNECT ACKNOWLEDGE 




11 


UE 




The DTCH is through connected in both 
directions. 


12 


<- 


MEASUREMENT CONTROL 




13 


<- 


MEASUREMENT CONTROL 




14 


— > 


MEASUREMENT REPORT 




15 


<-- 


DISCONNECT 


SS disconnects the call and associated radio 
bearer. 
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Specific Message Contents 
MEASUREMENT CONTROL (Step 1 2): 



Information element 


Value/remark 


Measurement Information Elements 




Mpa^urpmpnt Idpntitv 


10 


Mpa^urpmpnt Command 


Setup 


Measurement RGporting ModG 




- Mpa^urpmpnt rpnnrt tran^fpr mndp 


Arknnwlpdnpd mndp Rl 

r\\j r\i iu vv i^uuuu 1 1 iuuu i 1 1 w 


- Ppriodinal rpnortinn / Evpnt trinnpr rpnortino mndp 

i v i i v \*a I wUi I v k^V-/ 1 in iu / I — vV/i il Li lyM'-' i i vUUi in I y I I I w *— * w 


Ppriodical rpnortinn 

1 vl IvUlvUI 1 VUUI LI 1 IM 


Additional Mpa^nrpmpnt^ 1 i^t 

nU l_) 1 LI W 1 Idl 1 VICQOU 1 CI 1 1 CI 1 LO 1— IO I 


Nnt nrp^pnt 


CHOICF Mpasi irpmpnt tvnp 


1 IF nn^itinninn mpa^nrpmpnt 
ui — (jwoiuwiiiiiy in ccioui ci 1 1 ci i l 


- UE Dositionina measurement 

\— <* 1— u v v 1 L 1 v 1 1 1 1 1 y III uUJ Ul vl 1 Ivl 1 L 




- 1 IF nn<5itinninn rpnnrtinn niiantitv 
\j i— pusi livji in ly icpui liny vjUdiiLiiy 




- Method type 


UE based 


- Positioning methods 


GPS 


- Rp^non^p timp 

1 IvOUU 1 IOU III 1 IC 


128 


- Hori7nntal arrurarv 

1 \\J\ \t—\J\ \ LCI 1 uvvU 1 Clby 


127 


- Vprtiral arrurarv 

V CI LIvUI ClvvUI Clvy 


127 


- C-iPS timinn of ppII wantpd 

\j r o Liiiiiiiy \J i ucii vvciii icu 


FALSE 


- Mi iltinlp ^pte 

lvlUILIt_/IC O V LO 


FALSE 


- Additional accictanfo data romioct 

AAUUILIUIIdl doololdl ILc UdLd IcLjUcoL 


FAI C1F 


- Fnvirnnmpntal r , harartpri7atinn 

1 IIVIIUIIIIICIIICII v 1 1 ul QL/IGI 1 1— CX l\\J I 1 


IMUl [JlCoClll 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 




- No reporting 




- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the first 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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MEASUREMENT CONTROL (Step 13): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the second 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Step 14): 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 


UE positioning measured results 


- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 




- CHOICE Reference time 


GPS reference time only 


- GPS TOW msec 


Not checked 


- CHOICE Position estimate 


One of 'Ellipsoid point with uncertainty 




Circle' or 'Ellipsoid point with uncertainty 




Ellipse' or 'Ellipsoid point with altitude and 




uncertainty Ellipsoid' 


- UE positioning GPS measured results 


Not present 


- UE positioning error 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 



6.1.1.2.5 Test requirements 

After step 10 the UE shall have through connected the DTCH in both directions. 

After step 13 the UE shall respond with a MEASUREMENT REPORT message containing a position estimate. 
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6.1 .1 .3 LCS Network induced location request/ UE-Assisted GPS/ Emergency call/ 
With USIM 

6.1.1.3.1 Definition 

This test case applies to all UEs supporting UE-Assisted GPS Location Service capabilities. 

6.1 .1 .3.2 Conformance requirements 

1) A MM connection for an emergency call may be established in all states of the mobility management sublayer 
which allow MM connection establishment for a normal originating call. 

When a user requests an emergency call establishment the UE will send a CM SERVICE REQUEST message to 
the network with a CM service type information element indicating emergency call establishment. 

2) Having entered the "MM connection pending" state, upon MM connection establishment, the call control entity 
of the UE sends a setup message to its peer entity. This setup message is 

- a SETUP message, if the call to be established is a basic call; and 

an EMERGENCY SETUP message, if the call to be established is an emergency call. 

3) if the IE "Measurement command" has the value "setup": 

2> store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement 
identity", first releasing any previously stored measurement with that identity if that exists; 

2> for any other measurement type: 

3> if the measurement is valid in the current RRC state of the UE: 

4> begin measurements according to the stored control information for this measurement identity. 

4) The UE shall: 

1> when a measurement report is triggered: 

2> if the UE was able to perform measurements on at least one neighbour cell included in the variable 

UE_POSITIONING_OTDOA_DATA_UE_ASSISTED in case of OTDOA or one satellite included in the 
variable UE_POSITIONING_GPS_DATA in case of GPS positioning or one cell from the active set in case 
of CELL ID: 

3> if the IE "Vertical Accuracy" is included: 

4> interpret the presence of this IE to indicate that the UTRAN desires to compute a 3-dimensional 
position estimate. 

3> if the IE "Positioning Methods" is set to "GPS": 

4> include the IE "UE positioning GPS measured results" in the measurement report and set the contents 
of the IE as follows: 

5> if the UE supports the capability to provide the GPS timing of the cell frames measurement: 

6> if the IE "GPS timing of Cell wanted" is set to TRUE: 

7> perform the UE GPS timing of cell frames measurement on the serving cell or on one cell 
of the active set. 

7> include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; and 
7> include the IE "Reference SFN" and the IE "UE GPS timing of cell frames". 
6> if the IE "GPS timing of Cell wanted" is set to FALSE: 
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7> include the IE "GPS TOW msec". 
5> if the UE does not support the capability to provide the GPS timing of the cell: 
6> include the IE "GPS TOW msec". 

References 

- Conformance requirement 1: TS 24.008 clause 4.5.1.5. 

- Conformance requirement 2: TS 24.008, clause 5.2. 1 . 

- Conformance requirement 3: TS 25.331, clause 8.4.1.3. 

- Conformance requirement 4: TS 25.331, clause 8.6.7.19.1a. 

6.1.1.3.3 Test Purpose 

To verify when an emergency call is initiated by a UE with a USIM, and the network performs a location request using 
the RRC measurement control procedure by sending Measurement Control message , then the UE respond with a 
Measurement Report containing "UE positioning GPS measured results". 

6.1.1.3.4 Method of Test 

Initial Conditions 

System Simulator (SS): 

1 cell, default parameters 

Satellites: As specified in 4.2 
UE: 

- the UE is in state "MM idle" with valid TMSI and CKSN. 

Related PICS/PIXIT Statements 

Emergency speech call yes/no 

- UE Assisted Network Assisted GPS 

Test Procedure 

The UE is made to initiate an emergency call. 

After the call has been through-connected in both directions, the SS orders an A-GPS positioning measurement using a 
MEASUREMENT CONTROL message, including assistance data as specified in subclause 4.3.3. The UE may request 
additional assistance data by sending a MEASUREMENT REPORT message containing a positioning error indication 
with the IE "Error reason" set to "Assistance Data Missing". If the UE requests additional assistance data, the SS 
provides the requested assistance data in one or more MEASUREMENT CONTROL messages. 

The UE then performs positioning measurements and responds with the RRC message MEASUREMENT REPORT. 

Finally the SS clears the call. 
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Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


UE 




The "emergency number" is entered. Number 
shall be one programmed in test USIM EFecc 
(Emergency Call Codes), ret. 34.108 clause 
8.3.2.21. 


2 


— > 




UE establishes RRC procedure for emergency 

_ _ 1 1 

call. 

Establishment cause; ErnGrgGncy Call 

SS chGcks that thG UE capability includes A-GPS 

UE assisted positioning measurement 


o 
o 


— > 


OIVI otnVIOt ntlJUto I 


The CM service type IE indicates "emergency call 

UoldUiioi ii i it;i il . 


A 
H 


< — 


fti ITHFMTIPATIOM RF(~)I IF^IT 


IP- Aiithontir , dtinn Para motor A 1 ITM c h q 1 1 ho 
1 r_ MUU IfcM IIIL/CUIUI 1 i dl dl 1 Iclcl nU 1 IN blldll Uc 

present in the message. 


o 


— > 


A| ITHFMTIPATIDM RCQPOM^F 


CppC cnor*ifioc irirro^t \/ah io 
OnCO bptfullluo OUIIfcJOl VdlUu. 


R 
o 


oo 




ctartc con irit\/ nrnforli iro 

OO bldl Lo ocUUIILy UlULcUUIC. 


7 


— > 


PMPRnFMPY C;FTI IP 


If tho Roaror r , ar\Qhilit\/ IP- ic n r\t in^hiHoH tho 
II lilt? Dcdlcl OdpdUlllly ir_ lb IIUL IIIUIUUcU lllc 

default UMTS AMR speech version shall be 

ClOoU 1 1 1 cu . 


8 


< — 


CALL PROCEEDING 




9 


<— 


ALERTING 




10 


<-- 




SS sets up the radio bearer with the rate indicated 

h\i thp FMFRnFMPY C;FTI IP mpcuanp 

Uy lilt? ElvlEnOCINL' 1 OC 1 Ur II 1 tJoodLJ t;. 


11 


<— 


CONNECT 




12 


— > 


CONNECT ACKNOWLEDGE 




13 


UE 




The DTCH is through connected in both 
directions. 


14 


<- 


MEASUREMENT CONTROL 




15 


--> 


MEASUREMENT REPORT 


UE reports positioning measurement results 
(Option 1) or requests additional assistance data 
(Option 2). 


15a 


<- 


1 m — A f \ 1 1 1— » | — H HI — K IT /~l /"\ K ITn /"\ 1 

MEASUREMENT CONTROL 


IL II l~~ x 1 II" J." 1 • ■ Ii" X 

If UE requested additional assistance data in step 
1 5, SS provides the requested data in one or 
more MEASUREMENT CONTROL messages as 
specified in subclause 4.3.5. 


15b 


-> 


MEASUREMENT REPORT 


If UE requested additional assistance data in step 
15, this message contains the IE "UE positioning 
GPS measured results". 


16 


<-- 


DISCONNECT 


SS disconnects the call and associated radio 
bearer. 
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Specific Message Contents 
MEASUREMENT CONTROL (Step 14): 



Information element 


Value/remark 


Measurement Information Elements 




Mpa^urpmpnt Idpntitv 


10 


Mpa^urpmpnt Command 


Setup 


MeasurGrriGnt RGporting ModG 




- Mpa^urpmpnt rpnnrt tran^fpr mndp 


Arknowlpdnpd mndp Rl 

r\\j r\i iu vv i^uuuu 1 1 i uvjv i 1 1 w 


- Pprindinal rpnnrtinn / Evpnt trinnpr rpnnrtinn mndp 

i v i i v \*a I wUi I v k^V-/ 1 in iu / I — vV/i il Li lyM'-' i i vUUi in I y I I I w *— * w 


Pprindioal rpnortinn 

1 vl IvUlvUI 1 VUUI LI 1 IM 


Additional Mpaciirpmpntc. 1 i^t 

nU l_) 1 LI W 1 Idl 1 VICQOU 1 CI 1 1 CI 1 LO 1— IO I 


Nnt nrp^pnt 


CHOICF Mpasi irpmpnt fi/np 


1 IF nncitinninn mpaenrpmpnt 

ui — [jwoiiiwiiiiiy in cgou i ci 1 1 ci i l 


- UE Dositionina measurement 

\— ' i— \ l i v i 1 1 1 i y ill uuj ui vi i ivi i L 




- 1 IF nncitinninn rpnnrtinn miantitv 
\j i— pusi livji in ly icpui liny LjUdiuuy 




- Mpthnd tvnp 

ivivii iuu i y uv 


UE assisted 

Vw^ l__ CLvvlvLvv 


- Positioning methods 


GPS 


- RGsponso timG 


128 


- Hnri7nntal amurarv 

1 \\J\ \t—\J\ \ LCI 1 uvvU 1 Clby 


127 


- Vprtinal ann iranv 

V CI LIvCll QvvUI uL>y 


127 


- GPS timing of cell wanted 


FALSE 


- Miiltinlo cote 

IVIUILIlJIC bclo 


FA I 


- Additional aQQiQtanpp data rpmiPQt 
nuu i Li ui i d i civOioLcii ivC uciLd i CLjucoi 


TRUE 


- Fnvirnnmpntal rharartpri7atinn 

l_ 1 1 V 1 1 \J 1 1 1 1 1 v 1 1 LCI 1 v 1 1 CLI ClvLUI 1 1— \Jk L 1 \J 1 1 


Not nrp^pnt 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for "Adequate assistance 
data for UE-assisted A-GPS" in 4.3.3 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Step 15 (Option 1) or 15b (Option 2)) 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Present 


- UE positioning error 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Not present 


- UE positioning error 




- Error reason 


Assistance Data Missing 


- GPS additional assistance data request 




- Almanac 


Not checked 


- UTC model 


Not checked 


- Ionospheric model 


Not checked 


- Navigation model 


Not checked 


- DGPS corrections 


Not checked 


- Reference location 


Not checked 


- Reference time 


Not checked 


- Acquisition assistance 


Not checked 


- Real-time integrity 


Not checked 


- Navigation model additional data 


Not checked 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 


SUREMENT CONTROL (Step 15a (Option 2)): 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 




- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


Set according to 4.2 (unequal to 0) 


- Vertical accuracy 


Set according to 4.2 (unequal to 0) 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 


- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified in 4.3.5 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 



6.1.1.3.5 Test requirements 
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After step 12 the UE shall have through connected the DTCH in both directions. 

After step 14 the UE shall send a MEASUREMENT REPORT message containing the IE "UE positioning GPS 
measured results". 

6.1 .1 .4 LCS Network induced location request/ UE-Assisted GPS/ Emergency call/ 
Without USIM 

6.1.1.4.1 Definition 

This test case applies to all UEs supporting UE-assisted A-GPS Location Service capabilities. 

6.1 .1 .4.2 Conformance requirements 

1) A MM connection for an emergency call may be established in all states of the mobility management sublayer 
which allow MM connection establishment for a normal originating call. 

When a user requests an emergency call establishment the UE will send a CM SERVICE REQUEST message to 
the network with a CM service type information element indicating emergency call establishment. 

Normally, the UE will be identified by an IMSI or a TMSI. However, if none of these identifiers is available in 
the UE, then the UE shall use the IMEI for identification purposes. 

2) As a serving network option, emergency calls may be established without the network having to apply the 
security mode procedure as defined in TS 24.008. 

The following are the only cases where the "security procedure not applied" option may be used: 
a) Authentication is impossible because the USIM is absent. 

3) Having entered the "MM connection pending" state, upon MM connection establishment, the call control entity 
of the UE sends a setup message to its peer entity. This setup message is 

- a SETUP message, if the call to be established is a basic call; and 

an EMERGENCY SETUP message, if the call to be established is an emergency call. 

4) if the IE "Measurement command" has the value "setup": 

2> store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement 
identity", first releasing any previously stored measurement with that identity if that exists; 

2> for any other measurement type: 

3> if the measurement is valid in the current RRC state of the UE: 

4> begin measurements according to the stored control information for this measurement identity. 

5) The UE shall: 

1> when a measurement report is triggered: 

2> if the UE was able to perform measurements on at least one neighbour cell included in the variable 

UE_POSITIONING_OTDOA_DATA_UE_ASSISTED in case of OTDOA or one satellite included in the 
variable UE_POSITIONING_GPS_DATA in case of GPS positioning or one cell from the active set in case 
of CELL ID: 

3> if the IE "Vertical Accuracy" is included: 

4> interpret the presence of this IE to indicate that the UTRAN desires to compute a 3-dimensional 
position estimate. 

3> if the IE "Positioning Methods" is set to "GPS": 
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4> include the IE "UE positioning GPS measured results" in the measurement report and set the contents 
of the IE as follows: 

5> if the UE supports the capability to provide the GPS timing of the cell frames measurement: 

6> if the IE "GPS timing of Cell wanted" is set to TRUE: 

7> perform the UE GPS timing of cell frames measurement on the serving cell or on one cell 
of the active set. 

7> include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; and 
7> include the IE "Reference SFN" and the IE "UE GPS timing of cell frames". 

6> if the IE "GPS timing of Cell wanted" is set to FALSE: 
7> include the IE "GPS TOW msec". 
5> if the UE does not support the capability to provide the GPS timing of the cell: 

6> include the IE "GPS TOW msec". 

References 

- Conformance requirement 1: TS 24.008 clause 4.5.1.5, TS 22.101 clause 8. 

- Conformance requirement 2: TS 33.102, clause 6.4.9.2. 

- Conformance requirement 3: TS 24.008, clause 5.2.1. 
Conformance requirement 4: TS 25.331, clause 8.4.1.3. 

- Conformance requirement 5: TS 25.331, clause 8.6.7.19.1a. 

6.1.1.4.3 Test Purpose 

To verify that when an emergency call is initiated by a UE with no USIM, and the network performs a network-induced 
location request using UE-assisted A-GPS, the UE responds with a Measurement Report containing the IE "UE 
positioning GPS measured results". 

6.1.1.4.4 Method of Test 

Initial Conditions 

System Simulator: 

1 cell, default parameters. 

- Satellites: As specified in 4.2 

- User Equipment: 

- the UE is in state "MM idle" with no IMSI and no USIM inserted. 

Related PICS/PIXIT Statements 

- Emergency speech call yes/no 

- UE Assisted Network Assisted GPS 

Test procedure 

The UE is made to initiate an emergency call. The call is established without authentication and security. 
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After the call has been through-connected in both directions, the SS orders an A-GPS positioning measurement using a 
MEASUREMENT CONTROL message, including assistance data as specified in subclause 4.3.3. The UE may request 
additional assistance data by sending a MEASUREMENT REPORT message containing a positioning error indication 
with the IE "Error reason" set to "Assistance Data Missing". If the UE requests additional assistance data, the SS 
provides the requested assistance data in one or more MEASUREMENT CONTROL messages. 

The UE sends a MEASUREMENT REPORT message including the IE "UE positioning GPS measured results". 

Finally the SS clears the call. 



Expected Sequence 



Step 


Direction 


Messaae 


Comments 




UE | SS 






i 


i if 




1 lit? ulllciyclloy NUlllUcI lb ciUclfciU. wilt? Ul lilt? 

followinn pinprnpnrv numhpr^ ^hpll hp ii^pH - 000 

i \J i i kj vv i i ly ci i ici ljci ii^y i iui i iuci o o i i an uc uocu. , 

08 112 110 118 119 911 or 999 


2 


--> 




UE establishes RRC procedure for emergency 
call. 

Establishment cause! Emergency Call 

SS checks that the UE capability includes A-GPS 

UE-assisted positioning measurement. 








3 


— > 


CM SERVICE REQUEST 


The CM service type IE indicates "emergency call 
establishment". The mobile identity IE specifies 
the IMEI of the UE. The cipher key sequence 
number IE indicates "no key is available". 


4 


<— 


CM SERVICE ACCEPT 




5 


--> 


EMERGENCY SETUP 


If the Bearer capability IE is not included the 
default UMTS AMR speech version shall be 
assumed. 


6 


<-- 


CALL PROCEEDING 




7 


<— 


ALERTING 




8 


<-- 




SS sets up the radio bearer with the rate indicated 
by the EMERGENCY SETUP message. 


9 


<— 


CONNECT 




10 


— > 


CONNECT ACKNOWLEDGE 




11 


UE 




The DTCH is through connected in both 
directions. 


12 


<- 


MEASUREMENT CONTROL 


Assistance data as specified in subclause 4.3.3. 


13 


--> 


MEASUREMENT REPORT 


UE reports the IE "UE positioning GPS measured 
results" (Option 1) or requests additional 
assistance data (Option 2). 


13a 


<- 


MEASUREMENT CONTROL 


If UE requested additional assistance data in step 
1 3, SS provides the requested data in one or 
more MEASUREMENT CONTROL messages as 
specified in subclause 4.3.5. 


13b 


-> 


MEASUREMENT REPORT 


If UE requested additional assistance data in step 
13, this message contains the IE "UE positioning 
GPS measured results". 


14 


<-- 


DISCONNECT 


SS disconnects the call and associated radio 
bearer. 
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Specific Message Contents 
MEASUREMENT CONTROL (Step 1 2): 



Information element 


Value/remark 


Measurement Information Elements 




Mpa^urpmpnt Idpntitv 


10 


Mpa^urpmpnt Command 


Setup 


Measurement RGporting ModG 




- Mpa^urpmpnt rpnort tran^fpr modp 


Arknnwlpdnpd mndp Rl 

r\\j r\i iu vv i^uuuu 1 1 iuuu i 1 1 w 


- Ppriodioal rpnortinn / Evpnt trinnpr rpnortino mndp 

i v i i v \*a I wUi I v k^V-/ 1 in iu / I — vV/i il Li lyM'-' i i vUUi in I y I I I w *— * w 


Ppriodioal rpnortinn 

1 vl IvUlvUI 1 VUUI LI 1 IM 


Additional Mpa^nrpmpnt^ 1 i^t 

nU l_) 1 LI W 1 Idl 1 VICQOU 1 CI 1 1 CI 1 LO 1— IO I 


Not nrp^pnt 


CHOICF Mpasi irpmpnt tvnp 


1 IF no^itionino mpaciiirpmpnt 

ui — (jwoiuwiiiiiy in ccioui ci 1 1 ci i l 


- UE Dositionina measurement 

\— <* i— \ l i v i 1 1 1 i y ill uuj ui vi i ivi i L 




- 1 IF no^itioninn rpnortinn niiantitv 
\j i— pusi livji in ly icpui liny vjUdiiLiiy 




- Mpthod tVDP 

ivivii iuu i y uv 


UE assisted 

Vw^ l__ CLvvlvLvv 


- Positioning methods 


GPS 


- Response time 


128 


- Hori7ontal arrurarv 

1 \\J\ \t—\J\ \ LCI 1 uvvU 1 Clby 


127 


- Vprtioal aooi iraov 

V CI LIvCll QvvUI uL>y 


127 


- C-5PS timinn of opII wantpd 

1 w LI 1 M M IU Ul vt>ll VU CLI 1 IUU 


FALSE 


- Ml lltinlP <5P1"Q 

IVIUILIlJlc oclo 


FALSE 


- Additional accictanfo data romioct 

AAUUILIUIIdl doololdl ILc UdLd IcLjUcoL 


TRI IF 

1 M U I 


- Fnvironmpntal oharaotpt^ation 

1 IIVIIUIIIIICIIICII v 1 1 ul QL/IGI 1 1— CX l\\J I 1 




- Mpa^iiTPmpnt validitv 

IVIUuOUl CI 1 IC 1 IL VullUlly 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for "Adequate assistance 




data for UE-assisted A-GPS" in subclause 




4.3.3 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Step 13 (Option 1) or 13b (Option 2)): 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 


UE positioning measured results 


- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Present 


- UE positioning error 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Not present 


- UE positioning error 




- Error reason 


Assistance Data Missing 


- GPS additional assistance data request 




- Almanac 


Not checked 


- UTC model 


Not checked 


- Ionospheric model 


Not checked 


- Navigation model 


Not checked 


- DGPS corrections 


Not checked 


- Reference location 


Not checked 


- Reference time 


Not checked 


- Acquisition assistance 


Not checked 


- Real-time integrity 


Not checked 


- Navigation model additional data 


Not checked 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 


SUREMENT CONTROL (Step 13a (Option 2)): 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 




- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


Set according to 4.2 (unequal to 0) 


- Vertical accuracy 


Set according to 4.2 (unequal to 0) 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 


- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified in 4.3.5 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 



6.1.1.4.5 Test requirements 

After step 10 the UE shall have through connected the DTCH in both directions. 
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After step 12 the UE shall respond with a MEASUREMENT REPORT message containing the IE "UE positioning GPS 
measured results". 

6.1.2 Assisted GPS Mobile Originated Tests 

6.1 .2.1 LCS Mobile originated location request/ UE-Based GPS/ Position estimate 
request/ Success 

6.1.2.1.1 Definition 

This test case applies to all UEs supporting UE-Based GPS Location Service capabilities and providing a method to 
trigger an MO-LR request for a position estimate. 

6.1 .2.1 .2 Conformance requirements 

1) The MS invokes a MO-LR by sending a REGISTER message to the network containing a LCS-MOLR invoke 
component. 

2) if the IE "Measurement command" has the value "modify": 

2> for all IEs present in the MEASUREMENT CONTROL message: 

3> if a measurement was stored in the variable MEASUREMENT_IDENTITY associated to the identity by 
the IE "measurement identity": 

4> if measurement type is set to "UE positioning measurement" and the IE "UE positioning GPS 
assistance data" is present, for any of the optional IEs "UE positioning GPS reference time", "UE 
positioning GPS reference UE position", "UE positioning GPS DGPS corrections", "UE positioning 
GPS ionospheric model", "UE positioning GPS UTC model", "UE positioning GPS acquisition 
assistance", "UE positioning GPS real-time integrity" that are present in the MEASUREMENT 
CONTROL message: 

5> replace all instances of the IEs listed above (and all their children) stored in variable 

MEAS UREMENT_IDENTITY associated to the identity indicated by the IE "measurement 
identity" with the IEs received in the MEASUREMENT CONTROL message; 

5> leave all other stored information elements unchanged in the variable 
MEASUREMENTJDENTITY. 

3) If the IE "UE positioning GPS Navigation Model" is included, for each satellite, the UE shall: 

1> use IE "Satellite Status" to determine if an update of IE "UE positioning GPS Ephemeris and Clock 
Correction parameters" has been provided for the satellite indicated by the IE "SatID"; 

1> if an update has been provided for this satellite: 

2> act as specified in subclause 8.6.7.19.3.4. 

If the IE "UE positioning GPS Ephemeris and Clock Correction parameters" is included, for each satellite, the 
UE shall: 

1> update the variable UE_POSITIONING_GPS_DATA as follows: 

2> store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GPS Navigation 

Model" in the variable UE_POSITIONING_GPS_DATA, possibly overwriting any existing information 
in this position. 

1> act on these GPS ephemeris and clock correction parameters in a manner similar to that specified in [12]. 

4) The UE shall when a measurement report is triggered: 

2> if the UE has been able to calculate a position after performing measurements on the cells included in the 
variable UE_POSITIONING_OTDOA_DATA_UE_B ASED in case of OTDOA or on the list of satellites 
included in the variable UE_POSITIONING_GPS_DATA in case of GPS positioning: 
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3> include IE "UE positioning Position Estimate Info" in the MEASUREMENT REPORT and set the 
contents of the IE as follows: 

4> if the UE does not support the capability to perform the UE GPS timing of cell frames measurement; 
or 

4> if the IE "GPS timing of Cell wanted" is set to FALSE: 

5> include the IE "GPS TOW msec". 

4> if IE "Vertical Accuracy" has been included in IE "UE positioning reporting quantity": 

5> if the IE "Vertical Accuracy" has been assigned to a value unequal to "0": 

6> if the UE has been able to calculate a 3-dimensional position: 

7> include IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate. 

6> if the UE has not been able to calculate a 3-dimensional position: 

7> act as if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting 
quantity". 

4> if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting quantity": 

5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to value 
"0": 

6> may include IE "Ellipsoid point". 

5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to a value 
unequal to 0: 

6> include either IE "Ellipsoid point with uncertainty circle" or IE "Ellipsoid point with 
uncertainty ellipse" or IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position 
estimate. 

5) The network shall pass the result of the location procedure to the MS by sending a FACILITY message to the 
MS containing a LCS-MOLR return result component. 

6) After the last location request operation the MS shall terminate the dialogue by sending a RELEASE 
COMPLETE message. 

Reference(s): 

Conformance requirements 1, 5 and 6: TS 24.030, subclause 5.1.1 
Conformance requirement 2: TS 25.331, subclause 8.4.1.3. 

- Conformance requirement 3: TS 25.331, subclauses 8.6.7.19.3.3a, 8.6.7.19.3.4. 

- Conformance requirement 4: TS 25.331, subclause 8.6.7.19.1b 

Reference [12] in these conformance requirements denotes document ICD-GPS-200: "Navstar GPS Space 
Segment/Navigation User Interface". 

6.1.2.1.3 Test Purpose 

To verify the UE behaviour at a mobile originated location request procedure using network-assisted UE-based GPS. 

6.1.2.1.4 Method of Test 

Initial Conditions 

- System Simulator: 
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1 cell, default parameters. 

- Satellites: As specified in 4.2 

- User Equipment: 

- The UE is in state "MM idle" with valid TMSI and CKSN. 

- The UE is in state "PMM idle" with valid P-TMSI 

Related PICS/PIXIT Statements 

- UE Based Network Assisted GPS 

- Method of triggering an MO-LR request for a position estimate. 
Test Procedure 

The UE invokes call independent supplementary service through a CM SERVICE REQUEST. The SS initiates 
authentication and ciphering. 

Then the UE invokes an MO-LR request of type "locationEstimate". The SS orders an A-GPS positioning measurement 
using two MEASUREMENT CONTROL messages, including assistance data. The UE then initiates periodic 
measurement reporting. After the first received MEASUREMENT REPORT message, the SS responds with a 
FACILITY message containing an MO-LR result. When UE receives the FACILITY message, it clears the transaction 
by sending a RELEASE COMPLETE message. 



Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


-> 




The UE establishes an RRC connection for 
location service. The SS verifies that the IE 
"Establishment cause" in the received RRC 
CONNECTION REQUEST message is set to 
"Originated High Priority Signalling". 


2 


-> 


CM SERVICE REQUEST 


The CM service type IE indicates "call 
independent supplementary service" 


3 


<- 


AUTHENTICATION REQUEST 




4 


-> 


AUTHENTICATION RESPONSE 




5 


SS 




The SS starts ciphering and integrity protection. 


6 


-> 


REGISTER 


Call Independent SS containing Facility IE with an 
LCS MO-LR request of type "locationEstimate". 


7 


<- 


MEASUREMENT CONTROL 




8 


<- 


MEASUREMENT CONTROL 




9 


-> 


MEASUREMENT REPORT 




10 


<- 


FACILITY 


LCS MO-LR result message containing location 
estimate 


11 


-> 


RELEASE COMPLETE 


The UE terminates the dialogue 


12 


SS 




The SS releases the RRC connection and the test 
case ends. 
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Specific Message Contents 
REGISTER (Step 6) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 

SS version indicator 


Call Independent SS message (1011) 

REGISTER (xx11 1011) 
Invoke = LCS-MOLR 
LCS-MOLRArg 

molr-Type ->locationEstimate 
Value 1 or above 



MEASUREMENT CONTROL (Step 7): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 




- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 


- UE state 


All states 


- CHOICE Reporting criteria 




- No reporting 




- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the first 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


Set according to 4.2 (unequal to 0) 


- Vertical accuracy 


Set according to 4.2 (unequal to 0) 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the second 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Step 9) 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 




- CHOICE Reference time 




- GPS reference time only 




- GPS TOW msec 


Not checked 


- CHOICE Position estimate 


One of 'Ellipsoid point with uncertainty 




Circle' or 'Ellipsoid point with uncertainty 




Ellipse' or 'Ellipsoid point with altitude and 




uncertainty Ellipsoid' 


- UE positioning GPS measured results 


Not present 


- UE positioning error 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 
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FACILITY (Step 10) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

FACILITY (0011 1010) 
Return result = LCS-MOLR 

LCS-MOLRRes -> locationEstimate 



RELEASE COMPLETE (Step 11) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 


Call Independent SS message (1011) 
RELEASE COMPLETE (xx10 1010) 



6.1.2.1.5 Test requirements 

After step 5 the UE shall transmit a REGISTER message with an LCS MO-LR request with the IE "MOLR-Type" set to 
" locationEstimate " . 

After step 8, the UE shall respond with a MEASUREMENT REPORT message. 
After step 10, the UE shall send a RELEASE COMPLETE message. 

6.1 .2.2 LCS Mobile originated location request/ UE-Based or UE-Assisted GPS/ 
Assistance data request/ Success 

6.1.2.2.1 Definition 

This test case applies to all UEs supporting UE-Based or UE-Assisted GPS Location Service capabilities and providing 
a method to trigger an MO-LR request for assistance data. 

6.1.2.2.2 Conformance requirements 

1) The MS invokes a MO-LR by sending a REGISTER message to the network containing a LCS-MOLR invoke 
component. 

2) The network shall pass the result of the location procedure to the MS by sending a FACILITY message to the 
MS containing a LCS-MOLR return result component. 

3) After the last location request operation the MS shall terminate the dialogue by sending a RELEASE 
COMPLETE message. 

Reference(s): 

- Conformance requirements 1, 2 and 3: TS 24.030, subclause 5.1.1 

6.1.2.2.3 Test Purpose 

To verify the UE behaviour at a mobile originated location request procedure using network-assisted network assisted 
GPS. 

6.1.2.2.4 Method of Test 

Initial Conditions 

- System Simulator: 
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1 cell, default parameters. 

- Satellites: As specified in 4.2 

- User Equipment: 

- The UE shall begin the test with no GPS assistance data stored. 

- The UE is in state "MM idle" with valid TMSI and CKSN. 

- The UE is in state "PMM idle" with valid P-TMSI 

Related PICS/PIXIT Statements 

- UE Based Network Assisted GPS 

- UE Assisted Network Assisted GPS 
Method of clearing stored GPS assistance data 

- Method of triggering an MO-LR request for assistance data. 

Test Procedure 

The stored GPS assistance data in the UE shall be cleared. 

The UE invokes call independent supplementary service through a CM SERVICE REQUEST. The SS initiates 
authentication and ciphering. 

Then the UE invokes an MO-LR request of type "assistanceData". 

The SS transmits an ASSISTANCE DATA delivery message with assistance data. When the assistance data delivery 
was successful, the SS sends a FACILITY message to the UE. 

The UE clears the transaction by sending a RELEASE COMPLETE message. 



Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 




Void 




2 


-> 




The UE establishes an RRC connection for 
location service. The SS verifies that the IE 
"Establishment cause" in the received RRC 
CONNECTION REQUEST message is set to 
"Originated High Priority Signalling". 


3 


-> 


CM SERVICE REQUEST 


The CM service type IE indicates "call 
independent supplementary service" 


4 


<- 


AUTHENTICATION REQUEST 




5 


-> 


AUTHENTICATION RESPONSE 




6 


SS 




The SS starts ciphering and integrity protection. 


7 


-> 


REGISTER 


Call Independent SS containing Facility IE with an 
LCS MO-LR request of type "assistanceData". 


8 


<- 


ASSISTANCE DATA DELIVERY 


The SS provides the requested data in one or 
more ASSISTANCE DATA DELIVERY messages 
as specified in subclause 4.3.5 


9 


<- 


FACILITY 




10 


-> 


RELEASE COMPLETE 


The UE terminates the dialogue 


11 


ss 




The SS releases the RRC connection and the test 
case ends 
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Specific Message Contents 



REGISTER (Step 7) 



Information element 


Value/remark 


Prntnml Di^priminatnr 

1 1 w LUl/UI \—J ICLiI II 1 1 1 1 1 ulUI 


Hall Inrlpnpnrlpnt fiS mpci^prip ( 1 01 1 } 

wall 1 1 IUC[JCI IUUI 1 1 vJO III CooayC ^ IU 1 1 J 


Transaction identifier 




Message type 


REGISTER (xx11 1011) 


Farilitv 


Invnkp - LOS-MOLR 

II 1 VUlXC — 1 V_/VJ 1 V 1 V / 1 1 1 




LCS-MOLRArg 




molr-Type ->assistanceData 




locationMethod -> assistedGPS 




gpsAssistanceData -> OCTET STRING 




Octets 1 to 38 are coded in the 




same way as octets 3 to 7+2n of 




Requested GPS Data IE in 3GPP 




TS 49.031 (Contents are not verified, SS will use octet 1 to 




identify the GPS assistance data requested by the MS) 




Value 1 or above 


SS version indicator 





ASSISTANCE DATA DELIVERY (Step 8): 



Information element 


Value/remark 


Measurement Information Elements 

UE positioning OTDOA assistance data for UE-based 
UE positioning GPS assistance data 


Not present 

Set as specified in 4.3.5. 



FACILITY (Step 9) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

FACILITY (001 1 1010) 
Return result = LCS-MOLR 
LCS-MOLRRes -> EMPTY 



RELEASE COMPLETE (Step 10) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 


Call Independent SS message (1011) 
RELEASE COMPLETE (0x10 1010) 



6.1.2.2.5 Test requirements 

After step 5 the UE shall transmit a REGISTER message with an LCS MO-LR request with the IE "MOLR-Type" set to 
"assistanceData". 

After step 8, the UE shall send a RELEASE COMPLETE message. 
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6.1 .2.3 LCS Mobile originated location request/ UE-Assisted GPS/ Position Estimate/ 
Success 

6.1.2.3.1 Definition 

This test case applies to all UEs supporting UE-Assisted GPS Location Service capabilities and providing a method to 
trigger an MO-LR request for a position estimate. 

6.1.2.3.2 Conformance requirements 

1) The MS invokes a MO-LR by sending a REGISTER message to the network containing a LCS-MOLR invoke 
component. 

2) if the IE "Measurement command" has the value "setup": 

2> store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement 
identity", first releasing any previously stored measurement with that identity if that exists; 

2> for any other measurement type: 

3> if the measurement is valid in the current RRC state of the UE: 

4> begin measurements according to the stored control information for this measurement identity. 

3) The UE shall: 

1> when a measurement report is triggered: 

2> if the UE was able to perform measurements on at least one neighbour cell included in the variable 
UE_POSITIONING_OTDOA_DATA_UE_ASSISTED in case of OTDOA or one satellite included in the 
variable UE_POSITIONING_GPS_DATA in case of GPS positioning or one cell from the active set in case 
of CELL ID: 

3> if the IE "Vertical Accuracy" is included: 

4> interpret the presence of this IE to indicate that the UTRAN desires to compute a 3-dimensional 
position estimate. 

3> if the IE "Positioning Methods" is set to "GPS": 

4> include the IE "UE positioning GPS measured results" in the measurement report and set the contents 
of the IE as follows: 

5> if the UE supports the capability to provide the GPS timing of the cell frames measurement: 

6> if the IE "GPS timing of Cell wanted" is set to TRUE: 

7> perform the UE GPS timing of cell frames measurement on the serving cell or on one cell 
of the active set. 

7> include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; and 
7> include the IE "Reference SFN" and the IE "UE GPS timing of cell frames". 

6> if the IE "GPS timing of Cell wanted" is set to FALSE: 
7> include the IE "GPS TOW msec". 
5> if the UE does not support the capability to provide the GPS timing of the cell: 

6> include the IE "GPS TOW msec". 

4) The network shall pass the result of the location procedure to the MS by sending a FACILITY message to the 
MS containing a LCS-MOLR return result component. 
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5) After the last location request operation the MS shall terminate the dialogue by sending a RELEASE 
COMPLETE message. 

References: 

- Conformance requirements 1, 4 and 5: TS 24.030, subclause 5.1.1 

- Conformance requirement 2: TS 25.331, subclause 8.4.1.3 

- Conformance requirement 3: TS 25.331, subclause 8.6.7.19b 

6.1.2.3.3 Test Purpose 

To verify the UE behaviour in the mobile-originated location request procedure using network-assisted UE-assisted 
GPS to request a position estimate from the network. 

6.1.2.3.4 Method of Test 

Initial Conditions 

- System Simulator: 

1 cell, default parameters. 

- Satellites: As specified in 4.2 

- User Equipment: 

- The UE is in state "MM idle" with valid TMSI and CKSN. 

- The UE is in state "PMM idle" with valid P-TMSI 

Related PICS/PIXIT Statements 

- UE Assisted Network Assisted GPS 

- Method of triggering an MO-LR request for a position estimate. 
Test Procedure 

The UE invokes call independent supplementary service through a CM SERVICE REQUEST. The SS initiates 
authentication and ciphering. 

The UE invokes an MO-LR request through the Facility IE in a REGISTER message. The MO-LR request is of type 
"locationEstimate". 

The SS orders an A-GPS positioning measurement using a MEASUREMENT CONTROL message, including 
assistance data as specified in subclause 4.3.3. The UE may request additional assistance data by sending a 
MEASUREMENT REPORT message containing a positioning error indication with the IE "Error reason" set to 
"Assistance Data Missing". If the UE requests additional assistance data, the SS provides the requested assistance data 
in one or more MEASUREMENT CONTROL messages. 

The UE then initiates periodic measurement reporting. After receiving the MEASUREMENT REPORT message, the 
SS responds with a FACILITY message containing an MO-LR result. When UE receives the FACILITY message, it 
clears the transaction by sending a RELEASE COMPLETE message. 
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Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


-> 




The UE establishes an RRC connection for 
location service. The SS verifies that the IE 
"Establishment cause" in the received RRC 
CONNECTION REQUEST message is set to 
"Originated High Priority Signalling". 




-> 


UM bbrivlUb ribUUbb I 


The CM service type IE indicates "call 
independent supplementary service" 


3 


<- 


AUTHENTICATION REQUEST 




4 


-> 


AUTHENTICATION RESPONSE 




5 


SS 




The SS starts ciphering and integrity protection. 


6 


-> 


REGISTER 


Call Independent SS containing Facility IE with an 
LCS MO-LR request. The IE "MOLR-Type" is set 
to "locationEstimate". 


7 


<- 


MEASUREMENT CONTROL 




8 


-> 


MEASUREMENT REPORT 


UE reports the IE "UE positioning GPS measured 
results" (Option 1) or requests additional 
assistance data (Option 2). 


8a 


<- 


MEASUREMENT CONTROL 


If UE requested additional assistance data in step 
8, SS provides the requested data in one or more 
MEASUREMENT CONTROL messages as 
specified in subclause 4.3.5. 


Ok 

OD 


-> 


MbAbUnbMblN I ribrUK I 


If UE requested additional assistance data in step 
8, this message contains the IE "UE positioning 
GPS measured results". 


9 


<- 


FACILITY 


LCS MO-LR result message containing location 
estimate 


10 


-> 


RELEASE COMPLETE 


The UE terminates the dialogue 


11 


SS 




The SS releases the RRC connection and the test 
case ends 



Specific Message Contents 
REGISTER (Step 6) 



Information element 


Value/remark 


Protocol Discriminator 


Call Independent SS message (1011) 


Transaction identifier 




Message type 


REGISTER (xx11 1011) 


Facility 


Invoke = LCS-MOLR 




LCS-MOLRArg 




molr-Type -> locationEstimate 




Value 1 or above 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


TRUE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for "Adequate assistance 
data for UE-assisted A-GPS" in 4.3.3 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Step 8 (Option 1) or 8b (Option 2)) 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Present 


- UE positioning error 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Not present 


- UE positioning error 




- Error reason 


Assistance Data Missing 


- GPS additional assistance data request 




- Almanac 


Not checked 


- UTC model 


Not checked 


- Ionospheric model 


Not checked 


- Navigation model 


Not checked 


- DGPS corrections 


Not checked 


- Reference location 


Not checked 


- Reference time 


Not checked 


- Acquisition assistance 


Not checked 


- Real-time integrity 


Not checked 


- Navigation model additional data 


Not checked 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 


SUREMENT CONTROL (Step 8a (Option 2)): 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 




- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


Set according to 4.2 (unequal to 0) 


- Vertical accuracy 


Set according to 4.2 (unequal to 0) 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 


- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified in 4.3.5 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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FACILITY (Step 9) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

FACILITY (0011 1010) 
Return result = LCS-MOLR 

LCS-MOLRRes -> locationEstimate 
locationEstimate ->any values may be used. The SS 
shall not be required to calculate the value from the 
returned gps-Measurelnfo values 



RELEASE COMPLETE (Step 10) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 


Call Independent SS message (1011) 
RELEASE COMPLETE (xx10 1010) 



6.1.2.3.5 Test requirements 

After step 5 the UE shall transmit a REGISTER message with an LCS MO-LR request with the IE "MOLR-Type" set to 
" locationEstimate " . 

After step 7, the UE shall respond with a MEASUREMENT REPORT message containing the IE "UE positioning GPS 
measured results". 

After step 9, the UE shall send a RELEASE COMPLETE message. 

6.1 .2.4 LCS Mobile originated location request/ UE-Based GPS/ Transfer to third 
party/ Success 

6.1.2.4.1 Definition 

This test case applies to all UEs supporting UE-Based GPS Location Service capabilities and providing a method to 
trigger an MO-LR request for transfer to 3 ld party. 

6.1.2.4.2 Conformance requirements 

1) The MS invokes a MO-LR by sending a REGISTER message to the network containing a LCS-MOLR invoke 
component. 

2) If the UE is requesting that its location be sent to an external LCS client, the message shall include the identity of 
the LCS client and may include the address of the GMLC through which the LCS client should be accessed. 

3) if the IE "Measurement command" has the value "setup": 

2> store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement 
identity", first releasing any previously stored measurement with that identity if that exists; 



2> for any other measurement type: 

3> if the measurement is valid in the current RRC state of the UE: 

4> begin measurements according to the stored control information for this measurement identity. 
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4) if the IE "Measurement command" has the value "modify": 

2> for all IEs present in the MEASUREMENT CONTROL message: 

3> if a measurement was stored in the variable MEASUREMENT_IDENTITY associated to the identity by 
the IE "measurement identity": 

4> if measurement type is set to "UE positioning measurement" and the IE "UE positioning GPS 
assistance data" is present, for any of the optional IEs "UE positioning GPS reference time", "UE 
positioning GPS reference UE position", "UE positioning GPS DGPS corrections", "UE positioning 
GPS ionospheric model", "UE positioning GPS UTC model", "UE positioning GPS acquisition 
assistance", "UE positioning GPS real-time integrity" that are present in the MEASUREMENT 
CONTROL message: 

5> replace all instances of the IEs listed above (and all their children) stored in variable 

MEAS UREMENT_IDENTIT Y associated to the identity indicated by the IE "measurement 
identity" with the IEs received in the MEASUREMENT CONTROL message; 

5> leave all other stored information elements unchanged in the variable 
MEASUREMENTjDENTITY. 

5) If the IE "UE positioning GPS Navigation Model" is included, for each satellite, the UE shall: 

1> use IE "Satellite Status" to determine if an update of IE "UE positioning GPS Ephemeris and Clock 
Correction parameters" has been provided for the satellite indicated by the IE "SatID"; 

1> if an update has been provided for this satellite: 

2> act as specified in subclause 8.6.7.19.3.4. 

If the IE "UE positioning GPS Ephemeris and Clock Correction parameters" is included, for each satellite, the 
UE shall: 

1> update the variable UE_POSITIONING_GPS_DATA as follows: 

2> store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GPS Navigation 

Model" in the variable UE_POSITIONING_GPS_DATA, possibly overwriting any existing information 
in this position. 

1> act on these GPS ephemeris and clock correction parameters in a manner similar to that specified in [12]. 

6) The UE shall when a measurement report is triggered: 

2> if the UE has been able to calculate a position after performing measurements on the cells included in the 
variable UE_POSITIONING_OTDOA_DATA_UE_BASED in case of OTDOA or on the list of satellites 
included in the variable UE_POSITIONING_GPS_DATA in case of GPS positioning: 

3> include IE "UE positioning Position Estimate Info" in the MEASUREMENT REPORT and set the 
contents of the IE as follows: 

4> if the UE does not support the capability to perform the UE GPS timing of cell frames measurement; 
or 

4> if the IE "GPS timing of Cell wanted" is set to FALSE: 

5> include the IE "GPS TOW msec". 
4> if IE "Vertical Accuracy" has been included in IE "UE positioning reporting quantity": 
5> if the IE "Vertical Accuracy" has been assigned to a value unequal to "0": 
6> if the UE has been able to calculate a 3-dimensional position: 

7> include IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate. 
6> if the UE has not been able to calculate a 3-dimensional position: 
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7> act as if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting 
quantity" . 

4> if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting quantity": 

5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to value 
"0": 

6> may include IE "Ellipsoid point". 

5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to a value 
unequal to 0: 

6> include either IE "Ellipsoid point with uncertainty circle" or IE "Ellipsoid point with 
uncertainty ellipse" or IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position 
estimate. 

7) The network shall pass the result of the location procedure to the MS by sending a FACILITY message to the 
MS containing a LCS-MOLR return result component. 

8) After the last location request operation the MS shall terminate the dialogue by sending a RELEASE 
COMPLETE message. 

Reference(s): 

Conformance requirements 1, 7 and 8: TS 24.030, subclause 5.1.1 

- Conformance requirement 3: TS 25.331, subclause 8.4.1.3 

- Conformance requirement 2: TS 23.171, subclause 8.8.1 

- Conformance requirement 4: TS 25.331, subclause 8.4.1.3 

- Conformance requirement 5: TS 25.331, subclauses 8.6.7.19.3.3a, 8.6.7.19.3.4 

- Conformance requirement 6: TS 25.331, subclause 8.6.7.19.1b 

- Reference [12] in these conformance requirements denotes document ICD-GPS-200: "Navstar GPS Space 
Segment/Navigation User Interface". 

6.1.2.4.3 Test Purpose 

To verify the UE behaviour in the mobile-originated location request procedure using network-assisted UE-based GPS 
to request a position estimate from the network for transfer to a third-party LCS client. 

6.1.2.4.4 Method of Test 

Initial Conditions 

- System Simulator: 

1 cell, default parameters. 

- Satellites: As specified in 4.2 

- User Equipment: 

- The UE is in state "MM idle" with valid TMSI and CKSN. 

- The UE is in state "PMM idle" with valid P-TMSI 

Related PICS/PIXIT Statements 

- UE Based Network Assisted GPS 

- Method of triggering an MO-LR request for transfer to 3 ld party 
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Test Procedure 

The UE invokes call independent supplementary service through a CM SERVICE REQUEST. The SS initiates 
authentication and ciphering. 

The UE invokes a MO-LR request through the Facility IE in a REGISTER message. The MO-LR request is of type 
"locationEstimate". The IE "LCSClientExternallD" is set to the ID of a valid external LCS client. 

The SS orders an A-GPS positioning measurement using MEASUREMENT CONTROL messages, including assistance 
data. 

The UE sends a MEASUREMENT REPORT message containing a location estimate. 

The SS sends a FACILITY message confirming that the transfer to the external client succeeded. When UE receives the 
FACILITY message, it clears the transaction by sending a RELEASE COMPLETE message. 



Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


-> 




The UE establishes an RRC connection for 
location service. The SS verifies that the IE 
"Establishment cause" in the received RRC 
CONNECTION REQUEST message is set to 
"Originated High Priority Signalling". 


2 


-> 


CM SERVICE REQUEST 


The CM service type IE indicates "call 
independent supplementary service" 


3 


<- 


AUTHENTICATION REQUEST 




4 


-> 


AUTHENTICATION RESPONSE 




5 


SS 




The SS starts ciphering and integrity protection. 


6 


-> 


REGISTER 


Call Independent SS containing Facility IE with 
an LCS MO-LR request. The IE "MOLR-Type" 
is set to "locationEstimate". The IE 
"LCSClientExternallD" is set to a valid ID for an 
external LCS client. 


7 


<- 


MEASUREMENT CONTROL 




8 


<- 


MEASUREMENT CONTROL 




9 


-> 


MEASUREMENT REPORT 




10 


<- 


FACILITY 


LCS MO-LR result message as confirmation 
that the position estimate was transferred to the 
requested LCS client. 


11 


-> 


RELEASE COMPLETE 


The UE terminates the dialogue 










12 


SS 




The SS releases the RRC connection and the 
test case ends 



Specific Message Contents 
REGISTER (Step 6) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 

SS version indicator 


Call Independent SS message (1011) 

REGISTER (xx11 1011) 
Invoke = LCS-MOLR 
LCS-MOLRArg 

molr-Type ->locationEstimate 

IcsClientExternallD -> externalAddress 
Value 1 or above 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 




- No reporting 




- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the first 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the second 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Step 9) 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 




- CHOICE Reference time 




- GPS reference time only 




- GPS TOW msec 


Not checked 


- CHOICE Position estimate 


One of 'Ellipsoid point with uncertainty 




Circle' or 'Ellipsoid point with uncertainty 




Ellipse' or 'Ellipsoid point with altitude and 




uncertainty Ellipsoid' 


- UE positioning GPS measured results 


Not present 


- UE positioning error 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 
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FACILITY (Step 10) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

FACILITY (001 1 1010) 
Return result = LCS-MOLR 
LCS-MOLRRes -> locationEstimate 



RELEASE COMPLETE (Step 11) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 


Call Independent SS message (1011) 
RELEASE COMPLETE (xx10 1010) 



6.1.2.4.5 Test requirements 

After step 5 the UE shall transmit a REGISTER message with an LCS MO-LR request with the IE "MOLR-Type" set to 
"locationEstimate" and the IE "LCSClientExternallD" set to the ID of a valid external LCS client. 

After step 8, the UE shall respond with a MEASUREMENT REPORT message containing the IE "Position Estimate". 

After step 1 1, the UE shall send a RELEASE COMPLETE message. 

6.1 .2.5 LCS Mobile originated location request/ UE-Assisted GPS/ Transfer to third 
party/ Success 

6.1.2.5.1 Definition 

This test case applies to all UEs supporting UE-Assisted GPS Location Service capabilities and providing a method to 
trigger an MO-LR request for transfer to 3 ld party. 

6.1.2.5.2 Conformance requirements 

1) The MS invokes a MO-LR by sending a REGISTER message to the network containing a LCS-MOLR invoke 
component. 

2) If the UE is requesting that its location be sent to an external LCS client, the message shall include the identity of 
the LCS client and may include the address of the GMLC through which the LCS client should be accessed. 

3) if the IE "Measurement command" has the value "setup": 

2> store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement 
identity", first releasing any previously stored measurement with that identity if that exists; 



2> for any other measurement type: 

3> if the measurement is valid in the current RRC state of the UE: 

4> begin measurements according to the stored control information for this measurement identity. 

4) The UE shall: 

1> when a measurement report is triggered: 

2> if the UE was able to perform measurements on at least one neighbour cell included in the variable 
UE_POSITIONING_OTDOA_DATA_UE_ASSISTED in case of OTDOA or one satellite included in the 
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variable UE_POSITIONING_GPS_DATA in case of GPS positioning or one cell from the active set in case 
of CELL ID: 

3> if the IE "Vertical Accuracy" is included: 

4> interpret the presence of this IE to indicate that the UTRAN desires to compute a 3-dimensional 
position estimate. 

3> if the IE "Positioning Methods" is set to "GPS": 

4> include the IE "UE positioning GPS measured results" in the measurement report and set the contents 
of the IE as follows: 

5> if the UE supports the capability to provide the GPS timing of the cell frames measurement: 

6> if the IE "GPS timing of Cell wanted" is set to TRUE: 

7> perform the UE GPS timing of cell frames measurement on the serving cell or on one cell 
of the active set. 

7> include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; and 
7> include the IE "Reference SFN" and the IE "UE GPS timing of cell frames". 

6> if the IE "GPS timing of Cell wanted" is set to FALSE: 
7> include the IE "GPS TOW msec". 
5> if the UE does not support the capability to provide the GPS timing of the cell: 

6> include the IE "GPS TOW msec". 

5) The network shall pass the result of the location procedure to the MS by sending a FACILITY message to the 
MS containing a LCS-MOLR return result component. 

6) After the last location request operation the MS shall terminate the dialogue by sending a RELEASE 
COMPLETE message. 

Reference(s): 

- Conformance requirements 1, 5 and 6: TS 24.030, subclause 5.1.1 
Conformance requirement 2: TS 23.171, subclause 8.8.1 
Conformance requirement 3: TS 25.331, subclause 8.4.1.3 

- Conformance requirement 4: TS 25.331, subclauses 8.6.7.19.3.3b 

6.1.2.5.3 Test Purpose 

To verify the UE behaviour in the mobile-originated location request procedure using network-assisted UE-assisted 
GPS to request a position estimate from the network for transfer to a third-party LCS client. 

6.1.2.5.4 Method of Test 

Initial Conditions 

- System Simulator: 

1 cell, default parameters. 
- Satellites: As specified in 4.2. 
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- User Equipment: 

- The UE is in state "MM idle" with valid TMSI and CKSN. 

- The UE is in state "PMM idle" with valid P-TMSI. 

Related PICS/PIXIT Statements 

- UE Assisted Network Assisted GPS 

- Method of triggering an MO-LR request for transfer to 3 ld party 
Test Procedure 

The UE invokes call independent supplementary service through a CM SERVICE REQUEST. The SS initiates 
authentication and ciphering. 

The UE invokes a MO-LR request through the Facility IE in a REGISTER message. The MO-LR request is of type 
"locationEstimate". The IE "LCSClientExternallD" is set to the ID of a valid external LCS client. 

The SS orders an A-GPS positioning measurement using a MEASUREMENT CONTROL message, including 
assistance data as specified in subclause 4.3.3. The UE may request additional assistance data by sending a 
MEASUREMENT REPORT message containing a positioning error indication with the IE "Error reason" set to 
"Assistance Data Missing". If the UE requests additional assistance data, the SS provides the requested assistance data 
in one or more MEASUREMENT CONTROL messages. 

The UE sends a MEASUREMENT REPORT message containing IE "UE positioning GPS measured results". 

The SS sends a FACILITY message confirming that the transfer to the external client succeeded. When UE receives the 
FACILITY message, it clears the transaction by sending a RELEASE COMPLETE message. 
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Expected Sequence 



Step 


Direction 
UE SS 


Message 


Comments 


1 


-> 




The UE establishes an RRC connection for location 
service. The SS verifies that the IE "Establishment 
cause" in the received RRC CONNECTION 
REQUEST message is set to "Originated High 
Priority Signalling". 


2 


-> 


/-\ t, a orn\/i/^r r~» i — 1 1 — o ~r 

CM SERVICE REQUEST 


The CM service type IE indicates "call independent 
supplementary service" 


3 


<- 


AUTHENTICATION REQUEST 




4 


-> 


AUTHENTICATION RESPONSE 




5 


SS 




— I— 1 /*"\ II ' I 1 1 • X "X XX" 

The SS starts ciphering and integrity protection. 


6 


-> 


REGISTER 


Call Independent SS containing Facility IE with an 
LCS MO-LR request. The IE "MOLR-Type" is set to 
"locationEstimate". The IE "LCSCIientExternallD" is 
set to a valid ID for an external LCS client. 


7 


<- 


MEASUREMENT CONTROL 




8 


-> 


MEASUREMENT REPORT 


UE reports positioning measurement results 
(Option 1) or requests additional assistance data 
(Option 2). 


8a 


<- 


MEASUREMENT CONTROL 


If UE requested additional assistance data in step 
8, SS provides the requested data in one or more 
MEASUREMENT CONTROL messages as 
specified in subclause 4.3.5. 


CD 


-> 


MbAoUribMbN I ribrUH I 


If UE requested additional assistance data in step 
8, this message contains the IE "UE positioning 
GPS measured results". 


9 


<- 


FACILITY 


LCS MO-LR result message as confirmation that 
the position estimate was transferred to the 
requested LCS client. 


10 


-> 


RELEASE COMPLETE 


The UE terminates the dialogue 


11 


SS 




The SS releases the RRC connection and the test 
case ends 



Specific Message Contents 
REGISTER (Step 6) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 

SS version indicator 


Call Independent SS message (1011) 

REGISTER (xx11 1011) 
Invoke = LCS-MOLR 
LCS-MOLRArg 

molr-Type ->locationEstimate 

IcsClientExternallD -> externalAddress 
Value 1 or above 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


TRUE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for "Adequate assistance 
data for UE-assisted A-GPS" in 4.3.3 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Steps 8 (Option 1) or 8b (Option 2)) 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Present 


- UE positioning error 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Not present 


- UE positioning error 




- Error reason 


Assistance Data Missing 


- GPS additional assistance data request 




- Almanac 


Not checked 


- UTC model 


Not checked 


- Ionospheric model 


Not checked 


- Navigation model 


Not checked 


- DGPS corrections 


Not checked 


- Reference location 


Not checked 


- Reference time 


Not checked 


- Acquisition assistance 


Not checked 


- Real-time integrity 


Not checked 


- Navigation model additional data 


Not checked 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 


SUREMENT CONTROL (Step 8a (Option 2)): 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 




- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 


- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified in 4.3.5 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 



ETSI 



3GPP TS 37.571 -2 version 9.0.0 Release 9 78 ETSI TS 1 37 571 -2 V9.0.0 (201 2-01 ) 

FACILITY (Step 9) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

FACILITY (001 1 1010) 
Return result = LCS-MOLR 
LCS-MOLRRes -> locationEstimate 
locationEstimate ->any values may be used. The SS 
shall not be required to calculate the value from the 
returned gps-Measurelnfo values 



RELEASE COMPLETE (Step 10) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 


Call Independent SS message (1011) 
RELEASE COMPLETE (xx10 1010) 



6.1.2.5.5 Test requirements 

After step 5 the UE shall transmit a REGISTER message with an LCS MO-LR request with the IE "MOLR-Type" set to 
"locationEstimate" and the IE "LCSClientExternallD" set to the ID of a valid external LCS client. 

After step 7, the UE shall respond with a MEASUREMENT REPORT message containing the IE "UE positioning GPS 
measured results". 

After step 9, the UE shall send a RELEASE COMPLETE message. 

6.1 .2.6 LCS Mobile originated location request/ UE-Based or UE-Assisted GPS/ 
Assistance data request/ Failure 

6.1.2.6.1 Definition 

This test case applies to all UEs supporting UE-based or UE-assisted GPS Location Service capabilities and providing a 
method to trigger an MO-LR request for assistance data. 

6.1.2.6.2 Conformance requirements 

1) The MS invokes a MO-LR by sending a REGISTER message to the network containing a LCS-MOLR invoke 
component. 

2) If the network is unable to successfully fulfil the request received from the MS (e.g. to provide a location 
estimate or location assistance information), it shall clear the transaction by sending a RELEASE COMPLETE 
message containing a return error component. Error values are specified in 3GPP TS 24.080. 

3) PositionMethodFailure: This error is returned by the network when the network is unable to obtain any of the 
location information requested or none of the information obtained satisfies the requested LCS QoS or if 
requested LCS assistance data could not be transferred or requested deciphering keys for broadcast assistance 
data could not be returned. 

Reference(s): 

Conformance requirements 1 and 2: TS 24.030, subclause 5.1.1 
- Conformance requirement 3: TS 24.080, subclause 4.3.2.29 

6.1.2.6.3 Test Purpose 

To verify the UE behaviour at a mobile originated location request for GPS assistance data where the network is unable 
to provide the requested GPS assistance data. 
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6.1.2.6.4 Method of Test 

Initial Conditions 

System Simulator: 

1 cell, default parameters. 

- User Equipment: 

The UE shall begin the test with no GPS assistance data stored. 

- The UE is in state "MM idle" with valid TMSI and CKSN. 

- The UE is in state "PMM idle" with valid P-TMSI 

Related PICS/PIXIT Statements 

- UE Based Network Assisted GPS, or UE Assisted Network Assisted GPS 

- Method of triggering an MO-LR request for assistance data. 

- Method of clearing stored GPS assistance data. 

Test Procedure 

The stored GPS assistance data in the UE shall be cleared. 

The UE invokes call independent supplementary service through a CM SERVICE REQUEST. The SS initiates 
authentication and ciphering. 

The UE invokes an MO-LR request of type "assistanceData". 
The SS is unable to provide the requested assistance data. 

The SS sends a RELEASE COMPLETE message containing a return error component. 
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Expected Sequence 



Step 


Direction 


Message 


Comments 




UE 


SS 






1 




Void 




2 


-> 




The UE establishes an RRC connection for 










location service. The SS verifies that the IE 










"Establishment cause" in the received RRC 










CONNECTION REQUEST message is set to 
"Originated High Priority Signalling". 


3 


-> 


CM SERVICE REQUEST 


The CM service type IE indicates "call 










independent supplementary service" 


4 


< 




AUTHENTICATION REQUEST 




5 


-> 


AUTHENTICATION RESPONSE 




6 


SS 




The SS starts ciphering and integrity protection. 


7 


-> 


REGISTER 


Call Independent SS containing Facility IE with an 
LCS MO-LR request of type "assistanceData". 


8 


SS 




SS is unable to provide the requested assistance 
data 


9 


< 




RELEASE COMPLETE 


SS terminates the dialogue containing a return 
error component 


10 


SS 




The SS waits for 10 seconds to verify that the UE 










does not send a RELEASE COMPLETE 










message. 


11 


SS 




The SS releases the RRC connection and the 










test case ends 



Specific Message Contents 
REGISTER (Step 7) 



Information element 


Value/remark 


Protocol Discriminator 


Call Independent SS message (1011) 


Transaction identifier 




Message type 


REGISTER (xx11 1011) 


Facility 


Invoke = LCS-MOLR 




LCS-MOLRArg 




molr-Type ->assistanceData 




locationMethod -> assistedGPS 




gpsAssistanceData -> OCTET STRING 




Octets 1 to 38 are coded in the 




same way as octets 3 to 7+2n of 




Requested GPS Data IE in 3GPP 




TS 49.031 (Content is not verified) 


SS version indicator 


Value 1 or above 



RELEASE COMPLETE (Step 9) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (0010 1010) 
Return error = LCS-MOLR 

Error -> positionMethodFailure 



6.1.2.6.5 Test requirements 

After step 6 the UE shall transmit a REGISTER message with an LCS MO-LR request with the IE "MOLR-Type" set to 
"assistanceData". 
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During step 10 the UE shall not send any RELEASE COMPLETE message. 

6.1 .2.7 LCS Mobile originated location request/ UE-Based GPS/ Position estimate 
request/ Failure 

6.1.2.7.1 Definition 

This test case applies to all UEs supporting UE-Based GPS Location Service capabilities and providing a method to 
trigger an MO-LR request for a position estimate. 

6.1.2.7.2 Conformance requirements 

1) The MS invokes a MO-LR by sending a REGISTER message to the network containing a LCS-MOLR invoke 
component. SS Version Indicator value 1 or above shall be used. 

2) if the IE "Measurement command" has the value "modify": 

2> for all IEs present in the MEASUREMENT CONTROL message: 

3> if a measurement was stored in the variable MEASUREMENT_IDENTITY associated to the identity by 
the IE "measurement identity": 

4> if measurement type is set to "UE positioning measurement" and the IE "UE positioning GPS 
assistance data" is present, for any of the optional IEs "UE positioning GPS reference time", "UE 
positioning GPS reference UE position", "UE positioning GPS DGPS corrections", "UE positioning 
GPS ionospheric model", "UE positioning GPS UTC model", "UE positioning GPS acquisition 
assistance", "UE positioning GPS real-time integrity" that are present in the MEASUREMENT 
CONTROL message: 

5> replace all instances of the IEs listed above (and all their children) stored in variable 

MEAS UREMENT_IDENTIT Y associated to the identity indicated by the IE "measurement 
identity" with the IEs received in the MEASUREMENT CONTROL message; 

5> leave all other stored information elements unchanged in the variable 
MEASUREMENTJDENTITY. 

3) If the IE "UE positioning GPS Navigation Model" is included, for each satellite, the UE shall: 

1> use IE "Satellite Status" to determine if an update of IE "UE positioning GPS Ephemeris and Clock 
Correction parameters" has been provided for the satellite indicated by the IE "SatID"; 

1> if an update has been provided for this satellite: 

2> act as specified in subclause 8.6.7.19.3.4. 

If the IE "UE positioning GPS Ephemeris and Clock Correction parameters" is included, for each satellite, the 
UE shall: 

1> update the variable UE_POSITIONING_GPS_DATA as follows: 

2> store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GPS Navigation 

Model" in the variable UE_POSITIONING_GPS_DATA, possibly overwriting any existing information 
in this position. 

1> act on these GPS ephemeris and clock correction parameters in a manner similar to that specified in [12]. 

4) The UE shall when a measurement report is triggered: 

2> if the UE has been able to calculate a position after performing measurements on the cells included in the 
variable UE_POSITIONING_OTDOA_DATA_UE_BASED in case of OTDOA or on the list of satellites 
included in the variable UE_POSITIONING_GPS_DATA in case of GPS positioning: 

3> include IE "UE positioning Position Estimate Info" in the MEASUREMENT REPORT and set the 
contents of the IE as follows: 
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4> if the UE does not support the capability to perform the UE GPS timing of cell frames measurement; 
or 

4> if the IE "GPS timing of Cell wanted" is set to FALSE: 

5> include the IE "GPS TOW msec". 

4> if IE "Vertical Accuracy" has been included in IE "UE positioning reporting quantity": 

5> if the IE "Vertical Accuracy" has been assigned to a value unequal to "0": 

6> if the UE has been able to calculate a 3-dimensional position: 

7> include IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate. 

6> if the UE has not been able to calculate a 3-dimensional position: 

7> act as if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting 
quantity". 

4> if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting quantity": 

5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to value 
"0": 

6> may include IE "Ellipsoid point". 

5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to a value 
unequal to 0: 

6> include either IE "Ellipsoid point with uncertainty circle" or IE "Ellipsoid point with 
uncertainty ellipse" or IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position 
estimate. 

5) The UE shall set the contents of the IE "UE positioning Error" as follows: 

1> if the IE "Positioning Methods" in IE "UE positioning reporting quantity" has been assigned to value "GPS": 
2> if there were not enough GPS satellites to be received: 

3> set IE "Error reason" to "Not Enough GPS Satellites". 
2> if some GPS assistance data was missing: 

3> set IE "Error reason" to "Assistance Data Missing"; and 

3> if the IE ""Additional Assistance Data Request" included in the IE "UE positioning reporting 
quantity" stored in the variable MEAS UREMENT_IDENTIT Y is set to TRUE: 

4> include the IE "GPS Additional Assistance Data Request". 

6) If the network is unable to successfully fulfil the request received from the MS (e.g. to provide a location 
estimate or location assistance information), it shall clear the transaction by sending a RELEASE COMPLETE 
message containing a return error component. Error values are specified in 3GPP TS 24.080. 

7) PositionMethodFailure: This error is returned by the network when the network is unable to obtain any of the 
location information requested or none of the information obtained satisfies the requested LCS QoS or if 
requested LCS assistance data could not be transferred or requested deciphering keys for broadcast assistance 
data could not be returned. 

Reference(s): 

Conformance requirements 1 and 6: TS 24.030, subclause 5.1.1 
- Conformance requirement 2: TS 25.331, subclause 8.4.1.3. 
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- Conformance requirement 3: TS 25.331, subclauses 8.6.7.19.3.3a, 8.6.7.19.3.4. 

- Conformance requirement 4: TS 25.331, subclause 8.6.7.19.1b 

- Conformance requirement 5: TS 25.331, subclause 8.6.7.19.5 

- Conformance requirement 7: TS 24.080, subclause 4.3.2.29 

- Reference [12] in these conformance requirements denotes document ICD-GPS-200: "Navstar GPS Space 
Segment/Navigation User Interface". 

6.1.2.7.3 Test Purpose 

To verify the UE behaviour at a mobile originated location request procedure using network-assisted UE-based GPS 
when the MO-LR procedure fails due to failure of positioning method. 

6.1.2.7.4 Method of Test 

Initial Conditions 

- System Simulator: 

1 cell, default parameters. 

- Satellite Simulator is switched off 

- User Equipment: 

- The UE is in state "MM idle" with valid TMSI and CKSN. 

- The UE is in state "PMM idle" with valid P-TMSI 

- The UE shall begin the test with no GPS assistance data stored. 

Related PICS/PIXIT Statements 

- UE Based Network Assisted GPS 

- Method of triggering an MO-LR request for a position estimate. 

- Method of clearing stored GPS assistance data 

Test Procedure 

The stored GPS assistance data in the UE shall be cleared. 

The UE invokes call independent supplementary service through a CM SERVICE REQUEST. The SS initiates 
authentication and ciphering. 

Then the UE invokes an MO-LR request of type "locationEstimate". The SS orders an A-GPS positioning measurement 
using two MEASUREMENT CONTROL messages, including assistance data. 

The UE sends a MEASUREMENT REPORT message reporting a positioning error for not enough satellite signals 
received. 

The SS sends a RELEASE COMPLETE message containing a return error component. 
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Expected Sequence 



Step 


Direction 


Message 


Comments 


1 1 C O o 

UE So 


1 


-> 




The UE establishes an RRC connection for 
location service. The SS verifies that the IE 
"Establishment cause" in the received RRC 
CONNECTION REQUEST message is set to 
"Originated High Priority Signalling". 


o 

£L 


-> 




i ne L/ivi service Type it inaicaies ca.ii 

II IUc|JCl lUclll bUppicI 1 IfcM 1 Icll y bci VIOc 


o 
o 


< - 


fti ITHFMTIPATIDM RFDI IF^IT 




4 


-> 


AUTHENTICATION RESPONSE 







cc 
oo 




i ne oo sians cipnenncj ana iniecjnTy proieciion. 


c 
D 


-> 


ritolo 1 tii 


L<aii maepenaent oo containing raciiuy it wixn 
a LCS MO-LR request of type 

lUOdllUI 1 Cblll 1 Idle; . 


7 


<- 


MEASUREMENT CONTROL 






u 


< c~ 


MFA^I IRFMFNT P.ONTROI 

i vi i_rAO \J n i ivi i i >i i v_/ v_y i n i nuL 




9 


-> 


MEASUREMENT REPORT 


Positioning error report "not enough GPS 
satellites" 


10 


SS 




SS is unable to fulfil the MO-LR request 


11 


<- 


RELEASE COMPLETE 


SS terminates the dialogue containing a return 
error component 


12 


SS 




The SS releases the RRC connection and the 
test case ends. 



Specific Message Contents 
REGISTER (Step 6) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 

SS version indicator 


Call Independent SS message (1011) 

REGISTER (xx11 1011) 
Invoke = LCS-MOLR 
LCS-MOLRArg 

molr-Type ->locationEstimate 
Value 1 or above 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 




- No reporting 




- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the first 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the second 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Step 9): 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Not present 


- UE positioning error 




- Error reason 


Not Enough GPS Satellites 


- GPS additional assistance data request 




- Almanac 


Not checked 


- UTC model 


Not checked 


- Ionospheric model 


Not checked 


- Navigation model 


Not checked 


- DGPS corrections 


Not checked 


- Reference location 


Not checked 


- Reference time 


Not checked 


- Acquisition assistance 


Not checked 


- Real-time integrity 


Not checked 


- Navigation model additional data 


Not checked 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 
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RELEASE COMPLETE (Step 11) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (0010 1010) 
Return error = LCS-MOLR 

Error -> positionMethodFailure 



6.1.2.7.5 Test requirements 

After step 5 the UE shall transmit a REGISTER message with a LCS MO-LR request with the IE "MOLR-Type" set to 
"locationEstimate". 

After step 8, the UE shall respond with a MEASUREMENT REPORT message containing the IE "UE positioning 
error", with "Error reason" set to "Not Enough GPS Satellites". 

6.1.3 Assisted GPS Mobile Terminated Tests 

6.1 .3.1 LCS Mobile terminated location request/ UE-Based GPS 

6.1.3.1.1 Definition 

This test case applies to all UEs supporting UE-Based GPS Location Service capabilities. 

6.1 .3.1 .2 Conformance requirements 

1) The network invokes a location notification procedure by sending a REGISTER message containing a LCS- 
LocationNotification invoke component to the UE. This may be sent either to request verification for MT-LR or 
to notify about already authorized MT-LR. 

In the case of location notification no response is required from the UE, the UE shall terminate the dialogue by 
sending a RELEASE COMPLETE message containing a LocationNotification return result. 

2) if the IE "Measurement command" has the value "modify": 

2> for all IEs present in the MEASUREMENT CONTROL message: 

3> if a measurement was stored in the variable MEASUREMENT_IDENTITY associated to the identity by 
the IE "measurement identity": 

4> if measurement type is set to "UE positioning measurement" and the IE "UE positioning GPS 
assistance data" is present, for any of the optional IEs "UE positioning GPS reference time", "UE 
positioning GPS reference UE position", "UE positioning GPS DGPS corrections", "UE positioning 
GPS ionospheric model", "UE positioning GPS UTC model", "UE positioning GPS acquisition 
assistance", "UE positioning GPS real-time integrity" that are present in the MEASUREMENT 
CONTROL message: 

5> replace all instances of the IEs listed above (and all their children) stored in variable 

MEAS UREMENT_IDENTIT Y associated to the identity indicated by the IE "measurement 
identity" with the IEs received in the MEASUREMENT CONTROL message; 

5> leave all other stored information elements unchanged in the variable 
MEASUREMENTJDENTITY. 

3) If the IE "UE positioning GPS Navigation Model" is included, for each satellite, the UE shall: 

1> use IE "Satellite Status" to determine if an update of IE "UE positioning GPS Ephemeris and Clock 
Correction parameters" has been provided for the satellite indicated by the IE "SatID"; 

1> if an update has been provided for this satellite: 

2> act as specified in subclause 8.6.7.19.3.4 of TS 25.331. 
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4) If the IE "UE positioning GPS Ephemeris and Clock Correction parameters" is included, for each satellite, the 
UE shall: 

1> update the variable UE_POSITIONING_GPS_DATA as follows: 

2> store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GPS Navigation 

Model" in the variable UE_POSITIONING_GPS_DATA, possibly overwriting any existing information 
in this position. 

1> act on these GPS ephemeris and clock correction parameters in a manner similar to that specified in ICD- 
GPS-200. 

5) If the IE "UE positioning GPS reference time" is included, the UE shall: 

1> store the IE "GPS Week" in "UE positioning GPS reference time" in variable 
UE_POSITIONING_GPS_DATA and use it as the current GPS week; 

1> store the IE "GPS TOW msec" in the IE "UE positioning GPS reference time" in variable 

UE_POSITIONING_GPS_DATA and use it as an estimate of the GPS Time-of-Week at the time of 
reception of the complete message containing the IE "GPS TOW msec"; 

NOTE: The UE does not need to apply any compensation on the GPS Time-of-Week. 

6) If the IE "UE positioning GPS reference UE position" is included, the UE shall: 

1> store this IE in the IE "UE positioning GPS reference UE position" in variable 
UE_POSITIONING_GPS_DATA; and 

1> use it as a priori knowledge of the approximate location of the UE. 

7) The UE shall when a measurement report is triggered: 

2> if the UE has been able to calculate a position after performing measurements on the cells included in the 
variable UE_POSITIONING_OTDOA_DATA_UE_BASED in case of OTDOA or on the list of satellites 
included in the variable UE_POSITIONING_GPS_DATA in case of GPS positioning: 

3> include IE "UE positioning Position Estimate Info" in the MEASUREMENT REPORT and set the 
contents of the IE as follows: 

4> if the UE does not support the capability to perform the UE GPS timing of cell frames measurement; 
or 

4> if the IE "GPS timing of Cell wanted" is set to FALSE: 

5> include the IE "GPS TOW msec". 

4> if IE "Vertical Accuracy" has been included in IE "UE positioning reporting quantity": 

5> if the IE "Vertical Accuracy" has been assigned to a value unequal to "0": 

6> if the UE has been able to calculate a 3-dimensional position: 

7> include IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate. 

6> if the UE has not been able to calculate a 3-dimensional position: 

7> act as if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting 
quantity". 

4> if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting quantity": 

5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to value 
"0": 

6> may include IE "Ellipsoid point". 
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5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to a value 
unequal to 0: 

6> include either IE "Ellipsoid point with uncertainty circle" or IE "Ellipsoid point with 
uncertainty ellipse" or IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position 
estimate. 

References 



Conformance requirement 1 : 


TS 


24 


.030, 


clause 


4.1.1. 






Conformance requirement 2: 


TS 


25 


.331, 


clause 


8.4.1. 


3. 




Conformance requirement 3: 


TS 


25 


.331, 


clause 


8.6.7. 


19 


,3.3a. 


Conformance requirement 4: 


TS 


25 


.331, 


clause 


8.6.7. 


19 


.3.4. 


Conformance requirement 5: 


TS 


25 


.331, 


clause 


8.6.7. 


19 


.3.7. 


Conformance requirement 6: 


TS 


25 


.331, 


clause 


8.6.7. 


19 


.3.8. 


Conformance requirement 7: 


TS 


25 


.331, 


clause 


8.6.7. 


19 


.lb. 



6.1.3.1.3 Test Purpose 

To verify that when the UE receives a REGISTER message during an established CS call, containing a LCS Location 
Notification Invoke component set to NotifyLocationAllowed, the UE displays information about the LCS client 
correctly and sends a RELEASE COMPLETE message containing a LocationNotification return result with 
verificationResponse set to permissionGranted. 

To verify that the UE responds with a Measurement Report message containing UE location when the assistance data is 
divided between several Measurement Control messages using Measurement Command "Modify". 

6.1.3.1.4 Method of Test 

Initial Conditions 

System Simulator (SS): 

1 cell, default parameters 

- Satellites: As specified in 4.2 
UE: 

- State "CS-CELL DCH Initial (State 6-1)" as specified in clause 7.4.1 of TS 34.108. 

Related PICS/PIXIT Statements 

- UE supporting CS domain services 

- UE Based Network Assisted GPS 

- UE supporting Mobile Terminated Location Request 

Test Procedure 

The SS initiates authentication and ciphering and sends an SS REGISTER message containing a Facility IE containing a 
DTAP LCS Location Notification Invoke message set to notifyLocationAllowed. The LCS Client Name contained in 
the USSD text string of the lcs-LocationNotification shall be displayed. The UE then responds with a RELEASE 
COMPLETE message containing a LocationNotification return to terminate the dialogue. 

The SS orders an A-GPS positioning measurement using two MEASUREMENT CONTROL messages. The last 
MEASUREMENT CONTROL message orders periodical reporting. 
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The UE then initiates periodic measurement reporting and sends a MEASUREMENT REPORT message including a 
location estimate. 



Expected Sequence 



Step 


Direction 


Message 


Comments 


UE SS 


1 


<- 


AUTHENTICATION REQUEST 




2 


-> 


AUTHENTICATION RESPONSE 




3 


SS 




SS starts security procedure 


4 


<- 


REGISTER 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyLocationAllowed 


5 


UE 




The UE displays information about LCS client 


6 


-> 


RELEASE COMPLETE 


The UE terminates the dialogue 


7 


<- 


MEASUREMENT CONTROL 




8 


<- 


MEASUREMENT CONTROL 


Periodical reporting is configured. 


9 


-> 


MEASUREMENT REPORT 




10 


SS 




SS releases the RRC connection and the test 
case ends 



Specific Message Contents 
REGISTER (Step 4) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = Ics-LocationNotification 

LocationNotificationArg 

notificationType -> notifyLocationAllowed, 
locationType -> current Location , 
IcsClientExternallD -> externalAddress 
IcsClientName ->dataCodingScheme 
nameString 



RELEASE COMPLETE (Step 6) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = Ics-LocationNotification 
LocationNotificationRes 
verificationResponse -> permissionGranted 



ETSI 



3GPP TS 37.571-2 version 9.0.0 Release 9 

MEASUREMENT CONTROL (Step 7): 



91 



ETSI TS 137 571-2 V9.0.0 (2012-01) 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 




- No reporting 




- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the first 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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MEASUREMENT CONTROL (Step 8): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the second 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Step 9) 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 




- CHOICE Reference time 




- GPS reference time only 




- GPS TOW msec 


Not checked 


- CHOICE Position estimate 


One of 'Ellipsoid point with uncertainty 




Circle' or 'Ellipsoid point with uncertainty 




Ellipse' or 'Ellipsoid point with altitude and 




uncertainty Ellipsoid' 


- UE positioning GPS measured results 


Not present 


- UE positioning error 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 



6.1.3.1.5 Test requirements 

After step 5 the UE shall send a RELEASE COMPLETE message. 

After step 8 the UE shall respond with a MEASUREMENT REPORT message. 
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6.1 .3.2 LCS Mobile-terminated location request/UE-Based GPS/ Request for 
additional assistance data/ Success 

6.1.3.2.1 Definition 

This test case applies to all UEs supporting UE-Based GPS Location Service capabilities. 

6.1.3.2.2 Conformance requirements 

1) if the IE "Measurement command" has the value "modify": 

2> for all IEs present in the MEASUREMENT CONTROL message: 

if a measurement was stored in the variable MEASUREMENT_IDENTITY associated to the identity by 
the IE "measurement identity": 

if measurement type is set to "UE positioning measurement" and the IE "UE positioning GPS 
assistance data" is present, for any of the optional IEs "UE positioning GPS reference time", "UE 
positioning GPS reference UE position", "UE positioning GPS DGPS corrections", "UE positioning 
GPS ionospheric model", "UE positioning GPS UTC model", "UE positioning GPS acquisition 
assistance", "UE positioning GPS real-time integrity" that are present in the MEASUREMENT 
CONTROL message: 

5> replace all instances of the IEs listed above (and all their children) stored in variable 

MEAS UREMENT_IDENTIT Y associated to the identity indicated by the IE "measurement 
identity" with the IEs received in the MEASUREMENT CONTROL message; 

5> leave all other stored information elements unchanged in the variable 
MEAS UREMENT_IDENTIT Y . 

2) If the IE "UE positioning GPS Navigation Model" is included, for each satellite, the UE shall: 

1> use IE "Satellite Status" to determine if an update of IE "UE positioning GPS Ephemeris and Clock 
Correction parameters" has been provided for the satellite indicated by the IE "SatID"; 

1> if an update has been provided for this satellite: 

2> act as specified in subclause 8.6.7.19.3.4. 

3) If the IE "UE positioning GPS Ephemeris and Clock Correction parameters" is included, for each satellite, the 
UE shall: 

1> update the variable UE_POSITIONING_GPS_DATA as follows: 

2> store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GPS Navigation 

Model" in the variable UE_POSITIONING_GPS_DATA, possibly overwriting any existing information 
in this position. 

1> act on these GPS ephemeris and clock correction parameters in a manner similar to that specified in [12]. 

4) If the IE "UE positioning GPS reference time" is included, the UE shall: 

1> store the IE "GPS Week" in "UE positioning GPS reference time" in variable 
UE_POSITIONING_GPS_DATA and use it as the current GPS week; 

store the IE "GPS TOW msec" in the IE "UE positioning GPS reference time" in variable 
UE_POSITIONING_GPS_DATA and use it as an estimate of the GPS Time-of-Week at the time of 
reception of the complete message containing the IE "GPS TOW msec"; 

NOTE: The UE does not need to apply any compensation on the GPS Time-of-Week. 

- if the IE "SFN" and IE "UTRAN GPS timing of cell frames" are included: 

if the UE is able to utilise the IEs: 
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store these IEs in the IE "UE positioning GPS reference time" in variable 
UE_POSITIONING_GPS_DATA; 

if the IE "Primary CPICH Info" for FDD or IE "cell parameters id" for TDD is not included: 

- if the UE is not in CELL_DCH state: 

use IEs "SFN" and "UTRAN GPS timing of cell frames" to estimate the relationship between 
GPS time and air-interface timing of the NODE B transmission in the serving cell. 

- if the UE is in CELL_DCH state: 

- ignore IEs "SFN" and "UTRAN GPS timing of cell frames". 

- if the IE "Primary CPICH Info" for FDD or IE "cell parameters id" for TDD is also included: 

store this IE in the IE "UE positioning GPS reference time" in variable 
UE_POSITIONING_GPS_DATA; 

use IEs "SFN" and "UTRAN GPS timing of cell frames" to estimate the relationship between 
GPS time and air-interface timing of the NODE B transmission in the cell indicated by "Primary 
CPICH info" or "cell parameters id". 

- if the IE " SFN-TOW Uncertainty" is included: 

store this IE in the IE "UE positioning GPS reference time" in variable 

UE_POSITIONING_GPS_DATA and use it to determine if the relationship between GPS time and air- 
interface timing of the NODE B transmission is known to within at least 10ms. 

if the IE "Tutran-gps drift rate" is included: 

store this IE in the IE "UE positioning GPS reference time" in variable 
UE_POSITIONING_GPS_DATA; and 

may use it as an estimate of the drift rate of the NODE B clock relative to GPS time. 

- if the IE "GPS TOW Assist" is included: 

for each satellite: 

3> delete all information currently stored in the IE "GPS TOW Assist" in the IE "UE positioning GPS 
reference time" in the variable UE_POSITIONING_GPS_DATA; 

3> store the received GPS TOW Assist information in the IE "UE positioning GPS reference time" in the 
variable UE_POSITIONING_GPS_DATA. 

5) If the IE "UE positioning GPS reference UE position" is included, the UE shall: 

1> store this IE in the IE "UE positioning GPS reference UE position" in variable 
UE_POSITIONING_GPS_DATA; and 

1> use it as a priori knowledge of the approximate location of the UE. 

6) If IE "UE positioning GPS ionospheric model" is included, the UE shall: 

1> store this IE in the IE "UE positioning GPS ionospheric model" in variable 
UE_POSITIONING_GPS_DATA; 

1> act on these GPS ionospheric model parameters in a manner similar to that specified in [12]. 

7) The UE shall when a measurement report is triggered: 

2> if the UE has been able to calculate a position after performing measurements on the cells included in the 
variable UE_POSITIONING_OTDOA_DATA_UE_BASED in case of OTDOA or on the list of satellites 
included in the variable UE_POSITIONING_GPS_DATA in case of GPS positioning: 
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include IE "UE positioning Position Estimate Info" in the MEASUREMENT REPORT and set the 
contents of the IE as follows: 

if the UE does not support the capability to perform the UE GPS timing of cell frames measurement; 
or 

- if the IE "GPS timing of Cell wanted" is set to FALSE: 
- include the IE "GPS TOW msec". 

if IE "Vertical Accuracy" has been included in IE "UE positioning reporting quantity": 

if the IE "Vertical Accuracy" has been assigned to a value unequal to "0": 

if the UE has been able to calculate a 3-dimensional position: 

include IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate. 

if the UE has not been able to calculate a 3-dimensional position: 

act as if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting 
quantity". 

if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting quantity": 

if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to a value 
unequal to 0: 

6> include either IE "Ellipsoid point with uncertainty circle" or IE "Ellipsoid point with 

uncertainty ellipse" or IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the 
position estimate. 

8) The UE shall set the contents of the IE "UE positioning Error" as follows: 

1> if the IE "Positioning Methods" in IE "UE positioning reporting quantity" has been assigned to value "GPS": 
2> if there were not enough GPS satellites to be received: 

3> set IE "Error reason" to "Not Enough GPS Satellites". 
2> if some GPS assistance data was missing: 

3> set IE "Error reason" to "Assistance Data Missing"; and 

3> if the IE ""Additional Assistance Data Request" included in the IE "UE positioning reporting 
quantity" stored in the variable MEAS UREMENT_IDENTIT Y is set to TRUE: 

4> include the IE "GPS Additional Assistance Data Request". 

Reference(s): 

- Conformance requirement 1: TS 25.331, subclause 8.4.1.3. 

- Conformance requirement 2: TS 25.331, subclauses 8.6.7.19.3.3a, 8.6.7.19.3.4. 

- Conformance requirement 3: TS 25.331, clause 8.6.7.19.1b. 

- Conformance requirement 4: TS 25.331, clause 8.6.7.19.3.7. 

- Conformance requirement 5: TS25.331, clause 8.6.7.19.3.8. 
Conformance requirement 6: TS 25.331, clause 8.6.7.19.3.5. 

- Conformance requirement 7: TS 25.331, clause 8.6.7.19.1b. 

- Conformance requirement 8: TS 25.331, clause 8.6.7.19.5. 
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Reference [12] in these conformance requirements denotes document ICD-GPS-200: "Navstar GPS Space 
Segment/Navigation User Interface". 

6.1.3.2.3 Test Purpose 

To verify the UE's behaviour in a mobile-terminated location request procedure using UE-based A-GPS with assistance 
data from the network. 

To verify that the UE in CELL_DCH state accepts assistance data received in multiple MEASUREMENT CONTROL 

messages. 

To verify that the UE includes the IE "GPS Additional Assistance Data Request" to request assistance data when it does 
not have enough assistance data to compute a position. 

6.1.3.2.4 Method of Test 

Initial Conditions 

- System Simulator: 

1 cell, default parameters. 

- Satellites: As specified in 4.2 

- User Equipment: 

- The UE shall begin the test with no GPS assistance data stored. 

- State "CS-CELL DCH Initial (State 6-1)" as specified in clause 7.4.1 of TS 34.108. 

Related PICS/PIXIT Statements 

- UE Based Network Assisted GPS 

- Method of clearing stored GPS assistance data 

- UE supporting Mobile Terminated Location Request 

Test Procedure 

The stored GPS assistance data in the UE shall be cleared. 

The SS initiates authentication and ciphering and sends an SS REGISTER message containing a Facility IE containing a 
DTAP LCS Location Notification Invoke message set to notifyLocationAllowed. The LCS Client Name contained in 
the USSD text string of the lcs-LocationNotification shall be displayed. The UE then responds with a RELEASE 
COMPLETE message containing a LocationNotification return to terminate the dialogue. 

The SS orders an A-GPS positioning measurement using MEASUREMENT CONTROL including no assistance data. 

The UE sends a MEASUREMENT REPORT message to report a positioning error, requesting further assistance data. 
The SS response with one or more MEASUREMENT CONTROL messages that include the requested assistance data 
and instructs the UE not to repeat the request for assistance data. The final MEASUREMENT CONTROL message 
orders periodic reporting. 

The UE performs positioning measurements and responds with a MEASUREMENT REPORT message containing a 
valid position estimate in the IE "UE Positioning Position Estimate Info". 



ETSI 



3GPP TS 37.571 -2 version 9.0.0 Release 9 97 ETSI TS 1 37 571 -2 V9.0.0 (201 2-01 ) 



Expected Sequence 



Step 


Direction 
UE | SS 


Messaae 


Comments 


1 


<- 


AUTHENTICATION REQUEST 




o 


~> 






3 


SS 




SS starts security procedure 


4 


<- 


nrAi PTC Q 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyLocationAllowed 


5 


UE 




The UE displays information about LCS client 


6 


-> 


RELEASE COMPLETE 


The UE terminates the dialogue 


7 


<-- 


MEASUREMENT CONTROL 


No assistance data, and "Additional Assistance 
Data Request" IE set to TRUE. 


8 


— > 


MEASUREMENT REPORT 


Positioning error report with request for further 
assistance data. 


9 


<-- 


MEASUREMENT CONTROL 


The SS provides the requested data in one or 

more MEASUREMENT CONTROL messages as 

specified in subclause 4.3.5. 

The final MEASUREMENT CONTROL message 

contains: 

Reporting mode: Periodical reporting 
Amount of reporting: 1 
Reporting interval: 64000 


10 


--> 


MEASUREMENT REPORT 


Measurement report message containing UE 
position estimate. 


11 


SS 




SS releases the RRC connection and the test 
case ends 



Specific Message Contents 
REGISTER (Step 4) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = Ics-LocationNotification 

LocationNotificationArg 

notificationType -> notifyLocationAllowed, 
locationType -> current Location , 
IcsClientExternallD -> externalAddress 
IcsClientName ->dataCodingScheme 
nameString 



RELEASE COMPLETE (Step 6) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = Ics-LocationNotification 

LocationNotificationRes 

verificationResponse -> permissionGranted 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Measurement Reporting Mode 


Not present 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


TRUE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for "Inadequate assistance 




data for UE-based A-GPS" in 4.3.2 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Step 8): 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Not present 


- UE positioning error 




- Error reason 


Assistance Data Missing 


- GPS additional assistance data request 




- Almanac 


Not checked 


- UTC model 


Not checked 


- Ionospheric model 


Not checked 


- Navigation model 


Not checked 


- DGPS corrections 


Not checked 


- Reference location 


Not checked 


- Reference time 


Not checked 


- Acquisition assistance 


Not checked 


- Real-time integrity 


Not checked 


- Navigation model additional data 


Not checked 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 
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MEASUREMENT CONTROL (Step 9): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Set as required according to position in 




sequence of messages 


- Amount of reporting 


Set as required according to position in 




sequence of messages 


- Reporting interval 


Set as required according to position in 




sequence of messages 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified in 4.3.5 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Step 10): 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 




- CHOICE Reference time 




- GPS reference time only 




- GPS TOW msec 


Not checked 


- CHOICE Position estimate 


One of 'Ellipsoid point with uncertainty 




Circle' or 'Ellipsoid point with uncertainty 




Ellipse' or 'Ellipsoid point with altitude and 




uncertainty Ellipsoid' 


- UE positioning GPS measured results 


Not present 


- UE positioning error 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 



6.1.3.2.5 Test Requirements 

At step 7 the UE shall send a MEASUREMENT REPORT message containing the IE "UE positioning error", with 
"Error reason" set to "Assistance Data Missing". 

At step 9 the UE shall send a MEASUREMENT REPORT message containing a valid UE position estimate. 
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6.1 .3.3 LCS Mobile-terminated location request/UE-Based GPS/ Failure - Not 
Enough Satellites 

6.1.3.3.1 Definition 

This test case applies to all UEs supporting UE-Based GPS Location Service capabilities. 

6.1.3.3.2 Conformance requirements 

7) if the IE "Measurement command" has the value "modify": 

2> for all IEs present in the MEASUREMENT CONTROL message: 

if a measurement was stored in the variable MEASUREMENT_IDENTITY associated to the identity by 
the IE "measurement identity": 

if measurement type is set to "UE positioning measurement" and the IE "UE positioning GPS 
assistance data" is present, for any of the optional IEs "UE positioning GPS reference time", "UE 
positioning GPS reference UE position", "UE positioning GPS DGPS corrections", "UE positioning 
GPS ionospheric model", "UE positioning GPS UTC model", "UE positioning GPS acquisition 
assistance", "UE positioning GPS real-time integrity" that are present in the MEASUREMENT 
CONTROL message: 

5> replace all instances of the IEs listed above (and all their children) stored in variable 

MEAS UREMENT_IDENTIT Y associated to the identity indicated by the IE "measurement 
identity" with the IEs received in the MEASUREMENT CONTROL message; 

5> leave all other stored information elements unchanged in the variable 
MEAS UREMENT_IDENTIT Y . 

8) If the IE "UE positioning GPS Navigation Model" is included, for each satellite, the UE shall: 

1> use IE "Satellite Status" to determine if an update of IE "UE positioning GPS Ephemeris and Clock 
Correction parameters" has been provided for the satellite indicated by the IE "SatID"; 

1> if an update has been provided for this satellite: 

2> act as specified in subclause 8.6.7.19.3.4. 

9) If the IE "UE positioning GPS Ephemeris and Clock Correction parameters" is included, for each satellite, the 
UE shall: 

1> update the variable UE_POSITIONING_GPS_DATA as follows: 

2> store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GPS Navigation 

Model" in the variable UE_POSITIONING_GPS_DATA, possibly overwriting any existing information 
in this position. 

1> act on these GPS ephemeris and clock correction parameters in a manner similar to that specified in [12]. 

10) If the IE "UE positioning GPS reference time" is included, the UE shall: 

1> store the IE "GPS Week" in "UE positioning GPS reference time" in variable 
UE_POSITIONING_GPS_DATA and use it as the current GPS week; 

store the IE "GPS TOW msec" in the IE "UE positioning GPS reference time" in variable 
UE_POSITIONING_GPS_DATA and use it as an estimate of the GPS Time-of-Week at the time of 
reception of the complete message containing the IE "GPS TOW msec"; 

NOTE: The UE does not need to apply any compensation on the GPS Time-of-Week. 

- if the IE "SFN" and IE "UTRAN GPS timing of cell frames" are included: 

if the UE is able to utilise the IEs: 
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store these IEs in the IE "UE positioning GPS reference time" in variable 
UE_POSITIONING_GPS_DATA; 

if the IE "Primary CPICH Info" for FDD or IE "cell parameters id" for TDD is not included: 

- if the UE is not in CELL_DCH state: 

use IEs "SFN" and "UTRAN GPS timing of cell frames" to estimate the relationship between 
GPS time and air-interface timing of the NODE B transmission in the serving cell. 

- if the UE is in CELL_DCH state: 

- ignore IEs "SFN" and "UTRAN GPS timing of cell frames". 

- if the IE "Primary CPICH Info" for FDD or IE "cell parameters id" for TDD is also included: 

store this IE in the IE "UE positioning GPS reference time" in variable 
UE_POSITIONING_GPS_DATA; 

use IEs "SFN" and "UTRAN GPS timing of cell frames" to estimate the relationship between 
GPS time and air-interface timing of the NODE B transmission in the cell indicated by "Primary 
CPICH info" or "cell parameters id". 

- if the IE " SFN-TOW Uncertainty" is included: 

store this IE in the IE "UE positioning GPS reference time" in variable 

UE_POSITIONING_GPS_DATA and use it to determine if the relationship between GPS time and air- 
interface timing of the NODE B transmission is known to within at least 10ms. 

if the IE "Tutran-gps drift rate" is included: 

store this IE in the IE "UE positioning GPS reference time" in variable 
UE_POSITIONING_GPS_DATA; and 

may use it as an estimate of the drift rate of the NODE B clock relative to GPS time. 

- if the IE "GPS TOW Assist" is included: 

for each satellite: 

3> delete all information currently stored in the IE "GPS TOW Assist" in the IE "UE positioning GPS 
reference time" in the variable UE_POSITIONING_GPS_DATA; 

3> store the received GPS TOW Assist information in the IE "UE positioning GPS reference time" in the 
variable UE_POSITIONING_GPS_DATA. 

11) If the IE "UE positioning GPS reference UE position" is included, the UE shall: 

1> store this IE in the IE "UE positioning GPS reference UE position" in variable 
UE_POSITIONING_GPS_DATA; and 

1> use it as a priori knowledge of the approximate location of the UE. 

12) If IE "UE positioning GPS ionospheric model" is included, the UE shall: 

1> store this IE in the IE "UE positioning GPS ionospheric model" in variable 
UE_POSITIONING_GPS_DATA; 

1> act on these GPS ionospheric model parameters in a manner similar to that specified in [12]. 

7) The UE shall when a measurement report is triggered: 

2> if the UE has been able to calculate a position after performing measurements on the cells included in the 
variable UE_POSITIONING_OTDOA_DATA_UE_BASED in case of OTDOA or on the list of satellites 
included in the variable UE_POSITIONING_GPS_DATA in case of GPS positioning: 
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include IE "UE positioning Position Estimate Info" in the MEASUREMENT REPORT and set the 
contents of the IE as follows: 

if the UE does not support the capability to perform the UE GPS timing of cell frames measurement; 
or 

- if the IE "GPS timing of Cell wanted" is set to FALSE: 
- include the IE "GPS TOW msec". 

if IE "Vertical Accuracy" has been included in IE "UE positioning reporting quantity": 

if the IE "Vertical Accuracy" has been assigned to a value unequal to "0": 

if the UE has been able to calculate a 3-dimensional position: 

include IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate. 

if the UE has not been able to calculate a 3-dimensional position: 

act as if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting 
quantity". 

if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting quantity": 

if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to a value 
unequal to 0: 

7> include either IE "Ellipsoid point with uncertainty circle" or IE "Ellipsoid point with 

uncertainty ellipse" or IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the 
position estimate. 

8) The UE shall set the contents of the IE "UE positioning Error" as follows: 

1> if the IE "Positioning Methods" in IE "UE positioning reporting quantity" has been assigned to value "GPS": 
2> if there were not enough GPS satellites to be received: 

3> set IE "Error reason" to "Not Enough GPS Satellites". 
2> if some GPS assistance data was missing: 

3> set IE "Error reason" to "Assistance Data Missing"; and 

3> if the IE ""Additional Assistance Data Request" included in the IE "UE positioning reporting 
quantity" stored in the variable MEAS UREMENT_IDENTIT Y is set to TRUE: 

4> include the IE "GPS Additional Assistance Data Request". 

Reference(s): 

- Conformance requirement 1: TS 25.331, subclause 8.4.1.3. 

- Conformance requirement 2: TS 25.331, subclauses 8.6.7.19.3.3a, 8.6.7.19.3.4. 

- Conformance requirement 3: TS 25.331, clause 8.6.7.19.1b. 

- Conformance requirement 4: TS 25.331, clause 8.6.7.19.3.7. 

- Conformance requirement 5: TS25.331, clause 8.6.7.19.3.8. 
Conformance requirement 6: TS 25.331, clause 8.6.7.19.3.5. 

- Conformance requirement 7: TS 25.331, clause 8.6.7.19.1b. 

- Conformance requirement 8: TS 25.331, clause 8.6.7.19.5. 



ETSI 



3GPP TS 37.571-2 version 9.0.0 Release 9 



103 



ETSI TS 137 571-2 V9.0.0 (2012-01) 



Reference [12] in these conformance requirements denotes document ICD-GPS-200: "Navstar GPS Space 
Segment/Navigation User Interface". 

6.1.3.3.3 Test Purpose 

To verify the UE's behaviour in a mobile-terminated location request procedure using UE-based A-GPS with assistance 
data from the network. 

To verify that the UE in CELL_DCH state accepts assistance data received in multiple MEASUREMENT CONTROL 

messages. 

To verify that the UE sets the IE Error Reason in 'UE Positioning Error' to 'Not Enough GPS Satellites' when it does 
not receive enough satellite signals to compute a position. 

6.1.3.3.4 Method of Test 

Initial Conditions 

- System Simulator: 

1 cell, default parameters. 

- Satellite Simulator is switched off. 

- User Equipment: 

- State "CS-CELL DCH Initial (State 6-1)" as specified in clause 7.4.1 of TS 34.108. 

- The UE shall begin the test with no GPS assistance data stored. 

Related PICS/PIXIT Statements 

- UE Based Network Assisted GPS 

- Method of clearing stored GPS assistance data 

- UE supporting Mobile Terminated Location Request 

Test Procedure 

The stored GPS assistance data in the UE shall be cleared. 

The SS initiates authentication and ciphering and sends an SS REGISTER message containing a Facility IE containing a 
DTAP LCS Location Notification Invoke message set to notifyLocationAllowed. The LCS Client Name contained in 
the USSD text string of the lcs-LocationNotification shall be displayed. The UE then responds with a RELEASE 
COMPLETE message containing a LocationNotification return to terminate the dialogue. 

The SS orders an A-GPS positioning measurement using two MEASUREMENT CONTROL messages. The last 
MEASUREMENT CONTROL message orders periodical reporting. 

The UE sends a MEASUREMENT REPORT message reporting a positioning error for not enough satellite signal. 
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Expected Sequence 



Step 


Direction 
UE | SS 


Messaae 


Comments 


-| 


< — 


AUTHENTICATION REQUEST 

l\ \-i 1 1 II 1 N 1 1 \-J l \ \ 1 \_/ 1 \| 1 11 WUI v ' 1 




2 




AUTHENTICATION RESPONSE 

l\ \J \ 1 II 1 >l 1 1 1 \ 1 1 \_/ 1 M 1 11 \J 1 vllvJI 




3 


SS 




SS starts security procedure 


A 


<- 




oan inaepenaeni oo containing raciiuy it 
Location Notification Invoke message set to 

nntifwl nnatinn AllmA/orl 
1 IUII 1 y 1— UUdLIUI InllUWcU 


5 


UE 




The UE displays information about LCS client 


6 


-> 


RELEASE COMPLETE 


The UE terminates the dialogue 


7 


<- 


MEASUREMENT CONTROL 




8 


<-- 


MEASUREMENT CONTROL 


Periodical reporting is configured 


9 


— > 


MEASUREMENT REPORT 


Positioning error report 'not enough GPS 
satellites' 


10 


SS 




SS releases the RRC connection and the test 
case ends 



Specific Message Contents 
REGISTER (Step 4) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = Ics-LocationNotification 

LocationNotificationArg 

notificationType -> notifyLocationAllowed, 
locationType -> current Location , 
IcsClientExternallD -> externalAddress 
IcsClientName ->dataCodingScheme 
nameString 



RELEASE COMPLETE (Step 6) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = Ics-LocationNotification 
LocationNotificationRes 

verificationResponse -> permissionGranted 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 




- No reporting 




- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the first 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the second 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Step 9): 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Not present 


- UE positioning error 




- Error reason 


Not Enough GPS Satellites 


- GPS additional assistance data request 




- Almanac 


Not checked 


- UTC model 


Not checked 


- Ionospheric model 


Not checked 


- Navigation model 


Not checked 


- DGPS corrections 


Not checked 


- Reference location 


Not checked 


- Reference time 


Not checked 


- Acquisition assistance 


Not checked 


- Real-time integrity 


Not checked 


- Navigation model additional data 


Not checked 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 
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6.1.3.3.5 Test Requirements 

At step 8 the UE shall send a MEASUREMENT REPORT message containing the IE "UE positioning error", with 
"Error reason" set to "Not Enough GPS Satellites". 

6.1 .3.4 LCS Mobile terminated location request/ UE-Assisted GPS/ Success 

6.1.3.4.1 Definition 

This test case applies to all UEs supporting UE-Assisted GPS Location Service capabilities. 

6.1.3.4.2 Conformance requirements 

1) The network invokes a location notification procedure by sending a REGISTER message containing a LCS- 
LocationNotification invoke component to the UE. This may be sent either to request verification for MT-LR or 
to notify about already authorized MT-LR. 

In the case of location notification no response is required from the UE, the UE shall terminate the dialogue by 
sending a RELEASE COMPLETE message containing a LocationNotification return result. 

2) if the IE "Measurement command" has the value "setup": 

2> store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement 
identity", first releasing any previously stored measurement with that identity if that exists; 

2> for any other measurement type: 

3> if the measurement is valid in the current RRC state of the UE: 

4> begin measurements according to the stored control information for this measurement identity. 

3) The UE shall: 

1> when a measurement report is triggered: 

2> if the UE was able to perform measurements on at least one neighbour cell included in the variable 
UE_POSITIONING_OTDOA_DATA_UE_ASSISTED in case of OTDOA or one satellite included in the 
variable UE_POSITIONING_GPS_DATA in case of GPS positioning or one cell from the active set in case 
of CELL ID: 

3> if the IE "Vertical Accuracy" is included: 

4> interpret the presence of this IE to indicate that the UTRAN desires to compute a 3-dimensional 
position estimate. 

3> if the IE "Positioning Methods" is set to "GPS": 

4> include the IE "UE positioning GPS measured results" in the measurement report and set the contents 
of the IE as follows: 

5> if the UE supports the capability to provide the GPS timing of the cell frames measurement: 

6> if the IE "GPS timing of Cell wanted" is set to TRUE: 

7> perform the UE GPS timing of cell frames measurement on the serving cell or on one cell 
of the active set. 

7> include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; and 
7> include the IE "Reference SFN" and the IE "UE GPS timing of cell frames". 
6> if the IE "GPS timing of Cell wanted" is set to FALSE: 
7> include the IE "GPS TOW msec". 
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5> if the UE does not support the capability to provide the GPS timing of the cell: 



6> include the IE "GPS TOW msec". 



References 



Conformance requirement 1 



TS 24.030, subclause 5.1.1 



Conformance requirement 2: 



TS 25.331, clause 8.4.1.3. 



- Conformance requirement 3 



TS 25.331, clause 8.6.7.19.1a. 



6.1.3.4.3 



Test Purpose 



To verify the UE behaviour in the mobile-terminated location request procedure using network-assisted UE-assisted 
GPS to deliver UE positioning measurements to the network. 



Initial Conditions 

System Simulator (SS): 

1 cell, default parameters 

- Satellites: As specified in 4.2 
UE: 

- State "CS-CELL DCH Initial (State 6-1)" as specified in clause 7.4.1 of TS 34.108. 

Related PICS/PIXIT Statements 

- UE supporting CS domain services 

- UE Assisted Network Assisted GPS 

- UE supporting Mobile Terminated Location Request 

Test Procedure 

The SS initiates authentication and ciphering and sends an SS REGISTER message containing a Facility IE containing a 
DTAP LCS Location Notification Invoke message set to notifyLocationAllowed. The LCS Client Name contained in 
the USSD text string of the lcs-LocationNotification shall be displayed. The UE then responds with a RELEASE 
COMPLETE message containing a LocationNotification return to terminate the dialogue. 

The SS orders an A-GPS positioning measurement using a MEASUREMENT CONTROL message. The assistance data 
is as described in subclause 4.3.3 (Adequate assistance data for UE-assisted A-GPS). The MEASUREMENT 
CONTROL message orders periodical reporting. 

The UE may request additional assistance data by sending a MEASUREMENT REPORT message containing a 
positioning error indication with the IE "Error reason" set to "Assistance Data Missing". If the UE requests additional 
assistance data, the SS provides the requested assistance data in one or more MEASUREMENT CONTROL messages. 

The UE then initiates periodic measurement reporting and sends a MEASUREMENT REPORT message including the 
IE "UE positioning GPS measured results". 



6.1.3.4.4 



Method of Test 
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Expected Sequence 



Cfon 


uiicoiiun 

IIP I QQ 




C*r\m mantc 

oorTHTicnio 


H 
\ 


<— 


Al ITUICMTIO ATIHM DCni ICCT 

AU I MtlN I IL/A I IUN ntUUto I 




2 


--> 


AUTHENTICATION RESPONSE 




3 


SS 




SS starts security procedure 


4 


<- 


REGISTER 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyLocationAllowed 


5 


UE 




The UE displays information about LCS client 


6 


-> 


i — v i — | i — a i — i ini i i~i — 

RELEASE COMPLETE 


The UE terminates the dialogue 


7 


<- 


MEASUREMENT CONTROL 


Periodical reporting is configured. 


8 


-> 


MEASUREMENT REPORT 


UE reports positioning measurement results 
(Option 1) or requests additional assistance data 
(Option 2). 


8a 


<- 


IVJII^AOI I n ^ i\ ji ^ n it OAMTnAI 

MEASUREMENT CONTROL 


If UE requested additional assistance data in step 
8, SS provides the requested data in one or more 
MEASUREMENT CONTROL messages as 
specified in subclause 4.3.5. 


8b 


-> 


MEASUREMENT REPORT 


If UE requested additional assistance data in step 
8, this message contains the IE "UE positioning 
GPS measured results". 


9 


SS 




SS releases the RRC connection and the test 
case ends 



Specific Message Contents 
REGISTER (Step 4) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = Ics-LocationNotification 

LocationNotificationArg 

notificationTvpe -> notifvLocationAllowed, 
locationTvpe -> current Location , 
IcsClientExternallD -> externalAddress 
IcsClientName ->dataCodinqScheme 
nameString 



RELEASE COMPLETE (Step 6) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = Ics-LocationNotification 
LocationNotificationRes 

verificationResponse -> permissionGranted 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


TRUE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for "Adequate assistance 
data for UE-assisted A-GPS" in 4.3.3 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Step 8 (Option 1) or 8b (Option 2)) 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Present 


- UE positioning error 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Not present 


- UE positioning error 




- Error reason 


Assistance Data Missing 


- GPS additional assistance data request 




- Almanac 


Not checked 


- UTC model 


Not checked 


- Ionospheric model 


Not checked 


- Navigation model 


Not checked 


- DGPS corrections 


Not checked 


- Reference location 


Not checked 


- Reference time 


Not checked 


- Acquisition assistance 


Not checked 


- Real-time integrity 


Not checked 


- Navigation model additional data 


Not checked 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 


SUREMENT CONTROL (Step 8a (Option 2)): 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 




- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


Set according to 4.2 (unequal to 0) 


- Vertical accuracy 


Set according to 4.2 (unequal to 0) 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 


- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified in 4.3.5 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 



6.1.3.4.5 Test requirements 

After step 5 the UE shall send a RELEASE COMPLETE message. 
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After step 7 the UE shall respond with a MEASUREMENT REPORT message containing the IE "UE positioning GPS 
measured results". 

6.1 .3.5 LCS Mobile terminated location request/ UE-Assisted GPS/ Request for 
additional assistance data/ Success 

6.1.3.5.1 Definition 

This test case applies to all UEs supporting UE-Assisted GPS Location Service capabilities. 

6.1.3.5.2 Conformance requirements 

1) The network invokes a location notification procedure by sending a REGISTER message containing a LCS- 
LocationNotification invoke component to the UE. This may be sent either to request verification for MT-LR or 
to notify about already authorized MT-LR. 

In the case of location notification no response is required from the UE, the UE shall terminate the dialogue by 
sending a RELEASE COMPLETE message containing a LocationNotification return result. 

2) if the IE "Measurement command" has the value "modify": 

2> for all IEs present in the MEASUREMENT CONTROL message: 

3> if a measurement was stored in the variable MEASUREMENT_IDENTITY associated to the identity by 
the IE "measurement identity": 

4> if measurement type is set to "UE positioning measurement" and the IE "UE positioning GPS 
assistance data" is present, for any of the optional IEs "UE positioning GPS reference time", "UE 
positioning GPS reference UE position", "UE positioning GPS DGPS corrections", "UE positioning 
GPS ionospheric model", "UE positioning GPS UTC model", "UE positioning GPS acquisition 
assistance", "UE positioning GPS real-time integrity" that are present in the MEASUREMENT 
CONTROL message: 

5> replace all instances of the IEs listed above (and all their children) stored in variable 

MEAS UREMENT_IDENTITY associated to the identity indicated by the IE "measurement 
identity" with the IEs received in the MEASUREMENT CONTROL message; 

5> leave all other stored information elements unchanged in the variable 
MEASUREMENTJDENTITY. 

3) The UE shall: 

1> when a measurement report is triggered: 

2> if the UE was able to perform measurements on at least one neighbour cell included in the variable 
UE_POSITIONING_OTDOA_DATA_UE_ASSISTED in case of OTDOA or one satellite included in the 
variable UE_POSITIONING_GPS_DATA in case of GPS positioning or one cell from the active set in case 
of CELL ID: 

3> if the IE "Vertical Accuracy" is included: 

4> interpret the presence of this IE to indicate that the UTRAN desires to compute a 3-dimensional 
position estimate. 

3> if the IE "Positioning Methods" is set to "GPS": 

4> include the IE "UE positioning GPS measured results" in the measurement report and set the contents 
of the IE as follows: 

5> if the UE supports the capability to provide the GPS timing of the cell frames measurement: 
6> if the IE "GPS timing of Cell wanted" is set to TRUE: 
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7> perform the UE GPS timing of cell frames measurement on the serving cell or on one cell 
of the active set. 

7> include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; and 
7> include the IE "Reference SFN" and the IE "UE GPS timing of cell frames". 

6> if the IE "GPS timing of Cell wanted" is set to FALSE: 
7> include the IE "GPS TOW msec". 
5> if the UE does not support the capability to provide the GPS timing of the cell: 

6> include the IE "GPS TOW msec". 

4) 1> if the UE is not able to report the requested measurement results: 

2> include IE "UE positioning error" in the MEASUREMENT REPORT and set the contents of this IE as 
specified in subclause 8.6.7.19.5. 

5) if the IE "Positioning Methods" in IE "UE positioning reporting quantity" has been assigned to value "GPS": 
2> if there were not enough GPS satellites to be received: 

3> set IE "Error reason" to "Not Enough GPS Satellites". 
2> if some GPS assistance data was missing: 

3> set IE "Error reason" to "Assistance Data Missing"; and 

3> if the IE "Additional Assistance Data Request" included in the IE "UE positioning reporting quantity" 
stored in the variable ME AS UREMENT_IDENTIT Y is set to FALSE: 

4> not include the IE "GPS Additional Assistance Data Request", and use the assistance data available 
for doing a positioning estimate. 

References 

- Conformance requirement 1: TS 24.030, subclause 5.1.1 

- Conformance requirement 2: TS 25.331, clause 8.4.1.3. 

- Conformance requirements 3 and 4: TS 25.331, clause 8.6.7.19.1a. 

- Conformance requirement 5: TS 25.331, clause 8.6.7.19.5. 

6.1.3.5.3 Test Purpose 

To verify the UE behaviour in the mobile-terminated location request procedure using network-assisted UE-assisted 
GPS to deliver UE positioning measurements to the network. 

To verify that the UE includes the IE "GPS Additional Assistance Data Request" to request additional assistance data 
when it does not have enough assistance data to perform the requested measurements. 

6.1.3.5.4 Method of Test 

Initial Conditions 

System Simulator (SS): 

1 cell, default parameters 

- Satellites: As specified in 4.2 
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UE: 

- The UE shall begin the test with no GPS assistance data stored. 

- State "CS-CELL DCH Initial (State 6-1)" as specified in clause 7.4.1 of TS 34.108. 

Related PICS/PIXIT Statements 

- UE supporting CS domain services 

- UE Assisted Network Assisted GPS 

- Method of clearing stored GPS assistance data 

- UE supporting Mobile Terminated Location Request 

Test Procedure 

The stored GPS assistance data in the UE shall be cleared. 

The SS initiates authentication and ciphering and sends an SS REGISTER message containing a Facility IE containing a 
DTAP LCS Location Notification Invoke message set to notifyLocationAllowed. The LCS Client Name contained in 
the USSD text string of the lcs-LocationNotification shall be displayed. The UE then responds with a RELEASE 
COMPLETE message containing a LocationNotification return to terminate the dialogue. 

The SS orders an A-GPS positioning measurement using a MEASUREMENT CONTROL message. The assistance data 
is as described in subclause 4.3.2 (Inadequate assistance data for UE-assisted A-GPS). The MEASUREMENT 
CONTROL message orders periodical reporting. 

The UE then initiates periodic measurement reporting and sends a MEASUREMENT REPORT message including a 
request for additional assistance data. The SS responds with one or more MEASUREMENT CONTROL messages 
containing assistance data as specified in subclause 4.3.5 (Response to additional assistance data requests from UE). 
The UE sends a MEASUREMENT REPORT message including the IE "UE positioning GPS measured results". 



Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


<-- 


AUTHENTICATION REQUEST 




2 


-> 


AUTHENTICATION RESPONSE 




3 


SS 




SS starts security procedure 


4 


<- 


REGISTER 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyLocationAllowed 


5 


UE 




The UE displays information about LCS client 


6 


-> 


RELEASE COMPLETE 


The UE terminates the dialogue 


7 


<- 


MEASUREMENT CONTROL 


Periodical reporting is configured. Assistance data 
set as specified in subclause 4.3.2 (Inadequate 
assistance data for UE-assisted A-GPS). 


8 


-> 


MEASUREMENT REPORT 


UE requests additional assistance data. 


9 


<- 


MEASUREMENT CONTROL 


The SS provides the requested data in one or 
more MEASUREMENT CONTROL messages as 
defined in subclause 4.3.5 


10 


-> 


MEASUREMENT REPORT 


UE sends the IE "UE positioning GPS measured 
results". 


11 


SS 




SS releases the RRC connection and the test 
case ends 
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Specific Message Contents 
REGISTER (Step 4) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = Ics-LocationNotification 

LocationNotificationArg 

notificationTvpe -> notifvLocationAllowed, 
locationTvoe -> current Location , 
IcsClientExternallD -> externalAddress 
IcsClientName ->dataCodingScheme 
nameString 



RELEASE COMPLETE (Step 6) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = Ics-LocationNotification 
LocationNotificationRes 

verificationResponse -> permissionGranted 



MEASUREMENT CONTROL (Step 7): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 




- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


TRUE 


- Environmental characterization 


Not present 


- Measurement validity 




- U Estate 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for "Inadequate assistance 




data for UE-assisted A-GPS" in 4.3.2 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Not present 


- UE positioning error 




- Error reason 


Assistance Data Missing 


- GPS additional assistance data request 




- Almanac 


Present, if requested by UE 


- UTC model 


Present, if requested by UE 


- Ionospheric model 


Present, if requested by UE 


- Navigation model 


Present, if requested by UE 


- DGPS corrections 


Present, if requested by UE 


- Reference location 


Present, if requested by UE 


- Reference time 


Present, if requested by UE 


- Acquisition assistance 


Present, if requested by UE 


- Real-time integrity 


Present, if requested by UE 


- Navigation model additional data 


Present, if requested by UE 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 


SUREMENT CONTROL (Step 9): 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 




- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 


- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified in 4.3.5 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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MEASUREMENT REPORT (Step 10) 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Present 


- UE positioning error 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 



6.1.3.5.5 Test requirements 

After step 5 the UE shall send a RELEASE COMPLETE message. 

After step 7 the UE shall respond with a MEASUREMENT REPORT message containing the IE "UE positioning 
error", with "Error reason" set to "Assistance data missing". 

After step 9 the UE shall send a MEASUREMENT REPORT message containing the IE "UE positioning GPS 
measured results". 

6.1 .3.6 LCS Mobile terminated location request/ UE-Based GPS/ Privacy 
Verification/ Location Allowed if No Response 

6.1.3.6.1 Definition 

This test case applies to all UEs supporting UE-Based GPS Location Service capabilities. 

6.1.3.6.2 Conformance requirements 

1) The network invokes a location notification procedure by sending a REGISTER message containing a LCS- 
LocationNotification invoke component to the UE. This may be sent either to request verification for MT-LR or 
to notify about already authorized MT-LR. 

2) In case of privacy verification the MS shall respond to the request by sending a RELEASE COMPLETE 
message containing the mobile subscriber's response in a return result component. 

3) If the timer expires in the network before any response from the MS (e.g. due to no response from the user), the 
network shall interpret this by applying the default treatment defined in GSM 03.71 for GSM and TS 23.171 for 
UMTS (i.e. disallow location if barred by subscription and allow location if allowed by subscription). 

4) if the IE "Measurement command" has the value "setup": 

2> store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement 
identity", first releasing any previously stored measurement with that identity if that exists; 



2> for any other measurement type: 

3> if the measurement is valid in the current RRC state of the UE: 

4> begin measurements according to the stored control information for this measurement identity. 
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5) if the IE "Measurement command" has the value "modify": 

2> for all IEs present in the MEASUREMENT CONTROL message: 

3> if a measurement was stored in the variable MEASUREMENT_IDENTITY associated to the identity by 
the IE "measurement identity": 

4> if measurement type is set to "UE positioning measurement" and the IE "UE positioning GPS 
assistance data" is present, for any of the optional IEs "UE positioning GPS reference time", "UE 
positioning GPS reference UE position", "UE positioning GPS DGPS corrections", "UE positioning 
GPS ionospheric model", "UE positioning GPS UTC model", "UE positioning GPS acquisition 
assistance", "UE positioning GPS real-time integrity" that are present in the MEASUREMENT 
CONTROL message: 

5> replace all instances of the IEs listed above (and all their children) stored in variable 

MEAS UREMENT_IDENTIT Y associated to the identity indicated by the IE "measurement 
identity" with the IEs received in the MEASUREMENT CONTROL message; 

5> leave all other stored information elements unchanged in the variable 
MEASUREMENTjDENTITY. 

6) If the IE "UE positioning GPS Navigation Model" is included, for each satellite, the UE shall: 

1> use IE "Satellite Status" to determine if an update of IE "UE positioning GPS Ephemeris and Clock 
Correction parameters" has been provided for the satellite indicated by the IE "SatID"; 

1> if an update has been provided for this satellite: 

2> act as specified in subclause 8.6.7.19.3.4 of TS 25.331. 

7) If the IE "UE positioning GPS Ephemeris and Clock Correction parameters" is included, for each satellite, the 
UE shall: 

1> update the variable UE_POSITIONING_GPS_DATA as follows: 

2> store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GPS Navigation 

Model" in the variable UE_POSITIONING_GPS_DATA, possibly overwriting any existing information 
in this position. 

1> act on these GPS ephemeris and clock correction parameters in a manner similar to that specified in ICD- 
GPS-200. 

8) If the IE "UE positioning GPS reference time" is included, the UE shall: 

1> store the IE "GPS Week" in "UE positioning GPS reference time" in variable 
UE_POSITIONING_GPS_DATA and use it as the current GPS week; 

1> store the IE "GPS TOW msec" in the IE "UE positioning GPS reference time" in variable 

UE_POSITIONING_GPS_DATA and use it as an estimate of the GPS Time-of-Week at the time of 
reception of the complete message containing the IE "GPS TOW msec"; 

NOTE: The UE does not need to apply any compensation on the GPS Time-of-Week. 

9) If the IE "UE positioning GPS reference UE position" is included, the UE shall: 

1> store this IE in the IE "UE positioning GPS reference UE position" in variable 
UE_POSITIONING_GPS_DATA; and 

1> use it as a priori knowledge of the approximate location of the UE. 

10) The UE shall when a measurement report is triggered: 

2> if the UE has been able to calculate a position after performing measurements on the cells included in the 
variable UE_POSITIONING_OTDOA_DATA_UE_BASED in case of OTDOA or on the list of satellites 
included in the variable UE_POSITIONING_GPS_DATA in case of GPS positioning: 
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3> include IE "UE positioning Position Estimate Info" in the MEASUREMENT REPORT and set the 
contents of the IE as follows: 

4> if the UE does not support the capability to perform the UE GPS timing of cell frames measurement; 
or 

4> if the IE "GPS timing of Cell wanted" is set to FALSE: 

5> include the IE "GPS TOW msec". 

4> if IE "Vertical Accuracy" has been included in IE "UE positioning reporting quantity": 

5> if the IE "Vertical Accuracy" has been assigned to a value unequal to "0": 

6> if the UE has been able to calculate a 3-dimensional position: 

7> include IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate. 

6> if the UE has not been able to calculate a 3-dimensional position: 

7> act as if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting 
quantity". 

4> if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting quantity": 

5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to value 
"0": 

6> may include IE "Ellipsoid point". 

5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to a value 
unequal to 0: 

6> include either IE "Ellipsoid point with uncertainty circle" or IE "Ellipsoid point with 
uncertainty ellipse" or IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position 
estimate. 

References 

- Conformance requirement 1, 2 and 3: TS 24.030, clause 4.1.1. 

- Conformance requirements 4 and 5: TS 25.331, subclause 8.4.1.3 

- Conformance requirement 6: TS 25.331, clause 8.6.7.19.3.3a. 

- Conformance requirement 7: TS 25.331, clause 8.6.7.19.3.4. 
Conformance requirement 8: TS 25.331, clause 8.6.7.19.3.7. 
Conformance requirement 9: TS 25.331, clause 8.6.7.19.3.8. 

- Conformance requirement 10: TS 25.331, clause 8.6.7.19.1b. 

6.1.3.6.3 Test Purpose 

To verify that when the UE receives a REGISTER message, containing a LCS Location Notification Invoke component 
set to notify AndVerify-LocationAllowedlfNoResponse, the UE notifies the user of the request and indicates that the 
default response is location allowed if no response and providing the opportunity to accept or deny the request and 
sends a RELEASE COMPLETE message containing a LocationNotification return result with verificationResponse set 
to permissionDenied or permissionGranted as appropriate. 
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6.1.3.6.4 Method of Test 

Initial Conditions 

System Simulator (SS): 

1 cell, default parameters 

- Satellites: As specified in 4.2 
UE: 

- State "CS-CELL DCH Initial (State 6-1)" as specified in clause 7.4.1 of TS 34.108. 

Related PICS/PIXIT Statements 

- UE Based Network Assisted GPS 

- px_UeLcsNotification: value for UE LCS Notification timeout timer 

- UE supporting Mobile Terminated Location Request 

Test Procedure 

The SS initiates authentication and ciphering and sends a REGISTER message containing a Facility IE containing a 
LCS Location Notification Invoke message set to notify AndVerify-LocationAllowedlfNoResponse. 

The LCS Client Name contained in the USSD text string of the lcs-LocationNotification should be displayed with the 
option to accept or deny the request and an indication that location will be allowed if no user response is received. 

The user accepts the location request. The UE responds with a RELEASE COMPLETE message containing a 
LocationNotification return result with verificationResponse set to permissionGranted. 

The SS orders an A-GPS positioning measurement using MEASUREMENT CONTROL messages. 

The UE sends a MEASUREMENT REPORT message including a location estimate. 

The SS sends a REGISTER message containing a Facility IE containing a LCS Location Notification Invoke message 
set to notify AndVerify-LocationAllowedlfNoResponse. 

The user denies the location request. The UE responds with a RELEASE COMPLETE message containing a 
LocationNotification return result with verificationResponse set to permissionDenied. 

The SS sends a REGISTER message containing a Facility IE containing a LCS Location Notification Invoke message 
set to notify AndVerify-LocationAllowedlfNoResponse. 

The user ignores the location request by taking no action. 

The SS orders an A-GPS positioning measurement using MEASUREMENT CONTROL messages. 
The UE then sends a MEASUREMENT REPORT message including a location estimate. 
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Expected Sequence 



Step 


Direction 

lip I cc 

\J 1— | oo 


Message 


Comments 


1 


<— 


AUTHENTICATION REQUEST 




2 


— > 


AUTHENTICATION RESPONSE 




3 


bb 




SS starts security procedure 


4 


<- 


REGISTER 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyAndVerify-LocationAllowedlfNoResponse 


5 


bb 




bb starts timer I (LObN) set to 90% ot 
px_UeLcsNotification 


to 


1 IP 




The UE notifies the user of the location request 

anH inHif^Qtoc to tho I icor thot lof^Qtiort \A/ill ho 
dllU IIIUIUdLtJb LU lllc UotJI llldl lUOdllull Will Ut; 

allowed in the absence of a response 


7 


UE 




The user accepts the location request before timer 

T7I P°Ah ovniroc 


8 


-> 


RELEASE COMPLETE 


Containing a LocationNotification return result with 

\/orif i^oti o n Roc no n co cot to narmiccinnr^rQntDrl 
Vein ludllul Incopui lot; ot;l LU pel 1 1 HbolUI dl ILtJU 


9 


<- 


MEASUREMENT CONTROL 




10 


<- 


MEASUREMENT CONTROL 




1 1 


-> 


MLAbUKLMLN 1 KtrUK 1 




12 


<- 


REGISTER 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyAndVerify-LocationAllowedlfNoResponse 


13 


oo 

bb 




bb starts timer I (LObN) set to 90% ot 
px_UeLcsNotification 


14 


UE 




The UE notifies the user of the location request 
and indicates to the user that location will be 
allowed in the absence of a response 




1 IF 




1 Nti Ubcl UfciNlfcib Lllc lUUdLlUll ItiLlUfcibL UfcJIUlfci LHIIfcil 

T(LCSN) expires 


16 


-> 


RELEASE COMPLETE 


Containing a LocationNotification return result with 

vcTIMucUIUl IrifcibpUl Ibfci bfcil LU pel IIIIbblUMLJfciMlfciU 


1 / 


<- 


ritolo 1 Cn 


oan inaepenaeni oo containing raciiuy it 
Location Notification Invoke message set to 
notifyAndVerify-LocationAllowedlfNoResponse 


1 ft 


oo 




QC c+artc timor "T7I PQNh cot tn QC\°/ nf 
OO bLdllb Lllllci 1 ^l_L/Ol\^ bcl IU /o Ul 

nv 1 Id ocMr^tifiootiMn 
px UcLOolNUU 1 ludLIUi 1 


1 Q 

i y 


1 IP 
Ut 




The UE notifies the user of the location request 

anrl inHifatoc trt tho i icor that Infatinn \a/MI ho 

dl IU IIIUIUdLco LU LIIU Ubcl LI IdL lUUdLIUI 1 Will Uc 

allnwprl in thp ahc,pnrp nf a rpc,nnn°,p 

aiiuvvcu ill ii ic auoci i^c ui d I copui loc 


20 


UE 




The user does not reply 


21 


oo 




vwaitc iintil T(\ C\Qls\\ PYnirPQ tn pnQiirp that thp 

OO Vval Lo U 1 1 Lll 1 ^LuOIN j C AUI 1 Co LU UlloUiU LI IdL Lilt? 

UE does not send a RELEASE COMPLETE 
message. 


22 


<- 


RELEASE COMPLETE 


SS terminates the dialogue 


23 


<- 


MEASUREMENT CONTROL 




24 


<- 


MEASUREMENT CONTROL 




25 


-> 


MEASUREMENT REPORT 




26 


ss 




SS releases the connection and the test case 
ends 
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Specific Message Contents 
REGISTER (Step 4) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = LCS-LocationNotification 

LocationNotificationArg 

notificationType -> notifyAndVerify-LocationAllowedlfNoResponse 

locationType -> current Location 

IcsClientExternallD -> externalAddress 

IcsClientName ->dataCodingScheme 
nameString 



RELEASE COMPLETE (Step 8) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = LCS-LocationNotification 
LocationNotificationRes 

verificationResponse -> permissionGranted 



MEASUREMENT CONTROL (Step 9): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 


- UE state 


All states 


- CHOICE Reporting criteria 




- No reporting 




- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the first 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the second 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Step 1 1 ) 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 




- CHOICE Reference time 




- GPS reference time only 




- GPS TOW msec 


Not checked 


- CHOICE Position estimate 


One of 'Ellipsoid point with uncertainty 




Circle' or 'Ellipsoid point with uncertainty 




Ellipse' or 'Ellipsoid point with altitude and 




uncertainty Ellipsoid' 


- UE positioning GPS measured results 


Not present 


- UE positioning error 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 
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REGISTER (Step 12) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = LCS-LocationNotification 

LocationNotificationArg 

notificationType -> notifyAndVerify-LocationAllowedlfNoResponse 

locationType -> current Location 

IcsClientExternallD -> externalAddress 

IcsClientName ->dataCodingScheme 
nameString 



RELEASE COMPLETE (Step 16) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = LCS-LocationNotification 
LocationNotificationRes 

verificationResponse -> permissionDenied 



REGISTER (Step 17) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = LCS-LocationNotification 

LocationNotificationArg 

notificationType -> notifyAndVerify-LocationAllowedlfNoResponse 

locationType -> current Location 

IcsClientExternallD -> externalAddress 

IcsClientName ->dataCodingScheme 
nameString 



RELEASE COMPLETE (Step 22) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 


Call Independent SS message (1011) 
RELEASE COMPLETE (0010 1010) 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 




- No reporting 




- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the first 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 



ETSI 



3GPP TS 37.571 -2 version 9.0.0 Release 9 1 26 ETSI TS 1 37 571 -2 V9.0.0 (201 2-01 ) 

MEASUREMENT CONTROL (Step 24): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


Not present 


Additional Measurements List 


Not present 


CHOICE Measurement type 




- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


Set according to 4.2 (unequal to 0) 


- Vertical accuracy 


Set according to 4.2 (unequal to 0) 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the second 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Step 25) 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 




- CHOICE Reference time 




- GPS reference time only 




- GPS TOW msec 


Not checked 


- CHOICE Position estimate 


One of 'Ellipsoid point with uncertainty 




Circle' or 'Ellipsoid point with uncertainty 




Ellipse' or 'Ellipsoid point with altitude and 




uncertainty Ellipsoid' 


- UE positioning GPS measured results 


Not present 


- UE positioning error 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 



6.1.3.6.5 Test requirements 

After step 7 the UE shall send a RELEASE COMPLETE message with verificationResponse set to permissionGranted. 
After step 10 the UE shall respond with a MEASUREMENT REPORT message containing a UE position estimate. 
After step 15 the UE shall send a RELEASE COMPLETE message with verificationResponse set to permissionDenied. 
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After step 24 the UE shall respond with a MEASUREMENT REPORT message containing a UE position estimate. 

6.1 .3.7 LCS Mobile terminated location request/ UE-Based GPS/ Privacy 
Verification/ Location Not Allowed if No Response 

6.1.3.7.1 Definition 

This test case applies to all UEs supporting UE-Based GPS Location Service capabilities. 

6.1.3.7.2 Conformance requirements 

1) The network invokes a location notification procedure by sending a REGISTER message containing a LCS- 
LocationNotification invoke component to the UE. This may be sent either to request verification for MT-LR or 
to notify about already authorized MT-LR. 

2) In case of privacy verification the MS shall respond to the request by sending a RELEASE COMPLETE 
message containing the mobile subscriber's response in a return result component. 

3) If the timer expires in the network before any response from the MS (e.g. due to no response from the user), the 
network shall interpret this by applying the default treatment defined in GSM 03.71 for GSM and TS 23.171 for 
UMTS (i.e. disallow location if barred by subscription and allow location if allowed by subscription). 

4) if the IE "Measurement command" has the value "setup": 

2> store this measurement in the variable ME AS UREMENT_IDENTIT Y according to the IE "measurement 
identity", first releasing any previously stored measurement with that identity if that exists; 



2> for any other measurement type: 

3> if the measurement is valid in the current RRC state of the UE: 

4> begin measurements according to the stored control information for this measurement identity. 

5) if the IE "Measurement command" has the value "modify": 

2> for all IEs present in the MEASUREMENT CONTROL message: 

3> if a measurement was stored in the variable MEASUREMENT_IDENTITY associated to the identity by 
the IE "measurement identity": 

4> if measurement type is set to "UE positioning measurement" and the IE "UE positioning GPS 
assistance data" is present, for any of the optional IEs "UE positioning GPS reference time", "UE 
positioning GPS reference UE position", "UE positioning GPS DGPS corrections", "UE positioning 
GPS ionospheric model", "UE positioning GPS UTC model", "UE positioning GPS acquisition 
assistance", "UE positioning GPS real-time integrity" that are present in the MEASUREMENT 
CONTROL message: 

5> replace all instances of the IEs listed above (and all their children) stored in variable 

MEAS UREMENT_IDENTIT Y associated to the identity indicated by the IE "measurement 
identity" with the IEs received in the MEASUREMENT CONTROL message; 

5> leave all other stored information elements unchanged in the variable 
MEASUREMENTJDENTITY. 

6) If the IE "UE positioning GPS Navigation Model" is included, for each satellite, the UE shall: 

1> use IE "Satellite Status" to determine if an update of IE "UE positioning GPS Ephemeris and Clock 
Correction parameters" has been provided for the satellite indicated by the IE "SatID"; 

1> if an update has been provided for this satellite: 

2> act as specified in subclause 8.6.7.19.3.4 of TS 25.331. 
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7) If the IE "UE positioning GPS Ephemeris and Clock Correction parameters" is included, for each satellite, the 
UE shall: 

1> update the variable UE_POSITIONING_GPS_DATA as follows: 

2> store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GPS Navigation 

Model" in the variable UE_POSITIONING_GPS_DATA, possibly overwriting any existing information 
in this position. 

1> act on these GPS ephemeris and clock correction parameters in a manner similar to that specified in ICD- 
GPS-200. 

8) If the IE "UE positioning GPS reference time" is included, the UE shall: 

1> store the IE "GPS Week" in "UE positioning GPS reference time" in variable 
UE_POSITIONING_GPS_DATA and use it as the current GPS week; 

1> store the IE "GPS TOW msec" in the IE "UE positioning GPS reference time" in variable 

UE_POSITIONING_GPS_DATA and use it as an estimate of the GPS Time-of-Week at the time of 
reception of the complete message containing the IE "GPS TOW msec"; 

NOTE: The UE does not need to apply any compensation on the GPS Time-of-Week. 

9) If the IE "UE positioning GPS reference UE position" is included, the UE shall: 

1> store this IE in the IE "UE positioning GPS reference UE position" in variable 
UE_POSITIONING_GPS_DATA; and 

1> use it as a priori knowledge of the approximate location of the UE. 

10) The UE shall when a measurement report is triggered: 

2> if the UE has been able to calculate a position after performing measurements on the cells included in the 
variable UE_POSITIONING_OTDOA_DATA_UE_BASED in case of OTDOA or on the list of satellites 
included in the variable UE_POSITIONING_GPS_DATA in case of GPS positioning: 

3> include IE "UE positioning Position Estimate Info" in the MEASUREMENT REPORT and set the 
contents of the IE as follows: 

4> if the UE does not support the capability to perform the UE GPS timing of cell frames measurement; 
or 

4> if the IE "GPS timing of Cell wanted" is set to FALSE: 

5> include the IE "GPS TOW msec". 

4> if IE "Vertical Accuracy" has been included in IE "UE positioning reporting quantity": 

5> if the IE "Vertical Accuracy" has been assigned to a value unequal to "0": 

6> if the UE has been able to calculate a 3-dimensional position: 

7> include IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate. 

6> if the UE has not been able to calculate a 3-dimensional position: 

7> act as if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting 
quantity". 

4> if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting quantity": 

5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to value 
"0": 

6> may include IE "Ellipsoid point". 
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5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to a value 
unequal to 0: 

6> include either IE "Ellipsoid point with uncertainty circle" or IE "Ellipsoid point with 
uncertainty ellipse" or IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position 
estimate. 

References 

Conformance requirement 1, 2 and 3: TS 24.030, clause 4.1.1. 

- Conformance requirements 4 and 5: TS 25.331, clause 8.4.1.3. 

- Conformance requirement 6: TS 25.331, clause 8.6.7.19.3.3a. 

- Conformance requirement 7: TS 25.331, clause 8.6.7.19.3.4. 

- Conformance requirement 8: TS 25.331, clause 8.6.7.19.3.7. 

- Conformance requirement 9: TS 25.331, clause 8.6.7.19.3.8. 

- Conformance requirement 10: TS 25.331, clause 8.6.7.19.1b. 

6.1.3.7.3 Test Purpose 

To verify that when the UE receives a REGISTER message, containing a LCS Location Notification Invoke component 
set to notify AndVerify-LocationNotAllowedlfNoResponse, the UE notifies the user of the request and indicates that the 
default response is location not allowed if no response and providing the opportunity to accept or deny the request and 
sends a RELEASE COMPLETE message containing a LocationNotification return result with verificationResponse set 
to permissionDenied or permissionGranted as appropriate. 

6.1.3.7.4 Method of Test 

Initial Conditions 

System Simulator (SS): 

1 cell, default parameters 

- Satellites: As specified in 4.2 
UE: 

- State "CS-CELL DCH Initial (State 6-1)" as specified in clause 7.4.1 of TS 34.108. 

Related PICS/PIXIT Statements 

- UE Based Network Assisted GPS 

- px_UeLcsNotification: value for UE LCS Notification timeout timer 

- UE supporting Mobile Terminated Location Request 

Test Procedure 

The SS initiates authentication and ciphering and sends a REGISTER message containing a Facility IE containing a 
LCS Location Notification Invoke message set to notify AndVerify-LocationNotAllowedlfNoResponse. 

The LCS Client Name contained in the USSD text string of the lcs-LocationNotification should be displayed with the 
option to accept or deny the request and an indication that location will be not allowed if no user response is received. 

The user accepts the location request. The UE responds with a RELEASE COMPLETE message containing a 
LocationNotification return result with verificationResponse set to permissionGranted. 
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The SS orders an A-GPS positioning measurement using MEASUREMENT CONTROL messages. 
The UE sends a MEASUREMENT REPORT message including a location estimate. 

The SS sends a REGISTER message containing a Facility IE containing a LCS Location Notification Invoke message 
set to notify AndVerify-LocationNotAllowedlfNoResponse. 

The user denies the location request. The UE responds with a RELEASE COMPLETE message containing a 
LocationNotification return result with verificationResponse set to permissionDenied. 

The SS sends a REGISTER message containing a Facility IE containing a LCS Location Notification Invoke message 
set to notify AndVerify-LocationNotAllowedlfNoResponse. 

The user ignores the location request by taking no action. If the timer expires in the SS before any response from the UE 
is received, the SS interprets this by applying the default treatment LocationNot Alio wed. 



Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


<— 


AUTHENTICATION REQUEST 




2 


— > 


AUTHENTICATION RESPONSE 




3 


SS 




SS starts security procedure 


4 


<- 


REGISTER 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyAndVerify-LocationNotAllowedlfNoResponse 


5 


SS 




SS starts timer T(LCSN) set to 90% of 
pxJJeLcsNotification 


6 


UE 




The UE notifies the user of the location request 
and indicates to the user that location will be not 
allowed in the absence of a response 


7 


UE 




The user accepts the location request before timer 
T(LCSN) expires 


8 


-> 


RELEASE COMPLETE 


Containing a LocationNotification return result with 
verificationResponse set to permissionGranted 


9 


<- 


MEASUREMENT CONTROL 




10 


<- 


MEASUREMENT CONTROL 




11 


-> 


MEASUREMENT REPORT 




12 


<- 


REGISTER 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyAndVerify-LocationNotAllowedlfNoResponse 


13 


SS 




SS starts timer T(LCSN) set to 90% of 
pxJJeLcsNotification 


14 


UE 




The UE notifies the user of the location request 
and indicates to the user that location will be not 
allowed in the absence of a response 


15 


UE 




The user denies the location request before timer 
T(LCSN) expires 


16 


-> 


RELEASE COMPLETE 


Containing a LocationNotification return result with 
verificationResponse set to permissionDenied 


17 


<- 


REGISTER 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyAndVerify-LocationNotAllowedlfNoResponse 


18 


SS 




SS starts timer T(LCSN) set to 90% of 
px_UeLcsNotification 


19 


UE 




The UE notifies the user of the location request 
and indicates to the user that location will be not 
allowed in the absence of a response 


20 


UE 




The user does not reply 


21 


SS 




SS waits until T(LCSN) expires to verify that the 
UE does not send a RELEASE COMPLETE 
message. 


22 


<- 


RELEASE COMPLETE 


SS terminates the dialogue 


23 


SS 




SS releases the connection and the test case 
ends 
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Specific Message Contents 
REGISTER (Step 4) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = LCS-LocationNotification 

LocationNotificationArg 

notificationType -> notifyAndVerify- 

LocationNotAllowedlfNoResponse 
locationType -> current Location 
IcsClientExternallD -> externalAddress 
IcsClientName ->dataCodingScheme 
nameString 



RELEASE COMPLETE (Step 8) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = LCS-LocationNotification 
LocationNotificationRes 

verificationResponse -> permissionGranted 



MEASUREMENT CONTROL (Step 9): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 




- No reporting 




- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the first 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


Not present 


Additional Measurements List 


Not present 


CHOICE Measurement type 




- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the second 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based A- 




GPS" in 4.3.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Step 1 1 ) 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 




- CHOICE Reference time 




- GPS reference time only 




- GPS TOW msec 


Not checked 


- CHOICE Position estimate 


One of 'Ellipsoid point with uncertainty 




Circle' or 'Ellipsoid point with uncertainty 




Ellipse' or 'Ellipsoid point with altitude and 




uncertainty Ellipsoid' 


- UE positioning GPS measured results 


Not present 


- UE positioning error 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 
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REGISTER (Step 12) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = LCS-LocationNotification 

LocationNotificationArg 

notificationType -> notifyAndVerify- 

LocationNotAllowedlfNoResponse 
locationType -> current Location 
IcsClientExternallD -> externalAddress 
IcsClientName ->dataCodingScheme 
nameString 



RELEASE COMPLETE (Step 16) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = LCS-LocationNotification 
LocationNotificationRes 

verificationResponse -> permissionDenied 



REGISTER (Step 17) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = LCS-LocationNotification 

LocationNotificationArg 

notificationType -> notifyAndVerify- 

LocationNotAllowedlfNoResponse 
locationType -> current Location 
IcsClientExternallD -> externalAddress 
IcsClientName ->dataCodingScheme 
nameString 



RELEASE COMPLETE (Step 22) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 


Call Independent SS message (1011) 
RELEASE COMPLETE (0010 1010) 



6.1.3.7.5 Test requirements 

After step 7 the UE shall send a RELEASE COMPLETE message with verificationResponse set to permissionGranted. 
After step 10 the UE shall respond with a MEASUREMENT REPORT message containing a UE position estimate. 
After step 15 the UE shall send a RELEASE COMPLETE message with verificationResponse set to permissionDenied. 
During step 21 the UE shall not send any RELEASE COMPLETE message. 
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6.1 .3.8 LCS Mobile terminated location request/ UE-Assisted GPS/ Privacy 
Verification/ Location Allowed if No Response 

6.1.3.8.1 Definition 

This test case applies to all UEs supporting UE-Assisted GPS Location Service capabilities. 

6.1.3.8.2 Conformance requirements 

1) The network invokes a location notification procedure by sending a REGISTER message containing a LCS- 
LocationNotification invoke component to the UE. This may be sent either to request verification for MT-LR or 
to notify about already authorized MT-LR. 

2) In case of privacy verification the MS shall respond to the request by sending a RELEASE COMPLETE 
message containing the mobile subscriber's response in a return result component. 

3) If the timer expires in the network before any response from the MS (e.g. due to no response from the user), the 
network shall interpret this by applying the default treatment defined in GSM 03.71 for GSM and TS 23.171 for 
UMTS (i.e. disallow location if barred by subscription and allow location if allowed by subscription). 

4) if the IE "Measurement command" has the value "setup": 

2> store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement 
identity", first releasing any previously stored measurement with that identity if that exists; 

2> for any other measurement type: 

3> if the measurement is valid in the current RRC state of the UE: 

4> begin measurements according to the stored control information for this measurement identity. 

5) The UE shall: 

1> when a measurement report is triggered: 

2> if the UE was able to perform measurements on at least one neighbour cell included in the variable 
UE_POSITIONING_OTDOA_DATA_UE_ASSISTED in case of OTDOA or one satellite included in the 
variable UE_POSITIONING_GPS_DATA in case of GPS positioning or one cell from the active set in case 
of CELL ID: 

3> if the IE "Vertical Accuracy" is included: 

4> interpret the presence of this IE to indicate that the UTRAN desires to compute a 3-dimensional 
position estimate. 

3> if the IE "Positioning Methods" is set to "GPS": 

4> include the IE "UE positioning GPS measured results" in the measurement report and set the contents 
of the IE as follows: 

5> if the UE supports the capability to provide the GPS timing of the cell frames measurement: 

6> if the IE "GPS timing of Cell wanted" is set to TRUE: 

7> perform the UE GPS timing of cell frames measurement on the serving cell or on one cell 
of the active set. 

7> include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; and 
7> include the IE "Reference SFN" and the IE "UE GPS timing of cell frames". 
6> if the IE "GPS timing of Cell wanted" is set to FALSE: 
7> include the IE "GPS TOW msec". 
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5> if the UE does not support the capability to provide the GPS timing of the cell: 
6> include the IE "GPS TOW msec". 

References 

Conformance requirement 1, 2 and 3: TS 24.030, clause 4.1.1. 

- Conformance requirement 4: TS 25.331, clause 8.4.1.3. 

- Conformance requirement 5: TS 25.331, clause 8.6.7.19.3.3b. 

6.1.3.8.3 Test Purpose 

To verify that when the UE receives a REGISTER message, containing a LCS Location Notification Invoke component 
set to notify AndVerify-LocationAllowedlfNoResponse, the UE notifies the user of the request and indicates that the 
default response is location allowed if no response and providing the opportunity to accept or deny the request and 
sends a RELEASE COMPLETE message containing a LocationNotification return result with verificationResponse set 
to permissionDenied or permissionGranted as appropriate. 

6.1.3.8.4 Method of Test 

Initial Conditions 

System Simulator (SS): 

1 cell, default parameters 

- Satellites: As specified in 4.2 
UE: 

- State "CS-CELL DCH Initial (State 6-1)" as specified in clause 7.4.1 of TS 34.108. 

Related PICS/PIXIT Statements 

- UE Assisted Network Assisted GPS 
px_UeLcsNotification: value for UE LCS Notification timeout timer 

- UE supporting Mobile Terminated Location Request 

Test Procedure 

The SS initiates authentication and ciphering and sends a REGISTER message containing a Facility IE containing a 
LCS Location Notification Invoke message set to notify AndVerify-LocationAllowedlfNoResponse. 

The LCS Client Name contained in the USSD text string of the lcs-LocationNotification should be displayed with the 
option to accept or deny the request and an indication that location will be allowed if no user response is received. 

The user accepts the location request. The UE responds with a RELEASE COMPLETE message containing a 
LocationNotification return result with verificationResponse set to permissionGranted. 

The SS orders an A-GPS positioning measurement using a MEASUREMENT CONTROL message, including 
assistance data as specified in subclause 4.3.3. The UE may request additional assistance data by sending a 
MEASUREMENT REPORT message containing a positioning error indication with the IE "Error reason" set to 
"Assistance Data Missing". If the UE requests additional assistance data, the SS provides the requested assistance data 
in one or more MEASUREMENT CONTROL messages. 

The UE sends a MEASUREMENT REPORT message including IE "UE positioning GPS measured results". 

The SS sends a REGISTER message containing a Facility IE containing a LCS Location Notification Invoke message 
set to notify AndVerify-LocationAllowedlfNoResponse. 
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The SS sends a REGISTER message containing a Facility IE containing a LCS Location Notification Invoke message 
set to notify AndVerify-LocationAllowedlfNoResponse. 

The user denies the location request. The UE responds with a RELEASE COMPLETE message containing a 
LocationNotification return result with verificationResponse set to permissionDenied. 

The SS sends a REGISTER message containing a Facility IE containing a LCS Location Notification Invoke message 
set to notify AndVerify-LocationAllowedlfNoResponse. 

The user ignores the location request by taking no action. If the timer expires in the SS before any response from the UE 
is received, the SS interprets this by applying the default treatment LocationAllowed. 

The SS orders an A-GPS positioning measurement using a MEASUREMENT CONTROL message, including 
assistance data as specified in subclause 4.3.3. The UE may request additional assistance data by sending a 
MEASUREMENT REPORT message containing a positioning error indication with the IE "Error reason" set to 
"Assistance Data Missing". If the UE requests additional assistance data, the SS provides the requested assistance data 
in one or more MEASUREMENT CONTROL messages. 

The UE then sends a MEASUREMENT REPORT message including IE "UE positioning GPS measured results". 
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Expected Sequence 



Step 


Direction 

lip I cc 


Message 


Comments 


1 


<— 


AUTHENTICATION REQUEST 




2 


— > 


AUTHENTICATION RESPONSE 




3 


bb 




SS starts security procedure 


4 


<- 


REGISTER 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyAndVerify-LocationAllowedlfNoResponse 


5 


bb 




bb starts timer I (LObN) set to 90% ot 
pxJJeLcsNotification 


/-» 

D 


i i cr 




The UE notifies the user of the location request 
and indicates to the user that location will be 
allowed in the absence of a response 


7 


i i cr 
Ut 




The user accepts the location request before timer 
T(LCSN) expires 


8 


-> 


RELEASE COMPLETE 


Containing a LocationNotification return result with 
verificationResponse set to permissionGranted 


9 


<- 


1 m — ■ A| 1 fi i — h A I — K IT /~l S~\ K ITn /"\ 1 

MEASUREMENT CONTROL 


Assistance data set as specified for Adequate 
assistance data for UE-assisted A-GPS" in 4.3.3 


10 


-> 


MEASUREMENT REPORT 


UE reports positioning measurement results 
(Option 1) or requests additional assistance data 
(Option 2). 


10a 


<- 


MEASUREMENT CONTROL 


If UE requested additional assistance data in step 
1 0, SS provides the requested data in one or 
more MEASUREMENT CONTROL messages as 
specified in subclause 4.3.5. 


10b 


-> 


MEASUREMENT REPORT 


If UE requested additional assistance data in step 
10, this message contains the IE "UE positioning 
GPS measured results". 


11 


<- 


REGISTER 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyAndVerify-LocationAllowedlfNoResponse 


■i o 

1 2. 


oo 

bb 




bb starts timer I (LObN) set to 90% ot 
pxJJeLcsNotification 


13 


UE 




The UE notifies the user of the location request 
and indicates to the user that location will be 
allowed in the absence of a response 


1 A 
I *+ 


1 IF 




1 lit? Ubci UfciNltib ulfci lUOdUUil ItiL|Ufcibl UfcilUifci UlNel 

T(LCSN) expires 


15 


-> 


RELEASE COMPLETE 


Containing a LocationNotification return result with 
venTicaiionriesponse sei 10 perrnissionijenieu 


I D 


<- 


ncoio i en 


oil InHononrlont QQ onntoininn Por>ilit\/ IP 

odii inucpciiueni oo uuriidiriiriy rdoiniy ic 
Location Notification Invoke message set to 
notifyAndVerify-LocationAllowedlfNoResponse 


1 7 
I / 


QQ 




QQ ctartc timor TYI PQNh cot tn OC\°/ r\f 
OO bLdl lb III lie l 1 ^LL/OlN ) be I LU /o Ul 

r\v 1 Id oc Motif iooti on 
pX UcLOolNUU 1 lOdllUi 1 


18 


UE 




The UE notifies the user of the location request 
and indicates to the user that location will be 
allowed in the absence of a response 


19 


UE 




The user does not reply 


OA 

2.0 


oo 
bb 




bb waits until l (LCbN) expires to verity that the 
UE does not send a RELEASE COMPLETE 
message. 


21 


<- 


RELEASE COMPLETE 


SS terminates the dialogue 


22 


<- 


IVJII^AOI I n ^ i\ ji ^ n it ^^MTnAI 

MEASUREMENT CONTROL 


Assistance data set as specified for "Adequate 
assistance data for UE-assisted A-GPS" in 4.3.5 


23 


-> 


MEASUREMENT REPORT 


UE reports positioning measurement results 
(Option 1) or requests additional assistance data 
(Option 2). 


23a 


<- 


MEASUREMENT CONTROL 


If UE requested additional assistance data in step 
23, SS provides the requested data in one or 
more MEASUREMENT CONTROL messages as 
specified in subclause 4.3.5. 
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23b 


-> 


MEASUREMENT REPORT 


If UE requested additional assistance data in step 
23, this message contains the IE "UE positioning 
GPS measured results". 


24 


SS 




SS releases the connection and the test case 
ends 



Specific Message Contents 



REGISTER (Step 4) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = LCS-LocationNotification 

LocationNotificationArg 

notificationType -> notifyAndVerify-LocationAllowedlfNoResponse 

locationType -> current Location 

IcsClientExternallD -> externalAddress 

IcsClientName ->dataCodingScheme 
nameString 



RELEASE COMPLETE (Step 8) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = LCS-LocationNotification 
LocationNotificationRes 

verificationResponse -> permissionGranted 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


TRUE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for "Adequate assistance 
data for UE-assisted A-GPS" in 4.3.3 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Steps 10 (Option 1) or 10b (Option 2)) 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Present 


- UE positioning error 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Not present 


- UE positioning error 




- Error reason 


Assistance Data Missing 


- GPS additional assistance data request 




- Almanac 


Not checked 


- UTC model 


Not checked 


- Ionospheric model 


Not checked 


- Navigation model 


Not checked 


- DGPS corrections 


Not checked 


- Reference location 


Not checked 


- Reference time 


Not checked 


- Acquisition assistance 


Not checked 


- Real-time integrity 


Not checked 


- Navigation model additional data 


Not checked 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 


SUREMENT CONTROL (Step 10a (Option 2)): 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 




- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 


- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified in 4.3.5 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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REGISTER (Step 11) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = LCS-LocationNotification 

LocationNotificationArg 

notificationType -> notifyAndVerify-LocationAllowedlfNoResponse 

locationType -> current Location 

IcsClientExternallD -> externalAddress 

IcsClientName ->dataCodingScheme 
nameString 



RELEASE COMPLETE (Step 15) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = LCS-LocationNotification 
LocationNotificationRes 

verificationResponse -> permissionDenied 



REGISTER (Step 16) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = LCS-LocationNotification 

LocationNotificationArg 

notificationType -> notifyAndVerify-LocationAllowedlfNoResponse 

locationType -> current Location 

IcsClientExternallD -> externalAddress 

IcsClientName ->dataCodingScheme 
nameString 



RELEASE COMPLETE (Step 21) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 


Call Independent SS message (1011) 
RELEASE COMPLETE (0010 1010) 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


TRUE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for "Adequate assistance 
data for UE-assisted A-GPS" in 4.3.3 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 


SUREMENT REPORT (Steps 23 (Option 1) or 23b (Option 2)) 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Present 


- UE positioning error 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 




- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Not present 


- UE positioning error 




- Error reason 


Assistance Data Missing 


- GPS additional assistance data request 




- Almanac 


Not checked 


- UTC model 


Not checked 


- Ionospheric model 


Not checked 


- Navigation model 


Not checked 


- DGPS corrections 


Not checked 


- Reference location 


Not checked 


- Reference time 


Not checked 


- Acquisition assistance 


Not checked 


- Real-time integrity 


Not checked 


- Navigation model additional data 


Not checked 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Event Results 


Not present 


SUREMENT CONTROL (Step 23a (Option 2)): 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 




- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 


- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified in 4.3.5 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 



6.1.3.8.5 Test requirements 

After step 7 the UE shall send a RELEASE COMPLETE message with verificationResponse set to permissionGranted. 
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After step 9 the UE shall respond with a MEASUREMENT REPORT message containing the IE "UE positioning GPS 
measured results". 

After step 14 the UE shall send a RELEASE COMPLETE message with verificationResponse set to permissionDenied. 

After step 22 the UE shall respond with a MEASUREMENT REPORT message containing the IE "UE positioning GPS 
measured results". 

6.1 .3.9 LCS Mobile terminated location request/ UE-Assisted GPS/ Privacy 
Verification/ Location Not Allowed if No Response 

6.1.3.9.1 Definition 

This test case applies to all UEs supporting UE-Assisted GPS Location Service capabilities. 

6.1.3.9.2 Conformance requirements 

1) The network invokes a location notification procedure by sending a REGISTER message containing a LCS- 
LocationNotification invoke component to the UE. This may be sent either to request verification for MT-LR or 
to notify about already authorized MT-LR. 

2) In case of privacy verification the MS shall respond to the request by sending a RELEASE COMPLETE 
message containing the mobile subscriber's response in a return result component. 

3) If the timer expires in the network before any response from the MS (e.g. due to no response from the user), the 
network shall interpret this by applying the default treatment defined in GSM 03.71 for GSM and TS 23.171 for 
UMTS (i.e. disallow location if barred by subscription and allow location if allowed by subscription). 

4) if the IE "Measurement command" has the value "setup": 

2> store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement 
identity", first releasing any previously stored measurement with that identity if that exists; 



2> for any other measurement type: 

3> if the measurement is valid in the current RRC state of the UE: 

4> begin measurements according to the stored control information for this measurement identity. 

5) The UE shall: 

1> when a measurement report is triggered: 

2> if the UE was able to perform measurements on at least one neighbour cell included in the variable 
UE_POSITIONING_OTDOA_DATA_UE_ASSISTED in case of OTDOA or one satellite included in the 
variable UE_POSITIONING_GPS_DATA in case of GPS positioning or one cell from the active set in case 
of CELL ID: 

3> if the IE "Vertical Accuracy" is included: 

4> interpret the presence of this IE to indicate that the UTRAN desires to compute a 3-dimensional 
position estimate. 

3> if the IE "Positioning Methods" is set to "GPS": 

4> include the IE "UE positioning GPS measured results" in the measurement report and set the contents 
of the IE as follows: 

5> if the UE supports the capability to provide the GPS timing of the cell frames measurement: 
6> if the IE "GPS timing of Cell wanted" is set to TRUE: 
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7> perform the UE GPS timing of cell frames measurement on the serving cell or on one cell 
of the active set. 

7> include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; and 
7> include the IE "Reference SFN" and the IE "UE GPS timing of cell frames". 

6> if the IE "GPS timing of Cell wanted" is set to FALSE: 
7> include the IE "GPS TOW msec". 
5> if the UE does not support the capability to provide the GPS timing of the cell: 

6> include the IE "GPS TOW msec". 

References 

- Conformance requirement 1, 2 and 3: TS 24.030, clause 4.1.1. 

- Conformance requirement 4: TS 25.331, clause 8.4.1.3. 

- Conformance requirement 5: TS 25.331, clause 8.6.7.19.3.3b. 

6.1.3.9.3 Test Purpose 

To verify that when the UE receives a REGISTER message, containing a LCS Location Notification Invoke component 
set to notify AndVerify-LocationNotAllowedlfNoResponse, the UE notifies the user of the request and indicates that the 
default response is location not allowed if no response and providing the opportunity to accept or deny the request and 
sends a RELEASE COMPLETE message containing a LocationNotification return result with verificationResponse set 
to permissionDenied or permissionGranted as appropriate. 

6.1.3.9.4 Method of Test 

Initial Conditions 

System Simulator (SS): 

1 cell, default parameters 

- Satellites: As specified in 4.2 
UE: 

- State "CS-CELL DCH Initial (State 6-1)" as specified in clause 7.4.1 of TS 34.108. 

Related PICS/PIXIT Statements 

- UE Assisted Network Assisted GPS 

- px_UeLcsNotification: value for UE LCS Notification timeout timer 

- UE supporting Mobile Terminated Location Request 

Test Procedure 

The SS initiates authentication and ciphering and sends a REGISTER message containing a Facility IE containing a 
LCS Location Notification Invoke message set to notify AndVerify-LocationNotAllowedlfNoResponse. 

The LCS Client Name contained in the USSD text string of the lcs-LocationNotification should be displayed with the 
option to accept or deny the request and an indication that location will be allowed if no user response is received. 

The user accepts the location request. The UE responds with a RELEASE COMPLETE message containing a 
LocationNotification return result with verificationResponse set to permissionGranted. 
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The SS orders an A-GPS positioning measurement using a MEASUREMENT CONTROL message, including 
assistance data as specified in subclause 4.3.3. The UE may request additional assistance data by sending a 
MEASUREMENT REPORT message containing a positioning error indication with the IE "Error reason" set to 
"Assistance Data Missing". If the UE requests additional assistance data, the SS provides the requested assistance data 
in one or more MEASUREMENT CONTROL messages. 

The UE sends a MEASUREMENT REPORT message including IE "UE positioning GPS measured results". 

The SS sends a REGISTER message containing a Facility IE containing a LCS Location Notification Invoke message 
set to notify AndVerify-LocationNotAllowedlfNoResponse. 

The user denies the location request. The UE responds with a RELEASE COMPLETE message containing a 
LocationNotification return result with verificationResponse set to permissionDenied. 

The SS sends a REGISTER message containing a Facility IE containing a LCS Location Notification Invoke message 
set to notify AndVerify-LocationNotAllowedlfNoResponse. 

The user ignores the location request by taking no action. If the timer expires in the SS before any response from the UE 
is received, the SS interprets this by applying the default treatment LocationNot Alio wed. 
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Expected Sequence 



Step 


Direction 

lip I cc 


Message 


Comments 


1 


<— 


AUTHENTICATION REQUEST 




2 


— > 


AUTHENTICATION RESPONSE 




3 


bb 




SS starts security procedure 


4 


<- 


REGISTER 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyAndVerify-LocationNotAllowedlfNoResponse 


5 


bb 




bb starts timer I (LObN) set to 90% ot 
px_UeLcsNotification 


6 


UE 




The UE notifies the user of the location request 
and indicates to the user that location will be not 
anoweo in ine ausence ot a response 


7 


UE 




The user accepts the location request before timer 
T(LCSN) expires 


8 


-> 


RELEASE COMPLETE 


Containing a LocationNotification return result with 
verificationResponse set to permissionGranted 


9 


<- 


MEASUREMENT CONTROL 




10 


-> 


MEASUREMENT REPORT 


UE reports positioning measurement results 
(Option 1) or requests additional assistance data 
(Option 2). 


10a 


<- 


MEASUREMENT CONTROL 


If UE requested additional assistance data in step 
1 0, SS provides the requested data in one or 
more MEASUREMENT CONTROL messages as 
specified in subclause 4.3.5. 


10b 


-> 


MEASUREMENT REPORT 


If UE requested additional assistance data in step 
10, this message contains the IE "UE positioning 
GPS measured results". 


11 


<- 


REGISTER 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyAndVerify-LocationNotAllowedlfNoResponse 


1 2. 


oo 

bb 




bb starts timer I (LObN) set to 90% ot 
pxJJeLcsNotification 


13 


UE 




The UE notifies the user of the location request 
and indicates to the user that location will be not 
allowed in the absence of a response 


1 A 
I *+ 


1 IF 




1 lit? Ubcl UfciNltio LNti lUOdUUll IfciL|Ufcibl UfcJIUlfci Ulllfcil 

T(LCSN) expires 


15 


-> 


RELEASE COMPLETE 


Containing a LocationNotification return result with 

VuilMOclllUl IriubpUl lou bfcil LU pcilTllbblUMUfciMlfciU 


1 Pi 

I 


<- 


riEVjalo 1 Cn 


oan inaepenaeni oo containing raciiuy it 
Location Notification Invoke message set to 
notifyAndVerify-LocationNotAllowedlfNoResponse 


i 7 
l / 


oo 




QC c+artc timor TYI PQM\ cot tn QC\°/ r\f 
oo bLdilb llliltji 1 ^LL/Ol\^ bcl IU yu /o Ul 

r\v 1 Id oc Motif iooti on 
px UcLOolNUU 1 ICcUIUi 1 


18 


UE 




The UE notifies the user of the location request 

anH inrli^Q+oo tr\ tho I icor that lr\^atinn \A/ill ho nnt 
ell IU IMUIUaLtJb LU 11 Ic UotJI llldl lUUdUUII WIN Uti IIUl 

allowed in the absence of a response 


19 


UE 




The user does not reply 


20 


SS 




SS waits until T(LCSN) expires to verify that the 
UE does not send a RELEASE COMPLETE 
message. 


21 


<- 


RELEASE COMPLETE 


SS terminates the dialogue 


22 


SS 




SS releases the connection and the test case 
ends 
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Specific Message Contents 
REGISTER (Step 4) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = LCS-LocationNotification 

LocationNotificationArg 

notificationType -> notifyAndVerify- 

LocationNotAllowedlfNoResponse 
locationType -> current Location 
IcsClientExternallD -> externalAddress 
IcsClientName ->dataCodingScheme 
nameString 



RELEASE COMPLETE (Step 8) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = LCS-LocationNotification 
LocationNotificationRes 

verificationResponse -> permissionGranted 



MEASUREMENT CONTROL (Step 9): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


TRUE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for "Adequate assistance 




data for UE-assisted A-GPS" in 4.3.3 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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Information element 


Value/remark 


Measurement Information Elements 






Measurement Identity 


10 




Measured Results 






- CHOICE Measurement 






- UE positioning measured results 






- UE positioning OTDOA measured results 


Not present 




- UE positioning position estimate info 


Not present 




- UE positioning GPS measured results 


Present 




- UE positioning error 


Not present 




Measured Results on RACH 


Not present 




Additional Measured Results 


Not present 




Event Results 


Not present 




SUREMENT REPORT (Step 10 (Option 2)): 


Information element 


Value/remark 


Measurement Information Elements 






Measurement Identity 


10 




Measured Results 






- CHOICE Measurement 






- UE positioning measured results 






- UE positioning OTDOA measured results 


Not present 




- UE positioning position estimate info 


Not present 




- UE positioning GPS measured results 


Not present 




- UE positioning error 






- Error reason 


Assistance Data Missing 


- GPS additional assistance data request 






- Almanac 


Not checked 




- UTC model 


Not checked 




- Ionospheric model 


Not checked 




- Navigation model 


Not checked 




- DGPS corrections 


Not checked 




- Reference location 


Not checked 




- Reference time 


Not checked 




- Acquisition assistance 


Not checked 




- Real-time integrity 


Not checked 




- Navigation model additional data 


Not checked 




Measured Results on RACH 


Not present 




Additional Measured Results 


Not present 




Event Results 


Not present 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified in 4.3.5 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 



REGISTER (Step 11) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = LCS-LocationNotification 

LocationNotificationArg 

notificationType -> notifyAndVerify- 

LocationNotAllowedlfNoResponse 
locationType -> current Location 
IcsClientExternallD -> externalAddress 
IcsClientName ->dataCodingScheme 
nameString 



RELEASE COMPLETE (Step 15) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = LCS-LocationNotification 
LocationNotificationRes 

verificationResponse -> permissionDenied 
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REGISTER (Step 16) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (0010 1010) 

Invoke = LCS-LocationNotification 

LocationNotificationArg 

notificationType -> notifyAndVerify- 

LocationNotAllowedlfNoResponse 
locationType -> current Location 
IcsClientExternallD -> externalAddress 
IcsClientName ->dataCodingScheme 
nameString 



RELEASE COMPLETE (Step 21) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 


Call Independent SS message (1011) 
RELEASE COMPLETE (0x10 1010) 



6.1.3.9.5 Test requirements 

After step 7 the UE shall send a RELEASE COMPLETE message with verificationResponse set to permissionGranted. 

After step 9 the UE shall respond with a MEASUREMENT REPORT message containing the IE "UE positioning GPS 
measured results". 

After step 14 the UE shall send a RELEASE COMPLETE message with verificationResponse set to permissionDenied. 
During step 20 the UE shall not send any RELEASE COMPLETE message. 

6.1 .3.10 LCS Mobile terminated location request/ UE-Based or UE-Assisted GPS/ 
Configuration Incomplete 

6.1.3.10.1 Definition 

This test case applies to all UEs supporting UE-based or UE-assisted network assisted GPS, but not UE-based OTDOA. 

6.1.3.10.2 Conformance requirements 

1) The network invokes a location notification procedure by sending a REGISTER message containing a LCS- 
LocationNotification invoke component to the UE. This may be sent either to request verification for MT-LR or 
to notify about already authorized MT-LR. 

2) In the case of location notification no response is required from the MS, the MS shall terminate the dialogue by 
sending a RELEASE COMPLETE message containing a LocationNotification return result. 

3) The UE shall perform the following consistency check: 

1> if UE, according to its capabilities, does not support UE-based OTDOA and if IE "Positioning Methods" is 
set to "OTDOA" and if IE "Method Type" is set to "UE-based": 

2> set the variable CONFIGURATIONJNCOMPLETE to TRUE. 

1> if UE, according to its capabilities, does not support UE-based GPS and if IE "Positioning Methods" is set to 
"GPS" and if IE "Method Type" is set to "UE-based": 

2> set the variable CONFIGURATION_INCOMPLETE to TRUE. 



ETSI 



3GPP TS 37.571-2 version 9.0.0 Release 9 



152 



ETSI TS 137 571-2 V9.0.0 (2012-01) 



1> if UE, according to its capabilities, does not support UE-assisted GPS and if IE "Positioning Methods" is set 
to "GPS" and if IE "Method Type" is set to "UE-assisted": 

2> set the variable CONFIGURATIONJNCOMPLETE to TRUE. 

1> if UE, according to its capabilities, does not support UE-based positioning and if IE "Positioning Methods" is 
set to "OTDOAorGPS " and if IE "Method Type" is set to "UE-based" : 

2> set the variable CONFIGURATIONJNCOMPLETE to TRUE. 

1> if UE, according to its capabilities, does not support Rx-Tx time difference type 2 measurement and if IE 
"Positioning Methods" is set to "Cell ID": 

2> set the variable CONFIGURATIONJNCOMPLETE to TRUE. 

1> if UE, according to its capabilities, does not support UE GPS timing of cell frames measurement and if IE 
"GPS timing of Cell wanted" is set to TRUE: 

2> set the variable CONFIGURATIONJNCOMPLETE to TRUE. 

4) If the variable CONFIGURATIONJNCOMPLETE is set to TRUE, the UE shall: 

1> retain the measurement configuration that was valid before the MEASUREMENT CONTROL message was 
received; 

1> set the IE "RRC transaction identifier" in the MEASUREMENT CONTROL FAILURE message to the value 
of "RRC transaction identifier" in the entry for the MEASUREMENT CONTROL message in the table 
"Accepted transactions" in the variable TRANSACTIONS and clear that entry; 

1> clear the variable CONFIGURATIONJNCOMPLETE; 

1> set the cause value in IE "failure cause" to "Configuration incomplete"; 

1> submit the MEASUREMENT CONTROL FAILURE message to lower layers for transmission on the DCCH 
using AM RLC; 

1> continue with any ongoing processes and procedures as if the invalid MEASUREMENT CONTROL message 
has not been received; 

1> and the procedure ends. 

5) The UE should set the variable UNSUPPORTED_CONFIGURATION to TRUE if the received message is not 
according to the UE capabilities. 

References 

- Conformance requirement 1, 2: TS 24.030, clause 4.1.1. 

- Conformance requirement 3: TS 25.331, clause 8.6.7.19.1 
Conformance requirement 4: TS 25.331, clause 8.4.1.4a 

- Conformance requirement 5: TS 25.331 clause 8.5.20 

6.1.3.10.3 Test Purpose 

To verify that the UE sends a MEASUREMENT CONTROL FAILURE message, after receiving a MEASUREMENT 
CONTROL message with IE "Method Type" set a value which is inconsistent with the UE positioning capabilities. 

To verify that the UE set the "failure cause" IE to value "configuration incomplete" in the uplink MEASUREMENT 
CONTROL FAILURE message. 
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6.1.3.10.4 Method of Test 

Initial Conditions 

System Simulator (SS): 

1 cell, default parameters 

UE: 

- State "CS-CELL DCH Initial (State 6-1)" as specified in clause 7.4.1 of TS 34.108. 

Related PICS/PIXIT Statements 

- UE Based Network Assisted GPS 

- UE Assisted Network Assisted GPS 

- UE supporting Mobile Terminated Location Request 

Test Procedure 

The SS initiates authentication and ciphering and sends a REGISTER message containing a Facility IE containing a 
LCS Location Notification Invoke component set to notifyLocationAllowed. 

The UE responds with a RELEASE COMPLETE message containing a LocationNotification return result. 

The SS sends a MEASUREMENT CONTROL message with "Method type" set to a value not supported by the UE as 
indicated in the "UE positioning capability" contained in the "UE radio access capability" (method not to be supported 
is UE-based OTDOA). 

The UE sends a MEASUREMENT CONTROL FAILURE message with Failure Cause "Configuration Incomplete" or 
"unsupported configuration. 



Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


<— 


AUTHENTICATION REQUEST 




2 


— > 


AUTHENTICATION RESPONSE 




3 


SS 




SS starts security procedure 


4 


<- 


REGISTER 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyLocationAllowed 


5 


UE 




The UE notifies the user of the location request 


6 


-> 


RELEASE COMPLETE 


The UE terminates the dialogue 


7 


SS 




SS verifies that UE does not support UE-based 
OTDOA 


8 


<- 


MEASUREMENT CONTROL 


IE "Method type" is set to a method not supported 
by the UE (UE-based OTDOA) 


9 


-> 


MEASUREMENT CONTROL FAILURE 


Failure cause "Configuration Incomplete" or 
"Unsupported Configuration" 


10 


ss 




SS releases the connection and the test case 
ends 
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Specific Message Contents 
REGISTER (Step 4) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = LCS-LocationNotification 

LocationNotificationArg 

notificationType -> notifyLocationAllowed 
locationType -> current Location 
IcsClientExternallD -> externalAddress 
IcsClientName ->dataCodingScheme 
nameString 



RELEASE COMPLETE (Step 6) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = LCS-LocationNotification 
LocationNotificationRes 

verificationResponse -> permissionGranted 



MEASUREMENT CONTROL (Step 8): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE-based 


- Positioning methods 


OTDOA 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 


Periodical reporting criteria 


- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Not present 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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Information Element 


Value/remark 


RRC transaction identifier 
Failure cause 


Set to the same value of the same IE in the 
MEASUREMENT CONTROL message sent in Step 5 
Failure cause "Configuration Incomplete" or "Unsupported 
Configuration" 



6.1.3.10.5 Test requirements 

After step 5 the UE shall send a RELEASE COMPLETE message. 

After step 8, the UE shall transmit MEASUREMENT CONTROL FAILURE message, stating the IE "failure cause" as 
"configuration incomplete". The UE shall not transmit any MEASUREMENT REPORT messages during the execution 
of this test case. 

6.2 Assisted-GNSS Test Cases 

6.2.1 Assisted GNSS Network Induced Tests 

6.2.1 .1 NI-LR Emergency Call: UE-Based A-GNSS 

6.2.1.1.1 Definition 

This test case applies to all UEs supporting UE-Based GANSS or GNSS Location Service capabilities. 

6.2.1 .1 .2 Conformance requirements 

1) A MM connection for an emergency call may be established in all states of the mobility management sublayer 
which allow MM connection establishment for a normal originating call. 

When a user requests an emergency call establishment the UE will send a CM SERVICE REQUEST message to 
the network with a CM service type information element indicating emergency call establishment. 

2) Having entered the "MM connection pending" state, upon MM connection establishment, the call control entity 
of the UE sends a setup message to its peer entity. This setup message is 

- a SETUP message, if the call to be established is a basic call; and 

an EMERGENCY SETUP message, if the call to be established is an emergency call. 

3) If the IE "UE positioning GANSS reference time" is included, the UE shall: 

1> if the IE "GANSS Day" is included: 

2> store this IE in "UE positioning GANSS reference time" in variable UE_POSITIONING_GANSS_DATA 
and use it as the current GANSS day. 

1> store the IE "GANSS TOD" in the IE "UE positioning GANSS reference time" in variable 

UE_POSITIONING_GANSS_DATA and use it as an estimate of the GANSS Time-of-Day at the time of 
reception of the complete message containing the IE "GANSS TOD"; 

NOTE: The UE does not need to apply any compensation on the GANSS Time-of-Day. 

1> if the IE "GANSS Time ID" is not included: 

2> use Galileo system time as a reference for GANSS-Time-of-Day. 
1> if the IE "GANSS Time ID" is included: 

2> use the system time indicated by this IE as a reference for GANSS-Time-of-Day. 

4) If the IE "UE positioning GANSS reference UE position" is included, the UE shall: 
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1> store this IE in the IE "UE positioning GANSS reference UE position" in variable 
UE_POSITIONING_GANSS_DATA; and 

1> use it as a priori knowledge of the approximate location of the UE. 

5) If the IE "UE positioning GANSS time model" is included, the UE shall for each GANSS: 

1> store the information in "UE positioning GANSS time model" in variable 
UE_POSITIONING_GANSS_DATA; 

1> use the stored parameters to relate GANSS time for the GANSS indicated by "GANSS ID" to time reference 
indicated by IE "GNSS_TO_ID". 

6) The UE shall when a measurement report is triggered: 

1> if the UE has been able to calculate a position after performing measurements on the cells included in the 
variable UE_POSITIONING_OTDOA_DATA_UE_BASED in case of OTDOA or the UE has been able to 
calculate a position in case of GPS or GANSS positioning or the UE has been able to calculate a position 
using a standalone positioning method: 

2> include IE "UE positioning Position Estimate Info" in the MEASUREMENT REPORT and set the 
contents of the IE as follows: 

3> if the UE supports the capability to provide the GANSS timing of the cell frames measurement; 

3> if the IE "GANSS timing of Cell wanted" is not included, or included with each bit set to value zero: 

4> include the IE "GANSS TOD msec" and set it to the GANSS TOD when the position estimate was 
valid. 

3> if the UE does not support the capability to provide the GANSS timing of the cell: 

4> include the IE "GANSS TOD msec" and set it to the GANSS TOD when the position estimate was 
valid; 

4> include the IE "GANSS Time ID" to identify the GNSS system time. 

3> if IE "Vertical Accuracy" has been included in IE "UE positioning reporting quantity": 

4> if the IE "Vertical Accuracy" has been assigned to a value unequal to "0": 

5> if the UE has been able to calculate a 3-dimensional position: 

6> include IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate. 

5> if the UE has not been able to calculate a 3-dimensional position: 

6> act as if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting 
quantity". 

3> if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting quantity": 

4> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to a value 
unequal to 0: 

5> include either IE "Ellipsoid point with uncertainty circle" or IE "Ellipsoid point with 
uncertainty ellipse" or IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the 
position estimate. 

3> if any of the IEs "Ellipsoid point with uncertainty ellipse" or "Ellipsoid point with altitude and 
uncertainty ellipsoid" is reported: 

4> should calculate a value of the IE "Confidence", different from "0", as the probability that the UE 
is located within the uncertainty region of the one of the IEs "Ellipsoid point with uncertainty 
ellipse" or "Ellipsoid point with altitude and uncertainty ellipsoid" that is reported. 

NOTE: The value "0" of the IE "Confidence" is interpreted as "no information" by the UTRAN. 
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Reference(s): 
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Conformance requirement 2: 


TS 


24 


008, clause 5.2.1. 


Conformance requirement 3: 


TS 


25 


331, clause 8.6.7.19.7.7. 


Conformance requirement 4: 


TS 


25 


331, clause 8.6.7.19.7.8. 


Conformance requirement 5: 


TS 


25 


331, clause 8.6.7.19.7.9. 


Conformance requirement 6: 


TS 


25 


331, clause 8.6.7.19.1b. 



6.2.1.1.3 Test Purpose 

To verify when an emergency call is initiated by a UE, and the network performs a GANSS location request using the 
RRC measurement control procedure, then the UE responds with a Measurement Report containing UE location 
estimate. 

6.2.1.1.4 Method of Test 

Initial Conditions 

- System Simulator (SS): 

1 cell, default parameters. 

- Satellites: As specified in 4.2 

- User Equipment (UE): 

- the UE is in state "MM idle" with valid TMSI and CKSN. 

Related PICS/PIXIT Statements 

- Emergency speech call 

- UE Based Network Assisted GANSS 

- UE Based Network Assisted GPS (Sub-tests 3 and 4) 

Test procedure 

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a 
Sub-Test Case Number as defined below: 



Sub-Test Case Number 


Supported GNSS 


1 


UE supporting A-GLONASS only 


2 


UE supporting A-Galileo only 


3 


UE supporting A-GPS and Modernized GPS only 


4 


UE supporting A-GPS 11 ' and A-GLONASS only 


NOTE 1 : "A-GPS" includes Modernized GPS if supported by the UE. 



The UE is made to initiate an emergency call. 

After the call has been through-connected in both directions, the SS orders an A-GNSS positioning measurement using 
one or more (dependent on the Sub-Test) MEASUREMENT CONTROL messages. The last MEASUREMENT 
CONTROL message orders periodical reporting by sending a MEASUREMENT CONTROL message requesting 
periodical measurement reporting (1 report, interval 64s). 

The UE then performs positioning measurements, calculates "UE Positioning Position Estimate Info" and responds with 
this in the RRC message MEASUREMENT REPORT. 
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Finally the SS clears the call. 



Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


UE 




The "emergency number" is entered. Number 
shall be one programmed in test USIM EFecc 
(Emergency Call Codes), ret. 34.108 clause 
8.3.2.21. 


2 


— > 




UE establishes RRC procedure for emergency 
call. 

Establishment cause: Emergency Call 
SS checks that the UE capability includes 
"Network Assisted GANSS Support List" with 
"GANSS mode" set to "UE-based", and that the 
UE includes "Network Assisted GPS Support" for 
UE-based (Sub-Tests 3 and 4 only). 


3 


— > 


CM SERVICE REQUEST 


The CM service type IE indicates "emergency call 
establishment". 


4 


<-- 


AUTHENTICATION REQUEST 


IE Authentication Parameter AUTN shall be 
present in the message. 


5 


--> 


AUTHENTICATION RESPONSE 


SRES specifies correct value. 


6 






SS starts security procedure. 


7 


--> 


EMERGENCY SETUP 


If the Bearer capability IE is not included the 
default UMTS AMR speech version shall be 
assumed. 


8 


<-- 


CALL PROCEEDING 




9 


<- 


ALERTING 




10 


<-- 




SS sets up the radio bearer with the rate indicated 
by the EMERGENCY SETUP message. 


11 


<— 


CONNECT 




12 


— > 


CONNECT ACKNOWLEDGE 




13 


UE 




The DTCH is through connected in both 
directions. 


14 


<— 


MEASUREMENT CONTROL 


All Sub-Tests 


14a 


<— 


MEASUREMENT CONTROL 


Sub-Tests 2-4 only 


14b 


<- 


MEASUREMENT CONTROL 


Sub-Test 4 only 


15 


--> 


MEASUREMENT REPORT 




16 


<-- 


DISCONNECT 


SS disconnects the call and associated radio 
bearer. 
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Specific Message Contents 



MEASUREMENT CONTROL (Step 14): 



Information element 


Value/remark 


Mpa^urpmpnt Information Elpmpnt^ 

IVIvCtw U 1 vl 1 Iwl 1 1 1 1 1 1 \J III 1 %A 1 1 \J 1 1 blvl 1 Ivl 1 Iw 




Mpa^urpmpnt Idpntitv 


10 


MoasuremGnt Command 


Setup 


Mpa^urpinpnt Rpnnrtinn Mndp 

IVI^QCUI vl 1 IUI 11 1 lUIJUl III IU IvIUUU 




- Mpa^urpmpnt rpnnrt tran^fpr mndp 


Arknnwlpdnpd mndp Rl C 

r\Li i\l t\J VV It/UiJt/LJ 1 1 IUUU 1 1 1 w 


- Ppriodioal rpnnrtinn / Evpnttrinopr rpnnrtinn modp 


Pprindinal rpnnrtinn 

i wi i w i v./ la i i w k_/ w i lii iy 


Additional MpaQiirpmpnta 1 i^it 

1 \\J> \J> 1 L 1 \J 1 1 CLI 1 vicaou 1 CI 1 ICI 1 LO 1 lot 


Nnt nrp^pnt 

1 MUl |JI CoCI IL 


OHOIOF MPA^iirpmpnf fvne* 


1 IF nn^itinninn mpaQiirpmpnt 

vJI — [JUolLILJIIIIiy III CQ3UI CI MCI 1 L 


- UE oositionina measurement 

' 1 — k/vulUWI III 1 M 1 1 Iv Ul w 1 1 1 \j 1 1 L 




- IIF nn^itinninn rpnnrtinn nuantitv 

*— ' i — ljwoiiiuiiiiiu i vuui in iy uuui ill i y 




- Mothnd t\/np 

IVICLI IUU ly\JKj 


1 IF ha<ipd 

UL UdoCU 


- Pn^itinninn mpthnd^ 

i woiuwiiiiiy nidi luuo 


GPS 


_ Rpcnon^p timp 

1 1CCD|JUI lOO LI 1 1 IC 


128 


- Hnrizontal annuranv 

i iui i i illii uwui law y 


127 


- Vprtiral armrarv 

V \j 1 11 bul CltjO 1 uujf 


127 


- GPS timinn nf npll wantpd 

I Vw/ li I I ill I y ui 1 1 vv ui i iwu 


FALSE 


- MultiDle sets 

1 V 1 LJ 1 L 1 UIO Ow U 


FALSE 


- Additional aQQiQtanpp data rpni lOQt 

nUU 1 LIUI Idl aool o Lai ILC Uala 1 CLjUdoL 


FALSE 


- Environmental characterization 


Not nresent 

1 « W L K/ 1 w O 1 1 L 


- Vplocitv Rpnup^tpd 


Nnt nrp^pnt 

i « w l ky i w o 1 i l 


- GANSS Positioning Method 


Sub-Test 1 : bit 5 = 1 




Sub-Test 2' bit 1=1 

^JUU 1 VOL £ — . F_/ 1 L 1 1 




Sub-Test 3' bit and 3 = 1 




Riih-Tp<?t 4- hit f) and S - 1 

OUU 1 COL T - . Ull W dl l\J vJ — 1 


- GANSS timinn nf ppII wantpd 

1 \ 1 >J w w LI 1 1 1 1 1 1 y UI liUM Wdll LOU 


Nnt nrp^pnt 

IMUL (-IICCDCIIL 


- GANSS Carripr-Pha^p Mpa^urpmpnt Rpnup^tpd 

Vw^ 1 \ 1 X\JKJ N-/CII 1 Ivyl 1 1 ICLOO IVILyUOUl t» 1 1 Itfl IL 1 luUULyOLL/U 


Nnt nrpspnt 


- GANSS Miilti-frpnupnrv Mpa^urpmpnt Rpnup^tpd 

Vw^ 1 \ 1 N W *— ' 1 VIU 1 11 II OU UUI lUy IVILyQOUl V/l 1 IUI IL 1 I vUU \j\J \.\j\A 


Qpt arrnrdinn tn IJF ranahilitips 


- K/loaQi irpmpnt \/alirlit\/ 

IvICaSU 1 CI 1 Id 1 L vdiiuiiy 




- U E state 


All statps 

nil jicii^o 


- CHOICE ReDortina criteria 




- PprinHinal rpnnrtinn nritpriia 
rcl IUU lUdl 1 trUUI Lilly UI 1 Lt; 1 Id 


Fnr ^%i ih-Tpct 1 nnl\/ 
rui ouu i col i ui ny 


- Amni mt nf rpnnrtinn 
mi iuui il ui i c[jui Liny 




- Reporting interval 


64000 


- No reporting 


For Sub-Tests 2,3,4 only 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the first MEASUREMENT 




CONTROL message for "Adequate assistance data 




for UE-based A-GNSS" in 4.4.1 


- UE positioning GANSS assistance data 


Set as specified for the first MEASUREMENT 




CONTROL message for "Adequate assistance data 




for UE-based A-GNSS" in 4.4.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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MEASUREMENT CONTROL (Step 14a): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Velocity Requested 


Not present 


- GANSS Positioning Method 


Sub-Test 2: bit 1=1 




Sub-Test 3: bit and 3 = 1 




Sub-Test 4: bit and 5 = 1 


- GANSS timing of cell wanted 


Not present 


- GANSS Carrier-Phase Measurement Requested 


Not present 


- GANSS Multi-frequency Measurement Requested 


Set according to UE capabilities 


- Measurement validity 




-UE state 


All states 


- CHOICE Reporting criteria 




- Periodical reporting criteria 


For Sub-Tests 2, 3 only 


- Amount of reporting 


1 


- Reporting interval 


64000 


- No reporting 


For Sub-Test 4 only 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the second MEASUREMENT 




CONTROL message for "Adequate assistance data 




for UE-based A-GNSS" in 44.1 


- UE positioning GANSS assistance data 


Set as specified for the second MEASUREMENT 




CONTROL message for "Adequate assistance data 




for UE-based A-GNSS" in 44.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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MEASUREMENT CONTROL (Step 14b): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Velocity Requested 


Not present 


- GANSS Positioning Method 


Sub-Test 4: bit and 5 = 1 


- GANSS timing of cell wanted 


Not present 


- GANSS Carrier-Phase Measurement Requested 


Not present 


- GANSS Multi-frequency Measurement Requested 


Set according to UE capabilities 


- Measurement validity 




- U Estate 


All states 


- CHOICE Reporting criteria 




- Periodical reporting criteria 




- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the third MEASUREMENT 




CONTROL message for "Adequate assistance data 




for UE-based A-GNSS" in 44.1 


- UE positioning GANSS assistance data 


Set as specified for the third MEASUREMENT 




CONTROL message for "Adequate assistance data 




for UE-based A-GNSS" in 44.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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MEASUREMENT REPORT (Step 15): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 


UE positioning measured results 


- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 




- CHOICE Reference time 


GPS or GANSS reference time only 


- GPS TOW msec 


Not checked 


- GANSS TOD msec 


Not checked 


- CHOICE Position estimate 


One of 'Ellipsoid point with uncertainty Circle' or 




'Ellipsoid point with uncertainty Ellipse' or 'Ellipsoid 




point with altitude and uncertainty Ellipsoid' 


- Position Data 


Not checked 


- CHOICE Velocity estimate 


Not present 


- UE positioning GPS measured results 


Not present 


- UE positioning error 


Not present 


- UE positioning GANSS measured results 


Not present 


Measured Results on secondary UL frequency 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Additional Measured results on secondary UL frequency 


Not present 


Event Results 


Not present 


Event results on secondary UL frequency 


Not present 


Inter-RAT cell info indication 


Not present 


E-UTRA Measured Results 


Not present 


E-UTRA Event Results 


Not present 


CSG Proximity Indication 


Not present 



6.2.1.1.5 Test requirements 

After step 12 the UE shall have through connected the DTCH in both directions. 

After step 14, 14a, or 14b (dependent on Sub-Test) the UE shall respond with a MEASUREMENT REPORT message. 

6.2.1 .2 NI-LR Emergency call: UE-Assisted A-GNSS 

6.2.1.2.1 Definition 

This test case applies to all UEs supporting UE-Assisted GANSS or GNSS Location Service capabilities. 

6.2.1 .2.2 Conformance requirements 

1) A MM connection for an emergency call may be established in all states of the mobility management sublayer 
which allow MM connection establishment for a normal originating call. 

When a user requests an emergency call establishment the UE will send a CM SERVICE REQUEST message to 
the network with a CM service type information element indicating emergency call establishment. 

2) Having entered the "MM connection pending" state, upon MM connection establishment, the call control entity 
of the UE sends a setup message to its peer entity. This setup message is 

- a SETUP message, if the call to be established is a basic call; and 

- an EMERGENCY SETUP message, if the call to be established is an emergency call. 

3) The a measurement report is triggered: 

1> if the UE was UE shall when able to perform measurements on at least one neighbour cell included in the 
variable UE_POSITIONING_OTDOA_DATA_UE_ASSISTED in case of OTDOA or one satellite included 
in the variable UE_POSITIONING_GPS_DATA in case of GPS positioning or one satellite included in the 
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variable UE_POSITIONING_GANSS_DATA in case of GANSS positioning or one cell from the active set 
in case of CELL ID: 

2> if the IE "Vertical Accuracy" is included: 

3> interpret the presence of this IE to indicate that the UTRAN desires to compute a 3-dimensional 
position estimate. 

2> if the IE "Positioning Methods" is set to "GPS" and if the IE "GANSS Positioning Methods" is not 
present or if the IE "GANSS Positioning Methods" is present indicating GPS allowed: 

3> include the IE "UE positioning GPS measured results" in the measurement report and set the contents 
of the IE as follows: 

4> if the UE supports the capability to provide the GPS timing of the cell frames measurement: 

5> if the IE "GPS timing of Cell wanted" is set to FALSE: 

7> include the IE "GPS TOW msec" and set it to the GPS TOW when the measurements 
included in the MEASUREMENT REPORT were valid; 

7> include the IE "UE Positioning GPS Reference Time Uncertainty" and set it to the 

uncertainty of the GPS TOW when the measurements included in the MEASUREMENT 
REPORT were valid. 

4> if the UE does not support the capability to provide the GPS timing of the cell: 

5> include the IE "GPS TOW msec" and set it to the GPS TOW when the measurements included 
in the MEASUREMENT REPORT were valid; 

5> include the IE "UE Positioning GPS Reference Time Uncertainty" and set it to the uncertainty 
of the GPS TOW when the measurements included in the MEASUREMENT REPORT were 
valid. 

2> if the IE "Positioning Methods" is set to "GPS" and the IE "GANSS Positioning Methods" is present 
indicating other GNSS than GPS allowed and if any of these other GNSSs is measured: 

3> include the IE "UE positioning GANSS measured results" in the measurement report and set the 
contents of the IE as follows: 

4> if the UE supports the capability to provide the GANSS timing of the cell frames measurement: 

5> if the IE "GANSS timing of Cell wanted" is not included, or included with each bit set to value 
zero and if IE "UE positioning GPS measured results" is not present: 

6> include the IE "GANSS TOD msec" and set it to the GANSS TOD when the measurements 
included in the MEASUREMENT REPORT were valid. 

4> if the UE does not support the capability to provide the GANSS timing of the cell and if IE "UE 
positioning GPS measured results" is not present: 

5> include the IE "GANSS TOD msec" and set it to the GANSS TOD when the measurements 
included in the MEASUREMENT REPORT were valid. 

4> if the UE supports the capability to perform GANSS measurements on multiple GANSS 
frequencies: 

5> if the IE "GANSS Multi-frequency Measurement Requested" is included with one bit set to 
value one for a supported GANSS, and if any of these GANSS signals are measured: 

6> include the IE "GANSS Signal Measurement Information" for each measured GANSS 
signal. 

References 

- Conformance requirement 1: TS 24.008 clause 4.5.1.5. 
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- Conformance requirement 2: TS 24.008, clause 5.2. 1 . 

- Conformance requirement 3: TS 25.331, clause 8.6.7.19.1a. 

6.2.1 .2.3 Test Purpose 

To verify when an emergency call is initiated by a UE, and the network performs a GANSS location request using the 
RRC measurement control procedure, then the UE responds with a Measurement Report containing "UE positioning 
GANSS measured results" and "UE positioning GPS measured results" (Sub-tests 3 and 4). 

6.2.1.2.4 Method of Test 

Initial Conditions 

- System Simulator (SS): 

1 cell, default parameters. 

- Satellites: As specified in 4.2. 

- User Equipment (UE): 

- the UE is in state "MM idle" with valid TMSI and CKSN. 

Related PICS/PIXIT Statements 

- Emergency speech call 

- UE Assisted Network Assisted GANSS 

- UE Assisted Network Assisted GPS (Sub-tests 3 and 4) 

Test Procedure 

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a 
Sub-Test Case Number as defined below: 



Sub-Test Case Number 


Supported GNSS 


1 


UE supporting A-GLONASS only 


2 


UE supporting A-Galileo only 


3 


UE supporting A-GPS and Modernized GPS only 


4 


UE supporting A-GPS 11 ' and A-GLONASS only 


NOTE 1 : "A-GPS" includes Modernized GPS if supported by the UE. 



The UE is made to initiate an emergency call. 

After the call has been through-connected in both directions, the SS orders an A-GNSS positioning measurement using 
a MEASUREMENT CONTROL message, including assistance data as specified in subclause 4.4.3. The UE may 
request additional assistance data by sending a MEASUREMENT REPORT message containing a positioning error 
indication with the IE "Error reason" set to "Assistance Data Missing". If the UE requests additional assistance data, the 
SS provides the requested assistance data in one or more MEASUREMENT CONTROL messages. 

The UE then performs positioning measurements and responds with the RRC message MEASUREMENT REPORT. 

Finally the SS clears the call. 
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Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


UE 




The "emergency number" is entered. Number 
shall be one programmed in test USIM EFecc 
(Emergency Call Codes), ret. 34.108 clause 
8.3.2.21. 


2 


— > 




UE establishes RRC procedure for emergency 
call. 

Establishment cause: Emergency Call 
SS checks that the UE capability includes 

II N Int,, in „|, Annln4-n.nl f* 1 ANIOO O ■ limn n vl- 1 !n4-" > » f i4-l» 

Network Assisted uANbb support List with 
oainoo mooe sei 10 ut-assisiea , ana inai me 
UE includes "Network Assisted GPS Support" for 
UE-assisted (Sub-Tests 3 and 4 only). 


o 
o 


— > 


OIVI otnVIOt ritLJUto I 


1 L-| j-\ f* fk A n n i \ n n J-i /*n n 1 j h-| nj J n. n + n.n ' ' n yv\ n nnn\/ rto 1 1 

i ne um SGrvicG Type it inaicaiGS GmGrgGncy can 

octo hi i c hmDnt" 
tJbLdullbl II I lcl IL . 


A 


< — 




IF Aiithontir'Qtinn Pciro motor A 1 ITM c h ct 1 1 ho 
IE nUll lul WL-dLIUI 1 i dl dl 1 IcLfcM nU 1 IN blldll Uc 

present in the message. 


c; 


— > 




CRFC cnofifioc fnrro^t \/o 1 1 io 
OriLO bpoOlllcb LUI 1 CL-l VdlUc. 


c 
o 






CC ctartc con iritw nrnrorli iro 
OO bldllb btJOUMLy piUL-tJUUlt;. 


7 


— > 


FUFRRFMPV C;FTI IP 


If tho Rooror r*Q r\Q hi 1 it\/ IF- ic nnt in^hiHoH tho 
II Lilt? Dcdlcl OdpdUlllly Id lb IIUl IMOIUUtJU lllc 

default UMTS AMR speech vGrsion shall bG 
jmpd 

UOOUI 1 IUU. 


8 


< — 


CALL PROCEEDING 




9 


<- 


ALERTING 




10 


<-- 




SS sets up the radio bearer with the rate indicated 

hw tho FMFRfiFNPV C;FTI IP meccano 


11 


<— 


CONNECT 




12 


— > 


CONNECT ACKNOWLEDGE 




13 


UE 




The DTCH is through connected in both 
directions. 


14 


<— 


MEASUREMENT CONTROL 




15 


--> 


MEASUREMENT REPORT 


UE reports positioning measurement results 
(Option 1) or requests additional assistance data 
(Option 2). 


15a 


<-- 


MEASUREMENT CONTROL 


If UE requested additional assistance data in step 
1 5, SS provides the requested data in one or 
more MEASUREMENT CONTROL messages as 
specified in subclause 4.4.5. 


15b 


--> 


MEASUREMENT REPORT 


If UE requested additional assistance data in step 
15, this message contains the IE "UE positioning 
GANSS measured results" and "UE positioning 
GPS measured results" (Sub-tests 3 and 4). 


16 


<-- 


DISCONNECT 


SS disconnects the call and associated radio 
bearer. 
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Specific Message Contents 



MEASUREMENT CONTROL (Step 14): 



Information element 


Value/remark 


Mpa^urpmpnt Information Elpmpnt^ 

IVIvCtw U 1 vl 1 Iwl 1 1 1 1 1 1 \J III 1 %A 1 1 \J 1 1 blvl 1 Ivl 1 Iw 




Mpa^urpmpnt Idpntitv 


10 


MeasurGimGnt Command 


Setup 


Mpa^urpinpnt Rpnnrtinn Mndp 

IVI^QCUI vl 1 IUI 11 1 lUIJUl III IU IvIUUU 




- Mpa^urpmpnt rpnnrt tran^fpr mndp 

1 VIUUOU 1 CI M CI 1 L 1 CUUI L 11 Ul UICI II IUUC- 


Arknowlpdnpd mndp Rl 

/\Li l\l t\J VV 1 1 luUU 1 1 1 W 


- Ppriodinal rpnnrtinn / Evpnt trinnpr rpnortinn mndp 

i c i I w \-A I c la I I vL/vi L 1 1 1 y / I— vv^i il Li lyyw 1 1 k_/ W I li i i y ill uu^ 


Pprindinal rpnnrtinn 

1 vl IvuluUI 1 vUVI LI 1 IM 


Additinnal Mpp^i irpmpnt^ 1 i^it 

1 \\J> \J> 1 L 1 \J 1 1 Ql 1 VlCauU 1 CI 1 ICI 1 LO 1 lot 


Nnt nrp^pnt 

1 MUl |JI CoCI IL 


OHOIOF Mpasi irpmpnt fvnp 


1 IF nn^itinninn imparl irpmpnt 

vJI — [JUolLIUIIIIiy III CuOUl CI 1 1 CI 1 L 


- UE oositionina measurGmGnt 

' 1 — k/vulUWI III 1 M 1 1 Iv Uu Ul \j 1 1 1 V 1 1 L 




- IIF nn^itinninn rpnnrtinn nuantitv 

*— ' 1 — LJWOILIUIIIIIU 1 UIJUI III IU UUCll III Ly 




- MpthnH tunp 
ivicli iuu Lyuc 


1 IF a<5<ii<itpd 

LJ L_ aiololdU 


- Pn^itinninn mpthnd^ 

1 WOlLIWIIIIIV-J MICH IUUj 


GPS 


_ Rpcnnn^p timp 

1 1CCD|JUI lOO LI 1 1 IC 


128 


- Hnrizontal anfujranv 

1 Iwl 1 LCLI UWUI U^yy 


127 


- Vprtiral amurarv 

V C 1 LI UUl GlOO 1 uujf 


127 


- GPS timinn nf npll wantpd 

1 Vw/ LI 1 1 III I y ul V-f 1 1 VV Ul lluU 


FALSE 


- MultiDle sets 


FALSE 


- Additional aQQiQtanpp data rpm iPQt 

nUU 1 LIUI Idl aool o Lai ILC Uala 1 CLjUdoL 


TRUE 


- EnvironmGntal charactorization 


Not nrp^pnt 

1 « W L K/ 1 w O K-* 1 1 L 


- VGlocity RoqiiGStGd 


Not present 


- GANSS Positioning Method 


Sub-Test 1 : bit 5 = 1 




Sub-Test 2: bit 1=1 




Rnh-Tp<?t "V hit and T - 1 

vJUU 1 COL J. UIL U Oil IU J — 1 




Riih-Tp<?t 4- hit and S - 1 

vJUU 1 COl ' ■ Ull \J Cll IU vJ — 1 


- GANSS timinn nf ppII wantpd 

1 \ 1 N Vw/ Vw^ LI 1 1 III IU \J 1 \j C 1 1 Wul 1 L \J \A 


Nnt nrp^pnt 


- (nAM^^ r^arripr-PhaQP Mp^qi irpmpnt RpmiPQtpd 

UnlNOO wall ICI l 1 laoC IvlcaoUltJIIlClll rtCL|UCOLCU 


Mnt nrPQPnt 

IMUl |JI CoCI IL 


- GANSS Miilti-frpnupnrv Mpa^urpmpnt Rpnup^tpd 

Vw^ 1 \ 1 N w w 1 VIU 1 LI II v_/ \_J UUI lUy IVI^fUOUl CI 1 1 CI IL 1 luUU CO LOU 


Spt armrdinn tn IIF nanahilitip^ 


- MpaQi irpmpnt ualiditv 

IvICaSU 1 CI 1 ICI 1 L vaiiuny 




-IIF qtatp 

\J i — o Laic 


All QtPtPCi 


- CHOICE Reporting criteria 




- Periodical reporting criteria 




- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for "Adequate assistance data for 




UE-assisted A-GNSS" in 4.4.3 


- UE positioning GANSS assistance data 


Set as specified for "Adequate assistance data for 




UE-assisted A-GNSS" in 4.4.3 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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MEASUREMENT REPORT (Step 15 (Option 1) or 15b (Option 2)) 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 


UE positioning measured results 


- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Present for Sub-Test 3 and 4 


- UE positioning error 


Not present 


- UE positioning GANSS measured results 


Present 


Measured Results on secondary UL frequency 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Additional Measured results on secondary UL frequency 


Not present 


Event Results 


Not present 


Event results on secondary UL frequency 


Not present 


Inter-RAT cell info indication 


Not present 


E-UTRA Measured Results 


Not present 


E-UTRA Event Results 


Not present 


CSG Proximity Indication 


Not present 


MEASUREMENT REPORT (Step 15 (Option 2)): 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 


UE positioning measured results 


- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Not present 


- UE positioning error 


Not present 


- Error reason 


Assistance Data Missing 


- GPS Additional Assistance Data Request 


Not checked 


- GANSS Additional Assistance Data Request 


Not checked 


- UE positioning GANSS measured results 


Not present 


Measured Results on secondary UL frequency 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Additional Measured results on secondary UL frequency 


Not present 


Event Results 


Not present 


Event results on secondary UL frequency 


Not present 


Inter-RAT cell info indication 


Not present 


E-UTRA Measured Results 


Not present 


E-UTRA Event Results 


Not present 


CSG Proximity Indication 


Not present 
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MEASUREMENT CONTROL (Step 15a (Option 2)): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Velocity Requested 


Not present 


- GANSS Positioning Method 


Sub-Test 1 : bit 5 = 1 




Sub-Test 2: bit 1=1 




Sub-Test 3: bit and 3 = 1 




Sub-Test 4: bit and 5 = 1 


- GANSS timing of cell wanted 


Not present 


- GANSS Carrier-Phase Measurement Requested 


Not present 


- GANSS Multi-frequency Measurement Requested 


Set according to UE capabilities 


- Measurement validity 




-UE state 


All states 


- CHOICE Reporting criteria 




- Periodical reporting criteria 




- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified in 4.4.5 


- UE positioning GANSS assistance data 


Set as specified in 4.4.5 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 



6.2.1 .2.5 Test requirements 

After step 12 the UE shall have through connected the DTCH in both directions. 

After step 14 the UE shall send a MEASUREMENT REPORT message containing the IE "UE positioning GPS 
measured results" and/or "UE positioning GANSS measured results". 

6.2.2 Assisted GNSS Mobile Originated Tests 

6.2.2.1 MO-LR Position Estimate: UE-Based A-GNSS 
6.2.2.1.1 Definition 

This test case applies to all UEs supporting UE-Based GANSS or GNSS Location Service capabilities and providing a 
method to trigger an MO-LR request for a position estimate. 

6.2.21.2 Conformance requirements 

1) The MS invokes a MO-LR by sending a REGISTER message to the network containing a LCS-MOLR invoke 
component. SS Version Indicator value 1 or above shall be used. 
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2) The network shall pass the result of the location procedure to the MS by sending a FACILITY message to the 
MS containing a LCS-MOLR return result component. 

3) After the last location request operation the MS shall terminate the dialogue by sending a RELEASE 
COMPLETE message. 

Reference(s): 

- Conformance requirements 1, 2 and 3: TS 24.030, subclause 5.1.1 

6.2.2.1.3 Test Purpose 

To verify the UE behaviour at a mobile originated location request procedure using network-assisted UE-based GNSS. 

6.2.2.1.4 Method of Test 

Initial Conditions 

- System Simulator (SS): 

1 cell, default parameters. 

- Satellites: As specified in 4.2 

- User Equipment (UE): 

- The UE is in state "MM idle" with valid TMSI and CKSN. 

- The UE is in state "PMM idle" with valid P-TMSI. 

Related PICS/PIXIT Statements 

- UE Based Network Assisted G ANS S . 

- UE Based Network Assisted GPS (Sub-tests 3 and 4). 

- Method of triggering an MO-LR request for a position estimate. 

Test Procedure 

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a 
Sub-Test Case Number as defined below: 



Sub-Test Case Number 


Supported GNSS 


1 


UE supporting A-GLONASS only 


2 


UE supporting A-Galileo only 


3 


UE supporting A-GPS and Modernized GPS only 


4 


UE supporting A-GPS 11 ' and A-GLONASS only 


NOTE 1 : "A-GPS" includes Modernized GPS if supported by the UE. 



The UE invokes call independent supplementary service through a CM SERVICE REQUEST. The SS initiates 
authentication and ciphering. 

The UE invokes an MO-LR request of type "locationEstimate". 

The SS orders an A-GNSS positioning measurement using one or more (dependent on the Sub-Test) MEASUREMENT 
CONTROL messages. 

The SS responds with a FACILITY message containing an MO-LR result. 

When UE receives the FACILITY message, it clears the transaction by sending a RELEASE COMPLETE message. 
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Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


-> 




The UE establishes an RRC connection for 
location service. The SS verifies that the IE 
"Establishment cause" in the received RRC 
OUNNbO I iun HbUUbb I message is set to 
L/riginaTea nign rrioriiy oignainng . 


o 


-> 


OIVI oCnVIOC riC^Uto I 


i ne L/ivi service type it inaicates can 

II lUfciptM lUuMl bUppicI 1 Ifcil Hal y bclVICt? 


O 
O 


<- 






4 


-> 


AUTHENTICATION RESPONSE 




c 




cc 
oo 




The SS starts ciphering and integrity protection. 


c 
D 


-> 


ntvjalo 1 tn 


Call Independent SS containing Facility IE with an 
LCS MO-LR request of type "locationEstimate". 


7 


<-- 


MFA^I IRFMFNT PONTROI 


All ih-TpQtc: 

r\\\ OUU 1 cbLo 


7a 


<— 


MEASUREMENT CONTROL 


Sub-Tests 2-4 only 


7b 


<— 


MEASUREMENT CONTROL 


Sub-Test 4 only 


8 


-> 


MEASUREMENT REPORT 




9 


<- 


FACILITY 


LCS MO-LR result message containing a location 
estimate 


10 


-> 


RELEASE COMPLETE 


The UE terminates the dialogue 


11 


SS 




The SS releases the RRC connection and the test 
case ends. 



Specific Message Contents 



REGISTER (Step 6) 



Information element 


Value/remark 


Supplementary service protocol discriminator 
Transaction identifier 
Register message type 
Facility 

SS version 


101 1 (supplementary services (call independent)) 

xx11 1011 (REGISTER) 
lnvoke=LCS-MOLR 

molr-Type ->locationEstimate 
Version 1 or above 
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MEASUREMENT CONTROL (Step 7): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Velocity Requested 


Not present 


- GANSS Positioning Method 


Sub-Test 1 : bit 5 = 1 




Sub-Test 2: bit 1=1 




Sub-Test 3: bit and 3 = 1 




Sub-Test 4: bit and 5 = 1 


- GANSS timing of cell wanted 


Not present 


- GANSS Carrier-Phase Measurement Requested 


Not present 


- GANSS Multi-frequency Measurement Requested 


Set according to UE capabilities 


- Measurement validity 




-UE state 


All states 


- CHOICE Reporting criteria 




- Periodical reporting criteria 


For Sub-Test 1 only 


- Amount of reporting 


1 


- Reporting interval 


64000 


- No reporting 


For Sub-Tests 2,3,4 only 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the first MEASUREMENT 




CONTROL message for "Adequate assistance data 




for UE-based A-GNSS" in 4.4.1 


- UE positioning GANSS assistance data 


Set as specified for the first MEASUREMENT 




CONTROL message for "Adequate assistance data 




for UE-based A-GNSS" in 4.4.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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MEASUREMENT CONTROL (Step 7a): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Velocity Requested 


Not present 


- GANSS Positioning Method 


Sub-Test 2: bit 1=1 




Sub-Test 3: bit and 3 = 1 




Sub-Test 4: bit and 5 = 1 


- GANSS timing of cell wanted 


Not present 


- GANSS Carrier-Phase Measurement Requested 


Not present 


- GANSS Multi-frequency Measurement Requested 


Set according to UE capabilities 


- Measurement validity 




-UE state 


All states 


- CHOICE Reporting criteria 




- Periodical reporting criteria 


For Sub-Tests 2, 3 only 


- Amount of reporting 


1 


- Reporting interval 


64000 


- No reporting 


For Sub-Test 4 only 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the second MEASUREMENT 




CONTROL message for "Adequate assistance data 




for UE-based A-GNSS" in 4.4.1 


- UE positioning GANSS assistance data 


Set as specified for the second MEASUREMENT 




CONTROL message for "Adequate assistance data 




for UE-based A-GNSS" in 4.4.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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MEASUREMENT CONTROL (Step 7b): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Velocity Requested 


Not present 


- GANSS Positioning Method 


Sub-Test 4: bit and 5 = 1 


- GANSS timing of cell wanted 


Not present 


- GANSS Carrier-Phase Measurement Requested 


Not present 


- GANSS Multi-frequency Measurement Requested 


Set according to UE capabilities 


- Measurement validity 




- U Estate 


All states 


- CHOICE Reporting criteria 




- Periodical reporting criteria 




- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the third MEASUREMENT 




CONTROL message for "Adequate assistance data 




for UE-based A-GNSS" in 4.4.1 


- UE positioning GANSS assistance data 


Set as specified for the third MEASUREMENT 




CONTROL message for "Adequate assistance data 




for UE-based A-GNSS" in 4.4.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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MEASUREMENT REPORT (Step 8) 



Information element 


Value/remark 


Measurement Information Elements 

Measurement Identity 
Measured Results 

- CHOICE Measurement 

- UE positioning measured results 

- UE positioning OTDOA measured results 

- UE positioning position estimate info 

- CHOICE Reference time 

- GPS TOW msec 

- GANSS TOD msec 

- CHOICE Position estimate 

- Position Data 

- CHOICE Velocity estimate 

- UE positioning GPS measured results 

- UE positioning error 

- UE positioning GANSS measured results 
Measured Results on secondary UL frequency 
Measured Results on RACH 

Additional Measured Results 

Additional Measured results on secondary UL frequency 
Event Results 

Event results on secondary UL frequency 
Inter-RAT cell info indication 
E-UTRA Measured Results 
E-UTRA Event Results 
CSG Proximity Indication 


10 

UE positioning measured results 
Not present 

GPS or GANSS reference time only 
Not checked 
Not checked 

One of 'Ellipsoid point with uncertainty Circle' or 

'Ellipsoid point with uncertainty Ellipse' or 'Ellipsoid 

point with altitude and uncertainty Ellipsoid' 

Not checked 

Not present 

Not present 

Not present 

Not present 

Not present 

Not present 

Not present 

Not present 

Not present 

Not present 

Not present 

Not present 

Not present 

Not present 


FACILITY (Step 9) 


Information element 


Value/remark 


Supplementary service protocol discriminator 
Transaction identifier 
Facility message type 
Facility 


101 1 (supplementary services (call independent)) 

xx11 1010 (FACILITY) 
Return Result=LCS-MOLRRes 
-> locationEstimate 


RELEASE COMPLETE (Step 10) 


Information element 


Value/remark 


Supplementary service protocol discriminator 

Transaction identifier 

Release Complete message type 


101 1 (supplementary services (call independent)) 
xx10 1010 (RELEASE COMPLETE) 



6.2.2.1.5 Test requirements 

After step 5 the UE shall transmit a REGISTER message with an LCS MO-LR request with the IE "MOLR-Type" set to 
" locationEstimate " . 

After step 7, the UE shall respond with a MEASUREMENT REPORT message. 
After step 9, the UE shall send a RELEASE COMPLETE message. 
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6.2.2.2 MO-LR Position Estimate: UE-Assisted A-GNSS 

6.2.2.2.1 Definition 

This test case applies to all UEs supporting UE-Assisted GANSS or GNSS Location Service capabilities and providing 
a method to trigger an MO-LR request for a position estimate. 

6.2.2.2.2 Conformance requirements 

1) The MS invokes a MO-LR by sending a REGISTER message to the network containing a LCS-MOLR invoke 
component. SS Version Indicator value 1 or above shall be used. 

2) The network shall pass the result of the location procedure to the MS by sending a FACILITY message to the 
MS containing a LCS-MOLR return result component. 

3) After the last location request operation the MS shall terminate the dialogue by sending a RELEASE 
COMPLETE message. 

Reference(s): 

- Conformance requirements 1, 2 and 3: TS 24.030, subclause 5.1.1 

6.2.2.2.3 Test Purpose 

To verify the UE behaviour at a mobile originated location request procedure using network-assisted UE-assisted 
GNSS. 

6.2.2.2.4 Method of Test 

Initial Conditions 

- System Simulator (SS): 

1 cell, default parameters. 

- Satellites: As specified in 4.2 

- User Equipment (UE): 

- The UE is in state "MM idle" with valid TMSI and CKSN. 

- The UE is in state "PMM idle" with valid P-TMSI. 

Related PICS/PIXIT Statements 

- UE Assisted Network Assisted GANSS. 

- UE Assisted Network Assisted GPS (Sub-tests 3 and 4). 

- Method of triggering an MO-LR request for a position estimate. 

Test Procedure 

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a 
Sub-Test Case Number as defined below: 



Sub-Test Case Number 


Supported GNSS 


1 


UE supporting A-GLONASS only 


2 


UE supporting A-Galileo only 


3 


UE supporting A-GPS and Modernized GPS only 


4 


UE supporting A-GPS 1 " and A-GLONASS only 


NOTE 1 : "A-GPS" includes Modernized GPS if supported by the UE. 
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The UE invokes call independent supplementary service through a CM SERVICE REQUEST. The SS initiates 
authentication and ciphering. 

The UE invokes an MO-LR request of type "locationEstimate". 

The SS orders an A-GNSS positioning measurement using a MEASUREMENT CONTROL message, including 
assistance data as specified in subclause 4.4.3. The UE may request additional assistance data by sending a 
MEASUREMENT REPORT message containing a positioning error indication with the IE "Error reason" set to 
"Assistance Data Missing". If the UE requests additional assistance data, the SS provides the requested assistance data 
in one or more MEASUREMENT CONTROL messages. 

The SS responds with a FACILITY message containing an MO-LR result. 

When UE receives the FACILITY message, it clears the transaction by sending a RELEASE COMPLETE message. 



Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


-> 




The UE establishes an RRC connection for 
loration ^prvirp Thp vprifip^ that thp IF 

luUUUU 1 1 OUI V IvU - 111^ ^w/ V 1 1 1 I O III d I III v 1 l 

"EstablishmGnt causG" in thG rGCGivGd RRC 
CONNECTION REQUEST message is set to 
"Originated High Priority Signalling". 


2 


-> 


CM SERVICE REQUEST 


The CM service type IE indicates "call 
independent supplementary service" 


3 


<- 


AUTHENTICATION REQUEST 




4 


-> 


AUTHENTICATION RESPONSE 




5 


SS 




The SS starts ciphering and integrity protection. 


6 


-> 


REGISTER 


Call Independent SS containing Facility IE with an 
LCS MO-LR request of type "locationEstimate". 


7 


<- 


MEASUREMENT CONTROL 




8 


-> 


MEASUREMENT REPORT 


UE reports positioning measurement results 
(Option 1) or requests additional assistance data 
(Option 2). 


8a 


<- 


MEASUREMENT CONTROL 


If UE requested additional assistance data in step 
8, SS provides the requested data in one or more 
MEASUREMENT CONTROL messages as 
specified in subclause 4.4.5. 


8b 


-> 


MEASUREMENT REPORT 


If UE requested additional assistance data in step 
8, this message contains the IE "UE positioning 
GANSS measured results" and "UE positioning 
GPS measured results" (Sub-tests 3 and 4). 


9 


<- 


FACILITY 


LCS MO-LR result message containing a location 
estimate 


10 


-> 


RELEASE COMPLETE 


The UE terminates the dialogue 


11 


SS 




The SS releases the RRC connection and the test 
case ends 



Specific Message Contents 



REGISTER (Step 6): 



Information element 


Value/remark 


Supplementary service protocol discriminator 
Transaction identifier 
Register message type 
Facility 

SS version 


101 1 (supplementary services (call independent)) 

xx11 1011 (REGISTER) 
lnvoke=LCS-MOLR 

molr-Type ->locationEstimate 
Version 1 or above 
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MEASUREMENT CONTROL (Step 7): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


TRUE 


- Environmental characterization 


Not present 


- Velocity Requested 


Not present 


- GANSS Positioning Method 


Sub-Test 1 : bit 5 = 1 




Sub-Test 2: bit 1=1 




Sub-Test 3: bit and 3 = 1 




Sub-Test 4: bit and 5 = 1 


- GANSS timing of cell wanted 


Not present 


- GANSS Carrier-Phase Measurement Requested 


Not present 


- GANSS Multi-frequency Measurement Requested 


Set according to UE capabilities 


- Measurement validity 




-UE state 


All states 


- CHOICE Reporting criteria 




- Periodical reporting criteria 




- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for "Adequate assistance data for 




UE-assisted A-GNSS" in 4.4.3 


- UE positioning GANSS assistance data 


Set as specified for "Adequate assistance data for 




UE-assisted A-GNSS" in 4.4.3 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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MEASUREMENT REPORT (Step 8 (Option 1) or 8b (Option 2)): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 


UE positioning measured results 


- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Present for Sub-Test 3 and 4 


- UE positioning error 


Not present 


- UE positioning GANSS measured results 


Present 


Measured Results on secondary UL frequency 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Additional Measured results on secondary UL frequency 


Not present 


Event Results 


Not present 


Event results on secondary UL frequency 


Not present 


Inter-RAT cell info indication 


Not present 


E-UTRA Measured Results 


Not present 


E-UTRA Event Results 


Not present 


CSG Proximity Indication 


Not present 


MEASUREMENT REPORT (Step 8 (Option 2)): 


Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 


UE positioning measured results 


- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Not present 


- UE positioning error 




- Error reason 


Assistance Data Missing 


- GPS Additional Assistance Data Request 


Not checked 


- GANSS Additional Assistance Data Request 


Not checked 


- UE positioning GANSS measured results 


Not present 


Measured Results on secondary UL frequency 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Additional Measured results on secondary UL frequency 


Not present 


Event Results 


Not present 


Event results on secondary UL frequency 


Not present 


Inter-RAT cell info indication 


Not present 


E-UTRA Measured Results 


Not present 


E-UTRA Event Results 


Not present 


CSG Proximity Indication 


Not present 
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MEASUREMENT CONTROL (Step 8a (Option 2)): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE assisted 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Velocity Requested 


Not present 


- GANSS Positioning Method 


Sub-Test 1 : bit 5 = 1 




Sub-Test 2: bit 1=1 




Sub-Test 3: bit and 3 = 1 




Sub-Test 4: bit and 5 = 1 


- GANSS timing of cell wanted 


Not present 


- GANSS Carrier-Phase Measurement Requested 


Not present 


- GANSS Multi-frequency Measurement Requested 


Set according to UE capabilities 


- Measurement validity 




-UE state 


All states 


- CHOICE Reporting criteria 




- Periodical reporting criteria 




- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified in 4.4.5 


- UE positioning GANSS assistance data 


Set as specified in 4.4.5 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 



FACILITY (Step 9): 



Information element 


Value/remark 


Supplementary service protocol discriminator 
Transaction identifier 
Facility message type 
Facility 


101 1 (supplementary services (call independent)) 

xx11 1010 (FACILITY) 
Return Result=LCS-MOLRRes 

-> locationEstimate 
Any values may be used. The SS shall not be 
required to calculate the value from the returned 
measurements. 


RELEASE COMPLETE (Step 10): 


Information element 


Value/remark 


Supplementary service protocol discriminator 

Transaction identifier 

Release Complete message type 


101 1 (supplementary services (call independent)) 
xx10 1010 (RELEASE COMPLETE) 
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6.2.2.2.5 Test requirements 

After step 5 the UE shall transmit a REGISTER message with an LCS MO-LR request with the IE "MOLR-Type" set to 
" locationEstimate " . 

After step 7, the UE shall send a MEASUREMENT REPORT message containing the IE "UE positioning GPS 
measured results" and/or "UE positioning GANSS measured results". 

After step 9, the UE shall send a RELEASE COMPLETE message. 

6.2.2.3 MO-LR Position Estimate: UE-Based A-GNSS - Failure Not Enough 
Satellites 

6.2.2.3.1 Definition 

This test case applies to all UEs supporting UE-Based GANSS or GNSS Location Service capabilities and providing a 
method to trigger an MO-LR request for a position estimate. 

6.2.2.3.2 Conformance requirements 

1) The MS invokes a MO-LR by sending a REGISTER message to the network containing a LCS-MOLR invoke 
component. SS Version Indicator value 1 or above shall be used. 

2) if the IE "Measurement command" has the value "modify": 

2> for all IEs present in the MEASUREMENT CONTROL message: 

3> if a measurement was stored in the variable MEASUREMENT_IDENTITY associated to the identity by 
the IE "measurement identity": 

4> if measurement type is set to "UE positioning measurement" and the IE "UE positioning GPS 
assistance data" is present, for any of the optional IEs "UE positioning GPS reference time", "UE 
positioning GPS reference UE position", "UE positioning GPS DGPS corrections", "UE positioning 
GPS ionospheric model", "UE positioning GPS UTC model", "UE positioning GPS acquisition 
assistance", "UE positioning GPS real-time integrity" that are present in the MEASUREMENT 
CONTROL message: 

4> if measurement type is set to "UE positioning measurement" and the IE "UE positioning GANSS 
assistance data" is present, for any of the optional IEs "UE positioning GANSS reference time", "UE 
positioning GANSS reference UE position", "UE positioning DGANSS corrections", "UE positioning 
GANSS ionospheric model", "UE positioning GANSS additional ionospheric model", "UE 
positioning GANSS UTC model", "UE positioning GANSS additional UTC models", "UE positioning 
GANSS reference measurement information", "UE positioning GANSS data bit assistance", "UE 
positioning GANSS Time model", "UE positioning GANSS real-time integrity", "UE positioning 
GANSS Earth orientation parameters", "UE positioning GANSS auxiliary information" that are 
present in the MEASUREMENT CONTROL message: 

5> replace all instances of the IEs listed above (and all their children) stored in variable 

MEAS UREMENTJDENTIT Y associated to the identity indicated by the IE "measurement 
identity" with the IEs received in the MEASUREMENT CONTROL message; 

5> leave all other stored information elements unchanged in the variable 
MEASUREMENTJDENTITY. 

3) If the IE "UE positioning GPS Navigation Model" is included, for each satellite, the UE shall: 

1> use IE "Satellite Status" to determine if an update of IE "UE positioning GPS Ephemeris and Clock 
Correction parameters" has been provided for the satellite indicated by the IE "SatID"; 

1> if an update has been provided for this satellite: 

2> act as specified in subclause 8.6.7.19.3.4. 

If the IE "UE positioning GPS Ephemeris and Clock Correction parameters" is included, for each satellite, the UE shall: 
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1> update the variable UE_POSITIONING_GPS_DATA as follows: 

2> store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GPS Navigation Model" in 
the variable UE_POSITIONING_GPS_DATA, possibly overwriting any existing information in this 
position. 

1> act on these GPS ephemeris and clock correction parameters in a manner similar to that specified in [12]. 

4) If the IE "UE positioning GANSS Navigation Model" is included, the UE shall: 

1> for each GANSS: 
2> for each satellite, the UE shall: 
3> for IE "UE positioning GANSS clock model": 
4> act as specified in subclause 8.6.7.19.7.4a. 
3> for IE "UE positioning GANSS orbit model": 
4> act as specified in subclause 8.6.7.19.7.4b. 

5) If the IE "UE positioning GANSS clock model" is included, the UE shall: 

1> for each GANSS: 

2> update the variable UE_POSITIONING_GANSS_DATA as follows: 

3> store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GANSS Navigation 
Model" in the variable UE_POSITIONING_GANSS_DATA, possibly overwriting any existing 
information in this position. 

2> act on these GANSS clock models in a manner similar to that specified in a relevant ICD. 

6) If the IE "UE positioning GANSS orbit model" is included, for each satellite of each supported GNSS, the UE 

shall: 

1> update the variable UE_POSITIONING_GANSS_DATA as follows: 

2> store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GANSS Navigation 
Model" in the variable UE_POSITIONING_GANSS_DATA, possibly overwriting any existing 
information in this position.. 

1> act on these GANSS orbit models in a manner similar to that specified in a relevant ICD. 

7) The UE shall when a measurement report is triggered: 

2> if the UE has been able to calculate a position after performing measurements on the cells included in the 
variable UE_POSITIONING_OTDOA_DATA_UE_BASED in case of OTDOA or the UE has been able to 
calculate a position in case of GPS or GANSS positioning or the UE has been able to calculate a position 
using a standalone positioning method: 

3> include IE "UE positioning Position Estimate Info" in the MEASUREMENT REPORT and set the 
contents of the IE as follows: 

4> if the UE supports the capability to perform the UE GPS timing of cell frames measurement: 

5> if the IE "GPS timing of Cell wanted" is set to TRUE: 

6> perform the UE GPS timing of cell frames measurement on the serving cell or on one cell of 
the active set. 

6> include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; 
6> include the SFN when the position was determined; 
6> include the IE "UE GPS timing of cell frames"; 
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6> include the IE "UE Positioning GPS Reference Time Uncertainty". 

5> if the IE "GPS timing of Cell wanted" is set to FALSE: 

6> include the IE "GPS TOW msec" and set it to the GPS TOW when the position estimate was 
valid. 

4> if the position was calculated with GPS; and 

4> the UE does not support the capability to provide the GPS timing of the cell: 

5> include the IE "GPS TOW msec" and set it to the GPS TOW when the position estimate was valid. 

4> if the UE supports the capability to provide the GANSS timing of the cell frames measurement: 

5> if the IE "GANSS timing of Cell wanted" is included with one bit set to value one for a supported 
GANSS: 

6> perform the UE GANSS timing of cell frames measurement on the serving cell or on one cell 
of the active set; 

6> include the IE "GANSS Time ID" to identify the GNSS system time; 

6> include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; and 

6> include the IE "Reference SFN" and the IE "UE GANSS timing of cell frames". 

5> if the IE "GANSS timing of Cell wanted" is not included, or included with each bit set to value 
zero: 

6> include the IE "GANSS TOD msec" and set it to the GANSS TOD when the position estimate 
was valid. 

4> if the UE does not support the capability to provide the GANSS timing of the cell: 

5> include the IE "GANSS TOD msec" and set it to the GANSS TOD when the position estimate was 
valid; 

5> include the IE "GANSS Time ID" to identify the GNSS system time. 

4> if IE "Vertical Accuracy" has been included in IE "UE positioning reporting quantity": 

5> if the IE "Vertical Accuracy" has been assigned to value "0": 

6> if the IE "Horizontal Accuracy" has been assigned a value "0": 

7> may include IE "Ellipsoid point with altitude". 

6> if the IE "Horizontal Accuracy" has been assigned a value unequal to "0"; and 

6> if the UE has been able to calculate a 3-dimensional position 

7> include IE "Ellipsoid point with altitude" or IE "Ellipsoid point with altitude and 
uncertainty ellipsoid" as the position estimate. 

6> if the UE has not been able to calculate a 3-dimensional position: 

7> may act as if IE "Vertical Accuracy" was not included in IE "UE positioning reporting 
quantity" . 

5> if the IE "Vertical Accuracy" has been assigned to a value unequal to "0": 
6> if the UE has been able to calculate a 3-dimensional position: 

7> include IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate. 
6> if the UE has not been able to calculate a 3-dimensional position: 
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7> act as if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting 
quantity" . 

4> if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting quantity": 

5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to value 
"0": 

6> may include IE "Ellipsoid point". 

5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to a value 
unequal to 0: 

6> include either IE "Ellipsoid point with uncertainty circle" or IE "Ellipsoid point with 
uncertainty ellipse" or IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the 
position estimate. 

4> if any of the IEs "Ellipsoid point with uncertainty ellipse" or "Ellipsoid point with altitude and 
uncertainty ellipsoid" is reported: 

5> should calculate a value of the IE "Confidence", different from "0", as the probability that the UE 
is located within the uncertainty region of the one of the IEs "Ellipsoid point with uncertainty 
ellipse" or "Ellipsoid point with altitude and uncertainty ellipsoid" that is reported. 

NOTE: The value "0" of the IE "Confidence" is interpreted as "no information" by the UTRAN [57]. 

4> if IE "Velocity Requested" has been included in IE "UE positioning reporting quantity": 

5> include IE "Velocity estimate" if supported and available. 

2> if the UE was not able to calculate a position: 

3> include IE "UE positioning error" in the MEASUREMENT REPORT and set the contents of this IE as 
specified in subclause 8.6.7.19.5. 

8) The UE shall set the contents of the IE "UE positioning Error" as follows: 



1> if the IE "Positioning Methods" in IE "UE positioning reporting quantity" has been assigned to value "GPS" 
and the IE "GANSS Positioning Methods" is present: 

2> if there were not enough GANSS satellites to be received: 

3> set IE "Error reason" to "Not Enough GANSS Satellites". 
2> if some GANSS assistance data was missing: 

3> set IE "Error reason" to "Assistance Data Missing"; and 

3> if the IE "Additional Assistance Data Request" included in the IE "UE positioning reporting quantity" 
stored in the variable ME AS UREMENT_IDENTIT Y is set to TRUE: 

4> include the IE "GANSS Additional Assistance Data Request". 

3> if the IE "Additional Assistance Data Request" included in the IE "UE positioning reporting quantity" 
stored in the variable ME AS UREMENT_IDENTIT Y is set to FALSE: 

4> not include the IE "GANSS Additional Assistance Data Request", and use the assistance data 
available for doing a positioning estimate. 

9) If the network is unable to successfully fulfil the request received from the MS (e.g. to provide a location 

estimate or location assistance information), it shall clear the transaction by sending a RELEASE COMPLETE 
message containing a return error component. Error values are specified in 3GPP TS 24.080. 
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10)PositionMethodFailure: This error is returned by the network when the network is unable to obtain any of the 
location information requested or none of the information obtained satisfies the requested LCS QoS or if 
requested LCS assistance data could not be transferred or requested deciphering keys for broadcast assistance 
data could not be returned. 

Reference(s): 

- Conformance requirements 1 and 9: TS 24.030, subclause 5.1.1 
Conformance requirement 2: TS 25.331, subclause 8.4.1.3. 

- Conformance requirement 3: TS 25.331, subclauses 8.6.7.19.3.3a, 8.6.7.19.3.4. 

- Conformance requirement 4: TS 25.331, subclause 8.6.7.19.7.4 

- Conformance requirement 5: TS 25.331, subclause 8. 6. .7. 19.4a 

- Conformance requirement 6: TS 25.331, subclause 8.6.7.19.4b 

- Conformance requirement 7: TS 25.331, subclause 8.6.7.19.1b 

- Conformance requirement 8: TS 25.331, subclause 8.6.7.19.1b 
Conformance requirement 9: TS 25.331, subclause 8.6.7.19.5 

- Conformance requirement 10: TS 24.080, subclause 4.3.2.29 

6.2.2.3.3 Test Purpose 

To verify the UE behaviour at a mobile originated location request procedure using network-assisted UE-based GNSS 
when the MO-LR procedure fails due to failure of positioning method. 

6.2.2.3.4 Method of Test 

Initial Conditions 

- System Simulator (SS): 

1 cell, default parameters. 

- Satellite Simulator is switched off 

- User Equipment (UE): 

- The UE is in state "MM idle" with valid TMSI and CKSN. 

- The UE is in state "PMM idle" with valid P-TMSI 

Related PICS/PIXIT Statements 

- UE Based Network Assisted GANSS. 

- UE Based Network Assisted GPS (Sub-tests 3 and 4). 

- Method of triggering an MO-LR request for a position estimate. 

Test Procedure 

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a 
Sub-Test Case Number as defined below: 
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Sub-Test Case Number 


Supported GNSS 


1 


UE supporting A-GLONASS only 


2 


UE supporting A-Galileo only 


3 


UE supporting A-GPS and Modernized GPS only 


4 


UE supporting A-GPS 11 ' and A-GLONASS only 


NOTE 1 : "A-GPS" includes Modernized GPS if supported by the UE. 



The UE invokes call independent supplementary service through a CM SERVICE REQUEST. The SS initiates 
authentication and ciphering. 

The UE invokes an MO-LR request of type "locationEstimate". 

The SS orders an A-GNSS positioning measurement using one or more (dependent on the Sub-Test) MEASUREMENT 
CONTROL messages. 

The UE sends a MEASUREMENT REPORT message with a positioning error indication. 
The SS sends a RELEASE COMPLETE message containing a return error component. 



Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


-> 




The UE establishes an RRC connection for 
location service. The SS verifies that the IE 
"Establishment cause" in the received RRC 
CONNECTION REQUEST message is set to 
"Originated High Priority Signalling". 


2 


-> 


CM SERVICE REQUEST 


The CM service type IE indicates "call 
independent supplementary service" 


3 


<- 


AUTHENTICATION REQUEST 




4 


-> 


AUTHENTICATION RESPONSE 




5 


SS 




The SS starts ciphering and integrity protection. 


6 


-> 


REGISTER 


Call Independent SS containing Facility IE with an 
LCS MO-LR request of type "locationEstimate". 


7 


<— 


MEASUREMENT CONTROL 


All Sub-Tests 


7a 


<— 


MEASUREMENT CONTROL 


Sub-Tests 2-4 only 


7b 


<— 


MEASUREMENT CONTROL 


Sub-Test 4 only 


8 


-> 


MEASUREMENT REPORT 


Positioning error report "not enough GANSS 
satellites" or "not enough GPS satellites" (subtests 
3 and 4 only) 


9 


SS 




SS is unable to fulfil the MO-LR request 


10 


<- 


RELEASE COMPLETE 


SS terminates the dialogue containing a return 
error component 


11 


SS 




The SS releases the RRC connection and the test 
case ends. 



Specific Message Contents 



REGISTER (Step 6) 



Information element 


Value/remark 


Supplementary service protocol discriminator 
Transaction identifier 
Register message type 
Facility 

SS version 


101 1 (supplementary services (call independent)) 

xx11 1011 (REGISTER) 
lnvoke=LCS-MOLR 

molr-Type -LocationEstimate 
Version 1 or above 
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MEASUREMENT CONTROL (Step 7): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Velocity Requested 


Not present 


- GANSS Positioning Method 


Sub-Test 1 : bit 5 = 1 




Sub-Test 2: bit 1=1 




Sub-Test 3: bit and 3 = 1 




Sub-Test 4: bit and 5 = 1 


- GANSS timing of cell wanted 


Not present 


- GANSS Carrier-Phase Measurement Requested 


Not present 


- GANSS Multi-frequency Measurement Requested 


Set according to UE capabilities 


- Measurement validity 




-UE state 


All states 


- CHOICE Reporting criteria 




- Periodical reporting criteria 


For Sub-Test 1 only 


- Amount of reporting 


1 


- Reporting interval 


64000 


- No reporting 


For Sub-Tests 2,3,4 only 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the first MEASUREMENT 




CONTROL message for "Adequate assistance data 




for UE-based A-GNSS" in 4.4.1 


- UE positioning GANSS assistance data 


Set as specified for the first MEASUREMENT 




CONTROL message for "Adequate assistance data 




for UE-based A-GNSS" in 4.4.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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MEASUREMENT CONTROL (Step 7a): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Velocity Requested 


Not present 


- GANSS Positioning Method 


Sub-Test 2: bit 1=1 




Sub-Test 3: bit and 3 = 1 




Sub-Test 4: bit and 5 = 1 


- GANSS timing of cell wanted 


Not present 


- GANSS Carrier-Phase Measurement Requested 


Not present 


- GANSS Multi-frequency Measurement Requested 


Set according to UE capabilities 


- Measurement validity 




-UE state 


All states 


- CHOICE Reporting criteria 




- Periodical reporting criteria 


For Sub-Tests 2, 3 only 


- Amount of reporting 


1 


- Reporting interval 


64000 


- No reporting 


For Sub-Test 4 only 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the second MEASUREMENT 




CONTROL message for "Adequate assistance data 




for UE-based A-GNSS" in 4.4.1 


- UE positioning GANSS assistance data 


Set as specified for the second MEASUREMENT 




CONTROL message for "Adequate assistance data 




for UE-based A-GNSS" in 4.4.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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MEASUREMENT CONTROL (Step 7b): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Velocity Requested 


Not present 


- GANSS Positioning Method 


Sub-Test 4: bit and 5 = 1 


- GANSS timing of cell wanted 


Not present 


- GANSS Carrier-Phase Measurement Requested 


Not present 


- GANSS Multi-frequency Measurement Requested 


Set according to UE capabilities 


- Measurement validity 




-UE state 


All states 


- CHOICE Reporting criteria 




- Periodical reporting criteria 




- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the third MEASUREMENT 




CONTROL message for "Adequate assistance data 




for UE-based A-GNSS" in 4.4.1 


- UE positioning GANSS assistance data 


Set as specified for the third MEASUREMENT 




CONTROL message for "Adequate assistance data 




for UE-based A-GNSS" in 4.4.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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MEASUREMENT REPORT (Step 8) 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 


UE positioning measured results 


- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Not present 


- UE positioning error 




- Error reason 


notEnoughGANSS-Satellites or notEnoughGPS- 




Satellites (subtests 3 and 4 only) 


- UE positioning GANSS measured results 


Not present 


Measured Results on secondary UL frequency 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Additional Measured results on secondary UL frequency 


Not present 


Event Results 


Not present 


Event results on secondary UL frequency 


Not present 


Inter-RAT cell info indication 


Not present 


E-UTRA Measured Results 


Not present 


E-UTRA Event Results 


Not present 


CSG Proximity Indication 


Not present 


RELEASE COMPLETE (Step 10) 


Information element 


Value/remark 


Protocol Discriminator 


Call Independent SS message (1011) 


Transaction identifier 




Message type 


RELEASE COMPLETE (0010 1010) 


Facility 


Return error = LCS-MOLR 




Error -> positionMethodFailure 



6.2.2.3.5 Test requirements 

After step 5 the UE shall transmit a REGISTER message with an LCS MO-LR request with the IE "MOLR-Type" set 
to "location Estimate". 

After step 7b, the UE shall respond with a MEASUREMENT REPORT message. 

6.2.2.4 MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS - Success 

6.2.2.4.1 Definition 

This test case applies to all UEs supporting UE-Based or UE-Assisted GANSS or GNSS Location Service capabilities 
and providing a method to trigger an MO-LR request for a assistance data. 

6.2.2.4.2 Conformance requirements 

1) The UE invokes a MO-LR by sending a REGISTER message to the network containing a LCS-MOLR invoke 
component. SS Version Indicator value 1 or above shall be used. 

2) The network shall send a FACILITY message to the UE containing a LCS-MOLR return result component. 

3) After the last location request operation the UE shall terminate the dialogue by sending a RELEASE 
COMPLETE message. 

Reference(s): 

- Conformance requirements 1, 2 and 3: TS 24.030, subclause 5.1.1 
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6.2.2.4.3 Test Purpose 

To verify the UE behaviour at a mobile originated location request procedure using network-assisted UE-based or UE- 
assisted GNSS. 

6.2.2.4.4 Method of Test 

Initial Conditions 

- System Simulator (SS): 

1 cell, default parameters. 

- Satellites: As specified in 4.2 

- User Equipment (UE): 

- The UE is in state "MM idle" with valid TMSI and CKSN. 

- The UE is in state "PMM idle" with valid P-TMSI. 

Related PICS/PIXIT Statements 

- UE Based Network Assisted GANSS. 

- UE Based Network Assisted GPS (Sub-tests 3 and 4). 

- UE Assisted Network Assisted GANSS. 

- UE Assisted Network Assisted GPS (Sub-tests 3 and 4). 

- Method of triggering an MO-LR request for assistance data. 

Test Procedure 

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a 
Sub-Test Case Number as defined below: 



Sub-Test Case Number 


Supported GNSS 


1 


UE supporting A-GLONASS only 


2 


UE supporting A-Galileo only 


3 


UE supporting A-GPS and Modernized GPS only 


4 


UE supporting A-GPS 1 " and A-GLONASS only 


NOTE 1 : "A-GPS" includes Modernized GPS if supported by the UE. 



The UE invokes call independent supplementary service through a CM SERVICE REQUEST. The SS initiates 
authentication and ciphering. 

The UE invokes an MO-LR request of type "AssistanceData". 

The SS transmits an ASSISTANCE DATA delivery message with assistance data. When the assistance data delivery 
was successful, the SS sends a FACILITY message to the UE. 

The SS responds with a FACILITY message containing an MO-LR result. 

When the UE receives the FACILITY message, it clears the transaction by sending a RELEASE COMPLETE message. 
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Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


-> 




The UE establishes an RRC connection for 
location service. The SS verifies that the IE 
"Establishment cause" in the received RRC 
OUNNbO I iun HbUUbb I message is set to 
"Originated High Priority Signalling". 


2 


-> 


CM SERVICE REQUEST 


The CM service type IE indicates "call 
independent supplementary service" 


3 


<- 


AUTHENTICATION REQUEST 




4 


-> 


AUTHENTICATION RESPONSE 




5 


SS 




The SS starts ciphering and integrity protection. 


6 


-> 


REGISTER 


Call Independent SS containing Facility IE with an 
LCS MO-LR request of type "AssistanceData". 


7 


<- 


ASSISTANCE DATA DELIVERY 


The SS provides the requested data in one or 
more ASSISTANCE DATA DELIVERY messages 
as specified in subclause 4.4.5. 


8 


<- 


FACILITY 




9 


-> 


RELEASE COMPLETE 


The UE terminates the dialogue 


10 


SS 




The SS releases the RRC connection and the test 
case ends. 



Information element 


Value/remark 


Protocol Discriminator 


Call Independent SS message (1011) 


Transaction identifier 




Message type 


REGISTER (xx11 1011) 


Facility 


For sub-test 1 and 2: 




Invoke = LCS-MOLR 




LCS-MOLRArg 




molr-Type ->assistanceData 




locationMethod -> assistedGANSS 




ganssAssistanceData -> OCTET STRING 




Octets 1 to 40 are coded in the same way 




as the octets 3 to 9+2n of Requested 




GANSS Data IE in 3GPP TS 49.031 




For sub-test 3 and 4: 




Invoke = LCS-MOLR 




LCS-MOLRArg 




molr-Type ->assistanceData 




locationMethod ->assistedGPSandGANSS 




gpsAssistanceData -> OCTET STRING 




Octets 1 to 38 are coded in the same way 




as octets 3 to 7+2n of Requested GPS 




Data IE in 3GPP TS 49.031 




ganssAssistanceData -> OCTET STRING 




Octets 1 to 40 are coded in the same way 




as the octets 3 to 9+2n of requested 




GANSS Data IE in 3GPP TS 49.031 


SS Version 


Value 1 or above 



ASSISTANCE DATA DELIVERY (Step 7): 



Information element 


Value/remark 


Measurement Information Elements 

UE positioning OTDOA assistance data for UE-based 
UE positioning GPS assistance data 

UE positioning GANSS assistance data 


Not present 

Not present for sub-tests 1 and 2. 

For sub-tests 3 and 4 set as specified in 4.4.5 

Set as specified in 4.4.5 
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FACILITY (Step 8) 



Information element 


Value/remark 


Supplementary service protocol discriminator 
Transaction identifier 
Facility message type 
Facility 


101 1 (supplementary services (call independent)) 

xx11 1010 (FACILITY) 
Return Result=LCS-MOLRRes 
EMPTY 


RELEASE COMPLETE (Step 9) 


Information element 


Value/remark 


Supplementary service protocol discriminator 

Transaction identifier 

Release Complete message type 


101 1 (supplementary services (call independent)) 
xx10 1010 (RELEASE COMPLETE) 



6.2.2.4.5 Test requirements 

After step 5 the UE shall transmit a REGISTER message with an LCS MO-LR request with the IE "MOLR-Type" set to 
"assistanceData". 

After step 8, the UE shall send a RELEASE COMPLETE message. 

6.2.2.5 MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS - Failure 

6.2.2.5.1 Definition 

This test case applies to all UEs supporting UE-Based or UE-Assisted GANSS or GNSS Location Service capabilities 
and providing a method to trigger an MO-LR request for assistance data. 

6.2.2.5.2 Conformance requirements 

1) The UE invokes a MO-LR by sending a REGISTER message to the network containing a LCS-MOLR invoke 
component. 

2) If the network is unable to successfully fulfil the request received from the UE (e.g. to provide a location 
estimate or location assistance information), it shall clear the transaction by sending a RELEASE COMPLETE 
message containing a return error component. Error values are specified in 3GPP TS 24.080. 

3) PositionMethodFailure: This error is returned by the network when the network is unable to obtain any of the 
location information requested or none of the information obtained satisfies the requested LCS QoS or if 
requested LCS assistance data could not be transferred or requested deciphering keys for broadcast assistance 
data could not be returned. 

Reference(s): 

- Conformance requirements 1 and 2: TS 24.030, subclause 5.1.1 

- Conformance requirement 3: TS 24.080, subclause 4.3.2.29 

6.2.2.5.3 Test Purpose 

To verify the UE behaviour at a mobile originated location request for assistance data where the network is unable to 
provide the requested assistance data. 

6.2.2.5.4 Method of Test 

Initial Conditions 

- System Simulator (SS): 
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1 cell, default parameters. 

- Satellites: As specified in 4.2 

- User Equipment (UE): 

The UE shall begin the test with neither GPS nor GANSS assistance data stored. 

- The UE is in state "MM idle" with valid TMSI and CKSN. 

- The UE is in state "PMM idle" with valid P-TMSI 

Related PICS/PIXIT Statements 

- UE Based Network Assisted G ANS S . 

- UE Based Network Assisted GPS (Sub-tests 3 and 4). 

- UE Assisted Network Assisted GANSS. 

- UE Assisted Network Assisted GPS (Sub-tests 3 and 4). 

- Method of triggering an MO-LR request for assistance data. 

Test Procedure 

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a 
Sub-Test Case Number as defined below: 



Sub-Test Case Number 


Supported GNSS 


1 


UE supporting A-GLONASS only 


2 


UE supporting A-Galileo only 


3 


UE supporting A-GPS and Modernized GPS only 


4 


UE supporting A-GPS 11 ' and A-GLONASS only 


NOTE 1 : "A-GPS" includes Modernized GPS if supported by the UE. 



The UE invokes call independent supplementary service through a CM SERVICE REQUEST. The SS initiates 
authentication and ciphering. 

The UE invokes an MO-LR request of type "assistanceData". 
The SS is unable to provide the requested assistance data. 

The SS sends a RELEASE COMPLETE message containing a return error component. 
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Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


-> 




The UE establishes an RRC connection for 
location service. The SS verifies that the IE 
"Establishment cause" in the received RRC 
OUNNbO I iun HbUUbb I message is set to 
"Originated High Priority Signalling". 




-> 


UM bbrivlUb ribUUbb I 


The CM service type IE indicates "call 
independent supplementary service" 


o 
o 


<- 


Al ITUCMTIfATiriM DC/^I ILCT 

AU I MbN I IUA I IUN ribUUbb I 




4 


-> 


AUTHENTICATION RESPONSE 




5 


SS 




The SS starts ciphering and integrity protection. 


6 


-> 


REGISTER 


Call Independent SS containing Facility IE with an 
LCS MO-LR request of type "AssistanceData". 


-7 

1 


bb 




SS is unable to provide the requested assistance 
data 


8 


<- 


RELEASE COMPLETE 


SS terminates the dialogue containing a return 
error component 


9 


SS 




The SS waits for 10 seconds to verify that the UE 
does not send a RELEASE COMPLETE 
message. 


10 


SS 




The SS releases the RRC connection and the test 
case ends 



Specific Message Contents 
REGISTER (Step 6) 



Information element 


Value/remark 


Protocol Discriminator 


Call Independent SS message (1011) 


Transaction identifier 




Message type 


REGISTER (xx11 1011) 


Facility 


Subtests 1 and 2: 




Invoke = LCS-MOLR 




LCS-MOLRArg 




molr-Type ->assistanceData 




locationMethod -> assistedGANSS 




ganssAssistanceData -> OCTET STRING 




Octets 1 to 40 are coded in the 




same way as octets 3 to 9+2n of 




Requested GANSS Data IE in 3GPP 




TS 49.031 




Subtests 3 and 4: 




Invoke = LCS-MOLR 




LCS-MOLRArg 




molr-Type ->assistanceData 




LocationMethod ->assistedGPSandGANSS 




gpsAssistanceData -> OCTET STRING 




Octets 1 to 38 are coded in the same way 




as octets 3 to 7+2n of Requested GPS 


SS version indicator 


Data IE in 3GPP TS 49.031 




ganssAssistanceData -> OCTET STRING 




Octets 1 to 40 are coded in the same way 




as the octets 3 to 9+2n of requested 




GANSS Data IE in 3GPP TS 49.031 




Value 1 or above 
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Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (0010 1010) 
Return error = LCS-MOLR 

Error -> positionMethodFailure 



6.2.2.5.5 Test requirements 

After step 5 the UE shall transmit a REGISTER message with an LCS MO-LR request with the IE "MOLR-Type" set to 
"assistanceData". 

During step 9 the UE shall not send any RELEASE COMPLETE message. 
6.2.3 Assisted GNSS Mobile Terminated Tests 

6.2.3.1 MT-LR: UE-based or UE-Assisted A-GNSS - Request for additional 
assistance data/ Success 

6.2.3.1.1 Definition 

This test case applies to all UEs supporting UE-Based or UE-Assisted GANSS or GNSS Location Service capabilities. 

6.2.3.1.2 Conformance requirements 

1) if the IE "Measurement command" has the value "modify": 

2> for all IEs present in the MEASUREMENT CONTROL message: 

3> if a measurement was stored in the variable MEASUREMENT_IDENTITY associated to the identity by 
the IE "measurement identity": 

4> if measurement type is set to "UE positioning measurement" and the IE "UE positioning GPS 
assistance data" is present, for any of the optional IEs "UE positioning GPS reference time", "UE 
positioning GPS reference UE position", "UE positioning GPS DGPS corrections", "UE positioning 
GPS ionospheric model", "UE positioning GPS UTC model", "UE positioning GPS acquisition 
assistance", "UE positioning GPS real-time integrity" that are present in the MEASUREMENT 
CONTROL message: 

4> if measurement type is set to "UE positioning measurement" and the IE "UE positioning GANSS 
assistance data" is present, for any of the optional IEs "UE positioning GANSS reference time", "UE 
positioning GANSS reference UE position", "UE positioning DGANSS corrections", "UE positioning 
GANSS ionospheric model", "UE positioning GANSS additional ionospheric model", "UE 
positioning GANSS UTC model", "UE positioning GANSS additional UTC models", "UE positioning 
GANSS reference measurement information", "UE positioning GANSS data bit assistance", "UE 
positioning GANSS Time model", "UE positioning GANSS real-time integrity", "UE positioning 
GANSS Earth orientation parameters", "UE positioning GANSS auxiliary information" that are 
present in the MEASUREMENT CONTROL message: 

5> replace all instances of the IEs listed above (and all their children) stored in variable 

MEAS UREMENT_IDENTIT Y associated to the identity indicated by the IE "measurement 
identity" with the IEs received in the MEASUREMENT CONTROL message; 

5> leave all other stored information elements unchanged in the variable 
MEASUREMENTJDENTITY. 

2) If the IE "UE positioning GPS Navigation Model" is included, for each satellite, the UE shall: 

1> use IE "Satellite Status" to determine if an update of IE "UE positioning GPS Ephemeris and Clock 
Correction parameters" has been provided for the satellite indicated by the IE "SatID"; 
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1> if an update has been provided for this satellite: 

2> act as specified in subclause 8.6.7.19.3.4. 

If the IE "UE positioning GPS Ephemeris and Clock Correction parameters" is included, for each satellite, the 
UE shall: 

1> update the variable UE_POSITIONING_GPS_DATA as follows: 

2> store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GPS Navigation 

Model" in the variable UE_POSITIONING_GPS_DATA, possibly overwriting any existing information 
in this position. 

1> act on these GPS ephemeris and clock correction parameters in a manner similar to that specified in [12]. 

3) If the IE "UE positioning GANSS Navigation Model" is included, the UE shall: 

1> for each GANSS: 
2> for each satellite, the UE shall: 
3> for IE "UE positioning GANSS clock model": 
4> act as specified in subclause 8.6.7.19.7.4a. 
3> for IE "UE positioning GANSS orbit model": 
4> act as specified in subclause 8.6.7.19.7.4b. 

4) If the IE "UE positioning GANSS clock model" is included, the UE shall: 

1> for each GANSS: 

2> update the variable UE_POSITIONING_GANSS_DATA as follows: 

3> store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GANSS Navigation 
Model" in the variable UE_POSITIONING_GANSS_DATA, possibly overwriting any existing 
information in this position. 

2> act on these GANSS clock models in a manner similar to that specified in a relevant ICD. 

5) If the IE "UE positioning GANSS orbit model" is included, for each satellite of each supported GNSS, the UE 

shall: 

1> update the variable UE_POSITIONING_GANSS_DATA as follows: 

2> store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GANSS Navigation 
Model" in the variable UE_POSITIONING_GANSS_DATA, possibly overwriting any existing 
information in this position.. 

1> act on these GANSS orbit models in a manner similar to that specified in a relevant ICD. 

6) The UE shall when a measurement report is triggered: 

2> if the UE has been able to calculate a position after performing measurements on the cells included in the 
variable UE_POSITIONING_OTDOA_DATA_UE_BASED in case of OTDOA or the UE has been able to 
calculate a position in case of GPS or GANSS positioning or the UE has been able to calculate a position 
using a standalone positioning method: 

3> include IE "UE positioning Position Estimate Info" in the MEASUREMENT REPORT and set the 
contents of the IE as follows: 

4> if the UE supports the capability to perform the UE GPS timing of cell frames measurement: 
5> if the IE "GPS timing of Cell wanted" is set to TRUE: 
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6> perform the UE GPS timing of cell frames measurement on the serving cell or on one cell of 
the active set. 

6> include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; 

6> include the SFN when the position was determined; 

6> include the IE "UE GPS timing of cell frames"; 

6> include the IE "UE Positioning GPS Reference Time Uncertainty". 

5> if the IE "GPS timing of Cell wanted" is set to FALSE: 

6> include the IE "GPS TOW msec" and set it to the GPS TOW when the position estimate was 
valid. 

4> if the position was calculated with GPS; and 

4> the UE does not support the capability to provide the GPS timing of the cell: 

5> include the IE "GPS TOW msec" and set it to the GPS TOW when the position estimate was valid. 

4> if the UE supports the capability to provide the GANSS timing of the cell frames measurement: 

5> if the IE "GANSS timing of Cell wanted" is included with one bit set to value one for a supported 
GANSS: 

6> perform the UE GANSS timing of cell frames measurement on the serving cell or on one cell 
of the active set; 

6> include the IE "GANSS Time ID" to identify the GNSS system time; 

6> include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; and 

6> include the IE "Reference SFN" and the IE "UE GANSS timing of cell frames". 

5> if the IE "GANSS timing of Cell wanted" is not included, or included with each bit set to value 
zero: 

6> include the IE "GANSS TOD msec" and set it to the GANSS TOD when the position estimate 
was valid. 

4> if the UE does not support the capability to provide the GANSS timing of the cell: 

5> include the IE "GANSS TOD msec" and set it to the GANSS TOD when the position estimate was 
valid; 

5> include the IE "GANSS Time ID" to identify the GNSS system time. 

4> if IE "Vertical Accuracy" has been included in IE "UE positioning reporting quantity": 

5> if the IE "Vertical Accuracy" has been assigned to value "0": 

6> if the IE "Horizontal Accuracy" has been assigned a value "0": 

7> may include IE "Ellipsoid point with altitude". 

6> if the IE "Horizontal Accuracy" has been assigned a value unequal to "0"; and 

6> if the UE has been able to calculate a 3-dimensional position 

7> include IE "Ellipsoid point with altitude" or IE "Ellipsoid point with altitude and 
uncertainty ellipsoid" as the position estimate. 

6> if the UE has not been able to calculate a 3-dimensional position: 

7> may act as if IE "Vertical Accuracy" was not included in IE "UE positioning reporting 
quantity". 
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5> if the IE "Vertical Accuracy" has been assigned to a value unequal to "0": 

6> if the UE has been able to calculate a 3 -dimensional position: 

7> include IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate. 

6> if the UE has not been able to calculate a 3-dimensional position: 

7> act as if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting 
quantity". 

4> if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting quantity": 

5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to value 
"0": 

6> may include IE "Ellipsoid point". 

5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to a value 
unequal to 0: 

6> include either IE "Ellipsoid point with uncertainty circle" or IE "Ellipsoid point with 
uncertainty ellipse" or IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the 
position estimate. 

4> if any of the IEs "Ellipsoid point with uncertainty ellipse" or "Ellipsoid point with altitude and 
uncertainty ellipsoid" is reported: 

5> should calculate a value of the IE "Confidence", different from "0", as the probability that the UE 
is located within the uncertainty region of the one of the IEs "Ellipsoid point with uncertainty 
ellipse" or "Ellipsoid point with altitude and uncertainty ellipsoid" that is reported. 

NOTE: The value "0" of the IE "Confidence" is interpreted as "no information" by the UTRAN [57]. 

4> if IE "Velocity Requested" has been included in IE "UE positioning reporting quantity": 

5> include IE "Velocity estimate" if supported and available. 

2> if the UE was not able to calculate a position: 

3> include IE "UE positioning error" in the MEASUREMENT REPORT and set the contents of this IE as 
specified in subclause 8.6.7.19.5. 

7) The UE shall: 

1> when a measurement report is triggered: 

2> if the UE was able to perform measurements on at least one neighbour cell included in the variable 
UE_POSITIONING_OTDOA_DATA_UE_ASSISTED in case of OTDOA or one satellite included in the 
variable UE_POSITIONING_GPS_DATA in case of GPS positioning or one cell from the active set in case 
of CELL ID: 

3> if the IE "Vertical Accuracy" is included: 

4> interpret the presence of this IE to indicate that the UTRAN desires to compute a 3-dimensional 
position estimate. 

if the IE "Positioning Methods" is set to "GPS" and the IE "GANSS Positioning Methods" is present 
indicating other GNSS than GPS allowed and if any of these other GNSSs is measured: 

4> include the IE "UE positioning GANSS measured results" in the measurement report and set the 
contents of the IE as follows: 

5> if the UE supports the capability to provide the GANSS timing of the cell frames measurement: 

6> if the IE "GANSS timing of Cell wanted" is included with one bit set to value one for a 
supported GANSS and if IE "UE GPS timing of cell frames" is not present: 
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7> perform the UE GANSS timing of cell frames measurement on the serving cell or on one 
cell of the active set; 

7> include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; and 

7> include the IE "Reference SFN" and the IE "UE GANSS timing of cell frames". 

6> if the IE "GANSS timing of Cell wanted" is not included, or included with each bit set to value 
zero and if IE "UE positioning GPS measured results" is not present: 

7> include the IE "GANSS TOD msec" and set it to the GANSS TOD when the measurements 
included in the MEASUREMENT REPORT were valid. 

5> if the UE does not support the capability to provide the GANSS timing of the cell and if IE "UE 
positioning GPS measured results" is not present: 

6> include the IE "GANSS TOD msec" and set it to the GANSS TOD when the measurements 
included in the MEASUREMENT REPORT were valid. 

5> if the UE supports the capability to provide the GANSS carrier-phase measurements: 

6> if the IE "GANSS Carrier-Phase Measurement Requested" is included with one bit set to value 
one for a supported GANSS: 

7> include the IE "Carrier Quality Indication" and include the IE "ADR". 

5> if the UE supports the capability to perform GANSS measurements on multiple GANSS 
frequencies: 

6> if the IE "GANSS Multi-frequency Measurement Requested" is included with one bit set to 
value one for a supported GANSS, and if any of these GANSS signals are measured: 

7> include the IE "GANSS Signal Measurement Information" for each measured GANSS 
signal. 

8) 1> if the UE is unable to report the requested measurement results due to missing GPS assistance data: 

2> the UE may at anytime send a measurement report containing the IE "UE positioning error" and set the 
contents of this IE as specified in subclause 8.6.7.19.5. 

2> after sending the measurement report, the UE shall not send another measurement report to request the same 
GPS assistance data for at least 20s. This requirement does not apply after release of the current RRC 
connection. 

1> if the UE is unable to report the requested measurement results due to missing GANSS assistance data: 

2> the UE may at anytime send a measurement report containing the IE "UE positioning error" and set the 
contents of this IE as specified in subclause 8.6.7.19.5; 

2> after sending the measurement report, the UE shall not send another measurement report to request the same 
GANSS assistance data for at least 20s. This requirement does not apply after release of the current RRC 
connection. 

9) The UE shall set the contents of the IE "UE positioning Error" as follows: 



1> if the IE "Positioning Methods" in IE "UE positioning reporting quantity" has been assigned to value "GPS" 
and the IE "GANSS Positioning Methods" is present: 

2> if there were not enough GANSS satellites to be received: 

3> set IE "Error reason" to "Not Enough GANSS Satellites". 
2> if some GANSS assistance data was missing: 

3> set IE "Error reason" to "Assistance Data Missing"; and 
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3> if the IE "Additional Assistance Data Request" included in the IE "UE positioning reporting quantity" 
stored in the variable ME AS UREMENT_IDENTIT Y is set to TRUE: 

4> include the IE "GANSS Additional Assistance Data Request". 

3> if the IE "Additional Assistance Data Request" included in the IE "UE positioning reporting quantity" 
stored in the variable ME AS UREMENT_IDENTIT Y is set to FALSE: 

4> not include the IE "GANSS Additional Assistance Data Request", and use the assistance data 
available for doing a positioning estimate. 

Reference(s): 

- Conformance requirement 1: TS 25.331, subclause 8.4.1.3. 

- Conformance requirement 2: TS 25.331, subclauses 8.6.7.19.3.3a, 8.6.7.19.3.4. 

- Conformance requirement 3: TS 25.331, subclause 8.6.7.19.7.4 

- Conformance requirement 4: TS 25.331, subclause 8.6.7.19.7.4a 

Conformance requirement 5: TS 25.331, subclause 8.6.7.19.7.4b 
Conformance requirement 6: TS 25.331, subclause 8.6.7.19.1b 
Conformance requirement 7: TS 25.331, subclause 8.6.7.19.1a 

- Conformance requirement 8: TS 25.331, subclause 8.6.7.19.1a, 8.6.7.19.1b 

- Conformance requirement 9: TS 25.331, subclause 8.6.7.19.5 

6.2.3.1.3 Test Purpose 

To verify the UE's behaviour in a mobile-terminated location request procedure using UE-based or UE-assisted A- 
GNSS with assistance data from the network. 

To verify that the UE in CELL_DCH state accepts assistance data received in multiple MEASUREMENT CONTROL 

messages. 

To verify that the UE includes the IE "GPS Additional Assistance Data Request" or "GANSS Additional Assistance 
Data Request" to request assistance data when it does not have enough assistance data. 

6.2.3.1.4 Method of Test 

Initial Conditions 

- System Simulator (SS): 

1 cell, default parameters. 

- Satellites: As specified in 4.2. 

- User Equipment (UE): 

- The UE is in state "MM idle" with valid TMSI and CKSN. 

- The UE is in state "PMM idle" with valid P-TMSI. 

- The UE shall begin the test with no GPS and GANSS assistance data stored. 

Related PICS/PIXIT Statements 

- UE Based Network Assisted GANSS. 

- UE Assisted Network Assisted GANSS 
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- UE Based Network Assisted GPS (Sub-tests 3 and 4). 

- UE Assisted Network Assisted GPS (Sub-tests 3 and 4). 

- Method of clearing stored GPS/GANSS assistance data. 

Test Procedure 

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a 
Sub-Test Case Number as defined below: 



Sub-Test Case Number 


Supported GNSS 


1 


UE supporting A-GLONASS only 


2 


UE supporting A-Galileo only 


3 


UE supporting A-GPS and Modernized GPS only 


4 


UE supporting A-GPS 11 ' and A-GLONASS only 


NOTE 1 : "A-GPS" includes Modernized GPS if supported by the UE. 



The stored GPS/GANSS assistance data in the UE shall be cleared. 

The SS initiates authentication and ciphering and orders a positioning measurement using a MEASUREMENT 
CONTROL message including no assistance data. 

The UE sends a MEASUREMENT REPORT message to report a positioning error, requesting further assistance data. 
The SS response with one or more MEASUREMENT CONTROL messages that include the requested assistance data 
and instructs the UE not to repeat the request for assistance data. The final MEASUREMENT CONTROL message 
orders periodic reporting. 

The UE performs positioning measurements and responds with a MEASUREMENT REPORT message including the 
IE "UE Positioning Position Estimate Info" in case of UE-based, or including the IE "UE positioning GANSS measured 
results" and/or "UE positioning GPS measured results" in case of UE-assisted. 



Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


<- 


AUTHENTICATION REQUEST 




2 


-> 


AUTHENTICATION RESPONSE 




3 


SS 




The SS starts ciphering and integrity 
protection. 


4 




Void 




5 




Void 




6 




Void 




7 


<— 


MEASUREMENT CONTROL 


No assistance data, and "Additional 
Assistance Data Request" IE set to TRUE. 


8 


-> 


MEASUREMENT REPORT 


Positioning error report 'Assistance Data 
Missing' 


9 


<- 


MEASUREMENT CONTROL 


The SS provides the requested data in one 
or more MEASUREMENT CONTROL 
messages. The last message contains: 
Reporting mode: Periodical reporting 
Amount of reporting: 1 
Reporting interval: 64000 


10 


--> 


MEASUREMENT REPORT 


Measurement report message containing UE 
position estimate (UE-based), or IE "UE 
positioning GANSS measured results" and/or 
"UE positioning GPS measured results" (UE- 
assisted). 


11 


ss 




The SS releases the RRC connection and 
the test case ends. 
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Specific Message Contents 



MEASUREMENT CONTROL (Step 7): 



Information element 



Value/remark 



Measurement Information Elements 
Measurement Identity 
Measurement Command 
Measurement Reporting Mode 

- Measurement report transfer mode 

- Periodical reporting / Event trigger reporting mode 
Additional Measurements List 

CHOICE Measurement type 

- UE positioning measurement 

- UE positioning reporting quantity 

- Method type 

- Positioning methods 

- Response time 

- Horizontal accuracy 

- Vertical accuracy 

- GPS timing of cell wanted 

- Multiple sets 

- Additional assistance data request 

- Environmental characterization 

- Velocity Requested 

- GANSS Positioning Method 



- GANSS timing of cell wanted 

- GANSS Carrier-Phase Measurement Requested 

- GANSS Multi-frequency Measurement Requested 

- Measurement validity 

-UE state 

- CHOICE Reporting criteria 

- Periodical reporting criteria 

- Amount of reporting 

- Reporting interval 

- No reporting 

- UE pos OTDOA assistance data for UE-assisted 

- UE pos OTDOA assistance data for UE-based 

- UE positioning GPS assistance data 



- UE positioning GANSS assistance data 



Physical Channel Information Elements 
DPCH compressed mode status info 



10 

Setup 

Acknowledged mode RLC 
Periodical reporting 
Not present 

UE positioning measurement 



UE based or UE assisted 

GPS 

128 

127 

127 

FALSE 

FALSE 

TRUE 

Not present 

Not present 

Sub-Test 1 : bit 5 = 1 

Sub-Test 2: bit 1=1 

Sub-Test 3: bit and 3 = 1 

Sub-Test 4: bit and 5 = 1 

Not present 

Not present 

Set according to UE capabilities 
All states 



1 

64000 

Not present 
Not present 

Set as specified for "Inadequate assistance 
data for UE-based A-GNSS" in 4.4.2 
or 

"Inadequate assistance data for UE-assisted 
A-GNSS" in 4.4.4 

Set as specified for "Inadequate assistance 
data for UE-based A-GNSS" in 4.4.2 
or 

"Inadequate assistance data for UE-assisted 
A-GNSS" in 4.4.4 



Not present 
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MEASUREMENT REPORT (Step 8) 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 


UE positioning measured results 


- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Not present 


- UE positioning error 


Not present 


- Error reason 


Assistance Data Missing 


-GPS additional assistance data requested 


Sub-tests 3 and 4 


-Almanac 


Present, if requested by UE 


-UTC model 


Present, if requested by UE 


-Ionospheric model 


Present, if requested by UE 


-Navigation model 


Present, if requested by UE 


-DGPS corrections 


Present, if requested by UE 


-Reference location 


Present, if requested by UE 


-Reference time 


Present, if requested by UE 


-Acquisition assistance 


Present, if requested by UE 


-Real-time integrity 


Present, if requested by UE 


-Navigation model additional data 


Present, if requested by UE 


-GANSS additional assistance data requested 


Sub-tests 1 , 2, 4 


-GANSS Reference time 


Present, if requested by UE 


-Reference location 


Present, if requested by UE 


-GANSS Ionospheric model 


Present, if requested by UE 


-GANSS Additional Ionospheric Model for 


Present, if requested by UE 


Data ID = '00' 




-GANSS Additional Ionospheric Model for 


Present, if requested by UE 


Data ID = '11' 




-GANSS Earth orientation parameters 


Present, if requested by UE 


-GANSS Real-time integrity 


Present, if requested by UE 


-GANSS Almanac 


Present, if requested by UE 


-GANSS Time Model 


Present, if requested by UE 


-GANSS Ephemeris Extension Check 


Present, if requested by UE 


- UE positioning GANSS measured results 


Not present 


Measured Results on secondary UL frequency 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Additional Measured results on secondary UL frequency 


Not present 


Event Results 


Not present 


Event results on secondary UL frequency 


Not present 


Inter-RAT cell info indication 


Not present 


E-UTRA Measured Results 


Not present 


E-UTRA Event Results 


Not present 


CSG Proximity Indication 


Not present 
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MEASUREMENT CONTROL (Step 9) 



Information element 


Value/remark 


MGcisurGimGnt Information Elomonts 




Mpqci i rompnt IHpntitv/ 

IVICdoUl CI 1 ICI 11 lUCIIlliy 


1 n 


Mpa^urpmpnt Onmmand 


Mndifv 

i viuu 1 1 y 


Mpa^urpmpnt Rpnnrtinn Mndp 


- Mpa^iirprripnt rpnnrt tran^fpr mndp 

1 VI&UOU 1 \j 1 1 1 \j 1 1 L 1 UUUI L L 1 CI 1 1 O 1 tj 1 II IUUU 


Arknnwlpdnpd mndp Rl 

nv r\ i iu vv iCfUucu 1 1 iuuu i 1 1 w 


_ PprinHinal rpnnrtinn / F\/pnt \nnnpr rpnnrtinn mnrlp 
r ci luuiodi i c|jui in iy / c vci 1 1 u lyy ci i c|j*ji li i iy 1 1 iuuc 


Pprindinal rpnnrtinn 
r ci luuiucii i c|jui li i iy 


AHHitinnal MpaQi irpmpntc; 1 i<5t 

rAUUI IIXJ 1 1 dl IVICaoUl CI 1 1 CI 1 Lo L_lO I 


Mnt nrp<?pnt 

1 NUI [Jl CoCI 11 


OHOIOF MPA^iirpmpnf fvnp 


1 IF nnQitinninn mpaQiirpmpnt 

ui — ijuoiiiuiniiy mi Cuoui ci 1 1 ci i l 


- 1 IP nnQitinninn mpaQi irpmpnt 

UL LJUolllUI II 1 iy 1 1 ICaoU 1 CI 1 ICI 1 L 




- 1 IP nnQitinninn rpnnrtinn niiantitv 
ul [juoi uui hi iy icjjuiwiy L|Udiuiiy 




- Mpthnd tvnp 

1 V 1 L 1 IUU Ly L/C 


IJF ha^pd nr NF a^^i^tpd 


- Pncitinninn mpthnrlc 

FUolllUllllly IIICLI lUUo 


uro 


_ Rpcnnn<?p timp 
rico|JL/i ioc lii iic 


1 C\J 


- Wnri7nntpl arn irarw 
nui lldl ol\j\j\J\ a\jy 


1 97 

1 £_ / 


- X/prtinal am iraru 

VCILIL.dl CH->OUIClL»y 


127 


- GPS timing of coll wantod 


FALSE 


- Mi iltinlp *^pt9 

IVIUlLl|JIC OCLO 


FALSE 


- Additinnal a^i^tanrp data rpnup^t 


FALSE 


- Fnvirnnmpntal nharantpri7atinn 

1 llvllWllllldl IQI Kj\ 1 ul uULUI l£_Ull KJ 1 1 


Nnt nrpQpnt 

INvJl [Jl COCI 11 


- \/plnnit\/ Rpni iPQtpH 
v ciuoi iy ncL|UcoLcu 


Mnt nrpcpnt 

INUl \J\ COCI 1 L 


- GANSS Positioning Method 


Sub-test 1 : bit 5 = 1 




Sub-test 2' bit 1 =1 

K-J U K/ Ivul £ — - K/ 1 L 1 1 




Sub-test 3: bit an 3 = 1 




Sub-Test 4: bit and 5 = 1 


- GANSS timing of cell wanted 


Not present 


- GANSS Carrier-Phase Measurement Reauested 


Not Dresent 

1 ivl u 1 wJUl 1 L 


- GANSS Multi-frGquGncy Measurement Requested 


Sot according to UE capabilities 


- Mpa^urpmpnt validity 

i v i \j uo ui ui i iV/i ii v ui iuilv 




- 1 IF Qtatp 

UL oLdLC 


All QtatPQ 

AAI 1 oldLCo 


- P.HOinF Rpnnrtinn rritpria 
unvjiuL n&fjui lii /y o//ic//d 


Qpt ac rpni lirprl annnrrlinn tn nnQitinn in 
oci do icl|uiic\j doirUiuiiiy iu jjuoiuuii hi 




cpriiipnrp nf mP99anP9 


- Pprindiral rpnnrtinn rritpria 

1 t7 1 IUU 1 *»/Cll 1 t/UUI Lilly Oil Ivl 1 U 


ftpt a^ rpnuirpd amnrdinn tn nn^itinn in 

\j l uo ivuuii^u a^vjU i \_ii i iy lu uuji liwi i hi 




QPni ipnrp nf mPQQanPQ 
ocLjuci iuc ui 1 1 icoodyco 


- Amount of reDortina 

/ \ i i iuui ii *— ' i i Lf uui in iy 


Spt a^ rpnuirpd acenrdinn tn nn^itinn in 

VwV \-> I UO 1 wU U 1 1 \-> UVVUI iiiy IV UUUI LI W II III 




sequence of messages 


- Reporting interval 


Set as required according to position in 




sequence of messages 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified in 4.4.5 


- UE positioning GANSS assistance data 


Set as specified in 4.4.5 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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MEASUREMENT REPORT (Step 10) 



Information element 


Value/remark 


Measurement Information Elements 
Measurement Identity 
Measured Results 

- CHOICE Measurement 

- UE positioning measured results 

- UE positioning OTDOA measured results 

- UE positioning position estimate info 

-CHOICE Position estimate 

- UE positioning GPS measured results 

- UE positioning error 

- UE positioning GANSS measured results 
Measured Results on secondary UL frequency 
Measured Results on RACH 

Additional Measured Results 

Additional Measured results on secondary UL frequency 
Event Results 

Event results on secondary UL frequency 
Inter-RAT cell info indication 
E-UTRA Measured Results 
E-UTRA Event Results 
CSG Proximity Indication 


10 

UE positioning measured results 
Not present 

One of 'Ellipsoid point with uncertainty Circle' 
or 'Ellipsoid point with uncertainty Ellipse' or 
'Ellipsoid point with altitude and uncertainty 
Ellipsoid' (UE-based) 

Present for UE-assisted (Sub-Tests 3 & 4) 
Not present 

Present for UE-assisted. 

Not present 

Not present 

Not present 

Not present 

Not present 

Not present 

Not present 

Not present 

Not present 

Not present 



6.2.3.1.5 Test requirements 

After step 7 the UE shall send a MEASUREMENT REPORT message containing the IE "UE positioning error", with 
"Error reason" set to "Assistance Data Missing". 

After step 9 the UE shall send a MEASUREMENT REPORT message containing a valid UE position estimate (UE- 
based) or GANSS and/or GPS measurements (UE-assisted). 

6.2.3.2 MT-LR Position Estimate: UE-Based A-GNSS - Failure Not Enough 
Satellites 

6.2.3.2.1 Definition 

This test case applies to all UEs supporting UE-Based GANSS or GNSS Location Service capabilities. 

6.2.3.2.2 Conformance requirements 

1) if the IE "Measurement command" has the value "modify": 

2> for all IEs present in the MEASUREMENT CONTROL message: 

3> if a measurement was stored in the variable MEASUREMENT_IDENTITY associated to the identity by 
the IE "measurement identity": 

4> if measurement type is set to "UE positioning measurement" and the IE "UE positioning GPS 
assistance data" is present, for any of the optional IEs "UE positioning GPS reference time", "UE 
positioning GPS reference UE position", "UE positioning GPS DGPS corrections", "UE positioning 
GPS ionospheric model", "UE positioning GPS UTC model", "UE positioning GPS acquisition 
assistance", "UE positioning GPS real-time integrity" that are present in the MEASUREMENT 
CONTROL message: 

4> if measurement type is set to "UE positioning measurement" and the IE "UE positioning GANSS 
assistance data" is present, for any of the optional IEs "UE positioning GANSS reference time", "UE 
positioning GANSS reference UE position", "UE positioning DGANSS corrections", "UE positioning 
GANSS ionospheric model", "UE positioning GANSS additional ionospheric model", "UE 
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positioning GANSS UTC model", "UE positioning GANSS additional UTC models", "UE positioning 
GANSS reference measurement information", "UE positioning GANSS data bit assistance", "UE 
positioning GANSS Time model", "UE positioning GANSS real-time integrity", "UE positioning 
GANSS Earth orientation parameters", "UE positioning GANSS auxiliary information" that are 
present in the MEASUREMENT CONTROL message: 

5> replace all instances of the IEs listed above (and all their children) stored in variable 

MEAS UREMENT_IDENTIT Y associated to the identity indicated by the IE "measurement 
identity" with the IEs received in the MEASUREMENT CONTROL message; 

5> leave all other stored information elements unchanged in the variable 
MEASUREMENTJDENTITY. 

2) If the IE "UE positioning GPS Navigation Model" is included, for each satellite, the UE shall: 

1> use IE "Satellite Status" to determine if an update of IE "UE positioning GPS Ephemeris and Clock 
Correction parameters" has been provided for the satellite indicated by the IE "SatID"; 

1> if an update has been provided for this satellite: 

2> act as specified in subclause 8.6.7.19.3.4. 

If the IE "UE positioning GPS Ephemeris and Clock Correction parameters" is included, for each satellite, the 
UE shall: 

1> update the variable UE_POSITIONING_GPS_DATA as follows: 

2> store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GPS Navigation 

Model" in the variable UE_POSITIONING_GPS_DATA, possibly overwriting any existing information 
in this position. 

1> act on these GPS ephemeris and clock correction parameters in a manner similar to that specified in [12]. 

3) If the IE "UE positioning GANSS Navigation Model" is included, the UE shall: 

1> for each GANSS: 
2> for each satellite, the UE shall: 
3> for IE "UE positioning GANSS clock model": 
4> act as specified in subclause 8.6.7.19.7.4a. 
3> for IE "UE positioning GANSS orbit model": 
4> act as specified in subclause 8.6.7.19.7.4b. 

4) If the IE "UE positioning GANSS clock model" is included, the UE shall: 

1> for each GANSS: 

2> update the variable UE_POSITIONING_GANSS_DATA as follows: 

3> store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GANSS Navigation 
Model" in the variable UE_POSITIONING_GANSS_DATA, possibly overwriting any existing 
information in this position. 

2> act on these GANSS clock models in a manner similar to that specified in a relevant ICD. 

5) If the IE "UE positioning GANSS orbit model" is included, for each satellite of each supported GNSS, the UE 

shall: 

1> update the variable UE_POSITIONING_GANSS_DATA as follows: 

2> store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GANSS Navigation 
Model" in the variable UE_POSITIONING_GANSS_DATA, possibly overwriting any existing 
information in this position.. 
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1> act on these GANSS orbit models in a manner similar to that specified in a relevant ICD. 

6) The UE shall when a measurement report is triggered: 

2> if the UE has been able to calculate a position after performing measurements on the cells included in the 
variable UE_POSITIONING_OTDOA_DATA_UE_BASED in case of OTDOA or the UE has been able to 
calculate a position in case of GPS or GANSS positioning or the UE has been able to calculate a position 
using a standalone positioning method: 

3> include IE "UE positioning Position Estimate Info" in the MEASUREMENT REPORT and set the 
contents of the IE as follows: 

4> if the UE supports the capability to perform the UE GPS timing of cell frames measurement: 

5> if the IE "GPS timing of Cell wanted" is set to TRUE: 

6> perform the UE GPS timing of cell frames measurement on the serving cell or on one cell of 
the active set. 

6> include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; 

6> include the SFN when the position was determined; 

6> include the IE "UE GPS timing of cell frames"; 

6> include the IE "UE Positioning GPS Reference Time Uncertainty". 

5> if the IE "GPS timing of Cell wanted" is set to FALSE: 

6> include the IE "GPS TOW msec" and set it to the GPS TOW when the position estimate was 
valid. 

4> if the position was calculated with GPS; and 

4> the UE does not support the capability to provide the GPS timing of the cell: 

5> include the IE "GPS TOW msec" and set it to the GPS TOW when the position estimate was valid. 

4> if the UE supports the capability to provide the GANSS timing of the cell frames measurement: 

5> if the IE "GANSS timing of Cell wanted" is included with one bit set to value one for a supported 
GANSS: 

6> perform the UE GANSS timing of cell frames measurement on the serving cell or on one cell 
of the active set; 

6> include the IE "GANSS Time ID" to identify the GNSS system time; 

6> include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; and 

6> include the IE "Reference SFN" and the IE "UE GANSS timing of cell frames". 

5> if the IE "GANSS timing of Cell wanted" is not included, or included with each bit set to value 
zero: 

6> include the IE "GANSS TOD msec" and set it to the GANSS TOD when the position estimate 
was valid. 

4> if the UE does not support the capability to provide the GANSS timing of the cell: 

5> include the IE "GANSS TOD msec" and set it to the GANSS TOD when the position estimate was 
valid; 

5> include the IE "GANSS Time ID" to identify the GNSS system time. 
4> if IE "Vertical Accuracy" has been included in IE "UE positioning reporting quantity": 
5> if the IE "Vertical Accuracy" has been assigned to value "0": 
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6> if the IE "Horizontal Accuracy" has been assigned a value "0": 

7> may include IE "Ellipsoid point with altitude". 

6> if the IE "Horizontal Accuracy" has been assigned a value unequal to "0"; and 

6> if the UE has been able to calculate a 3-dimensional position 

7> include IE "Ellipsoid point with altitude" or IE "Ellipsoid point with altitude and 
uncertainty ellipsoid" as the position estimate. 

6> if the UE has not been able to calculate a 3-dimensional position: 

7> may act as if IE "Vertical Accuracy" was not included in IE "UE positioning reporting 
quantity". 

5> if the IE "Vertical Accuracy" has been assigned to a value unequal to "0": 

6> if the UE has been able to calculate a 3-dimensional position: 

7> include IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate. 

6> if the UE has not been able to calculate a 3-dimensional position: 

7> act as if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting 
quantity" . 

4> if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting quantity": 

5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to value 
"0": 

6> may include IE "Ellipsoid point". 

5> if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to a value 
unequal to 0: 

6> include either IE "Ellipsoid point with uncertainty circle" or IE "Ellipsoid point with 
uncertainty ellipse" or IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the 
position estimate. 

4> if any of the IEs "Ellipsoid point with uncertainty ellipse" or "Ellipsoid point with altitude and 
uncertainty ellipsoid" is reported: 

5> should calculate a value of the IE "Confidence", different from "0", as the probability that the UE 
is located within the uncertainty region of the one of the IEs "Ellipsoid point with uncertainty 
ellipse" or "Ellipsoid point with altitude and uncertainty ellipsoid" that is reported. 

NOTE: The value "0" of the IE "Confidence" is interpreted as "no information" by the UTRAN [57]. 

4> if IE "Velocity Requested" has been included in IE "UE positioning reporting quantity": 

5> include IE "Velocity estimate" if supported and available. 

2> if the UE was not able to calculate a position: 

3> include IE "UE positioning error" in the MEASUREMENT REPORT and set the contents of this IE as 
specified in subclause 8.6.7.19.5. 

7) The UE shall set the contents of the IE "UE positioning Error" as follows: 



1> if the IE "Positioning Methods" in IE "UE positioning reporting quantity" has been assigned to value "GPS" 
and the IE "GANSS Positioning Methods" is present: 

2> if there were not enough GANSS satellites to be received: 
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3> set IE "Error reason" to "Not Enough GANSS Satellites". 
2> if some GANSS assistance data was missing: 
3> set IE "Error reason" to "Assistance Data Missing"; and 

3> if the IE "Additional Assistance Data Request" included in the IE "UE positioning reporting quantity" 
stored in the variable ME AS UREMENT_IDENTIT Y is set to TRUE: 

4> include the IE "GANSS Additional Assistance Data Request". 

3> if the IE "Additional Assistance Data Request" included in the IE "UE positioning reporting quantity" 
stored in the variable ME AS UREMENT_IDENTIT Y is set to FALSE: 

4> not include the IE "GANSS Additional Assistance Data Request", and use the assistance data 
available for doing a positioning estimate. 

Reference(s): 

- Conformance requirement 1: TS 25.331, subclause 8.4.1.3. 

- Conformance requirement 2: TS 25.331, subclauses 8.6.7.19.3.3a, 8.6.7.19.3.4. 
Conformance requirement 3: TS 25.331, subclause 8.6.7.19.7.4 
Conformance requirement 4: TS 25.331, subclause 8. 6. .7. 19.4a 

- Conformance requirement 5: TS 25.331, subclause 8.6.7.19.4b 

- Conformance requirement 6: TS 25.331, subclause 8.6.7.19.1b 

- Conformance requirement 7: TS 25.331, subclause 8.6.7.19.5 

6.2.3.2.3 Test Purpose 

To verify the UE behaviour at a mobile terminated location request procedure using network-assisted UE-based GNSS 
when the MT-LR procedure fails due to failure of positioning method. 

To verify that the UE in CELL_DCH state accepts assistance data received in multiple MEASUREMENT CONTROL 

messages. 

To verify that the UE sets the IE Error Reason in 'UE Positioning Error' to 'Not Enough GANSS Satellites' when it 
does not receive enough satellite signals to compute a position. 

6.2.3.2.4 Method of Test 

Initial Conditions 

- System Simulator (SS): 

1 cell, default parameters. 

- Satellite Simulator is switched off. 

- User Equipment (UE): 

- State "CS-CELL DCH Initial (State 6-1)" as specified in clause 7.4.1 of TS 34.108. 

Related PICS/PIXIT Statements 

- UE Based Network Assisted GANSS. 

- UE Based Network Assisted GPS (Sub-tests 3 and 4). 
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Test Procedure 

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a 
Sub-Test Case Number as defined below: 



Sub-Test Case Number 


Supported GNSS 


1 


UE supporting A-GLONASS only 


2 


UE supporting A-Galileo only 


3 


UE supporting A-GPS and Modernized GPS only 


4 


UE supporting A-GPS 11 ' and A-GLONASS only 


NOTE 1 : "A-GPS" includes Modernized GPS if supported by the UE. 



The SS initiates authentication and ciphering and orders an A-GNSS positioning measurement using one or more 
(dependent on the sub-test) MEASUREMENT CONTROL messages. 

The UE sends a MEASUREMENT REPORT message reporting a positioning error for not enough satellite signal. 



Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


<- 


AUTHENTICATION REQUEST 




2 


-> 


AUTHENTICATION RESPONSE 




3 


SS 




SS starts security procedure 


4 




Void 




5 




Void 




6 




Void 




7 


<-- 


MEASUREMENT CONTROL 


All Sub-Tests 


7a 


<— 


MEASUREMENT CONTROL 


Sub-Tests 2-4 only 


7b 


<— 


MEASUREMENT CONTROL 


Sub-Test 4 only 


8 


-> 


MEASUREMENT REPORT 


Positioning error report 'not enough satellites' 


9 


SS 




The SS releases the RRC connection and 
the test case ends. 
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Specific Message Contents 



MEASUREMENT CONTROL (Step 7): 



Information element 


Value/remark 


Measurement Information Elements 




Mpa^urpmpnt Idpntitv 


10 


Measurement Command 


Setup 


Measurement Reporting Mode 




- Mpjiqi irpmpnt rpnnrt tran^ifpr mnrlp 

IvICQOUl CI MCI 11 1 C[JUI L LI al lolCI II IUUC 


AoknnwIpHnpH mnrlp Rl C 


- Pprindinal rpnnrtinn / Evpnt trinnpr rpnortinn modp 

1 U 1 1 U \-A 1 U LA 1 1 LfUVJI L 1 1 I y / I— vol IL LI lyy w 1 1 U k-/ U 1 LI 1 1 y III W w 


Pprindical rpnortinn 

i u i iuu ivjui i w k_/ w i lii i y 


Additinnal Mpa^urpmpnt^ 1 i^t 

I \U U 1 LIU 1 1 Cll 1 VIUUO U 1 Ul MUI 1 LO Llul 


Nnt nrpc;pnt 

1 NUL U 1 UOU 1 1 I 


OHOIOF Mpa^urpmpnt tvnp 

V_/ 1 IWIUI — IVIL/UJUI ul 1 1 CI 11 IV 


IJF nn^itinninn mpa^urpmpnt 

>— ' 1 — UUOI LIUI III IU 1 1 ICuOUl CI 1 IUI IL 


- UE nn^itinninn mpa^urpmpnt 

' 1 — U W O 1 11 vl III 1 y 1 1 1 vl4uU 1 vl 1 Ivl 1 L 




- IIF nn^itinninn rpnnrtinn nuantitv 

>— ' i — ijuoilivji iii iu i uuui li i iy uuui ill l y 




- MpthnH t\/np 

IVICLI IUU Ly|Jc 


1 IF hac;prl 


- PnQitinninn mpthnrlQ 

rUolLIUIIIIIU IIICU lUUo 


UIO 


_ Rpcnnn^p timp 

1 lOoLJU 1 loO LI 1 1 IC 


1 28 


- Horizontal aoouranv 

1 1 W 1 lt_UI ILLLI UUbU 1 UUy 


127 


- Vprtinal aoouraov 

V U 1 LIVjLLI LlUU U 1 U\j y 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- AHrlitinnal aQQiQtanpp Hata rpm iPQt 

nUU 1 LIUI ICll aool o Ldl ILC Uala 1 CLjUdoL 


FALSE 


- Environmental characterization 


Nnt nrpspnt 

1 N W L U 1 www 1 1 L 


- Vplnritv Rpnup^fpd 


Nnt nrp^pnt 

INUL Ul COCI IL 


- GANSS Positioning Method 


Sub-Test 1 " bit 5 = 1 

UUL/ 1 UOL 1 ■ UIL U 1 




Sub-Test 2' bit 1 =1 

U UU 1 vul £ — ■ U 1 L 1 1 




Sub-Test 3: bit and 3 = 1 




Sub-Test 4' bit and 5 - 1 

w U U 1 COL ~. Mil U ul IU u — 1 


- C-5ANSS timinn of ppII wantpd 

K^A 1 \ 1 ivJO LI 1 1 III 1 U U 1 L/wll V V Cll 1 L U V-/I 


Nnt nrp^pnt 

i iul yi coci u 


- (-iANSS Oarripr-Phacip Mpa^urpmpnt Rpnup^tpd 

Vw^ 1 \ i n w w wai i i \j \ i i icloc iviuaoui c 1 1 ici il i ivUuuolou 


Nnt nrpc;pnt 

MUI Ul COCI IL 


- (nANSS Mi ilti-f rpm ipnrv Mpa9i irpmpnt Rpmip^tprl 

VJfM NOW IV 1 U 1 LI II CLjUCI luy IVICClOUl CI 1 ICI 11 1 IC^UCO LCU 


Qpt prrnrrlinn tn 1 IF ranahilitipc; 

Ocl uuuul UN IU LU kj 1 — UdfJClUI II LICO 


- Mpjiqi irpmpnt valirlitv 

ivicaoui ci 1 1 ci i l v ai iu i ly 




-IIF <;tatp 


All QtatPQ 


- CHOICE Rpnnrtinn rritpria 

1 1 W 1 V_/ 1 — 1 LU U U 1 LI 1 1 y Vyl 1 LC 1 1 Q 




- Pprindiral rpnnrtinn rritpria 

1 U 1 IUU IUCII 1 CkJU 1 III i y Vyl 1 IC 1 1 CI 


Fnr Suh-Tp^t 1 nnlv 

1 Ul WU U 1 CO L 1 Ul 1 1 y 


- Amount of rpnortinn 

/ \ i i iuu i i l w i i w ky u i li i i y 


1 


- Rpnnrtinn intprval 

itCUUI Lll ly II ILCl VCll 




- No rpnortinn 

1 lU 1 V/UUI Lll IU 


For Sub-Tests 2 3 4 onlv 

i u i ^— ' u u i u o lo £— , u , r u iiiy 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the first 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based 




A-GNSS" in 4.4.1 


- UE positioning GANSS assistance data 


Set as specified for the first 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based 




A-GNSS" in 4.4.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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MEASUREMENT CONTROL (Step 7a): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 


- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Velocity Requested 


Not present 


- GANSS Positioning Method 


Sub-Test 2: bit 1 = 1 




Sub-Test 3: bit and 3 = 1 




Sub-Test 4: bit and 5 = 1 


- GANSS timing of cell wanted 


Not present 


- GANSS Carrier-Phase Measurement Requested 


Not present 


- GANSS Multi-frequency Measurement Requested 


Set according to UE capabilities 


- Measurement validity 




- U Estate 


All states 


- CHOICE Reporting criteria 




- Periodical reporting criteria 


For Sub-Tests 2, 3 only 


- Amount of reporting 


1 


- Reporting interval 


64000 


- No reporting 


For Sub-Test 4 only 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the second 




mcaci IRFMFMT PDMTRDI mpccanp fnr 




"Adequate assistance data for UE-based 




A-GNSS" in 4.4.1 


- UE positioning GANSS assistance data 


Set as specified for the second 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based 




A-GNSS" in 4.4.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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MEASUREMENT CONTROL (Step 7b): 



Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measurement Command 


Modify 


Measurement Reporting Mode 




- Measurement report transfer mode 


Acknowledged mode RLC 


- Periodical reporting / Event trigger reporting mode 


Periodical reporting 


All 1 !.' 1 ft fl X 1 X 

Additional Measurements List 


Not present 


CHOICE Measurement type 


UE positioning measurement 


- UE positioning measurement 




- UE positioning reporting quantity 




- Method type 


UE based 


- Positioning methods 


GPS 


- Response time 


128 


- Horizontal accuracy 


127 


- Vertical accuracy 


127 


- GPS timing of cell wanted 


FALSE 


- Multiple sets 


FALSE 


ft i i ■ i ■ i ■ 1. ■ 

- Additional assistance data request 


FALSE 


- Environmental characterization 


Not present 


- Velocity Requested 


Not present 


- GANSS Positioning Method 


Sub-Test 4: bit and 5 = 1 


- GANSS timing of cell wanted 


Not present 


- GANSS Carrier-Phase Measurement Requested 


Not present 


- GANSS Multi-frequency Measurement Requested 


Set according to UE capabilities 


- Measurement validity 




- UE state 


All states 


- CHOICE Reporting criteria 




- Periodical reporting criteria 




- Amount of reporting 


1 


- Reporting interval 


64000 


- UE pos OTDOA assistance data for UE-assisted 


Not present 


- UE pos OTDOA assistance data for UE-based 


Not present 


- UE positioning GPS assistance data 


Set as specified for the third 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based 




A-GNSS" in 4.4.1 


- UE positioning GANSS assistance data 


Set as specified for the third 




MEASUREMENT CONTROL message for 




"Adequate assistance data for UE-based 




A-GNSS" in 4.4.1 


Physical Channel Information Elements 




DPCH compressed mode status info 


Not present 
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Information element 


Value/remark 


Measurement Information Elements 




Measurement Identity 


10 


Measured Results 




- CHOICE Measurement 


UE positioning measured results 


- UE positioning measured results 




- UE positioning OTDOA measured results 


Not present 


- UE positioning position estimate info 


Not present 


- UE positioning GPS measured results 


Not present 


- UE positioning error 


Not present 


- Error reason 


notEnoughGANSS-Satellites or 




notEnoughGPS-Satelhtes (subtests 3 and 




4 only) 


- UE positioning GANSS measured results 


Not present 


ft 11 1 1 — i 1 ■ i i ■ i r 

Measured Results on secondary UL frequency 


Not present 


Measured Results on RACH 


Not present 


Additional Measured Results 


Not present 


Additional Measured results on secondary UL frequency 


Not present 


Event Results 


Not present 


Event results on secondary UL frequency 


Not present 


Inter-RAT cell info indication 


Not present 


E-UTRA Measured Results 


Not present 


E-UTRA Event Results 


Not present 


CSG Proximity Indication 


Not present 



6.2.3.2.5 Test requirements 

After step 7 the UE shall send a MEASUREMENT REPORT message containing the IE "UE positioning error", with 
"Error reason" set to "Not Enough Satellites". 

6.2.3.3 Location Notification 

6.2.3.3.1 Definition 

This test case applies to all UEs supporting UE-Based or UE-Assisted GANSS or GNSS Location Service capabilities 
and LCS value added location request notification capability. 

6.2.3.3.2 Conformance requirements 

1) The network invokes a location notification procedure by sending a REGISTER message containing a LCS- 
LocationNotification invoke component to the UE. This may be sent either to request verification for MT-LR or to 
notify about already authorized MT-LR. 

In the case of location notification no response is required from the UE, the UE shall terminate the dialogue by sending 
a RELEASE COMPLETE message containing a LocationNotification return result. 

References 

- Conformance requirement 1 : TS 24.030, clause 4.1.1 

6.2.3.3.3 Test Purpose 

To verify that when the UE receives a REGISTER message during an established CS call, containing a LCS Location 
Notification Invoke component set to NotifyLocationAllowed, the UE notifies the UE user of the location request and 
sends a RELEASE COMPLETE message containing a LocationNotification return result with verificationResponse set 
to permissionGranted. 
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6.2.3.3.4 Method of Test 

Initial Conditions 

System Simulator (SS): 

1 cell, default parameters 

UE: 

- State "CS-CELL DCH Initial (State 6-1)" as specified in clause 7.4.1 of TS 34.108. 

Related PICS/PIXIT Statements 

- UE Based Network Assisted GANSS. 

- UE Assisted Network Assisted GANSS. 

- UE supporting LCS value added location request notification capability. 
Test Procedure 

The SS initiates authentication and ciphering and sends an SS REGISTER message containing a Facility IE containing a 
LCS Location Notification Invoke message set to notifyLocationAllowed. The UE notifies the UE user of the location 
request. The UE then responds with a RELEASE COMPLETE message containing a LocationNotification return result 
to terminate the dialogue. 



Expected Sequence 



Step 


Direction 
UE | SS 


Message 


Comments 


1 


<- 


AUTHENTICATION REQUEST 




2 


-> 


AUTHENTICATION RESPONSE 




3 


SS 




SS starts security procedure 


4 


<- 


REGISTER 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyLocationAllowed 


5 


UE 




The UE notifies the UE user of the location 
request 


6 


-> 


RELEASE COMPLETE 


The UE terminates the dialogue 


7 


SS 




SS releases the RRC connection and the test 
case ends 



Specific Message Contents 



REGISTER (Step 4) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = Ics-LocationNotification 

LocationNotificationArg 

notificationType -> notifyLocationAllowed, 
locationType -> current Location , 
IcsClientExternallD -> externalAddress 
IcsClientName ->dataCodingScheme 
nameString 
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Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = Ics-LocationNotification 
LocationNotificationRes 
verificationResponse -> permissionGranted 



6.2.3.3.5 Test requirements 

After step 4 the UE shall notify the UE user of the location request. 
After step 5 the UE shall send a RELEASE COMPLETE message. 

6.2.3.4 Privacy Verification - Location Allowed if No Response 

6.2.3.4.1 Definition 

This test case applies to all UEs supporting UE-Based or UE-Assisted GANSS or GNSS Location Service capabilities 
and LCS value added location request notification capability. 

6.2.3.4.2 Conformance requirements 

1) The network invokes a location notification procedure by sending a REGISTER message containing a LCS- 
LocationNotification invoke component to the UE. This may be sent either to request verification for MT-LR or 
to notify about already authorized MT-LR. 

2) In case of privacy verification the MS shall respond to the request by sending a RELEASE COMPLETE 
message containing the mobile subscriber's response in a return result component. 

3) If the timer expires in the network before any response from the MS (e.g. due to no response from the user), the 
network shall interpret this by applying the default treatment defined in GSM 03.71 for GSM and TS 23.171 for 
UMTS (i.e. disallow location if barred by subscription and allow location if allowed by subscription). 

References 

Conformance requirement 1, 2 and 3: TS 24.030, clause 4.1.1 

6.2.3.4.3 Test Purpose 

To verify that when the UE receives a REGISTER message, containing a LCS Location Notification Invoke component 
set to notify AndVerify-LocationAllowedlfNoResponse, the UE notifies the UE user of the location request and 
indicates that the default response is location allowed if no response and providing the opportunity to accept or deny the 
request and sends a RELEASE COMPLETE message containing a LocationNotification return result with 
verificationResponse set to permissionDenied or permissionGranted as appropriate. 

6.2.3.4.4 Method of Test 

Initial Conditions 

System Simulator (SS): 

1 cell, default parameters 

UE: 

- State "CS-CELL DCH Initial (State 6-1)" as specified in clause 7.4.1 of TS 34.108. 
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Related PICS/PIXIT Statements 

- UE Based Network Assisted GANSS. 

- UE Assisted Network Assisted GANSS. 

- UE supporting LCS value added location request notification capability. 

- px_UeLcsNotification: value for UE LCS Notification timeout timer. 

Test Procedure 

The SS initiates authentication and ciphering and sends a REGISTER message containing a Facility IE containing a 
LCS Location Notification Invoke message set to notify AndVerify-LocationAllowedlfNoResponse. 

The UE notifies the UE user of the location request with the option to accept or deny the request and an indication that 
location will be allowed if no user response is received. 

The user accepts the location request. The UE responds with a RELEASE COMPLETE message containing a 
LocationNotification return result with verificationResponse set to permissionGranted. 

The SS sends a REGISTER message containing a Facility IE containing a LCS Location Notification Invoke message 
set to notify AndVerify-LocationAllowedlfNoResponse. 

The UE notifies the UE user of the location request with the option to accept or deny the request and an indication that 
location will be allowed if no user response is received. 

The user denies the location request. The UE responds with a RELEASE COMPLETE message containing a 
LocationNotification return result with verificationResponse set to permissionDenied. 

The SS sends a REGISTER message containing a Facility IE containing a LCS Location Notification Invoke message 
set to notify AndVerify-LocationAllowedlfNoResponse. 

The UE notifies the UE user of the location request with the option to accept or deny the request and an indication that 
location will be allowed if no user response is received. 

The user ignores the location request by taking no action, allowing the verification process to time-out. 
The SS send a RELEASE COMPLETE. 
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Expected Sequence 



Step 


Direction 

lip I cc 


Message 


Comments 


1 


<— 


AUTHENTICATION REQUEST 




2 


— > 


AUTHENTICATION RESPONSE 




3 


bb 




SS starts security procedure 


4 


<- 


REGISTER 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyAndVerify-LocationAllowedlfNoResponse 


5 


bb 




bb starts timer I (LObN) set to 90% ot 
px_UeLcsNotification 


6 


UE 




The UE notifies the UE user of the location 
request and indicates to the user that location will 
be allowed in the absence of a response 


-7 

7 


i i cr 
Ut 




The user accepts the location request before timer 
T(LCSN) expires 


8 


-> 


RELEASE COMPLETE 


Containing a LocationNotification return result with 
verificationResponse set to permissionGranted 


9 


<- 


REGISTER 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyAndVerify-LocationAllowedlfNoResponse 


10 


oo 
bb 




bb starts timer I (LObN) set to 90% ot 
pxJJeLcsNotification 


11 


UE 




The UE notifies the UE user of the location 
request and indicates to the user that location will 
be allowed in the absence of a response 


1 2. 


i i cr 
Ut 




The user denies the location request before timer 
T(LCSN) expires 


13 


-> 


RELEASE COMPLETE 


Containing a LocationNotification return result with 
verificationResponse set to permissionDenied 


1 4 


<- 


Kt(jjlb 1 tK 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyAndVerify-LocationAllowedlfNoResponse 


15 


oo 

bb 




bb starts timer I (LObN) set to 90% ot 
px_UeLcsNotification 


16 


UE 




The UE notifies the UE user of the location 

IcqUcol dllu IllUICdlco LU Lllc Ubcl Ifldl lUCdLIUFl WIN 

be allowed in the absence of a response 


17 


UE 




The user does not reply 


18 


SS 




SS waits until T(LCSN) expires to ensure that the 
UE does not send a RELEASE COMPLETE 
message. 


19 


<- 


RELEASE COMPLETE 


SS terminates the dialogue 


20 


SS 




SS releases the connection and the test case 
ends 



Specific Message Contents 



REGISTER (Steps 4, 9 and 14) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = LCS-LocationNotification 

LocationNotificationArg 

notificationType -> notifyAndVerify-LocationAllowedlfNoResponse 

locationType -> current Location 

IcsClientExternallD -> externalAddress 

IcsClientName ->dataCodingScheme 
nameString 
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RELEASE COMPLETE (Step 8) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = LCS-LocationNotification 
LocationNotificationRes 

verificationResponse -> permissionGranted 



RELEASE COMPLETE (Step 13) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = LCS-LocationNotification 
LocationNotificationRes 

verificationResponse -> permissionDenied 



RELEASE COMPLETE (Step 19) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 


Call Independent SS message (1011) 
RELEASE COMPLETE (0010 1010) 



6.2.3.4.5 Test requirements 

After steps 4, 9 and 14 the UE shall notify the UE user of the location request and indicate to the user that location will 
be allowed in the absence of a response. 

After step 7 the UE shall send a RELEASE COMPLETE message with verificationResponse set to permissionGranted. 
After step 12 the UE shall send a RELEASE COMPLETE message with verificationResponse set to permissionDenied. 
During step 18 the UE shall not send any RELEASE COMPLETE message. 

6.2.3.5 Privacy Verification - Location Not Allowed if No Response 

6.2.3.5.1 Definition 

This test case applies to all UEs supporting UE-Based or UE-Assisted GANSS or GNSS Location Service capabilities 
and LCS value added location request notification capability. 

6.2.3.5.2 Conformance requirements 

1) The network invokes a location notification procedure by sending a REGISTER message containing a LCS- 
LocationNotification invoke component to the UE. This may be sent either to request verification for MT-LR or 
to notify about already authorized MT-LR. 

2) In case of privacy verification the MS shall respond to the request by sending a RELEASE COMPLETE 
message containing the mobile subscriber's response in a return result component. 

3) If the timer expires in the network before any response from the MS (e.g. due to no response from the user), the 
network shall interpret this by applying the default treatment defined in GSM 03.71 for GSM and TS 23.171 for 
UMTS (i.e. disallow location if barred by subscription and allow location if allowed by subscription). 
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References 

- Conformance requirement 1, 2 and 3: TS 24.030, clause 4.1.1 

6.2.3.5.3 Test Purpose 

To verify that when the UE receives a REGISTER message, containing a LCS Location Notification Invoke component 
set to notify AndVerify-LocationNotAllowedlfNoResponse, the UE notifies the UE user of the location request and 
indicates that the default response is location not allowed if no response and providing the opportunity to accept or deny 
the request and sends a RELEASE COMPLETE message containing a LocationNotification return result with 
verificationResponse set to permissionDenied or permissionGranted as appropriate. 

6.2.3.5.4 Method of Test 

Initial Conditions 

System Simulator (SS): 

1 cell, default parameters 

UE: 

- State "CS-CELL DCH Initial (State 6-1)" as specified in clause 7.4.1 of TS 34.108. 

Related PICS/PIXIT Statements 

- UE Based Network Assisted GANSS. 

- UE Assisted Network Assisted GANSS. 

UE supporting LCS value added location request notification capability. 

- px_UeLcsNotification: value for UE LCS Notification timeout timer. 

Test Procedure 

The SS initiates authentication and ciphering and sends a REGISTER message containing a Facility IE containing a 
LCS Location Notification Invoke message set to notify AndVerify-LocationNotAllowedlfNoResponse. 

The UE notifies the UE user of the location request with the option to accept or deny the request and an indication that 
location will be not allowed if no user response is received. 

The user accepts the location request. The UE responds with a RELEASE COMPLETE message containing a 
LocationNotification return result with verificationResponse set to permissionGranted. 

The SS sends a REGISTER message containing a Facility IE containing a LCS Location Notification Invoke message 
set to notify AndVerify-LocationNotAllowedlfNoResponse. 

The UE notifies the UE user of the location request with the option to accept or deny the request and an indication that 
location will be not allowed if no user response is received. 

The user denies the location request. The UE responds with a RELEASE COMPLETE message containing a 
LocationNotification return result with verificationResponse set to permissionDenied. 

The SS sends a REGISTER message containing a Facility IE containing a LCS Location Notification Invoke message 
set to notify AndVerify-LocationNotAllowedlfNoResponse. 

The UE notifies the UE user of the location request with the option to accept or deny the request and an indication that 
location will be not allowed if no user response is received. 
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The user ignores the location request by taking no action, allowing the verification process to time-out. 
The SS send a RELEASE COMPLETE. 



Expected Sequence 



Step 


Direction 

IJC I cc 


Message 


Comments 


1 


<— 


AUTHENTICATION REQUEST 




o 








3 


SS 




SS starts security procedure 


4 


<- 


REGISTER 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyAndVerify-LocationNotAllowedlfNoResponse 





bb 




bb starts timer I (LGbN) set to 90% ot 
pxJJeLcsNotification 


6 


UE 




The UE notifies the UE user of the location 
request and indicates to the user that location will 
be not allowed in the absence of a response 


-7 

1 


1 1 IZ 

Ub 




The user accepts the location request before timer 
T(LCSN) expires 


o 

o 


-> 


ribLbAbb UUMrLb 1 b 


Containing a LocationNotification return result with 
verificationResponse set to permissionGranted 


9 


<- 


REGISTER 


Call Independent SS containing Facility IE 
Location Notification Invoke message set to 
notifyAndVerify-LocationNotAllowedlfNoResponse 


1 u 


cc 

bb 




bb starts timer 1 (LObN) set to 90% ot 
pxJJeLcsNotification 


11 


UE 




The UE notifies the UE user of the location 
request and indicates to the user that location will 
ue not anoweu in tne aosence ot a response 


12 


UE 




The user denies the location request before timer 
T(LCSN) expires 




-> 


ribLbAbb L-UMrLb 1 b 


Containing a LocationNotification return result with 
veriTicciiion riesponse sei 10 perrnissiuriueriieu 


14 


<- 


REGISTER 


Call Independent SS containing Facility IE 

1 npatinn M/-»+ifiAQ+ir»n ln\/r»ko moccano cot tn 
LUOdllUll INJUll 1 lUdllUI 1 IIIVLmci lllcoodyc ocl LU 

notifyAndVerify-LocationNotAllowedlfNoResponse 


15 


SS 




SS starts timer T(LCSN) set to 90% of 
pxJJeLcsNotification 


16 


UE 




The UE notifies the UE user of the location 
request and indicates to the user that location will 
be not allowed in the absence of a response 


17 


UE 




The user does not reply 


18 


SS 




SS waits until T(LCSN) expires to verify that the 
UE does not send a RELEASE COMPLETE 
message. 


19 


<- 


RELEASE COMPLETE 


SS terminates the dialogue 


20 


SS 




SS releases the connection and the test case 
ends 
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Specific Message Contents 



REGISTER (Steps 4, 9 and 14) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

REGISTER (0011 1011) 

Invoke = LCS-LocationNotification 

LocationNotificationArg 

notificationType -> notifyAndVerify-LocationNotAllowedlfNoResponse 

locationType -> current Location 

IcsClientExternallD -> externalAddress 

IcsClientName ->dataCodingScheme 
nameString 



RELEASE COMPLETE (Step 8) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = LCS-LocationNotification 
LocationNotificationRes 

verificationResponse -> permissionGranted 



RELEASE COMPLETE (Step 13) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 
Facility 


Call Independent SS message (1011) 

RELEASE COMPLETE (xx10 1010) 
Return result = LCS-LocationNotification 
LocationNotificationRes 

verificationResponse -> permissionDenied 



RELEASE COMPLETE (Step 19) 



Information element 


Value/remark 


Protocol Discriminator 
Transaction identifier 
Message type 


Call Independent SS message (1011) 
RELEASE COMPLETE (0010 1010) 



6.2.3.5.5 Test requirements 

After steps 4, 9 and 14 the UE shall notify the UE user of the location request and indicate to the user that location will 
be not allowed in the absence of a response. 

After step 7 the UE shall send a RELEASE COMPLETE message with verificationResponse set to permissionGranted. 
After step 12 the UE shall send a RELEASE COMPLETE message with verificationResponse set to permissionDenied. 
During step 18 the UE shall not send any RELEASE COMPLETE message. 
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7 Protocol Conformance Test Cases for E-UTRAN 

7.1 NAS Protocol Procedures 
7.1 .1 UE Network Capability 

7.1.1.1 Test Purpose (TP) 
(1) 

with { the UE having received an RRCConnectionSetup message. } 
ensure that { 

when { the UE transmits ATTACH REQUEST } 

then { the UE correctly sets UE Network Capability IE values for LCS and LPP } 
} 

7.1 .1 .2 Conformance requirements 

References: The conformance requirements covered in the present TC are specified in: TS 24.171 clause 4.2.1 and TS 
24.301 clause 9.9.3.3. 

[TS 24.171, clause 4.2.1] 

The UE announces to the network its ability to support LCS notification mechanism and/or LPP messages using the UE 
Network Capability IE defined in 3GPP TS 24.301. 

[TS 24.301, clause 9.9.3.3] 

The purpose of the UE network capability information element is to provide the network with information concerning 
aspects of the UE related to EPS or interworking with GPRS. The contents might affect the manner in which the 
network handles the operation of the UE. The UE network capability information indicates general UE characteristics 
and it shall therefore, except for fields explicitly indicated, be independent of the frequency band of the channel it is 
sent on. 



7.1.1.3 Test description 

7.1.1.3.1 Pre-test conditions 

System Simulator: 

- Cell 1. 

UE: 

Preamble: 

- the UE is in state Switched OFF (state 1) according to 3GPP 36.508 [8]. 
Related PICS/PIXIT Statements: 
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7.1.1.3.2 Test procedure sequence 



Table 7.1.1.3.2-1: Main behaviour 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 




<— 


RRC: SYSTEM INFORMATION 
(BCCH) 






2 


UE transmits an RRCConnectionRequest 
message. 


— > 


RRC: RRCConnectionRequest 






3 


SS transmits an RRCConnectionSetup 
message. 


<- 


RRC: RRCConnectionSetup 






4 


The UE transmits an 

RRCConnectionSetupComplete message to 
confirm the successful completion of the 
connection establishment and to initiate the 
Attach procedure by including the ATTACH 
REQUEST message. The PDN 
CONNECTIVITY REQUEST message is 
piggybacked in ATTACH REQUEST 


— > 


RRC: 

RRCConnectionSetupComplete 
NAS: ATTACH REQUEST 
NAS: PDN CONNECTIVITY 
REQUEST 


1 


P 


5 to 
17 


Steps 5 to 1 7 of the registration procedure 
described in TS 36.508 subclause 4.5.2.3 are 
performed. 

NOTE: The UE performs registration and the 
RRC connection is released. 
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7.1 .1 .3.3 Specific message contents 



Table 7.1.1.3.3-1: ATTACH REQUEST (step 4, Table 7.1.1.3.2-1) 



Derivation Path: 24.301 clause 8.2.4 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 
message, not 
security protected 




Attach request message identity 


'0100 0001 'B 


Attach request 




EPS attach type 


'0001 'B 


EPS attach 


EPS_only 


'001 0'B 


combined 
EPS/IMSI attach 


combined E 
PS IMSI 


NAS key set identifier 


Any allowed value 






Old GUTI or IMSI 


Any allowed value 






UE network capability 


Set according to Table 
7.1.1.3.3-2 






ESM message container 


PDN CONNECTIVITY 
REQUEST message to 
request PDN connectivity 
to the default PDN 






Old P-TMSI signature 


Not present or any 
allowed value 






Additional GUTI 


Not present or any 
allowed value 






Last visited registered TAI 


Not present or any 
allowed value 






DRX parameter 


Not present or any 
allowed value 






MS network capability 


Not present or any 
allowed value 






Old location area identification 


Not present or any 
allowed value 






TMSI status 


Not present or any 
allowed value 






Mobile station classmark 2 


Not present or any 
allowed value 






Mobile station classmark 3 


Not present or any 
allowed value 






Supported Codecs 


Not present or any 
allowed value 






Additional update type 


Not present 




EPS_only 


Additional update type 


Not present or any 
allowed value 




combined E 
PS IMSI 



Condition 


Explanation 


EPS_only 


See the definition below table 4.7.2-1 in TS 36.508. 


combined EPS IMSI 


See the definition below table 4.7.2-1 in TS 36.508. 



NOTE: This message is sent integrity protected when a valid security context exists and without integrity 
protection otherwise. 
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Table 7.1.1.3.3-2: UE network capability (step 4, Table 7.1.1.3.2-1) 



Derivation Path: 24.301 clause 9.9.3.34 


Information Element Contents 


Value/remark 


Comment 


Condition 


Octet 7, bit 3 


Set according to 
pc_MT_LR_loc_notif 


Location services 
(LCS) notification 
mechanisms 
capability 




Octet 7, bit 4 


1 (LPP supported) 


LTE Positioning 
Protocol (LPP) 
capability 




All other octets/bits 


Any allowed value 







7.2 LCS Procedures 

7.2.1 Location Notification and Privacy Verification 
7.2.1.1 Location Notification 

7.2.1.1.1 Test Purpose (TP) 
(1) 

with { a NAS signalling connection existing } 
ensure that { 

when { UE receives a REGISTER message containing the LCS-LocationNotif ication Invoke component 
set to NotifyLocationAllowed } 
then { UE notifies the user of the location procedure and terminates the dialogue by sending a 
RELEASE COMPLETE message } 
} 

7.2.1 .1 .2 Conformance requirements 

References: The conformance requirements covered in the present TC are specified in: TS 24.171, clause 5.2.1.1.1. 
[TS 24.171, clause 5.2.1.1.1] 

The network invokes a location notification procedure by sending a REGISTER message containing a LCS- 
LocationNotification invoke component to the UE. This may be sent either to request verification for MT-LR or to 
notify about already authorized MT-LR. 



In the case of location notification no response is required from the UE, the UE shall terminate the dialogue by sending 
a RELEASE COMPLETE message containing a LocationNotification return result. 



7.2.1.1.3 

7.2.1.1.3.1 

System Simulator: 
- Cell 1. 

UE: 



Test description 
Pre-test conditions 
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Preamble: 

- The UE is in state Generic RB Established (state 3) according to 3GPP 36.508 [8]. 

Related PICS/PIXIT Statements: 

- UE supporting LCS value added location request notification capability. 

7.2.1 .1 .3.2 Test procedure sequence 



Table 7.2.1.1.3.2-1: Main behaviour 



St 


Procedure 


Message Sequence 


TP 


Verdict 






U-S 


Message 






1 


The SS sends a REGISTER message 
containing a LCS-LocationNotification Invoke 
component. 


<- 


DLInformationTransfer 
(REGISTER) 






2 


The UE notifies the user of the location 
procedure 






1 


P 


3 


The UE terminates the dialogue by sending a 
RELEASE COMPLETE message. 


— > 


ULInformationTransfer 
(RELEASE COMPLETE) 


1 


P 



7.2.1 .1 .3.3 Specific message contents 



Table 7.2.1.1.3.3-1 : DLInformationTransfer (step 1, Table 7.2.1.1.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


DLInformationTransfer ::= SEQUENCE { 








rrc-Transactionldentifier 








criticalExtensions CHOICE { 








d CHOICE { 








dllnformationTransfer-r8 SEQUENCE { 








dedicated I nfoType CHOICE { 








dedicated I nfoNAS OCTET STRING 


Set according to Table 
7.2.1.1.3.3-2 


DOWNLINK 
GENERIC NAS 
TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






I 








} 








} 








} 









Table 7.2.1.1.3.3-2: DOWNLINK GENERIC NAS TRANSPORT (step 1, Table 7.2.1.1.3.2-1) 



Derivation Path: 24.301 Table 8.2.31.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Downlink generic NAS transport message identity 


01101000 


Downlink generic 
NAS transport 




Generic message container type 


00000010 


Location services 
message container 




Generic message container 


Set according to Table 
7.2.1.1.3.3-3 


REGISTER 




Additional information 


Not present. 
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Table 7.2.1.1.3.3-3: REGISTER (step 1, Table 7.2.1.1.3.2-1) 



Derivation Path: 24.080 Table 2.3 


Information Element 


Value/remark 


Comment 


Condition 


Supplementary service protocol discriminator 


1011 


supplementary 
services (call 
independent) 




Transaction identifier 








Register message type 


xx11 1011 


REGISTER 




Facility 


Invoke = Ics- 
LocationNotification 


Set according to 
Table 7.2.1.1.3.3-4 





Table 7.2.1 .1 .3.3-4: LCS-LocationNotification (step 1 , Table 7.2.1 .1 .3.2-1) 



Derivation Path: 24.080 clause 4.4.2 


Information Element 


Value/remark 


Comment 


Condition 


LocationNotificationArg ::= SEQUENCE { 








notificationType 


notifyLocationAllowed 






locationType 


currentLocation 






IcsClientExternallD SEQUENCE { 








externalAddress 


ISDN-AddressString 






} 








IcsClientName SEQUENCE { 








dataCodingScheme 


USSD-DataCodingSchem 
e 






nameString 


NameString 






1 








} 









Table 7.2.1.1.3.3-5: ULInformationTransfer (step 3, Table 7.2.1.1.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


, Information Element 


Value/remark 


Comment 


Condition 


ULInformationTransfer ::= SEQUENCE { 








criticalExtensions CHOICE { 








d CHOICE { 








ullnformationTransfer-r8 SEQUENCE { 








dedicated I nfoType CHOICE { 








dedicated I nfoNAS OCTET STRING 


Set according to Table 
7.2.1.1.3.3-6 


UPLINK GENERIC 
NAS TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






I 








} 








} 








} 
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Table 7.2.1.1.3.3-6: UPLINK GENERIC NAS TRANSPORT (step 3, Table 7.2.1.1.3.2-1) 



Derivation Path: 24.301 Table 8.2.32.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Uplink generic NAS transport message identity 


01101001 


Uplink generic NAS 
transport 




Generic message container type 


00000010 


Location services 
message container 




Generic message container 


Set according to Table 
7.2.1.1.3.3-7 


RELEASE 
COMPLETE 




Additional information 


Not present 







Table 7.2.1.1.3.3-7: RELEASE COMPLETE (step 3, Table 7.2.1.1.3.2-1) 



Derivation Path: 24.080 Table 2.5 


Information Element 


Value/remark 


Comment 


Condition 


Supplementary service protocol discriminator 


1011 


supplementary 
services (call 
independent) 




Transaction identifier 








Release Complete message type 


xx10 1010 


RELEASE 
COMPLETE 




Facility 


Return result = 
LocationNotificationRes 


Set according to 
Table 7.2.1.1.3.3-8 





Table 7.2.1.1.3.3-8: LocationNotificationRes (step 3, Table 7.2.1.1.3.2-1) 



Derivation Path: 24.080 clause 4.4.2 


Information Element 


Value/remark 


Comment 


Condition 


LocationNotificationRes ::= SEQUENCE { 








verificationResponse 


permissionGranted 






) 









7.2.1 .2 Privacy Verification - Location Allowed if no Response 
7.2.1.2.1 Test Purpose (TP) 

0) 

with { a NAS signalling connection existing } 
ensure that { 

when { UE receives a REGISTER message containing the LCS-LocationNotif ication Invoke component 
set to NotifyAndVerify-LocationAllowedlfNoResponse } 
then { UE notifies the user of the location procedure and indicates that the default response 
is location allowed, allows the user to accept or deny the request and terminates the 
dialogue by sending a RELEASE COMPLETE message with verificationResponse set as 
appropriate } 
} 

(2) 

with { a NAS signalling connection existing } 
ensure that { 

when { UE receives a REGISTER message containing the LCS-LocationNotif ication Invoke component 
set to NotifyAndVerify-LocationAllowedlfNoResponse } 
then { UE notifies the user of the location procedure and indicates that the default response 
is location allowed, allows the user to accept or deny the request and waits for the 
user to respond } 
} 
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7.2.1.2.2 Conformance requirements 

References: The conformance requirements covered in the present TC are specified in: TS 24.171, clause 5.2.1.1.1. 
[TS 24.171, clause 5.2.1.1.1] 

The network invokes a location notification procedure by sending a REGISTER message containing a LCS- 
LocationNotification invoke component to the UE. This may be sent either to request verification for MT-LR or to 
notify about already authorized MT-LR. 

In case of privacy verification the UE shall respond to the request by sending a RELEASE COMPLETE message 
containing the mobile subscriber's response in a return result component. 



If the timer T(LCSN) expires in the network before any response from the UE (e.g. due to no response from the user), 
the network shall interpret this by applying the default treatment defined in 3GPP TS 23.271 (i.e. disallow location if 
barred by subscription and allow location if allowed by subscription). 



7.2.1.2.3 Test description 

7.2.1.2.3.1 Pre-test conditions 

System Simulator: 

- Cell 1. 

UE: 

Preamble: 

- The UE is in state Generic RB Established (state 3) according to 3GPP 36.508 [8]. 

Related PICS/PIXIT Statements: 

- UE supporting LCS value added location request notification capability. 

- px_UeLcsNotification: value for UE LCS Notification timeout timer. 
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7.2.1 .2.3.2 Test procedure sequence 



Table 7.2.1.2.3.2-1: Main behaviour 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The SS sends a REGISTER message 
containing a LCS-LocationNotification Invoke 
component. 


<— 


DLInformationTransfer 
(REGISTER) 


_ 


_ 


2 


SS starts timer T(LCSN) set to 90% of 
px_UeLcsNotification 










3 


The UE notifies the user of the location 
procedure and indicates that location will be 
allowed in the absence of a response 






1 


P 


4 


The user accepts the location request before 
timer T(LCSN) expires 










5 


The UE terminates the dialogue by sending a 
RELEASE COMPLETE message. 


— > 


ULInformationTransfer 
(RELEASE COMPLETE) 


1 


P 


6 


The SS sends a REGISTER message 
containing a LCS-LocationNotification Invoke 
component. 


<— 


DLInformationTransfer 
(REGISTER) 


_ 


_ 


7 


SS starts timer T(LCSN) set to 90% of 
px_UeLcsNotification 










8 


The UE notifies the user of the location 
procedure and indicates that location will be 
allowed in the absence of a response 






1 


P 


9 


The user denies the location request before 
timer T(LCSN) expires 










10 


The UE terminates the dialogue by sending a 
RELEASE COMPLETE message. 


— > 


ULInformationTransfer 
(RELEASE COMPLETE) 


1 


P 


11 


The SS sends a REGISTER message 
containing a LCS-LocationNotification Invoke 
component. 


<— 


DLInformationTransfer 
(REGISTER) 






12 


SS starts timer T(LCSN) set to 90% of 
px_UeLcsNotification 










13 


The UE notifies the user of the location 
procedure and indicates that location will be 
allowed in the absence of a response 






2 


P 


14 


The user does not reply 










15 


SS waits until T(LCSN) expires to ensure that 
the UE does not send a RELEASE COMPLETE 
message. 






2 


P 


16 


The SS terminates the dialogue by sending a 
RELEASE COMPLETE message. 


<— 


DLInformationTransfer 
(RELEASE COMPLETE) 
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7.2.1 .2.3.3 Specific message contents 



Table 7.2.1.2.3.3-1: DLInformationTransfer (steps 1, 6, 11 and 16, Table 7.2.1.2.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


DLInformationTransfer ::= SEQUENCE { 








rrc-Transactionldentifier 








criticalExtensions CHOICE { 








c1 CHOICE { 








dllnformationTransfer-r8 SEQUENCE { 








dedicated I nfoType CHOICE { 








dedicated I nfoNAS OCTET STRING 


Set according to Table 
7.2.1.2.3.3-2 


DOWNLINK 
GENERIC NAS 
TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






I 








} 








} 








} 









Table 7.2.1.2.3.3-2: DOWNLINK GENERIC NAS TRANSPORT (steps 1, 6, 11 and 16, Table 7.2.1.2.3.2-1) 



Derivation Path: 24.301 Table 8.2.31.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Downlink generic NAS transport message identity 


01101000 


Downlink generic 
NAS transport 




Generic message container type 


00000010 


Location services 
message container 




Generic message container 


Step 1,6, 11: 

Set according to Table 
7.2.1.2.3.3-3 


REGISTER 




Step 16: 

Set according to Table 
7.2.1.2.3.3-11 


RELEASE 
COMPLETE 




Additional information 


Not present. 






Table 7.2.1.2.3.3-3: REGISTER (steps 1,6, and 11, Table 7.2.1.2.3.2-1) 


Derivation Path: 24.080 Table 2.3 


Information Element 


Value/remark 


Comment 


Condition 


Supplementary service protocol discriminator 


1011 


supplementary 
services (call 
independent) 




Transaction identifier 








Register message type 


xx11 1011 


REGISTER 




Facility 


Invoke = Ics- 
LocationNotification 


Set according to 
Table 7.2.1.2.3.3-4 
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Table 7.2.1.2.3.3-4: LCS-LocationNotification (step 1, 6 and 11, Table 7.2.1.2.3.2-1) 



Derivation Path: 24.080 clause 4.4.2 


Information Element 


Value/remark 


Comment 


Condition 


LocationNotificationArg ::= SEQUENCE { 








notificationType 


notifyAndVerify- 

LocationAllowedlfNoResp 

onsG 






iuocuiui i i y |JU 


ci i front I rtfatirtn 

UUI 1 CI ILI_UL.dl.ILM 1 






IcsClientExternallD SEQUENCE { 








externalAddress 


ISDN-AddressString 






} 








IcsClientName SEQUENCE { 








dataCodingScheme 


USSD-DataCodingSchem 
e 






nameString 


NameString 






} 








} 









Table 7.2.1.2.3.3-5: ULInformationTransfer (steps 5 and 10, Table 7.2.1.2.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


ULInformationTransfer ::= SEQUENCE { 








criticalExtensions CHOICE { 








d CHOICE { 








ullnformationTransfer-r8 SEQUENCE { 








dedicated I nfoType CHOICE { 








dedicated I nfoNAS OCTET STRING 


Set according to Table 
7.2.1.2.3.3-6 


UPLINK GENERIC 
NAS TRANSPORT 




I 








nonCriticalExtension SEQUENCE {} 


Not present 






} 








} 








} 








I 








Table 7.2.1.2.3.3-6: UPLINK GENERIC NAS TRANSPORT (steps 5 and 10, Table 7.2.1.2.3.2-1) 


Derivation Path: 24.301 Table 8.2.32.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Uplink generic NAS transport message identity 


01101001 


Uplink generic NAS 
transport 




Generic message container type 


00000010 


Location services 
message container 




Generic message container 


Step 5: 

Set according to Table 
7.2.1.2.3.3-7 


RELEASE 
COMPLETE 




Step 10: 

Set according to Table 
7.2.1.2.3.3-9 


RELEASE 
COMPLETE 




Additional information 


Not present 
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Table 7.2.1.2.3.3-7: RELEASE COMPLETE (step 5, Table 7.2.1.2.3.2-1) 



Derivation Path: 24.080 Table 2.5 


Information Element 


Value/remark 


Comment 


Condition 


Supplementary service protocol discriminator 


1011 


supplementary 
services (call 
independent) 




Transaction identifier 








Release Complete message type 


xx10 1010 


RELEASE 
COMPLETE 




Facility 


Return result = 
LocationNotificationRes 


Set according to 
Table 7.2.1.2.3.3-8 




Table 7.2.1.2.3.3-8: LocationNotificationRes (step 5, Table 7.2.1.2.3.2-1) 


Derivation Path: 24.080 clause 4.4.2 


Information Element 


Value/remark 


Comment 


Condition 


LocationNotificationRes ::= SEQUENCE { 








verificationResponse 


permissionGranted 






} 








Table 7.2.1.2.3.3-9: RELEASE COMPLETE (step 10, Table 7.2.1.2.3.2-1) 


Derivation Path: 24.080 Table 2.5 


Information Element 


Value/remark 


Comment 


Condition 


Supplementary service protocol discriminator 


1011 


supplementary 
services (call 
independent) 




Transaction identifier 








Release Complete message type 


xx10 1010 


RELEASE 
COMPLETE 




Facility 


Return result = 
LocationNotificationRes 


Set according to 
Table 

7.2.1.2.3.3-10 




Table 7.2.1.2.3.3-10: LocationNotificationRes (step 10, Table 7.2.1.2.3.2-1) 


Derivation Path: 24.080 clause 4.4.2 


Information Element 


Value/remark 


Comment 


Condition 


LocationNotificationRes ::= SEQUENCE { 








verificationResponse 


permissionDenied 






} 








Table 7.2.1.2.3.3-11: RELEASE COMPLETE (step 16, Table 7.2.1.2.3.2-1) 


Derivation Path: 24.080 Table 2.5 


Information Element 


Value/remark 


Comment 


Condition 


Supplementary service protocol discriminator 


1011 


supplementary 
services (call 
independent) 




Transaction identifier 








Release Complete message type 


xx10 1010 


RELEASE 
COMPLETE 
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7.2.1 .3 Privacy Verification - Location not Allowed if No Response 
7.2.1.3.1 Test Purpose (TP) 



0) 

with { a NAS signalling connection existing } 
ensure that { 

when { UE receives a REGISTER message containing the LCS-LocationNotif ication Invoke component 
set to NotifyAndVerify-LocationNotAllowedlfNoResponse } 
then { UE notifies the user of the location procedure and indicates that the default response 
is location not allowed, allows the user to accept or deny the request and terminates 
the dialogue by sending a RELEASE COMPLETE message with verif icationResponse set as 
appropriate } 



(2) 

with { a NAS signalling connection existing } 
ensure that { 

when { UE receives a REGISTER message containing the LCS-LocationNotif ication Invoke component 
set to NotifyAndVerify-LocationNotAllowedlfNoResponse } 
then { UE notifies the user of the location procedure and indicates that the default response 

is location not allowed, allows the user to accept or deny the request and waits for the 
user to respond } 



7.2.1.3.2 Conformance requirements 

References: The conformance requirements covered in the present TC are specified in: TS 24.171, clause 5.2.1.1.1. 
[TS 24.171, clause 5.2.1.1.1] 

The network invokes a location notification procedure by sending a REGISTER message containing a LCS- 
LocationNotification invoke component to the UE. This may be sent either to request verification for MT-LR or to 
notify about already authorized MT-LR. 

In case of privacy verification the UE shall respond to the request by sending a RELEASE COMPLETE message 
containing the mobile subscriber's response in a return result component. 

If the timer T(LCSN) expires in the network before any response from the UE (e.g. due to no response from the user), 
the network shall interpret this by applying the default treatment defined in 3GPP TS 23.271 (i.e. disallow location if 
barred by subscription and allow location if allowed by subscription). 



7.2.1.3.3 Test description 

7.2.1.3.3.1 Pre-test conditions 

System Simulator: 

- Cell 1. 

UE: 

Preamble: 

- The UE is in state Generic RB Established (state 3) according to 3GPP 36.508 [8]. 

Related PICS/PIXIT Statements: 

- UE supporting LCS value added location request notification capability. 
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- px_UeLcsNotification: value for UE LCS Notification timeout timer. 
7.2.1 .3.3.2 Test procedure sequence 



Table 7.2.1.3.3.2-1: Main behaviour 



St 


Prorpdurp 


Message Sequence 


TP 


Vprdict 


U-S 


Message 


1 


The SS sends a REGISTER message 
rnntpininn p 1 OS-I noptinnNntifipptinn Invnkp 

bui i Lai 1 1 1 1 ly a i — Vw/ o i — \J\jC\. li uiiinuliiiuchiuii mi vur\c 

component. 




/"") / In fr\ rma tin n Tra n c fa r 
Ui—ll IIUI IllallUI ill cil /o7c7 

(REGISTER) 






2 


<;tart<; timpr Tl\ P^NH qpt tn Qn% nf 

OO Ola Lo 11 1 1 1 CI 1 1 l—OO IN) oCl LU JU /O Ul 

px_UeLcsNotification 










3 


The UE notifies the user of the location 
nrnpprlurp pnH inrliratpc; that Inrptinn will hp not 

|JI Ul/CUUI C CI 1 1 VJ II lUILalCo LIICll 1 WLrCllI U 1 1 Will UC 1 \\J I 

allowed in the absence of a response 






1 


p 


4 


Thp iiQpr ppppnt^ thp location rpnnpc;t hpfnrp 

1 IIC UoCI ubbC[J lo L 1 IC \\J\jQli\J i 1 1 CL|UCo L kJC IUI C 

timer T(LCSN) expires 










\j 


Thp 1 IF tprminatpci thp Hialnniip hv Qpnrlinn a 

1 1 IC l_ LCI 1 1 1 1 1 lalCS LI IC UlalUyUC VJy od 1 IU 1 1 IL) CI 

RELEASE COMPLETE message. 


— > 


ULInformationTransfer 
(RELEASE COMPLETE) 


-| 


p 


6 


The SS sends a REGISTER message 
rnntpininn p 1 Oft-I nnptinnNntifinptinn Invnkp 

bui i Lai 1 1 1 1 ly a \-\J\jC\. li uiiinuliiiughiuii hi vur\c 

component. 




ni 1 n fr\ rm a fir\ n Tra n c fa r 
U\—ll IIUI 1 1 la IIUI III al /o7C7 

(REGISTER) 






7 


OO Ola lo III 1 Id 1 \t— OOI OCl LU ZJ\J /O Ul 

px_UeLcsNotification 










8 


The UE notifies the user of the location 
nrnpprlurp pnH inrliratpc; that Inrptinn will hp not 

pi Uucuui c ai i kj ii luiLaicc iiicil i u^a li u i i win uc i iul 

allowpd in thp ab^pnep of a rp^non^p 

a 1 1 w v v \*a ill l i i \j uuub i ivw *ji a i uk/U i iov 






1 


p 


9 


The user denies the location request before 
timer T(LCSN) expires 










1 n 


Tho 1 IF tDrminatoc tho Hialnmio h\/ conHinn a 

1 IIC UL LCI 1 1 III laLCo 11 IC UlalUy UC Uy oCI IUI I iy a 

RELEASE COMPLETE message. 


— > 


ULInformationTransfer 
(RELEASE COMPLETE) 


■ 


p 


1 1 


The SS sends a REGISTER message 
containing a LCS-LocationNotification Invoke 
component. 


<— 


DLInformationTransfer 
(REGISTER) 






12 


SS starts timer T(LCSN) set to 90% of 
px_UeLcsNotification 










13 


The UE notifies the user of the location 
procedure and indicates that location will be not 
allowed in the absence of a response 






2 


p 


14 


The user does not reply 










15 


SS waits until T(LCSN) expires to ensure that 
the UE does not send a RELEASE COMPLETE 
message. 






2 


p 


16 


The SS terminates the dialogue by sending a 
RELEASE COMPLETE message. 


<- 


DLInformationTransfer 
(RELEASE COMPLETE) 
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7.2.1 .3.3.3 Specific message contents 



Table 7.2.1.3.3.3-1: DLInformationTransfer (steps 1, 6, 11 and 16, Table 7.2.1.3.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


DLInformationTransfer ::= SEQUENCE { 








rrc-Transactionldentifier 








criticalExtensions CHOICE { 








c1 CHOICE { 








dllnformationTransfer-r8 SEQUENCE { 








dedicated I nfoType CHOICE { 








dedicated I nfoNAS OCTET STRING 


Set according to Table 
7.2.1.3.3.3-2 


DOWNLINK 
GENERIC NAS 
TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






I 








} 








} 








} 









Table 7.2.1.3.3.3-2: DOWNLINK GENERIC NAS TRANSPORT (steps 1, 6, 11 and 16, Table 7.2.1.3.3.2-1) 



Derivation Path: 24.301 Table 8.2.31.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Downlink generic NAS transport message identity 


01101000 


Downlink generic 
NAS transport 




Generic message container type 


00000010 


Location services 
message container 




Generic message container 


Step 1, 6, 11: 

Set according to Table 
7.2.1.3.3.3-3 


REGISTER 




Step 16: 

Set according to Table 
7.2.1.3.3.3-11 


RELEASE 
COMPLETE 




Additional information 


Not present. 






Table 7.2.1.3.3.3-3: REGISTER (steps 1,6, and 11, Table 7.2.1.3.3.2-1) 


Derivation Path: 24.080 Table 2.3 


Information Element 


Value/remark 


Comment 


Condition 


Supplementary service protocol discriminator 


1011 


supplementary 
services (call 
independent) 




Transaction identifier 








Register message type 


xx11 1011 


REGISTER 




Facility 


Invoke = Ics- 
LocationNotification 


Set according to 
Table 7.2.1.3.3.3-4 
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Table 7.2.1.3.3.3-4: LCS-LocationNotification (step 1, 6 and 11, Table 7.2.1.3.3.2-1) 



Derivation Path: 24.080 clause 4.4.2 


Information Element 


Value/remark 


Comment 


Condition 


LocationNotificationArg ::= SEQUENCE { 








notificationType 


notifyAndVerify- 

1 nnntinnMntAllnuiA/JIfMnD 

LocationNotAl lowed ifNoK 
esponse 






iuocuiui i i y |JU 


ci i front 1 rifatirtn 

UUI 1 CI ILI_UL.dl.ILM 1 






IcsClientExternallD SEQUENCE { 








externalAddress 


ISDN-AddressString 






} 








IcsClientName SEQUENCE { 








dataCodingScheme 


USSD-DataCodingSchem 
e 






nameString 


NameString 






} 








} 









Table 7.2.1.3.3.3-5: ULInformationTransfer (steps 5 and 10, Table 7.2.1.3.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


ULInformationTransfer ::= SEQUENCE { 








criticalExtensions CHOICE { 








d CHOICE { 








ullnformationTransfer-r8 SEQUENCE { 








dedicated I nfoType CHOICE { 








dedicated I nfoNAS OCTET STRING 


Set according to Table 
7.2.1.3.3.3-6 


UPLINK GENERIC 
NAS TRANSPORT 




I 








nonCriticalExtension SEQUENCE {} 


Not present 






} 








} 








} 








I 








Table 7.2.1.3.3.3-6: UPLINK GENERIC NAS TRANSPORT (steps 5 and 10, Table 7.2.1.3.3.2-1) 


Derivation Path: 24.301 Table 8.2.32.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Uplink generic NAS transport message identity 


01101001 


Uplink generic NAS 
transport 




Generic message container type 


00000010 


Location services 
message container 




Generic message container 


Step 5: 

Set according to Table 
7.2.1.3.3.3-7 


RELEASE 
COMPLETE 




Step 10: 

Set according to Table 
7.2.1.3.3.3-9 


RELEASE 
COMPLETE 




Additional information 


Not present 
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Table 7.2.1.3.3.3-7: RELEASE COMPLETE (step 5, Table 7.2.1.3.3.2-1) 



Derivation Path: 24.080 Table 2.5 


Information Element 


Value/remark 


Comment 


Condition 


Supplementary service protocol discriminator 


1011 


supplementary 
services (call 
independent) 




Transaction identifier 








Release Complete message type 


xx10 1010 


RELEASE 
COMPLETE 




Facility 


Return result = 
LocationNotificationRes 


Set according to 
Table 7.2.1.3.3.3-8 





Table 7.2.1.3.3.3-8: LocationNotificationRes (step 5, Table 7.2.1.3.3.2-1) 



Derivation Path: 24.080 clause 4.4.2 


Information Element 


Value/remark 


Comment 


Condition 


LocationNotificationRes ::= SEQUENCE { 








verificationResponse 


permissionGranted 






} 









Table 7.2.1.3.3.3-9: RELEASE COMPLETE (step 10, Table 7.2.1.3.3.2-1) 



Derivation Path: 24.080 Table 2.5 


Information Element 


Value/remark 


Comment 


Condition 


Supplementary service protocol discriminator 


1011 


supplementary 
services (call 
independent) 




Transaction identifier 








Release Complete message type 


xx10 1010 


RELEASE 
COMPLETE 




Facility 


Return result = 
LocationNotificationRes 


Set according to 
Table 

7.2.1.3.3.3-10 





Table 7.2.1.3.3.3-10: LocationNotificationRes (step 10, Table 7.2.1.3.3.2-1) 



Derivation Path: 24.080 clause 4.4.2 


Information Element 


Value/remark 


Comment 


Condition 


LocationNotificationRes ::= SEQUENCE { 








verificationResponse 


permissionDenied 






} 









Table 7.2.1.3.3.3-11: RELEASE COMPLETE (step 16, Table 7.2.1.3.3.2-1) 



Derivation Path: 24.080 Table 2.5 


Information Element 


Value/remark 


Comment 


Condition 


Supplementary service protocol discriminator 


1011 


supplementary 
services (call 
independent) 




Transaction identifier 








Release Complete message type 


xx10 1010 


RELEASE 
COMPLETE 
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7.2.2 EPC-MO-LR 

7.2.2.1 Autonomous Self Location: UE-based 

7.2.2.1.1 Test Purpose (TP) 

0) 

with { a NAS signalling connection existing } 
ensure that { 

when { an EPC-MO-LR location session is initiated at the UE of type "assistanceData" } 
then { UE sends a REGISTER message containing a LCS-MOLR invoke component } 
} 

(2) 

with { UE having performed the last location request operation } 
ensure that { 

when { UE has received a FACILITY message containing the LCS-MOLR return result component } 
then { UE terminates the dialogue by sending a RELEASE COMPLETE message } 
} 

7.2.2.1.2 Conformance requirements 

References: The conformance requirements covered in the present TC are specified in: TS 24.171, clause 5.2.2.1. 
[TS 24.171, clause 5.2.2.1.1] 

The UE invokes a MO-LR by sending a REGISTER message to the network containing a LCS-MOLR invoke 
component. SS Version Indicator value 1 or above shall be used. 

The network shall pass the result of the location procedure to the UE by sending a FACILITY message to the UE 
containing a LCS-MOLR return result component. 



After the last location request operation the UE shall terminate the dialogue by sending a RELEASE COMPLETE 
message. 

7.2.2.1.3 Test description 

7.2.2.1.3.1 Pre-test conditions 

System Simulator: 

- Cell 1. 

- Satellite signals: As specified in 5.2.1. 
UE: 

- The UE shall begin the test with no assistance data stored. 
Preamble: 

- The UE is in state Generic RB Established (state 3) according to 3GPP 36.508 [8]. 

Related PICS/PIXIT Statements: 

- Method of clearing stored assistance data. 



ETSI 



3GPP TS 37.571-2 version 9.0.0 Release 9 



241 



ETSI TS 137 571-2 V9.0.0 (2012-01) 



- Method of triggering an EPC-MO-LR request for assistance data. 



7.2.2.1 .3.2 Test procedure sequence 

This test case includes sub-test cases dependent on the GNSS supported by the UE. 
Each sub-test case is identified by a Sub-Test Case Number as defined below: 



Sub-Test 
Case Number 


Supported Positioning Methods 


1 


UE supporting GNSS with A-GPS only 


2 


UE supporting GNSS with A-GLONASS only 


3 


UE supporting GNSS with A-Galileo only 


4 


UE supporting GNSS with A-GPS and A-GLONASS only 



Table 7.2.2.1.3.2-1: Main behaviour 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE sends a NAS PDU containing an MO- 
LR Request of type "assistanceData" inside an 
RRC UL Information Transfer message. The 
embedded LPP message specifies the type of 
assistance data. 


— > 


ULInformationTransfer 
(REGISTER) 


1 


P 


2 


The SS provides the requested assistance data 
in an LPP message of type "Assistance Data". 


<— 


DLInformationTransfer 

(LPP PROVIDE ASSISTANCE 

DATA) 






3 


The SS sends a FACILITY message containing 
a LCS-MOLR return result component. 


<— 


DLInformationTransfer 
(FACILITY) 






4 


The UE terminates the dialogue by sending a 
RELEASE COMPLETE message. 


— > 


ULInformationTransfer 
(RELEASE COMPLETE) 


2 


P 
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7.2.2.1 .3.3 Specific message contents 



Table 7.2.2.1.3.3-1 : ULInformationTransfer (steps 1 and 4, Table 7.2.2.1.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


ULInformationTransfer ::= SEQUENCE { 








cnticaltxtensions OHOIGt { 








d CHOICE { 








ullnformationTransfer-r8 SEQUENCE { 








dedicated I nfoType CHOICE { 








dedicated I nfoNAS OCTET STRING 


Set according to Table 
7.2.2.1.3.3-2 


UPLINK GENERIC 
NAS TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






I 








1 








} 








} 









Table 7.2.2.1.3.3-2: UPLINK GENERIC NAS TRANSPORT (steps 1 and 4, Table 7.2.2.1.3.2-1) 



Derivation Path: 24.301 Table 8.2.32.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Uplink generic NAS transport message identity 


01101001 


Uplink generic NAS 
transport 




Generic message container type 


00000010 


Location services 
message container 




Generic message container 


Step 1 : 

Set according to Table 
7.2.2.1.3.3-3 


REGISTER 




Step 4: 

Set according to Table 
7.2.2.1.3.3-11 


RELEASE 
COMPLETE 




Additional information 


Not present 






Table 7.2.2.1.3.3-3: REGISTER (step 1, Table 7.2.2.1.3.2-1) 


Derivation Path: 24.080 Table 2.4 


Information Element 


Value/remark 


Comment 


Condition 


Supplementary service protocol discriminator 


1011 


supplementary 
services (call 
independent) 




Transaction identifier 








Register message type 


xx11 1011 


REGISTER 




Facility 


lnvoke=LCS-MOLR 


Set according to 
Table 7.2.2.1.3.3-4 




SS version 


Version 1 or above 
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Table 7.2.2.1.3.3-4: LCS-MOLRArg (step 1, Table 7.2.2.1.3.2-1) 



Derivation Path: 24.080 clause 4.4.2 


Information Element 


Value/remark 


Comment 


Condition 


LCS-MOLRArg ::= SEQUENCE { 








molr-Type 


assistanceData 






multiplePositioningProtocolPDUs SEQUENCE 
(SIZE (1 ..3)) OF OCTET STRING 


At least one LPP message 
of type Request 
Assistance Data (UE may 
include additional LPP 
messages) 


Set according to 
Table 7.2.2.1.3.3-5 




} 









Table 7.2.2.1.3.3-5: LPP Request Assistance Data (step 1, Table 7.2.2.1.3.2-1) 



Derivation Path: 36.355 clause 6.2 


Information Elpmpnt 


Valup/rpmark 

V C4 1 U vr 1 v III CI 1 ' • 


Commpnt 

WUI 1 1 1 1 1 \-r 1 1 I 


Condition 

\_/ \_/ 1 I VI 1 Uw 1 1 


LPP-Messaae ■■- SEQUENCE ( 








transactions SEQUENCE { 








initiator 


targetDevice 






transactionNumber 


(0..255) 






I 








endTransaction 


FALSE 






sequenceNumber 


(0..255) 






acknowledgement 


Not present 






Ipp-MessageBody CHOICE { 








d CHOICE { 








requestAssistanceData SEQUENCE { 








critical Extensions CHOICE { 








d CHOICE { 








requestAssistanceData-r9 SEQUENCE { 








commonlEsRequestAssistanceData 








a-gnss-RequestAssistanceData 


Present. 






otdoa-RequestAssistanceData 








epdu-RequestAssistanceData 








1 








I 








} 








} 








} 








) 









Table 7.2.2.1.3.3-6: DLInformationTransfer (steps 2 and 3, Table 7.2.2.1.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


DLInformationTransfer ::= SEQUENCE { 








rrc-Transactionldentifier 








criticalExtensions CHOICE { 








d CHOICE { 








dllnformationTransfer-r8 SEQUENCE { 








dedicated I nfoType CHOICE { 








dedicated I nfoNAS OCTET STRING 


Set according to Table 
7.2.2.1.3.3-7 


DOWNLINK 
GENERIC NAS 
TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






I 








} 








} 








} 
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Table 7.2.2.1.3.3-7: DOWNLINK GENERIC NAS TRANSPORT (steps 2 and 3, Table 7.2.2.1.3.2-1) 



Derivation Path: 24.301 Table 8.2.31.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Downlink generic NAS transport message identity 


01101000 


Downlink generic 
NAS transport 




Generic message container type 


Step 2: 

00000001 


LTE Positioning 
Protocol (LPP) 
message container 




Step 3: 

00000010 


Location services 
message container 




Generic message container 


Step 2: 

Set according to Table 
7.2.2.1.3.3-8 


LPP Provide 
Assistance Data 




Step 3: 

Set according to Table 
7.2.2.1.3.3-9 


FACILITY 




Additional information 


Step 2: 

present 


Routing Identifier/ 
Correlation ID 




Step 3: 

Not present. 







Table 7.2.2.1.3.3-8: LPP Provide Assistance Data (step 2, Table 7.2.2.1.3.2-1) 



Derivation Path: 36.355 clause 6.2 


Information Element 


Value/remark 


Comment 


Condition 


LPP-Message ::= SEQUENCE { 








transactionID SEQUENCE { 








initiator 


targetDevice 






transactionNumber 


(0..255) 


Contains the same 
value as the 
corresponding field 
in the LPP Request 
Assistance Data 
message in step 1 
Table 7.2.2.1.3.2-1. 




1 








endTransaction 


TRUE 






sequenceNumber 


Not present 






acknowledgement 


Not present 






Ipp-MessageBody CHOICE { 








d CHOICE { 








provideAssistanceData SEQUENCE { 








critical Extensions CHOICE { 








d CHOICE { 








provideAssistanceData-r9 SEQUENCE { 








a-gnss-ProvideAssistanceData 


The SS provides the 
assistance data requested 
by the UE at step 1 , Table 
7.2.2.1.3.2-1 which are 
available according to TS 
37.571-5 [12]. 






1 








1 








} 








} 








} 








) 
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Table 7.2.2.1.3.3-9: FACILITY (step 3, Table 7.2.2.1.3.2-1) 



Derivation Path: 24.080 Table 2.3 


Information Element 


Value/remark 


Comment 


Condition 


Supplementary service protocol discriminator 


1011 


supplementary 
services (call 
independent) 




Transaction identifier 








Facility message type 


xx11 1010 


FACILITY 




Facility 


Return 

Result=LCS-MOLRRes 


Set according to 
Table 

7.2.2.1.3.3-10 





Table 7.2.2.1.3.3-10: LCS-MOLRRes (step 3, Table 7.2.2.1.3.2-1) 



Derivation Path: 24.080 clause 4.4.2 


Information Element 


Value/remark 


Comment 


Condition 


LCS-MOLRRes::= SEQUENCE { 


empty 






} 









Table 7.2.2.1.3.3-11 : RELEASE COMPLETE (step 4, Table 7.2.2.1.3.2-1) 



Derivation Path: 24.080 Table 2.5 


Information Element 


Value/remark 


Comment 


Condition 


Supplementary service protocol discriminator 


1011 


supplementary 
services (call 
independent) 




Transaction identifier 








Release Complete message type 


xx10 1010 


RELEASE 
COMPLETE 





7.2.2.2 Basic Self Location: UE-assisted 

7.2.2.2.1 Test Purpose (TP) 

0) 

with { a NAS signalling connection existing } 
ensure that { 

when { an EPC-MO-LR location session is initiated at the UE of type " locationEstimate" } 
then { UE sends a REGISTER message containing a LCS-MOLR invoke component } 
} 

(2) 

with { UE having performed the last location request operation } 
ensure that { 

when { UE has received a FACILITY message containing the LCS-MOLR return result component } 
then { UE terminates the dialogue by sending a RELEASE COMPLETE message } 
} 

7.2.2.2.2 Conformance requirements 

References: The conformance requirements covered in the present TC are specified in: TS 24.171, clause 5.2.2.1. 
[TS 24.171, clause 5.2.2.1.1] 

The UE invokes a MO-LR by sending a REGISTER message to the network containing a LCS-MOLR invoke 
component. SS Version Indicator value 1 or above shall be used. 
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The network shall pass the result of the location procedure to the UE by sending a FACILITY message to the UE 
containing a LCS-MOLR return result component. 



After the last location request operation the UE shall terminate the dialogue by sending a RELEASE COMPLETE 
message. 



7.2.2.2.3 Test description 

7.2.2.2.3.1 Pre-test conditions 

System Simulator: 

- Subtests 1-4: Cell 1. 

- Subtest 5: Cell 1, Cell 2, Cell 4 as specified in 5.2.2. 

- Subtest 6: Cell 1, Cell 2, Cell 4 as specified in 5.2.3. 

- Satellite signals (Subtests 1-4): As specified in 5.2.1. 

UE: 

- The UE shall begin the test with no assistance data stored. 
Preamble: 

- The UE is in state Generic RB Established (state 3) according to 3GPP TS 36.508 [8]. 

Related PICS/PIXIT Statements: 

- Method of clearing stored assistance data. 

- Method of triggering an EPC-MO-LR request for a location estimate. 

7.2.2.2.3.2 Test procedure sequence 

This test case includes sub-test cases dependent on the positioning method supported by the UE. Each sub-test case is 
identified by a Sub-Test Case Number as defined below: 



Sub-Test 
Case Number 


Supported Positioning Methods 


1 


UE supporting GNSS with A-GPS only 


2 


UE supporting GNSS with A-GLONASS only 


3 


UE supporting GNSS with A-Galileo only 


4 


UE supporting GNSS with A-GPS and A-GLONASS only 


5 


UE supporting OTDOA 


6 


UE supporting ECID 
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Table 7.2.2.2.3.2-1: Main behaviour 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE sends a NAS PDU containing an MO- 
LR Request of type "locationEstimate" inside an 
RRC UL Information Transfer message. The 
MO-LR message may optionally include up to 
three LPP positioning messages. 


— > 


ULInformationTransfer 
(REGISTER) 


1 


P 


2a 


IF 

the UE does not include a LPP Provide 
Capabilities message in step 1 
THEN 

the SS sends a LPP message of type Request 
Capabilities. 


<— 


DLInformationTransfer 

(LPP REQUEST CAPABILITIES) 


- 


- 


2b 


IF 

the SS perfomed step 2a 
THEN 

the UE sends a LPP message of type Provide 
Capabilities including the UE positioning 
capabilities. 


— > 


ULInformationTransfer 

(LPP PROVIDE CAPABILITIES) 


- 


- 


2c 


IF 

the UE LPP message at step 2b includes an 

acknowledgment request 

THEN 

SS sends a LPP Acknowledgement response. 


<— 


DLInformationTransfer 

(LPP ACKNOWLEDGEMENT) 


- 


- 


2d 


IF 

the UE included a LPP message of type 
Request Assistance Data in step 1 
THEN 

SS sends a LPP message of type Provide 
Assistance Data including an error indication 
without assistance data. 


<— 


DLInformationTransfer 

(LPP PROVIDE ASSISTANCE 

DATA) 


- 


- 


3 


IF NOT 

sub-test-6 

THEN 

The SS sends a LPP message of type Provide 
Assistance Data including the assistance data 
as defined in subclause 5.4.1 , dependent on UE 
capabilities and sub-test. 


<- 


DLInformationTransfer 

(LPP PROVIDE ASSISTANCE 

DATA) 






4 


The SS sends a LPP message of type Request 
Location Information. 


<- 


DLInformationTransfer 
(LPP REQUEST LOCATION 
INFORMATION) 


- 


- 


5 


The UE sends a LPP message of type Provide 
Location Information including measurements 
as requested at step 4. 


— > 


ULInformationTransfer 
(LPP PROVIDE LOCATION 
INFORMATION) 






5a 


IF 

the UE LPP message at step 5 includes an 

acknowledgement request 

THEN 

the SS sends a LPP Acknowledgement 
response. 


<— 


DLInformationTransfer 

(LPP ACKNOWLEDGEMENT) 


- 


- 


6 


The SS sends a FACILITY message containing 
a LCS-MOLR return result component. 


<— 


DLInformationTransfer 
(FACILITY) 






7 


The UE terminates the dialogue by sending a 
RELEASE COMPLETE message. 


--> 


ULInformationTransfer 
(RELEASE COMPLETE) 


2 


P 
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7.2.2.2.3.3 Specific message contents 



Table 7.2.2.2.3.3-1 : ULInformationTransfer (steps 1, 2b, 5 and 7, Table 7.2.2.2.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


ULInformationTransfer ::= SEQUENCE { 








cnticaltxtensions CHOIGt { 








d CHOICE { 








ullnformationTransfer-r8 SEQUENCE { 








dedicated I nfoType CHOICE { 








dedicated I nfoNAS OCTET STRING 


Set according to Table 
7.2.2.2.3.3-2 


UPLINK GENERIC 
NAS TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






I 








I 








} 








} 









Table 7.2.2.2.3.3-2: UPLINK GENERIC NAS TRANSPORT (steps 1, 2b, 5 and 7, Table 7.2.2.2.3.2-1) 



Derivation Path: 24.301 Table 8.2.32.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Uplink generic NAS transport message identity 


01101001 


Uplink generic NAS 
transport 




Generic message container type 


Steps 1 and 7: 

00000010 


Location services 
message container 




Step 2b, and 5: 

00000001 


LTE Positioning 
Protocol (LPP) 
message container 




Generic message container 


Step 1 : 

Set according to Table 
7.2.2.2.3.3-3 


REGISTER 




Step 2b: 

Set according to Table 
7.2.2.2.3.3-8 


LPP Provide 
Capabilities 




Step 5: 

Set according to Table 
7.2.2.2.3.3-13 


LPP Provide 

Location 

Information 




Step 7: 

Set according to Table 
7.2.2.2.3.3-16 


RELEASE 
COMPLETE 




Additional information 


Steps 1 and 7: 

Not present 






Step 2b: 

present 


The UE includes 
the Routing 
Identifier received 
in the Additional 
Information IE of 
the DOWNLINK 
GENERIC NAS 
TRANSPORT 
message (step 2a 
Table 

7.2.2.2.3.2-1) 




Step 5: 


The UE includes 
the Routing 
Identifier received 
in the Additional 
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Information IE of 
the DOWNLINK 
GENERIC NAS 
TRANSPORT 
message (step 4 
Table 

7.2.2.2.3.2-1) 





Table 7.2.2.2.3.3-3: REGISTER (step 1, Table 7.2.2.2.3.2-1) 



Derivation Path: 24.080 Table 2.4 


Information Element 


Value/remark 


Comment 


Condition 


Supplementary service protocol discriminator 


1011 


supplementary 
services (call 
independent) 




Transaction identifier 








Register message type 


xx11 1011 


REGISTER 




Facility 


lnvoke=LCS-MOLR 


Set according to 
Table 7.2.2.2.3.3-4 




SS version 


Version 1 or above 







Table 7.2.2.2.3.3-4: LCS-MOLRArg (step 1, Table 7.2.2.2.3.2-1) 



Derivation Path: 24.080 clause 4.4.2 


Information Element 


Value/remark 


Comment 


Condition 


LCS-MOLRArg ::= SEQUENCE { 








molr-Type 


locationEstimate 






multiplePositioningProtocolPDUs SEQUENCE 
(SIZE (1 ..3)) OF OCTET STRING 


May include up to three 
LPP messages 






) 









Table 7.2.2.2.3.3-5: DLInformationTransfer (steps 2a, 2c, 2d, 3, 4, 5a and 6, Table 7.2.2.2.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


DLInformationTransfer ::= SEQUENCE { 








rrc-Transactionldentifier 








criticalExtensions CHOICE { 








d CHOICE { 








dllnformationTransfer-r8 SEQUENCE { 








dedicated I nfoType CHOICE { 








dedicated I nfoNAS OCTET STRING 


Set according to Table 
7.2.2.2.3.3-6 


DOWNLINK 
GENERIC NAS 
TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






} 








1 








1 








} 
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Table 7.2.2.2.3.3-6: DOWNLINK GENERIC NAS TRANSPORT 
(steps 2a, 2c, 2d, 3, 4, 5a and 6, Table 7.2.2.2.3.2-1) 



Derivation Path: 24.301 Table 8.2.31.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Downlink generic NAS transport message identity 


01101000 


Downlink generic 
NAS transport 




Generic message container type 


Step 2a, 2c, 2d, 3, 4, 5a: 

00000001 


LTE Positioning 
Protocol (LPP) 
message container 




Step 6: 

00000010 


Location services 
message container 




Generic message container 


Step 2a: 

Set according to Table 
7.2.2.2.3.3-7 


LPP Request 
Capabilities 




Step 2c, 5a: 

Set according to Table 
7.2.2.2.3.3-9 


LPP 

Acknowledgement 




Step 2d: 

Set according to Table 
7.2.2.2.3.3-10 


LPP Provide 
Assistance Data 




Step 3: 

Set according to Table 
7.2.2.2.3.3-11 


LPP Provide 
Assistance Data 




Step 4: 

Set according to Table 
7.2.2.2.3.3-12 


LPP Request 

Location 

Information 




Step 6: 

Set according to Table 
7.2.2.2.3.3-14 


FACILITY 




Additional information 


Steps 2a, 2c, 2d, 3, 4, 5a: 

Present 


Routing Identifier/ 
Correlation ID 




Step 6: 

Not present. 







Table 7.2.2.2.3.3-7: LPP Request Capabilities (step 2a, Table 7.2.2.2.3.2-1) 



Derivation Path: Table 5.4-1 


Information Element 


Value/remark 


Comment 


Condition 


As defined in Table 5.4-1 
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Table 7.2.2.2.3.3-8: LPP Provide Capabilities (step 2b, Table 7.2.2.2.3.2-1) 



Derivation Path: 36.355 clause 6.2 


Information Element 


Value/remark 


Comment 


Condition 


LPP-Message ::= SEQUENCE { 








transactionID SEQUENCE { 








initiator 


locationServer 






transactionNumber 


(0..255) 


Contains the same 
value as the 
corresponding field 
in the LPP Request 
Capabilities 
message in step 2a 
Table 7.2.2.2.3.2-1 . 




} 








endTransaction 


TRUE 






sequenceNumber 


(0..255) 


Contains a different 
value compared to 
any other UL 
message aireaay 

cont \r\\f th o 1 IP 

ociiL uy uit; UC. 




QP^nrnA/lorlnomont CCA| IPMPP / 


ricaciiL, ur iiui pruburu. 






n^l/ Rami loctorl 
d l\ r\ tJ U, U c? b 1 c? U 


TRI IP 
1 nUC 






acKinuicaior 


Not present 






; 








Inn-MoccarioRnHw PWPilPP / 
ipp IVIubbdytJDUUy UnUlUC \ 








m pi-ipipp J 








pfUVIUUwdpdUINUUb oLUULIMUC \ 








r^ritir , alPvtoncir\nc PWPMPP S 
ONUodlCXLcllblUNb L/rl^JI^C \ 








r-\ PHOIPP / 








nrnuirloPanahilitioc-rQ QPPlI IPMPP J 
piUVIUcwdpdUIIIUtfb it? oCUUt-INOL \ 








OUI lllTIUl 1 1 Cbr lUVIUUOdpdUlllllub 


nui pruboiu 






a nncc Prrw/iHoPanahilitioc QPPI IPMPP/ 
d y l Ibb r lUVIUUL/dpdUIIILlUb OCWUClMOCf 








y 1 Ibb OUppUl LLIbL 


rlObOlll IUI bUU LObLb I *t 






dbblbldl lOcUdLdOUppUl LLIbL 


rlcbclll IUI bUU Lcblb I *+ 






luoduuiiv-zuuiuiiidit; i ypob 


rltJbtfllL IUI bUU ItfbLb It 






vyiuuiiy i yptJb 


ProcQnt fr\ r oiik^ facte "i A 
riObUiU IUI bUU lUblb I -** 






1 
/ 








otdoa-ProvideCapabilities 


Present for sub-test 5 






ecid-ProvideCapabilities 


Present for sub-test 6 






epdu-ProvideCapabilities 
























} 
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Table 7.2.2.2.3.3-9: LPP Acknowledgement (steps 2c and 5a, Table 7.2.2.2.3.2-1) 



Derivation Path: 36.355 clause 6.2 


Information Element 


Value/remark 


Comment 


Condition 


LPP-Message ::= SEQUENCE { 








transaction ID 


Not present 






endTransaction 


TRUE 






sequenceNumber 


Not present 






acknowledgement SEQUENCE { 








ackRequested 


FALSE 






acklndicator 


Step 2c: 

(0..255) 


Contains the same 
value of the 
sequenceNumber 
field as received by 
the SS in the LPP 
Provide 
Capabilities 
message in step 
2b, Table 
7.2.2.2.3.2-1. 




Step 5a: 

(0..255) 


Contains the same 
value of the 
sequenceNumber 
field as received by 
the SS in the LPP 
Provide Location 
Information 
message in step 5, 
Table 7.2.2.2.3.2-1. 




1 








Ipp-MessageBody 


Not present. 






} 
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Table 7.2.2.2.3.3-10: LPP Provide Assistance Data (step 2d, Table 7.2.2.2.3.2-1) 



Derivation Path: Table 4.4-2 


Information Element 


Value/remark 


Comment 


Condition 


LPP-Message ::= SEQUENCE { 








transactionID SEQUENCE { 




Contains the same 
value as any 
potential LPP 
Request 
Assistance Data 
message included 
by the UE at step 
i , i aDie 

7 0000 OH 




I n iti atr\ v 
II II lldLUl 


Ldl Lj clL/cVloc 






LI ctl IbdOLIUI IINUI I IDtJi 


en °<ro 






1 
/ 








GllU 1 rdiibdciiun 


TRI IP 
1 nUC 






sequenceNumber 


Not present 






acknowledgement 


Not present. 






Ipp-MessageBody CHOICE { 








c1 CHOICE { 








provideAssistanceData SEQUENCE { 








criticalExtensions CHOICE { 








/"* L_l /"\ 1 iT^ f 

Cl OHUIOt { 








provideAssistanceUata-r9 bcUUtNOt { 








commonlEsProvideAssistanceData 


Not present 






a-gnss-ProvideAssistanceData SEQUENCE { 


Present, if UE requested 
GNSS assistance data at 
step i , i auie 
7.2.2.2.3.2-1. 






gnss-CommonAssistData 


Not present 






gnss-GenericAssistData 


Not present 






gnss-Error CHOICE { 








locationServerErrorCauses SEQUENCE { 








cause 


undefined 






} 








} 








} 








otdoa-ProvideAssistanceData SEQUENCE { 


Present, if UE requested 
OTDOA assistance data 

3d Sl6p 1 , 1 8.016 
7 p o o q p_-j 






ULUUd -rlUltJiUi ICcOcllllllU 


Mrtt r\roc ont 

inch prtJbem 






ULUUd -INtJIyllUUUIv-'CllllllU 


INCH piCbcllL 






uiuud cnui unuiuc \ 








lUOdllUI loci vcl Ct 1 Ul UdUoco OC^UCNuC | 








1 loo 


i inHofinoH 
Ul lUclll IfcJU 






1 
f 








} 








} 








epdu-ProvideAssistanceData 


Not present 






1 








1 








} 








} 








} 








) 
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Table 7.2.2.2.3.3-11 : LPP Provide Assistance Data (step 3, Table 7.2.2.2.3.2-1) 



Derivation Path: Table 5.4-2 


Information Element 


Value/remark 


Comment 


Condition 


As defined in Table 5.4-2 with the following exceptions: 


transactionID SEQUENCE { 








initiator 


locationServer 






transactionNumber 


(0..255) 






) 









Table 7.2.2.2.3.3-12: LPP Request Location Information (step 4, Table 7.2.2.2.3.2-1) 



Derivation Path: Table 5.4-3 


Information Element 


Value/remark 


Comment 


Condition 


As defined in Table 5.4-3 with the following exceptions: 


locationlnformationType 


locationMeasurementsRe 
quired 
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Table 7.2.2.2.3.3-13: LPP ProvideLocation Information (step 5, Table 7.2.2.2.3.2-1) 



Derivation Path: 36.355 clause 6.2 


Information Element 


Value/remark 


Comment 


Condition 


LPP-Message ::= SEQUENCE { 








transactionID SEQUENCE { 








initiator 


locationServer 






transactionNumber 


(0..255) 


Contains the same 
value as the 
corresponding field 
in the LPP Request 
Location 
Information 
message in step 4 
Table 7.2.2.2.3.2-1 . 




1 








endTransaction 


TRUE 






sequenceNumber 


(0..255) 


Contains a different 
value compared to 
any other UL 
message aireauy 

cnni h\/ tho. 1 IF 
belli Uy lllc UC 




durMiuwitJuycinuiii oiz^uizin^c \ 


rrcociu, ur nui prt?bciU. 








TRI IF 






acklndicator 


Not present 






i 
/ 








Ipp-MessageBody CHOICE { 








Cl OHUlOb { 








provideLocationlnformation SEQUENCE { 








critical Extensions CHOICE { 








c1 CHOICE { 








provideLocationlnformation-ry btoUtNOt { 








common lEsProvideLocationlnformation 


Not present. 






a-gnss-ProvideLocation Information 


Present for sub-tests 1-4. 
Any value acceptable 






otdoa-ProvideLocation Information 


Present for sub-test 5. 

Miiy VdlUc doCcpidUlc 






ecid-ProvideLocationlnformation 


Present for sub-test 6. 
Any value acceptable 






epdu-ProvideLocationlnformation 








} 








} 








} 








I 








} 








} 








Table 7.2.2.2.3.3-14: FACILITY (step 6, Table 7.2.2.2.3.2-1) 


Derivation Path: 24.080 Table 2.3 


Information Element 


Value/remark 


Comment 


Condition 


Supplementary service protocol discriminator 


1011 


supplementary 
services (call 
independent) 




Transaction identifier 








Facility message type 


xx11 1010 


FACILITY 




Facility 


Return 

Result=LCS-MOLRRes 


Set according to 
Table 

7.2.2.2.3.3-15 
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Table 7.2.2.2.3.3-15: LCS-MOLRRes (step 6, Table 7.2.2.2.3.2-1) 



Derivation Path: 24.080 clause 4.4.2 


Information Element 


Value/remark 


Comment 


Condition 


LCS-MOLRRes::= SEQUENCE { 








location Estimate 


Any value. The SS shall 
not be required to 
calculate the value from 
the returned 
measurements. 















Table 7.2.2.2.3.3-16: RELEASE COMPLETE (step 7, Table 7.2.2.2.3.2-1) 



Derivation Path: 24.080 Table 2.5 


Information Element 


Value/remark 


Comment 


Condition 


Supplementary service protocol discriminator 


1011 


supplementary 
services (call 
independent) 




Transaction identifier 








Release Complete message type 


xx10 1010 


RELEASE 
COMPLETE 





7.3 LPP Procedures 

7.3.1 LPP Common Procedures 
7.3.1 .1 Position Capability Transfer 

7.3.1.1.1 Test Purpose (TP) 
(1) 

with { a NAS signalling connection for EPC-NI-LR session existing } 
ensure that { 

when { UE receives a LPP message of type REQUEST CAPABILITIES } 

then { UE sends a LPP message of type PROVIDE CAPABILITIES with the correct supported 
capabilities } 
} 

7.3.1 .1 .2 Conformance requirements 

References: The conformance requirements covered in the present TC are specified in: TS 36.355, clause 5.1. 
[TS 36.355, clause 5.1.3] 

Upon receiving a RequestCapabilities message, the target device shall generate a ProvideCapabilities message as a 
response. 

The target device shall: 

1> for each positioning method for which a request for capabilities is included in the message: 

2> if the target device supports this positioning method: 

3> include the capabilities of the device for that supported positioning method in the response message; 

1> set the IE LPP-TransactionID in the response message to the same value as the IE LPP-TransactionID in the 
received message; 
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[TS 36.355, clause 5.1.4] 

When triggered to transmit a ProvideCapabilities message, the target device shall: 
1> for each positioning method whose capabilities are to be indicated: 
2> set the corresponding IE to include the device's capabilities; 
2> if OTDOA capabilities are to be indicated: 
3> include the IE supportedBandListEUTRA; 



7.3.1.1.3 Test description 

7.3.1.1.3.1 Pre-test conditions 

System Simulator: 
- Cell 1. 

UE: 



Preamble: 

- The UE is in state Generic RB Established (state 3) according to 3GPP TS 36.508 [8]. 
Related PICS/PIXIT Statements: 



7.3.1 .1 .3.2 Test procedure sequence 



Table 7.3.1.1.3.2-1: Main behaviour 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The SS sends a LPP message of type Request 
Capabilities. 


<— 


DLInformationTransfer 

(LPP REQUEST CAPABILITIES) 






2 


The UE sends a LPP message of type Provide 
Capabilities including the UE positioning 
capabilities. 


— > 


ULInformationTransfer 

(LPP PROVIDE CAPABILITIES) 


1 


P 


2a 


IF 

the UE LPP message at step 2 includes an 

acknowledgment request 

THEN 

SS sends a LPP Acknowledgement response. 


<- 


DLInformationTransfer 

(LPP ACKNOWLEDGEMENT) 
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7.3.1 .1 .3.3 Specific message contents 



Table 7.3.1.1.3.3-1: DLInformationTransfer (steps 1 and 2a, Table 7.3.1.1.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


DLInformationTransfer ::= SEQUENCE { 








rrc-Transactionldentifier 








criticalExtensions CHOICE { 








d CHOICE { 








dllnformationTransfer-r8 SEQUENCE { 








dedicated I nfoType CHOICE { 








dedicated I nfoNAS OCTET STRING 


Set according to Table 
7.3.1.1.3.3-2 


DOWNLINK 
GENERIC NAS 
TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






I 








} 








} 








} 








Table 7.3.1.1.3.3-2: DOWNLINK GENERIC NAS TRANSPORT (steps 1 and 2a, Table 7.3.1.1.3.2-1) 


Derivation Path: 24.301 Table 8.2.31.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Downlink generic NAS transport message identity 


01101000 


Downlink generic 
NAS transport 




Generic message container type 


00000001 


LTE Positioning 
Protocol (LPP) 
message container 




Generic message container 


Step 1 : 

Set according to Table 
7.3.1.1.3.3-3 


LPP Request 
Capabilities 




Step 2a: 

Set according to Table 
7.3.1.1.3.3-14 


LPP 

Acknowledgement 




Additional information 


Present 


Routing 

Identifier/Correlatio 
n ID 





Table 7.3.1.1.3.3-3: LPP Request Capabilities (step 1, Table 7.3.1.1.3.2-1) 



Derivation Path: Table 5.4-1 


Information Element 


Value/remark 


Comment 


Condition 


As defined in Table 5.4-1 with the following exception: 


epdu-ProvideCapabilities SEQUENCE (SIZE (1)) OF 
SEQUENCE!. 








ePDU-ldentifier SEQUENCE { 








ePDU-ID 


1 


OMA LPPe 




ePDU-Name 


Not present 






} 








ePDU-Body 


FFS 






) 
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Table 7.3.1.1.3.3-4: ULInformationTransfer (step 2, Table 7.3.1.1.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


1 nf a I'm nil s"\ n C 1 nm Ant 


value/ remarK 


oornrneni 


vsOnuiiion 


1 II 1 nli-ifin TtinnTrinofrir ■■ CCHI ICMPC / 

ULInTOriTiatlOn 1 ranSTGr ..= otLJUtNL/t { 








CNTICcll tXtGDSIOnS OMUIL/t ( 








C 1 OnL/IL/t ( 








UIIIIIUIIIIdLIUII 1 1 dl lo 1 C 1 1 O O 1 W \~J 1 1 N w 1 | 








dedicated InfoType CHOICE { 








dedicated InfoNAS OCTET STRING 


Set according to Table 
7.3.1.1.3.3-5 


UPLINK GENERIC 
NAS TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






I 








1 








} 








} 









Table 7.3.1.1.3.3-5: UPLINK GENERIC NAS TRANSPORT (step 2, Table 7.3.1.1.3.2-1) 



Derivation Path: 24.301 Table 8.2.32.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Uplink generic NAS transport message identity 


01101001 


Uplink generic NAS 
transport 




Generic message container type 


00000001 


LTE Positioning 
Protocol (LPP) 
message container 




Generic message container 


Set according to Table 
7.3.1.1.3.3-6 


LPP Provide 
Capabilities 




Addional information 


Present 


The UE includes 
the Routing 
Identifier received 
in the Additional 
Information IE of 
the DOWNLINK 
GENERIC NAS 
TRANSPORT 
message (step 1 
Table 

7.3.1.1.3.2-1) 
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Table 7.3.1.1.3.3-6: LPP Provide Capabilities (step 2, Table 7.3.1.1.3.2-1) 



Derivation Path: 36.355 clause 6.2 


Information Element 


Value/remark 


Comment 


Condition 


LPP-Message ::= SEQUENCE { 








transactionID SEQUENCE { 








initiator 


locationServer 






transactionNumber 


(0..255) 


Contains the 








same value as 








the corresponding 








field in the LPP 








Request 








Capabilities 








message in step 








i , i auie 








70110 0.1 

/ .O. 1 . 1 .O.c. 1 . 




i 
/ 








t?IIU 1 Idl IbdOUUl 1 


TRI IF 
1 nUC 






coni lonfoMi imhor 
bcLjUtfl lOclNUl I lUtJI 








arknnw/ldHriDmDnt CiFOI IFNPF / 


ricbcllL, Ui IIUl picbtfiU 






dOftnc^UUbLUU 


TRI IF 
i nuc 






a p k 1 n H i f a t r» r 


Mnt nrocont 

1 MUl [Jl tJOOl 11 






1 
; 








Ipp-Messageboay OHUlut { 








Cl OnUIOt { 








provideuapabinties bbUUbNOb { 








criticalExtensions CHOICE { 








c1 CHOICE { 








provideCapabilities-r9 SEQUENCE { 








commonlEsProvideCapabilities 


Not present 






a-gnss-ProvideCapabilities SEQUENCE 


Present or not present 






{ 


dependent on 








(pc_UEB_AGNSS OR 








pc_UEA_AGNSS) 






gnss-SupportList 


Set according to Table 








7.3.1 .1 .3.3-7 






assistanceDataSupportList 


Set according to Table 








7.3.1.1.3.3-8 






locationCoordinateTypes 


Present or not present 








dependent on 








pc_UEB_AGNSS. Set 








according to Table 








7.3.1.1.3.3-9 






velocityTypes 


Present or not present 








dependent on 








pcJJEBAGNSS. Set 








according to Table 








7.3.1.1.3.3-10 






} 








otdoa-ProvideCapabilities 


Present or not present 








dependent on pc_OTDOA. 








Set according to Table 








7.3.1.1.3.3-11 






ecid-ProvideCapabilities 


Present or not present 








dependent on pc_ECID. 








Set according to Table 








7.3.1 .1 .3.3-1 2 






epau-r roviaeL/apdui lines 


rreseni or noi present 








dependent on UE 








capabilities. Set according 








to Table 7.3.1.1.3.3-13 






i 








} 








i 








i 








i 








i 
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5 I I I 



Table 7.3.1.1.3.3-7: gnss-SupportList (step 2, Table 7.3.1.1.3.2-1) 



Derivation Path: 36.355 clause 6.5.2.9 


Information Element 


Value/remark 


Comment 


Condition 


gnss-SupportList SEQUENCE (SIZE(L.n)) OF 
SEQUENCE! 




Size n of 
SEQUENCE is 
dependent on UE 
capabilities 




gnss-ID 


Dependent on UE 
capabilities 






sbas-IDs 


Dependent on UE 
capabilities 


Present only if gnss- 
ID = sbas 




agnss-Modes 


Dependent on UE 
capabilities 






gnss-Signals 


Dependent on UE 
capabilities 






fta-MeasSupport SEQUENCE { 


Present or not present 
dependent on 
pc_GNSS_FTA 






cellTime 


Dependent on UE 
capabilities 






mode 


Dependent on UE 
capabilities 






} 








adr-Support 


Dependent on UE 
capabilities 






velocityMeasurementSupport 


Dependent on UE 
capabilities 






} 
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Table 7.3.1.1.3.3-8: assistanceDataSupportList (step 2, Table 7.3.1.1.3.2-1) 



Derivation Path: 36.355 clause 6.5.2.9 


Information Element 


Value/remark 


Comment 


Condition 


assistanceDataSupportList SEQUENCE! 








gnss-CommonAssistanceDataSupport SEQUENCE! 








gnss-ReferenceTimeSupport 


Present or not present 
and value dependent on 
UE capabilities. 






gnss-ReferenceLocationSupport 


Present or not present 
and value dependent on 
UE capabilities. 






gnss-lonosphericModelSupport 


Present or not present 
and value dependent on 
UE capabilities. 






gnss-EarthOrientationParametersSupport 


Present or not present 
and value dependent on 
UE capabilities. 






} 








gnss-GenericAssistanceDataSupport SEQUENCE 
(SIZE (1 ..n)) OF SEQUENCE! 




Size n of 
SEQUENCE is 
dependent on UE 
capabilities 




gnss-ID 


Dependent on UE 
capabilities 






sbas-ID 


Dependent on UE 
capabilities 


Present only if gnss- 
ID = sbas 




gnss-TimeModelsSupport 


Present or not present 
and value dependent on 
UE capabilities. 






gnss-DifferentialCorrectionsSupport 


Present or not present 
and value dependent on 
UE capabilities. 






gnss-NavigationModelSupport 


Present or not present 
and value dependent on 
UE capabilities. 






gnss-RealTimelntegritySupport 


Present or not present 
and value dependent on 
UE capabilities. 






gnss-DataBitAssistanceSupport 


Present or not present 
and value dependent on 
UE capabilities. 






gnss-AcquisitionAssistanceSupport 


Present or not present 
and value dependent on 
UE capabilities. 






gnss-AlmanacSupport 


Present or not present 
and value dependent on 
UE capabilities. 






gnss-UTC-ModelSupport 


Present or not present 
and value dependent on 
UE capabilities. 






gnss-AuxiliarylnformationSupport 


Present or not present 
and value dependent on 
UE capabilities. 






1 








} 
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Table 7.3.1.1.3.3-9: locationCoordinateTypes (step 2, Table 7.3.1.1.3.2-1) 



Derivation Path: 36.355 clause 6.4.1 


Information Element 


Value/remark 


Comment 


Condition 


locationCoordinateTypes SEQUENCE { 








ellipsoidPoint 


Dependent on UE 
capabilities 






ellipsoidPointWithUncertaintyCircle 


Dependent on UE 
capabilities 






ellipsoidPointWithUncertaintyEllipse 


Dependent on UE 
capabilities 






polygon 


Dependent on UE 
capabilities 






ellipsoidPointWithAltitude 


Dependent on UE 
capabilities 






ellipsoidPointWithAltitudeAndUncertaintyEllipsoid 


Dependent on UE 
capabilities 






ellipsoidArc 


Dependent on UE 
capabilities 






} 








Table 7.3.1.1.3.3-10: velocityTypes (step 2, Table 7.3.1.1.3.2-1) 


Derivation Path: 36.355 clause 6.4.1 


Information Element 


Value/remark 


Comment 


Condition 


velocityTypes SEQUENCE { 








horizontalVelocity 


Dependent on UE 
capabilities 






horizontalWithVerticalVelocity 


Dependent on UE 
capabilities 






horizontalVelocityWithUncertainty 


Dependent on UE 
capabilities 






horizontalWithVerticalVelocityAndUncertainty 


Dependent on UE 
capabilities 






} 








Table 7.3.1.1.3.3-11 : otdoa-ProvideCapabilities (step 2, Table 7.3.1.1.3.2-1) 


Derivation Path: 36.355 clause 6.5.1 .7 


Information Element 


Value/remark 


Comment 


Condition 


otdoa-ProvideCapabilities SEQUENCE { 








otdoa-Mode 


Dependent on UE 
capabilities 






supportedBandListEUTRA SEQUENCE (SIZE (1..n)) 
OF SEQUENCE { 


Shall be present if otdoa- 
ProvideCapabilities is 
present 


Size n of 
SEQUENCE is 
dependent on UE 
capabilities 




bandEUTRA 


Dependent on UE 
capabilities 






} 








} 








Table 7.3.1.1.3.3-12: ecid-ProvideCapabilities (step 2, Table 7.3.1.1.3.2-1) 


Derivation Path: 36.355 clause 6.5.3.4 


Information Element 


Value/remark 


Comment 


Condition 


ecid-ProvideCapabilities SEQUENCE { 








ecid-MeasSupported 


Dependent on UE 
capabilities 






} 








} 
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Table 7.3.1.1.3.3-13: epdu-ProvideCapabilities (step 2, Table 7.3.1.1.3.2-1) 



Derivation Path: 36.355 clause 6.4.1 


Information Element 


Value/remark 


Comment 


Condition 


epdu-ProvideCapabilities SEQUENCE (SIZE (1)) OF 

t~* 1 — /~\ 1 II — K 1 /~\ 1 — f 

SEQUENCE{ 








ePDU-ldentifier SEQUENCE { 








ePDU-ID 


Dependent on UE 
capabilities 






ePDU-Name 


Present or not present. 
Value dependent on UE 
capabilities 






} 








ePDU-Body 


Dependent on UE 
capabilities 






) 









Table 7.3.1.1.3.3-14: LPP Acknowledgement (step 2a, Table 7.3.1.1.3.2-1) 



Derivation Path: 36.355 clause 6.2 


Information Element 


Value/remark 


Comment 


Condition 


LPP-Message ::= SEQUENCE { 








transaction ID 


Not present 






endTransaction 


TRUE 






sequenceNumber 


Not present 






acknowledgement SEQUENCE { 








ackRequested 


FALSE 






acklndicator 


(0..255) 


Contains the same 
value of the 
sequenceNumber 
field in step 2, Table 
7.3.1.1.3.2-1. 




1 








Ipp-MessageBody 


Not present. 






} 









7.3.2 LPP Transport 
7.3.2.1 LPP Duplicated Message 

7.3.2.1.1 Test Purpose (TP) 

0) 

with { a NAS signalling connection for EPC-NI-LR session existing } 
ensure that { 

when { UE receives a LPP message carrying the same sequence number as that last received for the 
associated location session } 
then { UE discards the LPP message } 
} 

7.3.2.1.2 Conformance requirements 

References: The conformance requirements covered in the present TC are specified in: TS 36.355, clause 4.3. 
[TS 36.355, clause 4.3.1] 

A UE implementing LPP for the control plane solution shall support LPP reliable transport (including all three of 
duplicate detection, acknowledgement, and retransmission). 

The following requirements in subclauses 4.3.2, 4.3.3, and 4.3.4 [LPP] for LPP reliable transport apply only when the 
capability is supported. 
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[TS 36.355, clause 4.3.2] 

A sender shall include a sequence number in all LPP messages sent for a particular location session. The sequence 
number shall be distinct for different LPP messages sent in the same direction in the same location session. 



A receiver shall record the most recent received sequence number for each location session. If a message is received 
carrying the same sequence number as that last received for the associated location session, it shall be discarded. 

7.3.2.1.3 Test description 

7.3.2.1.3.1 Pre-test conditions 

System Simulator: 

- Cell 1. 

- Satellite signals: Not present. 
UE: 



Preamble: 

- The UE is in state Generic RB Established (state 3) according to 3GPP TS 36.508 [8]. 
Related PICS/PIXIT Statements: 



7.3.2.1 .3.2 Test procedure sequence 



Table 7.3.2.1.3.2-1: Main behaviour 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The SS sends a LPP message of type Request 
Capabilities including a sequence number. 


<- 


DLInformationTransfer 

(LPP REQUEST CAPABILITIES) 






2 


Immediately after step 1 , the SS sends the 
same LPP message as in step 1 . 


<— 


DLInformationTransfer 

(LPP REQUEST CAPABILITIES) 






3 


The UE sends a LPP message of type Provide 
Capabilities including the UE positioning 
capabilities. 


— > 


ULInformationTransfer 

(LPP PROVIDE CAPABILITIES) 






3a 


IF 

the UE LPP message at step 3 includes an 

acknowledgment request 

THEN 

SS sends a LPP Acknowledgement response. 


<- 


DLInformationTransfer 

(LPP ACKNOWLEDGEMENT) 






4 


The SS waits for 1 seconds to ensure the UE 
does not send another LPP message of type 
Provide Capabilities with the same transaction 
ID as received in step 1 or 2. 






1 


P 



ETSI 



3GPP TS 37.571 -2 version 9.0.0 Release 9 266 ETSI TS 1 37 571 -2 V9.0.0 (201 2-01 ) 

7.3.2.1 .3.3 Specific message contents 



Table 7.3.2.1.3.3-1 : DLInformationTransfer (steps 1,2, and 3a, Table 7.3.2.1.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


DLInformationTransfer ::= SEQUENCE { 








rrc-Transactionldentifier 








criticalExtensions CHOICE { 








c1 CHOICE { 








dllnformationTransfer-r8 SEQUENCE { 








dedicated I nfoType CHOICE { 








dedicated I nfoNAS OCTET STRING 


Set according to Table 
7.3.2.1.3.3-2 


DOWNLINK 
GENERIC NAS 
TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






I 








} 








} 








} 









Table 7.3.2.1.3.3-2: DOWNLINK GENERIC NAS TRANSPORT (steps 1, 2 and 3a, Table 7.3.2.1.3.2-1) 



Derivation Path: 24.301 Table 8.2.31.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Downlink generic NAS transport message identity 


01101000 


Downlink generic 
NAS transport 




Generic message container type 


00000001 


LTE Positioning 
Protocol (LPP) 
message container 




Generic message container 


Steps 1 and 2: 

Set according to Table 
7.3.2.1.3.3-3 


LPP Request 
Capabilities 




Step 3a: 

Set according to Table 
7.3.2.1.3.3-7 


LPP 

Acknowledgement 




Additional information 


Present 


Routing Identifier/ 
Correlation ID 





Table 7.3.2.1.3.3-3: LPP Request Capabilities (steps 1 and 2, Table 7.3.2.1.3.2-1) 

Derivation Path: Table 5.4-1 

Information Element | Value/remark | Comment | Condition 

As defined in Table 5.4-1 with the following exceptions: 

sequenceNumber |0 | | 
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Table 7.3.2.1.3.3-4: ULInformationTransfer (step 3, Table 7.3.2.1.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


1 nf a I'm nil s"\ n C 1 nm Ant 


value/ remarK 


oornrneni 


vsOnuiiion 


1 II 1 nli-ifin TtinnTrinofrir ■■ CCHI ICMPC / 

ULlnTOrmallOn 1 ranSTGr ..= otLJUtNL/t { 








CNTICcll tXtGDSIOnS OMUIL/t ( 








C 1 OnL/IL/t ( 








i illnfrirmatinnTrancfor rfi QPOI IFMPC / 
UMMIUi llldLIUll 1 Idllblcl IO OCUUCNOC \ 








dedicated InfoType CHOICE { 








dedicated InfoNAS OCTET STRING 


Set according to Table 
7.3.2.1.3.3-5 


UPLINK GENERIC 
NAS TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






I 








1 








} 








} 








Table 7.3.2.1.3.3-5: UPLINK GENERIC NAS TRANSPORT (step 3, Table 7.3.2.1.3.2-1) 


Derivation Path: 24.301 Table 8.2.32.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Uplink generic NAS transport message identity 


01101001 


Uplink generic NAS 
transport 




Generic message container type 


00000001 


LTE Positioning 
Protocol (LPP) 
message container 




Generic message container 


Set according to Table 
7.3.2.1.3.3-6 


LPP Provide 
Capabilities 




Addional information 


present 


The UE includes 
the Routing 
Identifier received 
in the Additional 
Information IE of 
the DOWNLINK 
GENERIC NAS 
TRANSPORT 
message (step 1 
Table 

7.3.2.1.3.2-1) 





Table 7.3.2.1.3.3-6: LPP Provide Capabilities (step 3, Table 7.3.2.1.3.2-1) 



Derivation Path: 36.355 clause 6.2 


Information Element 


Value/remark 


Comment 


Condition 


LPP-Message ::= SEQUENCE { 








transactionID SEQUENCE { 








initiator 


locationServer 






transactionNumber 


(0..255) 


Contains the 
same value as 
the corresponding 
field in the LPP 
Request 
Capabilities 
message in step 
1 , Table 
7.3.2.1.3.2-1. 




} 








endTransaction 


TRUE 
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sequenceNumber 








acKnowiGuyerneni otuutNut { 


present, or not present 






ackRGquest8d 


TDI IP 

1 riUb 






acklndicator 


Not present 






} 








ipp-iviGssagGboay onuiot { 








d CHOICE { 








proviaeuapabinties bbUUbNGb { 








criticalExtensions CHOICE { 








CI GnUIGb { 








proviaeoapaDiiities-ry bbUUbNL-b { 








cornmonlEsProvideCapabilities 


Not present 






a-gnss-rroviaeuapaDiiities obUUbNobj 


Dependent on UE 
capabilities 






gnss-SupportList 








assistanceDataSupportList 








locationCoordinateTypes 








velocity Types 








1 








otdoa-ProvideCapabilities 


Dependent on UE 
capabilities 








ecid-ProvideCapabihties 


Dependent on UE 
capaDiiities 






epau-r roviaeL'apaDi lines 








i 








i 








} 








i 








i 

















Table 7.3.2.1.3.3-7: LPP Acknowledgement (step 3a, Table 7.3.2.1.3.2-1) 



Derivation Path: 36.355 clause 6.2 


Information Element 


Value/remark 


Comment 


Condition 


LPP-Message ::= SEQUENCE { 








transaction ID 


Not present 






endTransaction 


TRUE 






sequenceNumber 


Not present 






acknowledgement SEQUENCE { 








ackRequested 


FALSE 






acklndicator 


(0..255) 


Contains the same 
value of the 
sequenceNumber 
field in step 3, Table 
7.3.2.1.3.2-1. 




1 








Ipp-MessageBody 


Not present. 






} 









7.3.2.2 LPP Acknowledgment 
7.3.2.2.1 Test Purpose (TP) 

(1) 

with { a NAS signalling connection for EPC-NI-LR session existing } 
ensure that { 

when { UE receives a LPP message carrying an acknowledgement request indicator } 
then { UE returns an acknowledgement response } 
} 
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7.3.2.2.2 



Conformance requirements 



References: The conformance requirements covered in the present TC are specified in: TS 36.355, clause 4.3. 
[TS 36.355, clause 4.3.1] 

A UE implementing LPP for the control plane solution shall support LPP reliable transport (including all three of 
duplicate detection, acknowledgement, and retransmission). 

The following requirements in subclauses 4.3.2, 4.3.3, and 4.3.4 [LPP] for LPP reliable transport apply only when the 
capability is supported. 

[TS 36.355, clause 4.3.3.1] 

Upon reception of an LPP message which includes the IE ackRequested set to TRUE, a receiver returns an LPP 
message with an acknowledgement response, i.e., that includes the acklndicator IE set to the same sequence number of 
the message being acknowledged. 

An acknowledgment response may contain no LPP message body (in which case only the sequence number being 
acknowledged is significant); alternatively, the acknowledgment may be sent in an LPP message along with an LPP 



System Simulator: 

- Cell 1. 

- Satellite signals: Not present. 
UE: 

Preamble: 

- The UE is in state Generic RB Established (state 3) according to 3GPP TS 36.508 [8]. 
Related PICS/PIXIT Statements: 



message body. 



7.3.2.2.3 



Test description 



7.3.2.2.3.1 



Pre-test conditions 
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7.3.2.2.3.2 Test procedure sequence 



Table 7.3.2.2.3.2-1 : Main behaviour 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The SS sends a LPP message of type 
Request Capabilities including a request for 
acknowledgement. 


<— 


DLInformationTransfer 

(LPP REQUEST CAPABILITIES) 






2 

Option 1 


Option 1 : 

The UE sends an acknowledgement along 
with an LPP message of type Provide 
Capabilities. 


--> 


ULInformationTransfer 

(LPP PROVIDE CAPABILITIES, 

incl. acknowledgement response) 


1 


P 


2 

Option 2 


Option 2: 

The UE sends a LPP Acknowledgement 
response, followed by a LPP message of 
type Provide Capabilities. 


— > 
— > 


ULInformationTransfer 

(LPP ACKNOWLEDGEMENT) 

ULInformationTransfer 

(LPP PROVIDE CAPABILITIES) 


1 


P 


3 


IF 

the UE LPP message at step 2 includes an 

acknowledgment request 

THEN 

SS sends a LPP Acknowledgement 
response. 


<— 


DLInformationTransfer 

(LPP ACKNOWLEDGEMENT) 







7.3.2.2.3.3 Specific message contents 



Table 7.3.2.2.3.3-1 : DLInformationTransfer (steps 1, and 3, Table 7.3.2.2.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


DLInformationTransfer ::= SEQUENCE { 








rrc-Transactionldentifier 








criticalExtensions CHOICE { 








d CHOICE { 








dllnformationTransfer-r8 SEQUENCE { 








dedicated I nfoType CHOICE { 








dedicated I nfoNAS OCTET STRING 


Set according to Table 
7.3.2.2.3.3-2 


DOWNLINK 
GENERIC NAS 
TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






} 








1 








} 








} 
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Table 7.3.2.2.3.3-2: DOWNLINK GENERIC NAS TRANSPORT (steps 1, and 3, Table 7.3.2.2.3.2-1) 



Derivation Path: 24.301 Table 8.2.31.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Downlink generic NAS transport message identity 


01101000 


Downlink generic 
NAS transport 




Generic message container type 


00000001 


LTE Positioning 
Protocol (LPP) 
message container 




Generic message container 


Step 1 : 

Set according to Table 
7.3.2.2.3.3-3 


LPP Request 
Capabilities 




Step 3: 

Set according to Table 
7.3.2.2.3.3-8 


LPP 

Acknowledgement 




Additional information 


Present 


Routing Identifier/ 
Correlation ID 





Table 7.3.2.2.3.3-3: LPP Request Capabilities (step 1, Table 7.3.2.2.3.2-1) 



Derivation Path: Table 5.4-1 


Information Element 


Value/remark 


Comment 


Condition 


As defined in Table 5.4-1 with the following exceptions: 


sequenceNumber 









acknowledgement SEQUENCE { 








ackRequested 


TRUE 






acklndicator 


Not present 






} 
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Table 7.3.2.2.3.3-4: ULInformationTransfer (step 2, Table 7.3.2.2.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


1 nf a I'm nil s"\ n C 1 nm Ant 


value/ remarK 


oornrneni 


vsOnuiiion 


1 II 1 nli-ifin TtinnTrinofrir ■■ CCHI ICMPC / 

ULlnTOrmallOn 1 ranSTGr ..= otLJUtNL/t { 








CNTICcll tXtGDSIOnS OMUIL/t ( 








C 1 OnL/IL/t ( 








i illnfrirmatinnTrancfor rfi QPOI IFMPC / 
UMMIUi llldLIUll 1 Idllblcl IO OCUUCNOC \ 








dedicated InfoType CHOICE { 








dedicated InfoNAS OCTET STRING 


Set according to Table 
7.3.2.2.3.3-5 


UPLINK GENERIC 
NAS TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






I 








1 








} 








} 








Table 7.3.2.2.3.3-5: UPLINK GENERIC NAS TRANSPORT (step 2, Table 7.3.2.2.3.2-1) 


Derivation Path: 24.301 Table 8.2.32.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Uplink generic NAS transport message identity 


01101001 


Uplink generic NAS 
transport 




Generic message container type 


00000001 


LTE Positioning 
Protocol (LPP) 
message container 




Generic message container 


Step 2: 

Set according to Table 
7.3.2.2.3.3-6 


LPP Provide 
Capabilities 




Step 2 (Option 2), 

Set according to Table 
7.3.2.2.3.3-7 


LPP 

Acknowledgement 




Addional information 


present 


The UE includes 
the Routing 
Identifier received 
in the Additional 
Information IE of 
the DOWNLINK 
GENERIC NAS 
TRANSPORT 
message 





Table 7.3.2.2.3.3-6: LPP Provide Capabilities (step 2, Table 7.3.2.2.3.2-1) 



Derivation Path: 36.355 clause 6.2 


Information Element 


Value/remark 


Comment 


Condition 


LPP-Message ::= SEQUENCE { 








transactioniD SEQUENCE { 








initiator 


locationServer 






transactionNumber 


(0..255) 


Contains the 
same value as 
the corresponding 
field in the LPP 
Request 
Capabilities 
message in step 
1 , Table 
7.3.2.2.3.2-1. 
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} 








endTransaction 


-pi— 1 1 ■ r- 

TRUE 






sequenceNumber 


(0..255) 






i i _i ■ n ■ — i ii — urii — r 

acknowledgement SEQUENCE { 


Present, or not present. 
Present for Option 1 . 








ackRequested 


XDI Id r\t- LAI CC 

I riUb or rALbb 






acklndicator 


U (Option 1 ) 

inoi present (upuon d.) 






/ 








Inn MArronoDrvrJn 1— 1 f~\ 1 C f 

ipp-iviGssagGbooy onuiot { 








d CHOICE { 








provideoapaDinties bbUUbNGb { 








n mi+inn 1 C utn nn I n nn 1 1 1 /"* 1 f 

criticaibxtensions onuiob { 








C1 OHUICb { 








provideoapaDinties-ry bbUUbNL-b { 








cornmonlEsProvideCapabilities 




Not present 






n n. nn Di-ni ilnln/^nnnkilitinn 1 /**\ 1 II K 1 1 f 

a-gnss-rrovideL-apaDiiities obUUbNobj 


Dependent on UE 
capabilities 






gnss-SupportList 








assistanceDataSupportList 








locationCoordinateTypes 








velocity Types 








} 








otdoa-ProvideCapabilities 


Dependent on UE 
capabilities 








ecid-ProvideCapabihties 


Dependent on UE 
capabilities 






onrli i-Prnwirlof^anariilitioc 
cpuu n i u viucoci|Jciuiii uco 








} 








1 








1 








} 








} 








} 









Table 7.3.2.2.3.3-7: LPP Acknowledgement (step 2 - Option 2, Table 7.3.2.2.3.2-1) 



Derivation Path: 36.355 clause 6.2 


Information Element 


Value/remark 


Comment 


Condition 


LPP-Message ::= SEQUENCE { 








transaction ID 


Not present 






endTransaction 


FALSE 






sequenceNumber 


Not present 






acknowledgement SEQUENCE { 








ackRequested 


FALSE 






acklndicator 









1 








Ipp-MessageBody 


Not present. 






} 
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Table 7.3.2.2.3.3-8: LPP Acknowledgement (step 3, Table 7.3.2.2.3.2-1) 



Derivation Path: 36.355 clause 6.2 


Information Element 


Value/remark 


Comment 


Condition 


LPP-Message ::= SEQUENCE { 








transaction ID 


Not present 






endTransaction 


TRUE 






sequenceNumber 


Not present 






acknowledgement obUUbNob { 








ackRequested 


FALSE 






acklndicator 


(0..255) 


Contains the same 
value of the 
sequenceNumber 
field in step 2, 
Table 7.3.2.2.3.2-1. 




1 








Ipp-MessageBody 


Not present. 






} 









7.3.2.3 LPP Retransmission 
7.3.2.3.1 Test Purpose (TP) 

(1) 

with { a NAS signalling connection for EPC-NI-LR session existing } 
ensure that { 

when { UE does not receive an LPP acknowledgement for an LPP message which requires 
acknowledement } 

then { UE retransmits the LPP message up to three times. If still unacknowledged after that, the 
UE aborts all LPP activity for the associated session } 
} 



7.3.2.3.2 Conformance requirements 

References: The conformance requirements covered in the present TC are specified in: TS 36.355, clause 4.3. 
[TS 36.355, clause 4.3.1] 

A UE implementing LPP for the control plane solution shall support LPP reliable transport (including all three of 
duplicate detection, acknowledgement, and retransmission). 

The following requirements in subclauses 4.3.2, 4.3.3, and 4.3.4 [LPP] for LPP reliable transport apply only when the 
capability is supported. 

[TS 36.355, clause 4.3.4.1] 

When an LPP message which requires acknowledgement is sent and not acknowledged, it is resent by the sender 
following a timeout period up to three times. If still unacknowledged after that, the sender aborts all LPP activity for the 
associated session. 

7.3.2.3.3 Test description 
7.3.2.3.3.1 Pre-test conditions 

System Simulator: 

- Cell 1. 

- Satellite signals: Not present. 
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UE: 



Preamble: 

- The UE is in state Generic RB Established (state 3) according to 3GPP TS 36.508 [8]. 

Related PICS/PIXIT Statements: 

- Method of triggering an LPP message with acknowledgement request. 

7.3.2.3.3.2 Test procedure sequence 



Table 7.3.2.3.3.2-1 : Main behaviour 



St 


Procedure 


Message Sequence 


TP 


Verdict 






U-S 


Message 






1 


The SS sends a LPP message of type 
Request Capabilities. 


<— 


DLInformationTransfer 

(LPP REQUEST CAPABILITIES) 






2 


The UE sends a LPP message of type 
Provide Capabilities including a request for 
acknowledgement along with a sequence 
number. 

NOTE: This requires a method of triggering 
an acknowledgement request. 


— > 


ULInformationTransfer 

(LPP PROVIDE CAPABILITIES) 


- 


- 


3 


SS does not send an acknowldgement 










4 


After an implementation specific timeout 
period, the UE retransmitts the LPP 
message from step 2 and includes the 
same sequence number as in step 2. 


— > 


ULInformationTransfer 

(LPP PROVIDE CAPABILITIES) 






5 


SS does not send an acknowldgement 










6 


After an implementation specific timeout 
period, the UE retransmitts the LPP 
message from step 2 and includes the 
same sequence number as in step 2. 


— > 


ULInformationTransfer 

(LPP PROVIDE CAPABILITIES) 






7 


SS does not send an acknowldgement 










8 


After an implementation specific timeout 
period, the UE retransmitts the LPP 
message from step 2 and includes the 
same sequence number as in step 2. 


— > 


ULInformationTransfer 

(LPP PROVIDE CAPABILITIES) 






9 


SS does not send an acknowldgement 










10 


UE aborts all procedures and activity 
associated with LPP support for the location 
session. 

SS waits for 10 seconds to ensure the UE 
does not send another LPP message. 






1 


P 
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7.3.2.3.3.3 Specific message contents 



Table 7.3.2.3.3.3-1 : DLInformationTransfer (step 1, Table 7.3.2.3.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


DLInformationTransfer ::= SEQUENCE { 








rrc-Transactionldentifier 








criticalExtensions CHOICE { 








c1 CHOICE { 








dllnformationTransfer-r8 SEQUENCE { 








dedicated I nfoType CHOICE { 








dedicated I nfoNAS OCTET STRING 


Set according to Table 
7.3.2.3.3.3-2 


DOWNLINK 
GENERIC NAS 
TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






I 








} 








} 








} 









Table 7.3.2.3.3.3-2: DOWNLINK GENERIC NAS TRANSPORT (step 1, Table 7.3.2.3.3.2-1) 



Derivation Path: 24.301 Table 8.2.31.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Downlink generic NAS transport message identity 


01101000 


Downlink generic 
NAS transport 




Generic message container type 


00000001 


LTE Positioning 
Protocol (LPP) 
message container 




Generic message container 


Set according to Table 
7.3.2.3.3.3-3 


LPP Request 
Capabilities 




Additional information 


Present 


Routing Identifier/ 
Correlation ID 





Table 7.3.2.3.3.3-3: LPP Request Capabilities (step 1, Table 7.3.2.3.3.2-1) 

Derivation Path: Table 5.4-1 

Information Element | Value/remark | Comment | Condition 

As defined in Table 5.4-1 . 
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Table 7.3.2.3.3.3-4: ULInformationTransfer (steps 2, 4, 6, and 8, Table 7.3.2.3.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


1 nf rvrmotinn C 1 Am Ant 

inTorrnaiion tiemem 


value/ remarK 


oornrneni 




1 II 1 nli-ifin TtinnTrinofrir ■■ CCHI ICMPC / 

ULInTOriTiatlOn 1 ranSTGr ..= otLJUtNL/t { 








CNTICcll tXtGDSIOnS OMUIL/t ( 








C 1 OnL/IL/t ( 








UIIIIIUIIIIdLIUII 1 1 dl lo 1 C 1 1 O O 1 W \~J 1 1 N w 1 | 








dedicated InfoType CHOICE { 








dedicated InfoNAS OCTET STRING 


Set according to Table 
7.3.2.3.3.3-5 


UPLINK GENERIC 
NAS TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






I 








1 








} 








} 









Table 7.3.2.3.3.3-5: UPLINK GENERIC NAS TRANSPORT (steps 2, 4, 6, and 8, Table 7.3.2.3.3.2-1) 



Derivation Path: 24.301 Table 8.2.32.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Uplink generic NAS transport message identity 


01101001 


Uplink generic NAS 
transport 




Generic message container type 


00000001 


LTE Positioning 
Protocol (LPP) 
message container 




Generic message container 


Set according to Table 
7.3.2.3.3.3-6 


LPP Provide 
Capabilities 




Addional information 


present 


The UE includes 
the Routing 
Identifier received 
in the Additional 
Information IE of 
the DOWNLINK 
GENERIC NAS 
TRANSPORT 
message 





Table 7.3.2.3.3.3-6: LPP Provide Capabilities (steps 2, 4, 6, and 8, Table 7.3.2.3.3.2-1) 



Derivation Path: 36.355 clause 6.2 


Information Element 


Value/remark 


Comment 


Condition 


LPP-Message ::= SEQUENCE { 








transactionID SEQUENCE { 








initiator 


locationServer 






transactionNumber 


(0..255) 


Contains the 
same value as 
the corresponding 
field in the LPP 
Request 
Capabilities 
message in step 
1 Table 
7.3.2.3.3.2-1. 




} 








endTransaction 


TRUE 






sequenceNumber 


(0..255) 






acknowledgement SEQUENCE { 
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ackRequested 


TRUb 


Requires a 
method to set this 

TO 1 KUt 




.. 

acklndicator 


— 

Not present 






} 








ipp-iviGssagGbooy onuiL/t { 








d CHOICE { 








proviaeuapabinties obUUbNGb { 








criticalExtensions CHOICE { 








C1 OHUIOE { 








proviaeoapaDiiities-ry bbUUbNob { 








cornmonlEsProvideCapabilities 


Not present 






a-gnss-rroviaeuapaDiiities obUUbNobj 


Dependent on UE 
capabilities 






gnss-SupportList 








assistanceDataSupportList 








locationCoordinateTypes 








velocity Types 








} 








otdoa-ProvideCapabilities 


Dependent on UE 
capabilities 






: : — ~ — 

ecid-ProvideCapabilities 


Dependent on UE 
capaDinties 






epau-r roviaeL'apaDi lines 








i 








i 








} 








i 

























7.3.3 LPP Error Handling 

7.3.3.1 LPP Requested Method not Supported - UE-Assisted 

7.3.3.1.1 Test Purpose (TP) 

0) 

with { a UE supporting at least one of UE-assisted GNSS, UE-assisted OTDOA, or UE-assisted ECID, 

but not all of them } 
and with { a NAS signalling connection for EPC-NI-LR session existing } 
ensure that { 

when { UE receives a LPP message requesting at least one location method not supported } 
then { the UE provides location information for the supported methods} 
} 

7.3.3.1.2 Conformance requirements 

References: The conformance requirements covered in the present TC are specified in: TS 36.355, clauses 5.3.3 and 
5.4.3. 

[TS 36.355, clause 5.3.3] 

Upon receiving a RequestLocationlnformation message, the target device shall: 

1> if the requested information is compatible with the target device capabilities and configuration: 

[••■] 
1> otherwise: 

2> if one or more positioning methods are included that the target device does not support: 

3> continue to process the message as if it contained only information for the supported positioning methods; 
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3> handle the signaling content of the unsupported positioning methods by LPP error detection as in 5.4.3. 
[TS 36.355, clause 5.4.3] 

Upon receiving any LPP message, the receiving entity shall attempt to decode the message and verify the presence of 
any errors and: 

1> if the message type is an LPP RequestAssistanceData or RequestLocationlnformation and some or all of the 
requested information is not supported: 

2> return any information that can be provided in a normal response, which includes indications on other 
information that is not supported. 

7.3.3.1.3 Test description 

7.3.3.1.3.1 Pre-test conditions 

System Simulator: 

- Subtests 1-4: Cell 1. 

- Subtest 5 and 7: Cells 1, 2 and 4, as specified in 5.2.2. 

- Subtest 6: Cells 1, 2 and 4, as specified in 5.2.3. 

- Satellite signals (Subtests 1-4, 7): As specified in 5.2.1. 

UE: 



Preamble: 

- The UE is in state Generic RB Established (state 3) according to 3GPP TS 36.508 [8]. 
Related PICS/PIXIT Statements: 



7.3.3.1 .3.2 Test procedure sequence 

This test case includes sub-test cases dependent on the positioning method supported by the UE. Each sub-test case is 
identified by a sub-test case number as defined in Table 5.1-1. 



Table 7.3.3.1.3.2-1: Main behaviour 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The SS sends a LPP message of type Provide 
Assistance Data. 


<- 


DLInformationTransfer 

(LPP PROVIDE ASSISTANCE 

DATA) 






2 


The SS sends a LPP message of type Request 
Location Information including all specified 
positioning methods. 


<- 


DLInformationTransfer 
(LPP REQUEST LOCATION 
INFORMATION) 






3 


The UE sends a LPP message of type Provide 
Location Information including information for 
the supported method(s). 


— > 


ULInformationTransfer 
(LPP PROVIDE LOCATION 
INFORMATION) 


1 


P 


3a 


IF 

the UE LPP message at step 3 includes an 

acknowledgment request 

THEN 

SS sends a LPP Acknowledgement response. 


<- 


DLInformationTransfer 

(LPP ACKNOWLEDGEMENT) 
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7.3.3.1 .3.3 Specific message contents 



Table 7.3.3.1.3.3-1 : DLInformationTransfer (steps 1,2 and 3a, Table 7.3.3.1.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


DLInformationTransfer ::= SEQUENCE { 








rrc-Transactionldentifier 








criticalExtensions CHOICE { 








c1 CHOICE { 








dllnformationTransfer-r8 SEQUENCE { 








dedicated I nfoType CHOICE { 








dedicated I nfoNAS OCTET STRING 


Set according to Table 
7.3.3.1.3.3-2 


DOWNLINK 
GENERIC NAS 
TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






I 








} 








} 








} 









Table 7.3.3.1.3.3-2: DOWNLINK GENERIC NAS TRANSPORT (steps 1, 2 and 3a, Table 7.3.3.1.3.2-1) 



Derivation Path: 24.301 Table 8.2.31.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Downlink generic NAS transport message identity 


01101000 


Downlink generic 
NAS transport 




Generic message container type 


00000001 


LTE Positioning 
Protocol (LPP) 
message container 




Generic message container 


Step 1 : 

Set according to Table 
7.3.3.1.3.3-3 


LPP Provide 
Assistance Data 




Step 2 : 

Set according to Table 
7.3.3.1.3.3-4 


LPP Request 

Location 

Information 




Step 3a: 

Set according to Table 
7.3.3.1.3.3-8 


LPP 

Acknowledgement 




Additional information 


Present 


Routing Identifier/ 
Correlation ID 





Table 7.3.3.1.3.3-3: LPP Provide Assistance data (step 1, Table 7.3.3.1.3.2-1) 



Derivation Path: Table 5.4-2 


Information Element 


Value/remark 


Comment 


Condition 


As defined in Table 5.4-2 with the following exceptions: 


transactionID SEQUENCE { 








initiator 


locationServer 






transactionNumber 


(0..255) 






} 








a-gnss-ProvideAssistanceData 


As defined in clause 5.4 


Present for all 
sub-tests 




otdoa-ProvideAssistanceData 


As defined in clause 5.4 


Present for all 
sub-tests 
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Table 7.3.3.1.3.3-4: LPP Request Location Information (step 2, Table 7.3.3.1.3.2-1) 



Derivation Path: Table 5.4-3 


Information Element 


Value/remark 


Comment 


Condition 


As defined in Table 5.4-3 with the following exceptions: 


locationlnformationType 


locationMeasurementsRe 
quired 






a-gnss-RequestLocationlnformation 


As defined in Table 5.4-5 


Present for all sub- 
tests 




gnss-ids 


bits & 4 = 1 






otdoa-RequestLocationlnformation 


As defined in Table 5.4-5 


Present for all sub- 
tests 




ecid-RequestLocationlnformation 


As defined in Table 5.4-6 


Present for all sub- 
tests 




requestedMeasurements 


bitsO, 1,2 = 1 
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Table 7.3.3.1.3.3-5: ULInformationTransfer (step 3, Table 7.3.3.1.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


1 nf a I'm nil s"\ n C 1 nm Ant 


value/ remarK 


oornrneni 


vsOnuiiion 


1 II 1 nlrifm TtiAnTrnnofni- ■■ OCni ICMPC / 

ULInTOriTiatlOn 1 ranSTGr ..= otLJUtNL/t { 








CNIIC3I extensions OMUIL/t ( 








C 1 OnL/IL/t ( 








UIIIIIUIIIIdLIUII 1 1 dl lo 1 C 1 1 O O 1 W \~J 1 1 N w 1 | 








dedicated InfoType CHOICE { 








dedicated InfoNAS OCTET STRING 


Set according to Table 
7.3.3.1.3.3-6 


UPLINK GENERIC 
NAS TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






I 








1 








} 








} 









Table 7.3.3.1.3.3-6: UPLINK GENERIC NAS TRANSPORT (step 3, Table 7.3.3.1.3.2-1) 



Derivation Path: 24.301 Table 8.2.32.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Uplink generic NAS transport message identity 


01101001 


Uplink generic NAS 
transport 




Generic message container type 


00000001 


LTE Positioning 
Protocol (LPP) 
message container 




Generic message container 


Set according to Table 
7.3.3.1.3.3-7 


LPP Provide 

Location 

Information 




Addional information 


present 


The UE includes 
the Routing 
Identifier received 
in the Additional 
Information IE of 
the DOWNLINK 
GENERIC NAS 
TRANSPORT 
message (step 2 
Table 

7.3.3.1.3.2-1) 





Table 7.3.3.1.3.3-7: LPP Provide Location Information (step 3, Table 7.3.3.1.3.2-1) 



Derivation Path: 36.355 clause 6.2 


Information Element 


Value/remark 


Comment 


Condition 


LPP-Message ::= SEQUENCE { 








transactionID SEQUENCE { 








Initiator 


locationServer 






transactionNumber 


(0..255) 


Contains the 
same value as 
the corresponding 
field in LPP 
Request Location 
Information 
message in step 
2, Table 
7.3.3.1.3.1-1 




} 
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endTransaction 


1 nUt 






sequenceNumber 


IC\ Onn\ 






acKnowiGuyerneni otuuti\ot { 


n r\ o /~\ n t n k n Kn o n n + 

prGSGnt, Or not prGSGnl 






ackRequested 


TDI IP 

1 nUt 






acKinaicaior 


not. present 






} 








ipp-Messagebsoay OriuiGb { 








d CHOICE { 








provideLocationlnformation SEQUENCE { 








criticalExtensions CHOICE { 








c1 CHOICE { 








provideLocationlnformation-r9 
obUUbNGb { 








commonlEsProvideLocationlnformation 
L obUUbNOb | 








locationEstimate 


Not present 






velocityEstimate 


Not present 






L locationError 


May be present 






1 








a-gnss-ProvideLocationlnformation 


Present if UE supports UE- 
assisted A-GNSS 






otdoa-ProvideLocationlnformation 


Present if UE supports UE- 
assisted u I uua 






ecid- ProvideLocationlnformation 


Present if UE supports UE- 
assistGa boiu 






onrli i-Prrt\/irlol rmatinnlnfrtrmatinn 

cpUU II U V lUCLUOCUIUI IIIMUIIIIdUUI! 


Mr>t nrocont 






} 








} 








} 








} 








} 








} 









Table 7.3.3.1.3.3-8: LPP Acknowledgement (step 3a, Table 7.3.3.1.3.2-1) 



Derivation Path: 36.355 clause 6.2 


Information Element 


Value/remark 


Comment 


Condition 


LPP-Message ::= SEQUENCE { 








transaction ID 


Not present 






endTransaction 


TRUE 






sequenceNumber 


Not present 






acknowledgement SEQUENCE { 








ackRequested 


FALSE 






acklndicator 


(0..255) 


Contains the same 
value of the 
sequenceNumber 
field in step 3, Table 
7.3.3.1.3.2-1. 




} 








Ipp-MessageBody 


Not present. 






} 
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7.3.4 LPP Positioning Procedures 

7.3.4.1 E-SMLC Initiated Assistance Data Delivery followed by Location Information 
Transfer: UE-Based 

7.3.4.2 E-SMLC Initiated Assistance Data Delivery followed by Location Information 
Transfer: UE-Assisted 

7.3.4.3 E-SMLC Initiated Position Measurement without assistance data: UE-Based 

7.3.4.4 E-SMLC Initiated Position Measurement without assistance data: 
UE-Assisted 

7.3.5 LPP Abort 

7.3.5.1 E-SMLC initiated Abort 

7.3.5.1.1 Test Purpose (TP) 
(1) 

with { a NAS signalling connection for EPC-NI-LR session existing } 
ensure that { 

when { UE receives a LPP Abort message carrying the transaction ID of an on-going procedure } 
then { UE aborts the on-going procedure } 
} 

7.3.5.1.2 Conformance requirements 

References: The conformance requirements covered in the present TC are specified in: TS 36.355, clause 5.5.3. 
[TS 36.355, clause 5.5.3] 

Upon receiving an Abort message, a device shall: 

1> abort any ongoing procedure associated with the transaction ID indicated in the message. 

7.3.5.1.3 Test description 
7.3.5.1.3.1 Pre-test conditions 

System Simulator: 

- Cell 1. 

- Satellite signals: Not present. 
UE: 

Preamble: 

- The UE is in state Generic RB Established (state 3) according to 3GPP TS 36.508 [8]. 
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Related PICS/PIXIT Statements: 



7.3.5.1.3.2 



Test procedure sequence 



This test case includes sub-test cases dependent on the positioning method supported by the UE. Each sub-test case is 
identified by a Sub-Test Case Number as defined below: 



Sub-Test 
Case Number 


Supported Positioning Methods 


1 


UE supporting GNSS with A-GPS only 


2 


UE supporting GNSS with A-GLONASS only 


3 


UE supporting GNSS with A-Galileo only 


4 


UE supporting GNSS with A-GPS and A-GLONASS only 


5 


UE supporting OTDOA 


6 


UE supporting ECID 


Table 7.3.5.1.3.2-1: Main behaviour 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The SS sends a LPP message of type Request 
Location Information including a transaction ID. 


<— 


DLInformationTransfer 
(LPP REQUEST LOCATION 
INFORMATION) 






2 


Immediately after step 2, the SS sends a LPP 
message of type Abort using the same 
transaction ID chosen in step 1 . 


<— 


DLInformationTransfer 
(LPP ABORT) 






3 


The SS waits for 1 seconds to ensure the UE 
does not send a LPP message of type Provide 
Location Information with the same transaction 
ID as in step 1. 






1 


P 



7.3.5.1 .3.3 Specific message contents 

Table 7.3.5.1.3.3-1 : DLInformationTransfer (steps 1 and 2, Table 7.3.5.1.3.2-1) 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


DLInformationTransfer ::= SEQUENCE { 








rrc-Transactionldentifier 








criticalExtensions CHOICE { 








d CHOICE { 








dllnformationTransfer-r8 SEQUENCE { 








dedicated I nfoType CHOICE { 








dedicated I nfoNAS OCTET STRING 


Set according to Table 
7.3.5.1.3.3-2 


DOWNLINK 
GENERIC NAS 
TRANSPORT 




} 








nonCriticalExtension SEQUENCE {} 


Not present 






I 








} 








} 








} 
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Table 7.3.5.1.3.3-2: DOWNLINK GENERIC NAS TRANSPORT (steps 1 and 2, Table 7.3.5.1.3.2-1) 



Derivation Path: 24.301 Table 8.2.31.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


0010 


EPS session 
management 
messages 




Security header type 


0000 


Plain NAS 
message 




Downlink generic NAS transport message identity 


01101000 


Downlink generic 
NAS transport 




Generic message container type 


00000001 


LTE Positioning 
Protocol (LPP) 
message container 




Generic message container 


Step 1 : 

Set according to Table 
7.3.5.1.3.3-3 


LPP Request 

Location 

Information 






Step 2: 

Set according to Table 
7.3.5.1.3.3-4 


LPP Abort 




Additional information 


Present 


Routing Identifier/ 
Correlation ID 




Table 7.3.5.1.3.3-3: LPP Request Locaton Information (step 1, Table 7.3.5.1.3.2-1) 


Derivation Path: Table 5.4-3 


Information Element 


Value/remark 


Comment 


Condition 


As defined in Table 5.4-3 with the following exceptions: 


transactionID SEQUENCE { 








initiator 


locationServer 






transactionNumber 









} 








locationlnformationType 


locationEstimateRequired 


In case of "UE- 
based" Location 
method supported 
by the UE 






locationMeasurementsRe 
quired 


In case of "UE- 
assisted" Location 
method supported 
by the UE 




responseTime 


10 
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Table 7.3.5.1.3.3-4: LPP Abort (step 2, Table 7.3.5.1.3.2-1) 



Derivation Path: 36.355 clause 6.2 


Inf ArmatiAn Plomant 

iniurrndiiun cicincni 




Pom mo nt 


Po v\f\ it i o v\ 
LrUIICll lion 
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7.4 Circuit Switched (CS) Fallback 
7.4.1 MO-LR Procedure 

7.4.1 .1 CS fallback: Network does not support EPC-MO-LR 

7.4.1.1.1 Test Purpose (TP) 

0) 

with { UE in E-UTRA RRC_IDLE state having received an ATTACH ACCEPT message indicating location 

services via EPC not supported and location services via CS domain supported } 
ensure that { 

when { UE initiates MO-LR procedure } 

then { UE transmits an EXTENDED SERVICE REQUEST message } 
} 

7.4.1 .1 .2 Conformance requirements 

References: The conformance requirements covered in the present TC are specified in: TS 23.272, clause 8.3.1. 
[TS 23.272, clause 8.3.1] 

MO-LR procedure in the CS fallback in EPS is performed as specified in TS 23.271 [8]. 

When the MO-LR procedure is triggered by the UE's application, UE will check the LCS Support Indication provided 
by the Attach and TAU procedures as specified in TS 23.401 [2]: 

- If the LCS Support Indication indicates EPC-MO-LR is supported, and if the UE supports EPC-MO-LR, the UE 
stays in LTE and initiates the EPC-MO-LR procedure. 
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If EPC-MO-LR is not supported by either the network or the UE and if the LCS Support Indication indicates CS- 
MO-LR is supported, and the UE supports CS-MO-LR, the UE assumes CS-MO-LR is provided. Also, if EPC- 
MO-LR is not supported by either the network or the UE and if network does not provide information on 
whether CS-MO-LR is supported, then UE assumes CS-MO-LR may be provided. In these cases, if the previous 
combined EPS/IMSI Attach or Combined TA/LA Update is accepted with no "SMS only" indication, then the 
UE initiates CS Fallback to perform CS-MO-LR. 

NOTE: Based on UE implementation, UE may avoid initiating CS-MO-LR when an IMS VoIP session is active. 

- Otherwise, the UE shall not attempt the EPC-MO-LR procedure, i.e. neither EPC-MO-LR nor CS-MO-LR with 
CS Fallback. 

If the UE decided to initiate the CS Fallback for the LCS based on LCS Support Indication check, then, the following is 
applied: 

When UE is in active mode, UE and the network follows the procedure in clause 6.2 "Mobile Originating Call in 
Active-Mode". After UE changes its RAT from E-UTRAN to UTRAN/GERAN, it performs CS-MO-LR 
procedures as specified in TS 23.271 [8]. 

- When UE is in active mode but there's no need for PS-Handover, then UE and the network follows the procedure 
in clause 6.3 "Mobile Originating Call in Active Mode - No PS HO Support in GERAN". After UE changes its 
RAT from E-UTRAN to UTRAN/GERAN, it performs CS-MO-LR procedure as specified in TS 23.271 [8]. 

- When UE is in idle mode, UE follows the procedure in clause 6.4 "Mobile Originating Call in Idle Mode". After 
UE changes its RAT from E-UTRAN to UTRAN/GERAN, it performs CS-MO-LR procedure as specified in 
TS 23.271 [8]. 

7.4.1.1.3 Test description 

7.4.1.1.3.1 Pre-test conditions 

System Simulator: 

- Cell 1 (E-UTRA) and Cell 5 (UTRA) 

UE: 

- The UE is configured to initiate combined EPS/IMSI attach. 
Preamble: 

- The UE is in state Registered, Idle Mode (state 2) on cell 1 according to TS 36.508 [8]. 

Related PICS/PIXIT Statements: 

- Method of triggering a CS-MO-LR request for a location estimate. 
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7.4.1 .1 .3.2 Test procedure sequence 



Table 7.4.1.1.3.2-1: Main behaviour 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


Cause the UE to initiate MO-LR procedure. 






_ 


_ 


2 


The UE transmits an RRCConnectionRequest 
message on Cell 1 . 


--> 


RRCConnectionRequest 




- 


3 


The SS transmits an RRCConnectionSetup 
message on Cell 1 . 


<— 


RRCConnectionSetup 






4 


The UE transmits an 

RRCConnectionSetupComplete message on 
Cell 1. 

This message includes an EXTENDED 
SERVICE REQUEST message. 


— > 


RRCConnectionSetupComplete 


1 


P 


5 


The SS transmits a SecurityModeCommand 
message on Cell 1 . 


<— 


SecurityModeCommand 


- 


- 


6 


The UE transmits a SecurityModeComplete 
message on Cell 1 . 


— > 


SecurityModeComplete 






7 


The SS transmits an 

RRCConnectionReconfiguration message on 
CelM. 


<- 


RRCConnectionReconfiguration 


- 


- 


8 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message on Cell 1 . 


— > 


RRCConnectionReconfigurationCo 
mplete 






9 


The SS transmits an RRCConnectionRelease 
message for redirection to UTRAN carrier on 
Cell 1. 


<- 


RRCConnectionRelease 






10-18 


Steps 1 to 6 and steps 1 to 1 2 of the test 
procedure in subclause 6.1.2.1 are performed 
on Cell 5. 

Note: RRC connection establishment procedure 
and LCS procedure are performed in UTRAN 
cell. 











7.4.1 .1 .3.3 Specific message contents 



Table 7.4.1.1.3.3-1: Message ATTACH ACCEPT (preamble, Table 7.4.1.1.3.2-1) 



Derivation Path: TS 36.571-2 Table 4.3-2 


Information Element 


Value/remark 


Comment 


Condition 


Location services indicator in EPC (EPC-LCS) 
(octet 3, bit 3) 





location services via 
EPC not supported 




Location services indicator in CS (CS-LCS) (octet 3, bit 
4 to 5) 


10 


location services via 
CS domain 
supported 
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Table 7.4.1.1.3.3-2: Message RRCConnectionRelease (step 9, Table 7.4.1.1.3.2-1) 



Derivation Path: TS 36.508 Table 4.6.1-15 


Infnrmatinn Plomont 

IIIIUIIIIdLIUII ^ICTI 1 ICI 1 1 


V alUC/ 1 CI 1 Idl r\ 


PAmmont 

UUI 1 II 1 Id 1 1 


Prtnrlitirtn 
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nnuuUI II ItfULIUI Inclcdbc ..— OCW-IONOC \ 








L-l 1 LIL-dl ^ALCI lolUI lo wllUIUL \ 








d CHOICE { 








rrcConnectionRelease-r8 SEQUENCE { 








redirectedCarrierlnfo CHOICE { 








utra-FDD 


Downlink UARFCN of cell 5 




UTRA-FDD 


utra-TDD 


Downlink UARFCN of cell 5 




UTRA-TDD 


} 








1 








1 








} 








} 









Condition 


Explanation 


UTRA-FDD 


UTRA FDD cell environment 


UTRA-TDD 


UTRA TDD cell environment 



7.4.1 .2 CS fallback: UE does not support EPC-MO-LR 

7.4.1 .2.1 Test Purpose (TP) 
(1) 

with { UE in E-UTRA RRC_IDLE state having received an ATTACH ACCEPT message indicating location 

services via EPC supported and location services via CS domain supported } 
ensure that { 

when { UE initiates MO-LR procedure } 

then { UE transmits an EXTENDED SERVICE REQUEST message } 
} 

7.4.1 .2.2 Conformance requirements 

References: The conformance requirements covered in the present TC are specified in: TS 23.272, clause 8.3.1. 
[TS 23.272, clause 8.3.1] 

MO-LR procedure in the CS fallback in EPS is performed as specified in TS 23.271 [8]. 

When the MO-LR procedure is triggered by the UE's application, UE will check the LCS Support Indication provided 
by the Attach and TAU procedures as specified in TS 23.401 [2]: 

- If the LCS Support Indication indicates EPC-MO-LR is supported, and if the UE supports EPC-MO-LR, the UE 
stays in LTE and initiates the EPC-MO-LR procedure. 

If EPC-MO-LR is not supported by either the network or the UE and if the LCS Support Indication indicates CS- 
MO-LR is supported, and the UE supports CS-MO-LR, the UE assumes CS-MO-LR is provided. Also, if EPC- 
MO-LR is not supported by either the network or the UE and if network does not provide information on 
whether CS-MO-LR is supported, then UE assumes CS-MO-LR may be provided. In these cases, if the previous 
combined EPS/IMSI Attach or Combined TA/LA Update is accepted with no "SMS only" indication, then the 
UE initiates CS Fallback to perform CS-MO-LR. 

NOTE: Based on UE implementation, UE may avoid initiating CS-MO-LR when an IMS VoIP session is active. 

- Otherwise, the UE shall not attempt the EPC-MO-LR procedure, i.e. neither EPC-MO-LR nor CS-MO-LR with 
CS Fallback. 

If the UE decided to initiate the CS Fallback for the LCS based on LCS Support Indication check, then, the following is 
applied: 
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When UE is in active mode, UE and the network follows the procedure in clause 6.2 "Mobile Originating Call in 
Active-Mode". After UE changes its RAT from E-UTRAN to UTRAN/GERAN, it performs CS-MO-LR 
procedures as specified in TS 23.271 [8]. 

- When UE is in active mode but there's no need for PS-Handover, then UE and the network follows the procedure 
in clause 6.3 "Mobile Originating Call in Active Mode - No PS HO Support in GERAN". After UE changes its 
RAT from E-UTRAN to UTRAN/GERAN, it performs CS-MO-LR procedure as specified in TS 23.271 [8]. 

- When UE is in idle mode, UE follows the procedure in clause 6.4 "Mobile Originating Call in Idle Mode". After 
UE changes its RAT from E-UTRAN to UTRAN/GERAN, it performs CS-MO-LR procedure as specified in 
TS 23.271 [8]. 

7.4.1.2.3 Test description 

7.4.1.2.3.1 Pre-test conditions 

System Simulator: 

- Cell 1 (E-UTRA) and Cell 5 (UTRA) 



- The UE is configured to initiate combined EPS/IMSI attach. 
Preamble: 

- The UE is in state Registered, Idle Mode (state 2) on cell 1 according to TS 36.508 [8]. 

Related PICS/PIXIT Statements: 

- Method of triggering a CS-MO-LR request for a location estimate. 
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7.4.1 .2.3.2 Test procedure sequence 



Table 7.4.1.2.3.2-1: Main behaviour 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


Cause the UE to initiate MO-LR procedure. 






_ 


_ 


2 


The UE transmits an RRCConnectionRequest 
message on Cell 1 . 


--> 


RRCConnectionRequest 




- 


3 


The SS transmits an RRCConnectionSetup 
message on Cell 1 . 


<— 


RRCConnectionSetup 






4 


The UE transmits an 

RRCConnectionSetupComplete message on 
Cell 1. 

This message includes an EXTENDED 
SERVICE REQUEST message. 


— > 


RRCConnectionSetupComplete 


1 


P 


5 


The SS transmits a SecurityModeCommand 
message on Cell 1 . 


<— 


SecurityModeCommand 


- 


- 


6 


The UE transmits a SecurityModeComplete 
message on Cell 1 . 


— > 


SecurityModeComplete 






7 


The SS transmits an 

RRCConnectionReconfiguration message on 
CelM. 


<- 


RRCConnectionReconfiguration 


- 


- 


8 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message on Cell 1 . 


— > 


RRCConnectionReconfigurationCo 
mplete 






9 


The SS transmits an RRCConnectionRelease 
message for redirection to UTRAN carrier on 
Cell 1. 


<- 


RRCConnectionRelease 






10-18 


Steps 1 to 6 and steps 1 to 1 2 of the test 
procedure in subclause 6.1.2.1 are performed 
on Cell 5. 

Note: RRC connection establishment procedure 
and LCS procedure are performed in UTRAN 
cell. 











7.4.1 .2.3.3 Specific message contents 



Table 7.4.1.2.3.3-1: Message ATTACH ACCEPT (preamble, Table 7.4.1.2.3.2-1) 



Derivation Path: TS 36.571-2 Table 4.3-2 


Information Element 


Value/remark 


Comment 


Condition 


Location services indicator in CS (CS-LCS) (octet 3, bit 
4 to 5) 


10 


location services 
via CS domain 
supported 





Table 7.4.1.2.3.3-2: Message RRCConnectionRelease (step 9, Table 7.4.1.2.3.2-1) 



Derivation Path: TS 36.508 Table 4.6.1-15 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionRelease ::= SEQUENCE { 








criticalExtensions CHOICE { 








d CHOICE { 








rrcConnectionRelease-r8 SEQUENCE { 








redirectedCarrierlnfo CHOICE { 








L utra-FDD 


Downlink UARFCN of cell 5 




UTRA-FDD 


utra-TDD 


Downlink UARFCN of cell 5 




UTRA-TDD 


} 








} 








} 








1 








} 
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Condition 


Explanation 


UTRA-FDD 


UTRA FDD cell environment 


UTRA-TDD 


UTRA TDD cell environment 
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